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Abstract 


Horizontal  microarchitectures  often  have  features  that  make  it  difficult  for  a  compiler  to 
produce  good  object  code  from  a  high-level  language.  Although  the  problem  of  compacting 
microcode  into  a  near-minimal  number  of  microinstructions  has  received  a  great  deal  of 
attention,  other  phases  of  the  compiler  have  not  been  studied  as  thoroughly.  This  dissertation 
explores  methods  of  generating  quality  microcode  for  horizontal  microarchitectures, 
compacting  the  microcode,  and  the  interaction  between  code  generation  and  compaction. 

There  are  often  several  code  sequences  that  perform  the  same  computation  for  a  given 
microarchitecture.  If  the  code  generation  and  compaction  phases  of  the  compiler  are 
executed  sequentially,  the  code  generator  may  not  be  able  to  determine  the  best  code, 
because  a  code  sequence  that  compacts  well  in  one  situation  may  contain  several 
bottlenecks  in  another.  This  dissertation  explores  three  methods  of  coupling  the  code 
generation  and  compaction  phases  of  the  compiler,  and  concludes  that  subtle  micromachine 
features  make  it  very  difficult  to  produce  good  code  unless  the  code  generator  actually 
produces  several  candidate  code  sequences  that  are  compacted  and  compared  with  one 
another. 

This  dissertation  also  explores  machine- independent  methods  of  generating  microcode. 
One  aspect  of  the  code  generation  problem — that  of  generating  constants  “intelligently” — is 
discussed  in  detail.  A  technique  called  constant  unfolding  is  presented  that  can  be  used  to 
produce  code  sequences  that  generate  constants  in  "unusual”  ways  during  execution;  such 
code  sequences  often  lead  to  more  compact  code  when  the  literal  field  of  the  microinstruc¬ 
tion  is  a  bottleneck. 

The  classical  microcode  compaction  problem  is  also  examined.  We  show  that  this  NP-hard 
problem  can  be  solved  in  polynomial  time  if  the  number  of  registers  in  the  micromachine  is 
bounded,  and  use  this  result  to  argue  that  the  problem  is  not  general  enough.  A  heuristic 
algorithm  is  presented  for  solving  the  general  problem. 
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Chapter  1 
Introduction 


In  1951,  Maurice  Wilkes  introduced  the  concept  of  microprogramming  at  the  Manchester 
University  Computer  Inaugural  Conference  [Wilkes  51].  At  that  time,  however,  the  cost  of 
memory  was  sufficiently  high  that  microprogramming  was  not  used  seriously  in  practice  until 
more  than  a  decade  later  with  the  implementation  of  the  IBM  360  series  machines  [Fagg  64]. 
Since  that  time,  the  cost  of  memory,  with  its  highly  regular  patterns,  has  decreased  at  a  rapid 
rate,  making  it  more  attractive  to  implement  digital  systems  in  microcode.  At  the  same  time, 
programmers  have  demanded  more  complex  computer  architectures,  which  would  be  quite 
cumbersome  to  implement  completely  in  hardware.  Thus,  microcode  offers  a  number  of 
advantages  to  both  the  hardware  designer  and  the  programmer: 

Flexibility  Many  decisions  can  be  delayed  much  further  in  the  design  process. 

Extensibility  Once  an  architecture  is  on  the  market,  it  can  be  extended  with  additional 
microcode,  perhaps  to  tailor  a  machine  to  a  special  application. 

Cost  The  number  of  components  (and  types  of  components)  can  be  reduced  by 

implementing  a  digital  system  in  microcode:  the  information  density  in  the 
control  memory  is  much  higher  than  in  combinatorial  logic. 


Simplicity  Many  complex  instructions,  such  as  table  translation  and  string  com¬ 

parison,  are  simpler  to  implement  in  microcode  than  in  hardware. 


The  trend  toward  VLSI  implementation  of  digital  systems  is  expected  to  increase  the  use  of 
microprogramming.  The  use  of  microcode  rather  than  digital  logic  decreases  hardware 
complexity,  and  increases  functionality  and  flexibility.  According  to  Parker  and  Wilner  [Parker 
81],  “It  is  universally  agreed  that  future  single-chip  processors  will  be  microcoded.” 


1.1.  Horizontal  Microcode 

The  desire  for  high  performance  has  led  many  micromachine  designers  to  choose  a 
horizontal  instruction  format  [Husson  70,  Salisbury  76],  which  is  to  say  that  for  each  machine 
resource  there  exists  a  field  in  the  microinstruction  that  is  wired  to  the  control  lines  of  the 

*  i 

resource  during  the  execution  of  that  microinstruction.  A  vertical  (i.e.,  traditional)  machine 
instruction,  on  the  other  hand,  specifies  only  a  single  operation  to  be  performed.  A  vertical 
architecture  may  therefore  be  considered  a  degenerate  case  of  a  horizontal  one. 
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Consider  an  example  on  a  PDP-11 .  It  takes  three  instructions  to  add  two  registers  together, 

shift  the  result  left  one  bit,  and  store  the  result  in  a  third  register 

MOV  R2.R3 
ADD  R1.R3 
ASL  R3 

In  a  horizontal  architecture,  it  may  be  possible  to  compute  the  result  in  a  single  instruction 
because  the  shifter,  the  ALU  function,  and  data  paths  are  independently  controlled.  Figure 
1-1  depicts  a  horizontal  microinstruction  format  in  which  the  shifter,  ALU,  and  various 
registers  are  independently  controlled,  performing  the  above  operation  in  single  instruction. 


abus  bbtis  ALU  fen.  shift  count  ALUdest 


R1 


R2 


ADD 


1 


R3 


Figu  re  1  - 1 :  Horizontal  microinstruction  that  performs  an  add  and  shift. 


There  may  also  be  additional  fields  that  allow  the  programmer  to  specify  branching  conditions 
or  to  control  external  devices. 

Although  the  term  horizontal  technically  refers  to  an  instruction  format  with  no  encoding,  a 
typical  “horizontal”  microinstruction  format  is  a  mixture  of  non-encoded  and  encoded  fields. 
This  often  occurs  because  a  particular  resource  or  operation  will  be  used  so  infrequently  (in 
the  designer’s  view)  that  the  cost  of  an  independent  field  is  not  justified.  An  example 
commonly  found  in  microarchitectures  is  that  of  a  branch  address.  It  is  not  expected  that  a 
branch  will  occur  during  every  instruction;  similarly  it  is  not  expected  that  a  every  instruction 
will  need  literal  (constant)  data.  In  many  microarchitectures,  then,  the  branch-address  field 
may  specify  literal  data  during  microinstructions  in  which  it  is  not  specifying  a  branch 
address. 


1.2.  Motivation 

Until  recently,  the  production  of  microcode  could  be  characterized  by  the  following 
observations: 

•  The  microcode  was  written  by  someone  who  was  of  necessity  intimately  familiar 
with  the  machine  to  be  programmed— possibly  the  hardware  designer. 

•  Once  the  microcode  was  written  and  tested,  it  was  written  onto  a  ROM,  and  not 
modified  unless  it  was  necessary  to  replace  the  ROM  in  order  to  remove  a  latent 
microcode  bug. 

•  The  size  of  the  control  store  was  relatively  small,  thereby  bounding  the*complexity 
of  the  microprogram. 
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In  the  1970’s,  however,  it  became  increasingly  popular  to  design  machines  that  are 
programmed  according  to  a  different  scenario  [Nanodata  72,  Fuller  76].  Microprogramming 
thus  began  to  develop  many  of  the  same  software  engineering  problems  that  traditional 
programming  has  had  for  the  past  two  decades  [Davidson  78].  In  particular: 

•  A  microprogrammer  does  not  want  to  become  familiar  with  the  machine  by 
studying  circuit  diagrams.  It  is  desirable  to  free  the  programmer  from  having  to 
learn  the  machine  in  extreme  detail.  At  the  very  least,  a  tutorial  describing  the 
microarchitecture  should  be  available.  Ideally,  the  microprogrammer  should  be 
freed  from  understanding  such  details  as  propagation  delays  and  data  path 
routing. 

•  Microcode  is  frequently  modified  because  many  control  stores  are  now  writable. 

Thus,  tools  for  reliably  maintaining  firmware  are  necessary.  This  can  be 
especially  important  when  a  user  desires  to  modify  or  extend  “house-written” 
microcode,  but  keep  it  consistent  with  the  rest  of  the  system. 

•  As  memory  becomes  less  expensive,  the  size  of  control  stores  increases.  Even 
“expert”  microprogrammers  are  finding  that  the  size  and  complexity  of  the 
microcode  to  be  written  and  maintained  is  becoming  too  large  [Jones  80]. 

In  addition  to  the  above  problems  which  have  analogues  in  macroprogramming,  horizontal 
microprogramming  also  lends  itself  to  pipelining.  It  is  not  uncommon  to  have  parts  of  three  or 
four  unrelated  computations  being  performed  during  a  single  microinstruction.  For  example, 
one  microinstruction  might  contain  a  conditional  branch  on  a  comparison  from  the  previous 
cycle,  an  addition  being  performed  in  the  ALU,  a  main  memory  reference  being  initiated,  and 
data  from  a  register  file  being  read  onto  a  bus  in  preparation  for  being  fed  into  the  shifter  on 
the  next  cycle.  Such  overlapping  tends  to  make  the  code  difficult  to  understand  and  maintain. 

As  user-microprogrammable  machines  become  more  common  and  control  stores  become 
larger,  the  effort  required  to  produce  and  maintain  microprogrammed  systems  increases.  As 
a  result,  it  is  desirable  to  develop  more  powerful  tools  for  the  task.  Researchers  in  firmware 
engineering  have  made  progress  in  several  areas. 

Microprogram  verification  [Patterson  76,  Carter  78],  can  be  helpful  in  detecting  inconsis¬ 
tencies  that  may  be  introduced  during  the  production  and  maintenance  of  microprograms. 
Still,  this  approach  does  not  free  the  programmer  from  writing  microcode  at  the  machine 
level. 

The  compilation  of  programs  from  a  high-level  language  (HLL)  has  been  quite  successful  in 
facilitating  program  development  and  maintenance  in  traditional  software  systems,  so  it 
seems  reasonable  to  approach  microcode  in  the  same  manner.  HLL  microprogramming  does 
have  drawbacks,  however: 

•  Language  requirements  for  microprogrammed  machines  may  differ  from  those  of 
traditional  machines  just  as  system  implementation  languages  tend  to  differ  from 
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application  languages.  For  example,  the  pipelining  that  is  possible  in  many 
microarchitectures  can  make  it  attractive  to  specify  which  branch  of  an 
if-then-else  is  most  frequently  executed  [Fisher  81a].  DeWitt  [DeWitt  76], 
Dasgupta  [Dasgupta  78],  and  Patterson  [Patterson  79]  are  among  those  who 
have  explored  solutions  problems  in  the  area  of  microprogramming  languages. 

•  When  a  high-level  language  is  used  a  compiler  is  necessary  to  translate  the 
program  into  machine  language.  Because  speed  is  often  the  motivation  for 
putting  a  function  into  microcode  in  the  first  place,  an  optimizing  compiler  is 
desirable.  There  is  still  much  work  to  be  done  in  the  area  of  horizontal 
microprogram  optimization.  This  dissertation  will  explore  several  aspects  of 
horizontal  optimization. 

•  Validation  of  microprograms,  which  is  sometimes  done  using  oscilloscopes  and 
logic  analyzers,  can  be  quite  difficult.  Code  motion  and  other  optimizations 
performed  by  a  HLL  compiler  may  compound  this  difficulty.  There  is  certainly  a 
need  for  microprogram  validation/debugging  tools. 

Microcode  compaction  has  been  attempted  with  moderate  success  by  a  number  of 
researchers  [Yau  74,  Tsuchiya  74,  Dasgupta  76,  DeWitt  76,  Tokoro  78,  Mallett  78,  Wood  79a, 
Fisher  79,  Ma  80,  Landskov  80,  Poe  80].  Compaction  algorithms  have  typically  assumed  that 
the  object  code  has  been  generated  (either  by  a  compiler  or  by  hand),  but  has  not  been 
compacted.  The  goal,  then,  is  to  rearrange  the  given  object  code  into  as  few  instructions  as 
possible  without  changing  the  semantics  of  the  program.  Although  the  problem  is  NP-hard 
(as  will  be  shown  in  Chapter  2),  a  number  of  linear  or  near-linear  algorithms  have  been 
devised  that  produce  less  than  optimal  results,  but  nevertheless  appear  to  compact 
microcode  quite  well.  Unfortunately,  these  algorithms  exhibit  a  dependence  on  the  initial 
ordering  of  the  source  code,  as  will  be  shown  in  Chapter  7. 

1 .3.  This  Research  Effort 

While  much  work  has  been  done  in  the  area  of  compacting  al ready- generated  microcode, 
relatively  little  attention  has  been  paid  to  the  problem  of  generating  high  quality  microcode. 
Previous  work  assumed  that  the  code  had  already  been  generated — either  by  hand,  or  by  a 
previous  phase  of  the  compiler.  In  cases  where  a  code  generator  actually  exists  (and  the 
details  of  the  generator  are  given),  there  is  little  evidence  that  an  attempt  was  made  to 
produce  good  code — the  authors  were  concentrating  on  the  compaction  problem  [Mallett  78, 
Fisher  79,  Poe  80].  This  dissertation  concerns  itself  with  certain  aspects  of  the  code 
generation  process  itself— in  particular,  generating  code  that  is  conducive  to  being  com¬ 
pacted  well. 

Because  is  it  generally  agreed  that  the  compilation  process  is  too  complex  to  perform  in  a 
single  step  [Aho  77,  Leverett  79],  we  are  presuming  a  compiler  that  consists  of  a  number  of 
steps,  or  phases.  The  premise  on  which  this  thesis  is  based  is  that  the  code  generation  and 
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compaction  phases  of  the  compiler  cannot  be  separated  if  good  code  is  desired;  the  two 
phases  must  be  performed  together,  iteratively  or  in  some  other  manner  that  allows  the  code 
generator  some  knowledge  of  how  the  code  is  being  compacted.  We  have  built  code 
generation  and  compaction  phases  as  part  of  this  research  effort,  and  have  demonstrated 
that  their  coupling  can  improve  code  quality. 

Other  issues  relating  the  generation  of  "packable”  microcode  are  also  discussed,  but  only 
to  the  degree  that  they  relate  to  the  primary  topic.  The  intelligent  generation  of  literals  in 
microarchitectures  has  some  potential  benefits  and  is  discussed  in  moderate  detail. 

The  techniques  described  in  this  dissertation  have  been  implemented  in  Pascal  and  have 
run  on  a  DEC  VAX- 11/780  [Strecker  78].  Appendices  A  and  B  are  devoted  to  the  details  of 
the  implementation,  and  may  be  skipped  by  the  casual  reader. 

1.4.  Organization  of  the  Dissertation 

The  first  four  chapters  are  of  an  introductory  nature.  Chapter  2  is  an  overview  of  the  key 
issues  in  microcode  optimization  as  we  see  them.  The  chapter  is  more  or  less  a  reply  to  the 
question:  Why  is  microcode  optimization  different  from  traditional  optimization?  Chapter  3  is  a 
review  of  previous  work  done  in  the  field  of  microcode  optimization;  it  describes  the  current 
state  of  the  art  in  terms  of  the  issues  discussed  in  Chapter  2  and  sketches  the  recent  work  by 
several  researchers  in  the  field.  Chapter  4  describes  in  detail  the  issues  addressed  in  this 
dissertation.  In  addition,  it  describes  important  related  problems  not  addressed,  along  with 
the  reasons  for  not  addressing  them.  The  chapter  concludes  with  an  brief  description  of  the 
three  techniques  for  coupling  code  generation  and  compaction  that  are  considered  in  this 
dissertation. 

Chapters  5  through  8  describe  the  work  we  have  performed.  Chapter  5  is  a  discussion  of 
the  micromachine  model  used  in  the  implementation.  It  includes  a  discussion  of  the  important 
features  of  microarchitectures  that  the  model  fits,  as  well  as  examples  of  micromachines 
which  do  not  fit  the  model  and  the  reasons  for  excluding  them.  It  concludes  with  a  discussion 
of  the  ramifications  of  the  model  for  some  of  the  issues  stated  in  Chapter  2.  Chapter 
6  describes  the  heuristic  search  algorithm  used  in  implementing  the  code  generator.  The 
chapter  first  describes  the  algorithm  nondeterministicall/  and  then  discusses  the  pruning 
mechanisms  used  that  enabled  it  to  run  on  a  deterministic  machine.  In  Chapter  7  we  show 
that  the  commonly  accepted  compaction  model  is  insufficient  in  at  least  two  respects,  and 
then  present  our  algorithm,  which  solves  a  more  general  problem.  Chapter  8  describes  the 
three  methods  used  to  couple  the  code  generation  and  compaction  phases  of  the  compiler 
and  presents  the  experimental  results  for  each  method.  The  chapter  concludes  with  a 
description  of  an  attempt  to  combine  the  techniques. 


Finally,  Chapter  9  evaluates  the  research  and  si 
contributions.  Recommendations  are  also  made 
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Chapter  2 

Issues  in  Microcode  Optimization 


Over  the  past  two  decades,  compiler  writers  have  developed  code  optimization  techniques 
that  have  been  used  in  the  production  of  a  number  of  high-quality  compilers  [Lowry  69,  Wulf 
75,  Kernighan  78].  In  considering  the  problem  of  producing  high-quality  microcode,  it  is 
natural  to  try  using  the  body  of  optimization  knowledge  that  exists  for  traditional  compilers.  A 
number  of  microcode  compaction  systems  assume  that  there  exists  an  optimizing  compiler 
that  produces  object  code  suitable  for  input  to  the  compaction  phase  [Tokoro  78,  Fisher  79, 
Poe  80], 

If  microarchitectures  were  sufficiently  similar  to  traditional  architectures,  the  idea  of  using  a 
traditional  optimizing  compiler  before  doing  the  compaction  would  be  a  good  one.  Unfor¬ 
tunately,  such  architectures  have  characteristics  in  which  many  traditional  optimization 
techniques  either  are  ineffective,  or  require  modification. 

The  scope  of  this  chapter  is  much  broader  than  that  of  the  dissertation,  including  such 
issues  as  flow  analysis,  register  allocation  and  short-circuit  evaluation.  We  begin  by 
discussing  the  key  differences  between  microcode  and  traditional  architectures.  Following 
this,  a  number  of  traditional  optimization  techniques  are  evaluated  with  respect  to  their 
suitability  for  use  in  an  optimizing  microcoae  compiler. 

This  chapter  has  two  purposes.  The  first  is  to  acquaint  readers,  familiar  with  traditional 
architectures,  with  some  of  the  optimization  issues  that  arise  when  a  horizontal  architecture  is 
considered,  in  order  to  give  them  a  foundation  from  which  Chapters  3.  and  4  can  be 
understood.  The  second  is  to  bring  the  issues  to  the  attention  of  researchers  in  the  area  of 
microcode  optimization,  many  of  whom  have  thus  far  concentrated  on  the  issue  of  microcode 
compaction. 

2.1.  Differences  between  Microcode  and  Traditional  Architectures 

Most  compiler  optimization  research  has  assumed  a  target  architecture  that  is  both 
macro — the  instructions  are  stored  in  the  main  memory  of  the  machine — and  vertical — each 
instruction  performs  a  single  operation.  The  architectures  that  we  are  considering,  on  the 
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other  hand,  are  micro— the  instructions  are  kept  in  a  high-speed  local  memory — and 
horizontal.  We  intend  to  describe  how  each  of  these  aspects  affects  compiler  optimization. 
The  discussions  in  this  chapter  apply  to  vertical  microarchitectures  [Digital  78]  and  horizontal 
macroarchitectures  [FPS  82]  to  a  lesser  extent. 

Our  research  has  led  us  to  conclude  that  there  are  four  major  differences  between 
horizontal  microarchitectures  and  vertical  macroarchitectures.  First,  the  instruction  format  of 
a  horizontal  architecture  allows  independent  computations  to  be  performed  during  the  same 
instruction.  Next,  the  cost  of  a  main  memory  access  is  more  expensive  on  a  micromachine, 
relative  to  the  cost  of  instruction  execution.  Third,  microarchitectures  often  require  the 
programmer  or  compiler  to  be  concerned  with  low-level  timing  details.  Last,  horizontal 
microarchitectures  tend  to  have  a  large  number  of  heterogeneous  registers. 

2.1 .1 .  Horizontal  instruction  format 

Traditonal  machine  architectures  have  what  is  known  in  the  microprogramming  literature 
as  a  vertical  instruction  format,  while  microprogrammable  architectures  that  we  are  consider¬ 
ing  have  a  horizontal  instruction  format.  The  term  horizontal  came  to  be  used  because  the 
instruction  in  such  a  machine  has  a  large  number  of  bits;  that  is  to  say,  the  instruction  is 
typically  a  very  wide  (or  horizontal !)  one  (see  Figure  2- 1 ). 
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Figu  re  2- 1 :  Typical  horizontal  instruction  format. 


The  term  vertical  was  then  used  to  describe  instruction  formats  that  are  not  horizontal — the 
traditional  instruction  format  in  which  there  is  an  opcode  and  (possibly)  one  or  more 
operands. 

In  a  purely  horizontal,  or  non-encoded,  instruction  format,  the  microinstruction  (/il)  is 
divided  into  a  number  of  independent  bit  fields,  where  each  field  directly  controls  a  machine 
resource.  For  example,  the  jil  in  Figure  2-2  contains  seven  fields.  The  first  controls  the  ALU 
function;  the  second  is  the  “count”  input  to  the  shift  unit;  the  third  and  fourth  serve  as 
selectors  for  the  ALU  data  input;  the  fifth  selects  a  register  from  the  register  file  reading  or 
writing;  the  sixth  specifies  whether  the  register  file  is  to  be  written;  the  seventh  selects  a 
condition  for  micro-branching.  During  the  execution  of  every  jtil,  each  resource  is  controlled 
separately. 


In  microprogramming  literature,  the  contents  of  an  individual  field  of  the  ptl  is  called  a 


Issues  in  Microcode  Optimization 


ALU  shift  abus  bbus 

reg  branch 

fen  count  source  source  reg  # 

write  cond 

1  1 

T - \ ^ ^ 

\  \  \  V  \ 

t  * 

v - 

- ^ 

\ _ ■ 

L''  /  \ 

'  \ 

register 

* 

\  f  ^ 

file 

\ 

\ 

\ 

list  ' 

J 

\ 

\£CMUX 

l 

* 

Figure  2-2:  Horizontal  control  word  controlling  typical  hardware  resources. 

microoperation  (/xOp).  Because  each  /xOp  is  an  independent  field,  the  /zOp  is  logically  the 
atomic  unit  of  execution.  A  microcode  generator,  then,  produces  /xOps,  which  are  then 
compacted  into  /i/s,  which  are  physically  the  atomic  unit  of  execution.  Vertical  architectures 
do  not  have  a  distinction  between  logical  and  physical  atomic  execution  units.1 

This  distinction  makes  it  necessary  to  compact  the  /xOps  into  /ils  after  they  have  been 
produced.  It  is,  of  course,  not  generally  possible  to  place  ail  /iOps  into  the  same  /xl,  because 
two  /iOps  may  require  the  use  of  a  common  hardware  resource  or  /il  field;  data  dependencies 
may  also  dictate  that  one  /iOp  precede  another.  The  compaction  problem  has  been  given  a 
great  deal  of  attention  by  researchers,  and  near-linear  time  algorithms  have  been  discovered 
that  usually  do  a  good  job  compacting  a  /iOp  sequence  into  /ils  for  some  microarchitecture 
models. 

A  horizontal  instruction  format  also  makes  it  difficult  to  predict  the  cost  of  a  /iOp.  When 
compiling  for  a  vertical  target  architecture,  it  is  relatively  easy  to  estimate  the  cost  of  adding  a 
particular  instruction  to  an  existing  code  segment.  The  insertion  of  an  ADD  #3 ,  RO  PDP-1 1 
instruction  into  a  segment  of  code  increases  its  execution  time  by  a  fixed  amount  and 
increases  program  size  by  two  words.  This  cost  of  adding  a  /iOp  to  a  segment  of  code  on  a 
horizontal  machine  is  not  as  easy  to  predict  because  other  /iOps  may  or  may  not  be  able  to 
execute  in  parallel.  The  incremental  cost  of  a  /iOp  may  be  zero — if  it  can  fit  into  an  otherwise 


Several  traditional  machines  do  have  instructions  that  are  in  some  ways  horizo-  T,  PDP-8  and  HP-2100 
each  have  a  special  instruction  in  which  several  independent  actions  may  be  applied  to  the  <.  cumulator.  POP- 11 
instructions  that  use  the  auto-increment  addressing  mode  may  be  considered  "horizontal”  in  the  sense  that  the 
auto-increment  can  be  either  invoked  or  not  when  a  register  indirection  is  occurring. 
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unused  /il  field— or  large— if  it  requires  one  or  more  /tls  to  be  added.  It  is  generally  not 
possible  to  determine  such  costs  until  the  code  has  been  compacted. 

Thus  a  compiler  for  a  vertical  architecture  can  generally  assume  that  the  cost  of  an 
instruction  is  independent  of  the  instructions  surrounding  it  in  the  program.  With  these 
estimates,  it  is  able  to  make  intelligent  decisions  about  whether  or  not  to  perform  a  code 
motion,  how  to  allocate  registers,  and  so  forth.  Such  estimates  are  more  difficult  to  make 
when  compiling  for  a  horizontal  architecture  because  the  cost  is  less  predictable. 

2.1 .2.  Cost  of  main  memory  access 

The  cost  of  accessing  main  memory  is  generally  much  greater  on  a  micromachine  than  the 
cost  of  instruction  execution.  Macromachines  tend  to  make  one  or  more  main  memory 
references  per  instruction  just  to  read  the  instruction  itself;  micromachines,  on  the  other 
hand,  typically  fetch  instructions  from  a  high-speed  internal  memory.  This  difference  is  likely 
to  affect  compiler  optimization  strategies,  such  as  register  allocation,  that  might  assume  a 
main  memory  reference  is  relatively  inexpensive. 

2.1.3.  Timing  issues 

The  programmer  of  (or  compiler  for)  a  microarchitecture  produces  code  that  interacts  more 
closely  with  the  hardware  than  does  code  for  a  macroarchitecture.  In  particular,  there  are 
often  timing  constraints  that  require  a  programmer  to  be  very  careful  in  placing  jnOps  into  /ils. 

Many  microarchitectures  have  polyphase  execution — in  other  words,  different  /(.Ops  can  be 
executed  during  different  clock  phases  within  the  /il;  thus  the  execution  of  two  /iOps  in  a 
particular  /xl  may  or  may  not  overlap.  In  addition,  certain  /tOps  may  take  longer  than  one  /il 
cycle  to  execute,  resulting  in  a  situation  where  one  /xl  begins  execution  before  all  /iOps  in  the 
previous  /il  have  completed.  Finally,  volatile  registers — those  registers  that  lose  their  values 
after  a  short  period  of  time,  such  as  one  microcycle — are  also  common  in  micromachines. 

2.1.4.  Large  number  of  storage  classes 

A  typical  macroarchitecture  has  a  main  memory,  registers — some  perhaps  with  special 
designations  such  as  "stack  pointer”,  "index  register”  or  “program  counter”— and  possibly  a 
processor  status  word  and  condition-code  bits,  with  data  being  stored  only  in  memory  and 
registers.  Microarchitectures,  on  the  other  hand,  tend  to  have  latches  and  registers  of  various 
lengths  scattered  across  the  machine.  The  Cm*  Kmap  [Ousterhout  78]  has  three  16-bit 
latches,  one  12-bit  latch,  one  7-bit  latch,  two  4-bit  latches  and  three  16-bit  register  banks 
along  its  various  data  paths;  in  addition  it  has  several  registers  that  contain 'data  sent  to/from 
main  memory  and  external  devices.  The  Puma  [Grishman  78]  has  two  20-bit  register  banks, 
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two  60-bit  register  banks,  four  60-bit  latches,  one  20-bit  latch  and  three  12-bit  latches  in 
addition  to  registers  for  external  communication.  Research  in  compiler  optimization  suggests 
that  a  large  number  of  register  classes  tends  to  make  register  allocation  more  difficult  [Kim 
79,  Leverett81]. 

2.2.  Optimization  Issues  Affected  by  Microprogrammed  Target 
Machines 

The  previous  section  described  several  features  commonly  found  in  horizontal  microar¬ 
chitectures  that  make  them  difficult  to  program.  The  discussion  in  this  section  focuses  on  the 
how  a  horizontal  microarchitecture  affects  the  applicability  of  a  number  of  traditional 
optimization  techniques. 

2.2.1 .  Register  allocation 

The  problem  of  register  allocation  arises  in  compiler  optimization  because  there  exist 
memory  hierarchies  within  a  machine  architecture.  Certain  storage  locations — usually  called 
registers — are  cheaper  to  access  (in  time  or  in  space)  than  others.  There  may  also  be 
machine  instructions  in  which  the  sources  and/or  destinations  are  limited  to  a  certain  class  of 
storage  locations,  or  to  one  location.  It  is  the  job  of  the  register  allocator  to  bind  program 
variables  and  compiler-created  variables  to  storage  locations.  Sometimes  a  copy  of  a  storage 
location  is  rebound  (temporarily)  to  another  storage  location  to  take  advantage  of  access 
frequency  in  a  particular  program  segment. 

Three  features  discussed  in  the  previous  section  affect  the  problem  of  register  allocation.  It 
was  mentioned  in  Section  2.1.4  that  horizontal  microarchitectures  tend  to  have  a  large 
number  of  storage  classes,  which  makes  register  allocation  more  difficult. 

In  addition,  register  allocation  can  be  affected  by  the  higher  cost  of  accessing  main 
memory;  the  amount  of  main-memory  traffic  can  easily  become  a  dominating  factor  when 
allocating  registers  for  a  micromachine.  The  microcode  register  allocation  schemes  designed 
by  Kim  and  Tan  [Kim  79]  and  DeWitt  [DeWitt  76]  are  based  on  the  premise  that  main  memory 
traffic  should  be  minimized. 

Finally,  register  allocation  can  be  affected  by  the  difficulty  of  predicting  the  cost  of  a  /xOp. 
In  order  to  do  a  good  job  allocating  registers,  it  is  necessary  to  balance  several  costs.  For 
example,  if  a  compiler-created  variable  contains  the  result  of  an  intermediate  computation, 
the  decision  of  where  to  place  the  variable  should  take  into  account  costs  that  include 
[Leverett  81  ]:  . 

•  The  cost  of  accessing  the  variable  in  main  memory  versus  the  cost  of  accessing  it 
in  a  register. 
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•  The  cost  of  dedicating  a  register  to  the  variable  during  the  time  in  which  it  is  live; 
that  is  to  say,  the  cost  of  requiring  other  variables,  which  otherwise  could  have 
been  in  a  register,  to  reside  in  main  memory. 

•  The  cost  of  not  storing  the  value  of  the  variable  at  all,  but  rather  recomputing  its 
value  whenever  it  is  used.  This  cost  may  be  small  if  the  variable  is  used 
infrequently. 

For  vertical  architectures,  reasonably  accurate  estimates  of  these  costs  can  be  computed  by 
examining  the  code  sequences  that  perform  each  task.  In  a  horizontal  architecture,  however, 
the  estimates  of  these  costs  are  more  difficult  to  derive. 

2.2.2.  Flow  analysis 

Flow  analysis  is  “the  transmission  of  useful  relationships  from  all  parts  of  a  program  to  the 
places  where  the  information  can  be  of  use”  [Aho  77].  Such  information  is  necessary  in 
compiler  optimizations  such  as  code  motion,  common  subexpression  elimination  and  register 
allocation  [Cocke  70].  Flow  analysis  may  be  performed  at  many  stages  during  the  compilation 
process — in  particular,  on  both  source  and  object  code.  If  a  microprogram  is  being  written  in 
a  traditional  language  such  as  Pascal,  flow  analysis  at  the  source  level  will  be  identical  to 
source-level  flow  analysis  in  a  traditional  compiler.  Object-code  flow  analysis,  however,  deals 
with  the  physical  resources  of  the  target  machine;  the  presence  of  volatile  registers  and 
delayed  instructions  in  a  micromachine  can  make  this  analysis  more  difficult. 

2.2.2. 1.  Volatile  registers 

A  volatile  register  is  one  whose  value  is  implicitly  destroyed  after  a  short  amount  of  time. 
This  has  an  impact  on  flow  analysis  because  live  data  in  a  volatile  resource  must  be  used  or 
transferred  to  another  storage  location  before  the  volatile  resource  loses  its  data.  In  a 
traditional  compiler,  the  data  in  a  storage  location  can  be  assumed  to  be  preserved  until 
another  instruction  explicitly  overwrites  it.  In  order  to  perform  flow  analysis  correctly  for  a 
micromachine,  it  may  therefore  be  necessary  to  take  into  consideration  the  relative  distance 
between  /xOps,  not  just  the  effects  of  intervening  instructions. 

2. 2. 2. 2.  Delayed  instructions 

Some  microarchitectures  have  /iOps  whose  effect  is  delayed  for  several  /xls  beyond  the 
execution  of  the  jul  in  which  they  occur.  This  can  cause  ambiguity  in  the  specification  of 
whether  a  storage  location  is  dead  or  live.  Instructions  in  traditional  architectures  are 
(logically)  executed  serially;  between  the  execution  of  two  instructions,  each  storage  location 
is  in  a  well  defined  state.  On  some  micromachines  (e.g.,  PDP-11 /40E  [Fuller  76])  the  full 
effect  of  a  ftl  may  not  be  realized  before  the  next  (if  begins  execution. 

In  this  case,  there  exist  two  different  times  at  which  a  storage  location  may  be  considered  to 
become  dead:  when  the  fil  that  uses  the  resource  has  been  executed,  or  when  the  storage 
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location  has  been  physically  read.  Consider  the  example  depicted  in  Figure  2-3.  /il  1 
contains  the  /iOp  that  initiates  the  memory  access  MEM[mAdclrReg]<-mDataReg,  but 
because  of  bus  timing,  the  value  of  the  mDataReg  is  not  used  until  the  following  /il.  If  it  were 
assumed  that  the  juls  were  executed  in  a  strictly  serial  fashion,  then  the  /xl  2  could  contain  a 
/xOp  which  overwrites  mDataReg,  resulting  in  the  wrong  data  being  written  to  memory. 

2.2.3.  Local  code  generation 

Although  there  are  many  aspects  of  code  optimization,  the  ability  of  the  code  generator  to 
produce  high-quality  local  code  is  very  important  [Leverett  79].  Even  after  other  optimization 
techniques  have  been  applied,  there  are  usually  several  ways  to  use  an  instruction  set  to 
produce  the  same  computation.  Some  macromachines,  for  example,  have  addressing  modes 
by  which  an  address  computation  may  be  made  cheaply;  others  have  special-case  instruc¬ 
tions  for  setting  a  storage  location  to  zero  or  for  incrementing  it  by  one;  still  others  have 
multiple-action  instructions  such  as  subtract  one  and  branch  if  zero.  It  is  important  for  the 
code  generator  to  take  advantage  of  such  instructions  in  order  to  generate  code  of  minimum 
cost.  Because  these  costs  are  less  predictable  for  a  microarchitecture  until  the  microcode  is 
compacted,  we  believe  that  the  code  generation  problem  for  horizontal  machines  is  more 
difficult.  The  coupling  of  code  generation  and  compaction  is  a  major  topic  of  this 
dissertation. 


2.2.4.  Use  of  constants 

The  translation  of  constants  from  a  source  language  into  machine  instructions  can  also  be 
more  difficult  for  horizontal  target  architectures.  Macroarchitectures  tend  to  have  a 
“standard  method"  for  generating  constants  (e.g.,  an  immediate  addressing  mode).  Com¬ 
pilers  for  such  architectures  sometimes  also  perform  transformations  such  as  constant 
folding  and  special  casing— replacing  an  addition  of  the  constant  "1"  with  an  increment 
instruction,  for  example. 
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The  production  of  good  microcode  can  require  creativity  in  generating  constants.  It  is 
often  not  feasible  to  use  main  memory  to  store  constants  needed  in  the  microprogram 
because  it  is  too  expensive  to  access.  Similarly,  the  specification  of  a  constant  in  the  p I  is 
often  expensive  because  it  usually  requires  a  large  number  of  bits  that  may  also  be  needed  for 
other  purposes. 

A  micromachine  may  have  a  collection  of  hardwired  constants.  It  is  often  worthwhile  to 
formulate  a  “difficult"  constant  in  terms  of  hardwired  ones.  A  micromachine  with  a  shifter 
and  the  constant  “1”  hardwired  into  it  may  generate  the  constant  “8"  by  left-shifting  the  “1" 
by  three.  This  type  of  optimization  might  be  thought  of  as  constant  unfolding — transforming  a 
constant  into  a  constant  expression:  the  key  to  producing  such  a  code  sequence  is  the 
recognition  of  the  fact  that  “8”  can  be  expressed  as  "1  leftshift  3".  Constant  unfolding  is 
discussed  further  in  Section  6.2.5. 

2.2.5.  Compaction 

A  horizontal  instruction  format  requires  that  pOps  be  compacted  into  /xls.  The  necessity  of 
compaction  is  probably  the  most  obvious  difference  between  compilers  for  vertical  and 
horizontal  machines,  so  it  is  not  surprising  that  a  great  deal  of  attention  has  been  paid  to  this 
aspect  of  microcode  optimization.  Although  progress  in  the  area  of  pOp  compaction  will  be 
discussed  in  detail  in  Chapter  3,  a  short  analysis  of  the  complexity  of  the  problem  and  two 
other  issues  will  be  covered  in  this  section. 

2.2.5. 1.  Complexity  of  the  compaction  problem 

DeWitt  [DeWitt  76]  proved  that  the  classical  microcode  compaction  problem  is  NP-hard2  by 
restricting  it  to  the  unit-execution-time  scheduling  problem.  Here  is  an  alternate  proof,  which 
is  based  on  the  NP-hardness  of  the  graph-coloring  problem  [Garey  79]. 

We  restrict  the  compaction  problem  by  assuming  that  there  are  no  data  dependencies 
between  the  pOps.  Each  /xOp  is  represented  by  a  node  in  the  color-graph;  each  conflict 
between  two  jiOps  is  represented  by  an  arc  between  two  nodes;  each  p\  is  represented  by  a 
color.  The  problem  of  placing  jmOps  into  a  minimal  number  of  fils  such  that  no  pair  of 
conflicting  pOps  are  in  the  same  /il  is  isomorphic  to  the  graph-coloring  problem:  that  of 
coloring  nodes  with  a  minimal  number  of  colors  such  that  no  pair  of  connected  nodes  has  the 
same  color. 


2 

NP-hard  denotes  the  class  of  problems  that  are  at  least  as  hard  as  any  problem  in  NP.  DeWitt  claimed  that  the 
compaction  problem  is  NP-complete  (i.e.,  both  NP-hard  and  in  NP),  but  did  not  make  the  distinction  between  the 
decision  problem  and  the  optimization  problem.  The  decision  problem,  which  specifies  a  constant  K  and  asks 
whether  a  given  set  of  ftOps  can  be  compacted  into  a  sequence  of  K  or  fewer  /ils,  is  certainly  in  NP.  The  optimization 
problem,  however,  asks  lor  the  minimum  number  of  jils  into  which  the  ftOps  can  be  compacted;  whether  or  not  this  is 
in  NP  remains  an  open  problem  [Garey  79], 
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This  result  may  be  somewhat  misleading,  however,  because  in  practice,  pOps  do  have  data 
interdependencies.  In  Chapter  7,  it  is  shown  that  the  problem  can  be  solved  in  polynomial 
time  if  the  number  of  registers  in  the  micromachine  is  bounded;  this  result  is  used  to  argue 
that  the  classical  microcode  compaction  problem  is  not  properly  formulated.  The  correctly 
formulated  problem  is  indeed  NP-hard. 

2.2. 5.2.  Compaction  in  the  presence  of  volatile  registers 

Because  a  microarchitecture  may  have  volatile  registers,  it  is  sometimes  necessary  to  force 
a  group  of  pOps  to  reside  in  the  same  pi.  Mallett  [Mallett  78]  called  such  a  group  of  pOps  a 
bundle  and  treated  each  as  a  single  pOp  during  compaction.  Some  machines,  however, 
cannot  be  modeled  by  single-instruction  bundles.  If  data  in  a  volatile  resource  is  destroyed 
during  the  middle  of  a  pi,  it  may  be  necessary  to  place  certain  pOps  a  fixed  number  of  pis 
from  one  another  [Poe  81];  in  other  words,  a  bundle  might  span  several  pis.  If  interblock 
compaction  is  performed,  it  may  even  be  necessary  for  a  bundle  to  straddle  a  basic  block 
boundary  (i.e.,  to  be  divided  between  two  pis  in  which  either  the  first  contains  a  branch 
instruction  or  the  second  is  a  branch  target). 

2.2.6.  Evaluation  order  determination 

Before  register  allocation  is  performed,  a  compiler  must  determine  the  order  in  which 
program  statements  are  evaluated,  and  even  the  order  in  which  subexpressions  within  an 
expression  are  evaluated.  If  such  an  ordering  is  not  performed,  the  register  allocation  phase 
will  not  know  the  number  of  compiler-created  variables  that  are  necessary  at  a  given  point  in 
the  program  to  hold  temporary  results.  The  purpose  of  evaluation  order  determination  in 
optimizing  compilers  has  traditionally  been  that  of  minimizing  the  number  of  registers 
required  for  the  evaluation  of  a  given  expression  or  the  execution  of  a  given  block  of  code. 

For  horizontal  architectures  there  is  an  additional  factor  that  may  take  precedence  over 
register  minimization:  the  evaluation  order  puts  constraints  on  how  pOps  may  be  compacted. 
It  is  therefore  possible  that  a  "poor"  choice  of  evaluation  order  may  force  pOps  to  be 
compacted  together  that  "don’t  fit  very  well  together.”  There  is  thus  a  circular  interdepen¬ 
dence  among  the  four  tasks,  evaluation  order  determination,  register  allocation,  code 
generation,  and  compaction: 

•  Register  allocation  must  know  the  storage  requirements  for  temporary  variables, 
and  is  therefore  dependent  on  the  evaluation  order  of  expressions. 

•  Code  generation  is  dependent  on  register  allocation  because  references  to 
different  storage  classes  are  likely  to  be  accessed  using  different  sequences  of 
pOps. 

•  Compaction  is  dependent  on  code  generation  because  pOps  cannot  be  com¬ 
pacted  until  they  are  generated. 
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•  It  is  highly  desirable  that  the  task  of  determining  evaluation  order  make  use  of 
compaction  information  in  ordering  expressions  so  that  the  final  ordering  of  code 
“fits  together  well”. 

2.2.7.  Short*circuit  evaluation 

Short-circuit  evaluation  is  an  optimization  often  performed  by  traditional  compilers  on 
boolean  expressions  such  as 
et  or  (e2  and  e3) 

If  the  subexpression  e1  is  true,  there  is  no  need  to  evaluate  the  e2  and  e3  (assuming  no 
side-effects);  similarly,  if  e2  is  false,  it  is  not  necessary  to  evaluate  e3.  It  is  also  possible  to 
perform  short-circuit  evaluation  on  a  numerical  expressions— special-casing  multiplication  by 
zero,  for  example.  On  a  traditional  machine,  however,  such  an  “optimization”  is  not 
attractive;  program  space  and  execution  time  would  both  be  increased,  except  in  one  case 
(i.e.,  first  expression  evaluates  to  zero).  In  a  horizontal  machine,  however,  it  is  possible  that 
j^Ops  to  test  for  the  value  zero  and  to  perform  a  conditional  branch  could  be  added  with  no 
space  or  speed  penalty.  The  net  result  in  this  case  would  be  a  program  that  is  occasionally 
faster— but  never  slower — than,  the  same  program  without  the  optimization.  Such  an 
optimization  might  also  be  done  for  other  operators  or  functions,  such  as  min  when  there  is  a 
known  lower  bound  on  the  range  of  expression  values.  In  short,  a  horizontal  target 
architecture  increases  the  scope  of  feasible  short-circuit  evaluation  optimizations. 

2.3.  Summary 

A  major  problem  with  generating  quality  code  for  a  microarchitecture  is  that  it  is  often 
difficult  to  estimate  the  cost  of  an  instruction  (i.e.,  a  jtOp).  This  problem  affects  aspects  of 
optimization  such  as  register  allocation,  code  generation,  and  short-circuit  evaluation.  In 
addition,  other  characteristics  of  microarchitectures,  such  as  volatile  resources  and  the  high 
cost  of  main  memory  accesses,  may  also  have  an  impact  on  optimization. 
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Chapter  3 
Previous  Work 


In  the  past  decade,  significant  progress  has  been  made  in  the  area  of  compilation  for 
microprogrammed  target  architectures.  This  chapter  is  an  overview  of  the  progress  in  the 
following  areas: 

•  Microcode  compaction,  the  packing  of  jtiOps  into  /xls,  attempting  to  minimize  the 
number  of  /xls  in  the  program. 

•  The  formulation  of  a  micromachine  model  that  covers  a  large  class  of 
microprogrammable  machines  but  is  simple  enough  that  reasonably  efficient 
algorithms  can  be  effective. 

•  The  allocation  of  registers  to  program  variables  and  compiler-created  variables  in 
microarchitectures. 

•  Microcode  generation,  the  production  of  /xOps  from  high-level  or  intermediate- 
level  programs. 

m 

A  great  deal  of  effort  has  been  put  into  the  development  of  effective  compaction 
algorithms,  particularly  in  compacting  /xOps  within  a  basic  block.  Several  authors  have 
concluded  that  the  problem  of  efficiently— usually  optimally— compacting  microcode  within  a 
basic  block  is  a  solved  problem  [Fisher  81b,  Davidson  81].  This  conclusion,  however, 
assumes  a  simple  (and  usually  unrealistic)  view  of  the  microarchitecture  and  the  data 
relationships  among  /xOps,  as  will  be  shown  in  Chapter  7.  There  also  remain  unsolved 
problems  in  the  area  of  global  (i.e.,  interblock)  compaction. 

The  development  of  a  reasonably  general  model  has  also  progressed,  although  there  still 
exist  areas  in  need  of  further  refinement,  particularly  in  the  area  of  micromachine  control 
structures.  Register  allocation  and  code  generation  have  received  relatively  little  attention. 

The  purpose  of  this  chapter  is  to  give  an  overview  of  work  in  the  area  of  compiler 
optimization  for  horizontal  target  architectures.  Its  scope  is  therefore  wider  than  that  of  the 
subsequent  chapters.  We  include  such  topics  as  register  allocation  and  interblock  compac¬ 
tion  for  completeness. 
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3.1.  Compaction 

Because  several  pOps  may  be  executed  during  a  single  pi  on  a  horizontal  microar¬ 
chitecture,  it  is  desirable  to  compact  them  as  tightly  as  possible  in  order  to  minimize  the 
execution  time  of — and  the  space  taken  by — the  microprogram.  Most  research  to  date  has 
been  limited  to  the  compaction  of  pOps  within  a  basic  block — a  sequence  of  pis  with  a  single 
entry  and  exit  point.  These  intrablock  algorithms  are  discussed  in  Section  3.1.1,  while 
research  in  the  area  of  interblock  compaction  is  discussed  in  Section  3.1.2. 

In  this  section,  a  simplified  model  of  a  microarchitecture  is  used  so  that  the  reader  can 
understand  the  algorithms  without  being  concerned  with  low-level  machine  details;  issues 
regarding  more  complicated  models  are  discussed  in  Chapter  5.  The  simplified  model  chosen 
for  the  discussions  in  this  section  is; 

A  microprogram  is  a  sequence  of  pis,  each  containing  zero  or  more  pOps.  The 
following  relations  are  defined  between  pOps: 

•  Two  pOps  may  conflict.  Conflicting  pOps  may  not  be  executed  concur¬ 
rently. 

•  A  pOp  may  require  data  that  is  produced  by  another  pOp.  If  this  is  the 
case,  then  the  former  is  said  to  be  data  dependent  on  the  latter. 

•  A  pOp  may  destroy  data  that  is  required  by  another  pOp.  If  this  is  the  case, 
then  the  former  is  said  to  be  data  antidependent  on  the  latter  [Banerjee  79], 

For  the  purposes  of  this  discussion  we  shall  use  the  term  data  dependency  when 
referring  to  either  a  dependency  or  an  antidependency,  because  current  compac¬ 
tion  algorithms  treat  them  in  the  same  manner;  in  Chapter  7  it  is  argued  that  such 
treatment  is  a  mistake. 

A  legal  microprogram  contains  pis  whose  pOps  satisfy  the  following  constraints: 

•  Two  conflicting  pOps  may  not  reside  in  the  same  pi. 

•  If  a  p Op  is  data  dependent  on  another  pOp,  the  former  must  be  placed  in  a 
later  pi  than  the  latter. 

The  classical  microcode  compaction  problem  [Landskov  80]  is  that  of  finding  a 
legal  microprogram  of  minimal  size. 

3.1 .1 .  Compaction  within  a  basic  block 

With  this  simplified  machine  model  in  mind,  let  us  consider  the  problem  of  compacting 
pOps  minimally  within  a  basic  block.  Because  the  problem  is  NPhard,  one  might  expect  all 
compaction  algorithms  to  consider  a  large  number  of  pOp  orderings;  surprisingly,  many  of  the 
algorithms  are  linear  or  near- linear.  Three  different  strategies  have  been  used  in  addressing 
this  problem; 
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•  Heuristic  searches  with  backtracking  [Winston  77].  Each  jxOp  is  potentially 
placed  into  (and  removed  from)  several  different  ^xls  during  the  compaction. 

•  Greedy  algorithms,  which  consider  the  placement  of  each  /xOp  only  once. 

•  Iterative  algorithms,  in  which  each  /xOp  is  considered  once  during  each  iteration, 
but  which  continues  compaction  until  a  solution  converges. 

3. 1. 1. 1.  Heuristic  searches 

One  of  the  earliest  published  methods  for  compacting  microcode  was  presented  by  Yau, 
Schowe  and  Tsuchiya  [Yau  74],  The  algorithm  is  quite  simple,  as  it  performs  an  exhaustive 
search  with  backtracking.  For  clarity,  a  nondeterministic  version  is  presented  here: 

1.  Determine  data  dependencies  among  /xOps  based  on  resource  usage. 

2.  Compute  the  data  available  set,  which  is  the  set  of  n Ops  that  have  not  been 
assigned  to  a  jil,  and  which  are  data  dependent  only  on  /x Ops  which  have  been 
already  been  assigned  to  a  /xl. 

3.  Choose  (nondeterministically)  a  /x Op  from  the  data  available  set.  If  it  does  not 
conflict  with  the  current  <il,  add  it  to  the  current  /il;  otherwise  create  a  new  /il  and 
place  the  /tOp  there,  making  the  new  /xl  the  “current  /xl”. 

4.  Repeat  steps  2  and  3  until  all  /xOps  have  been  assigned  to  /xls. 

Although  the  algorithm  runs  in  exponential  time,  and  is  therefore  not  practical,  it  is  important 
historically  because  many  of  the  current  compaction  algorithms  are  based  on  it. 

Yau  et  al.  also  proposed  two  pruning  methods  in  order  to  reduce  the  search  time.  The  first 
pruning  method  only  considers  in  step  1  /xOps  which  do  not  conflict  with  the  current  /xl,  if  any 
such  /xOps  exist.  This  guarantees  that  each  /xl  will  be  complete — a  new  /il  will  not  be  created 
until  it  is  impossible  to  add  a  /xOp  to  the  current  one.  For  the  simple  micromachine  model,  this 
pruning  method  is  perfectly  reasonable;  for  more  complex  machine  models,  however,  such  an 
approach  is  insufficient  (see  Chapter  7).  The  second  pruning  method,  which  prunes  all  but 
one  branch  at  each  node  (i.e.,  backtracking  is  not  performed),  is  presented  in  3.1. 1.2. 

The  compaction  algorithm  of  DeWitt  [DeWitt  76]  is  a  variation  of  the  one  described  above. 
(His  algorithm  also  performs  register  allocation,  which  is  being  ignored  in  this  discussion.) 
The  /xOps  are  ordered  using  an  evaluation  function  [Winston  77J  that  is  a  weighted  sum  of  the 
number  of  /x Ops  in  the  /xl,  the  number  of  operands  it  loads,  and  the  number  of  new  /xOps 
which  become  data  available  when  the  fxOp  is  inserted.  The  search  is  pruned  using  upper 
and  lower  bounds  on  the  number  of  /xls  in  the  minimal-length  program;  these  bounds  are 
computed  using  conflict  and  data  dependency  information. 

Mallett’s  experiments  [Mallett  78]  suggest  that  both  of  these  algorithms  are  too  slow  to 
perform  well  in  practice.  We  shall  therefore  turn  our  attention  to  polynomial-time  algorithms 
in  the  rest  of  this  section. 
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3. 1. 1.2.  Greedy  algorithms 

A  greedy  algorithm  is  an  algorithm  that  generates  an  approximate  solution  to  an  (often) 
intractable  problem  by  doing  a  linear-time  partial  search  through  the  problem  space, 
choosing  the  locally  optimal  solution  at  each  point  [Horowitz  78].  Current  greedy  algorithms 
in  the  area  of  microcode  compaction  fall  roughly  into  two  classes.  The  first  class  includes 
versions  of  Yau's  exhaustive  algorithm  that  prune  the  search  tree  to  one  branch  at  each  node. 
Algorithms  in  the  second  class  first  identify  and  place  “critical”  pOps,  and  then  “fill  in  the 
holes". 

Greedy  versions  of  the  exhaustive  search  have  been  suggested  by  Yau  ef  al  [Yau  74, 
Mallett  78],  Wood  [Wood  79a],  and  Fisher  [Fisher  79].  Except  for  the  method  of  initially 
ordering  the  /xOps,  all  are  essentially  the  same  algorithm: 

1 .  Determine  data  dependencies  among  /tOps  based  on  resource  usage. 

2.  Order  the  operations  according  to  an  evaluation  function. 

3.  Compute  the  data  available  set — the  set  of  juOps  that  have  not  been  assigned  to  a 
ftl.  and  that  are  data  dependent  only  on  pOps  which  have  been  already  been 
assigned  to  a  /xl. 

4.  Choose  the  pOp  from  the  data  available  set  whose  value  (as  determined  by  the 
evaluation  function)  is  the  largest  among  the  p Ops  that  do  not  conflict  with  the 
current  pi,  and  place  it  into  the  current  p\.  Jf  no  suet)  fiOp  exists,  create  a  new 
(empty)  /il— which  becomes  the  current  /xl- —  before  placing  the  pOp. 

5.  Repeat  steps  3  and  4  until  all  pOps  have  been  assigned  to  /xls. 

Yau  at  al.  and  Wood  weight  each  pOp  according  to  the  number  of  (direct  or  indirect) 
descendents  in  the  data  dependency  graph.  Fisher  based  his  choice  on  experiments  that 
tested  twelve  ordering  strategies,  and  concluded  that  ranking  the  /xOps  according  to  their 
height  in  the  data  dependency  graph  was  among  the  most  promising.  Poe  [Poe  80]  is  basing 
his  work  on  Fisher’s  conclusions  and  is  also  using  graph  height  to  order  the  /tOps  in  the 
compaction  process. 

A  variation  of  the  algorithms  above  is  the  linear  pairwise  comparisons  algorithm,  proposed 
by  Dasgupta  and  Tartar  [Dasgupta  76].  This  algorithm  differs  from  the  ones  previously 
discussed  in  that  it  scans  the  juGps  strictly  in  order  of  weight  (in  this  case,  source  order).  Data 
and  conflict  constraints  are  used  only  to  bound  the  placement  of  pOps,  which  are  placed  in 
the  earliest  possible  /xl.  Its  heavy  dependence  on  the  (arbitrary)  order  of  the  /xOps  in  the 
uncompacted  source  code  makes  this  algorithm  rather  unattractive. 

The  critical  path  partitioning  algorithm  by  Tsuchiya  and  Gonzales  [Tsuchiya  74]  uses  the 
data  dependency  graph  to  identify  critical  pOps— operations  which  fall  on  a  longest  path  of 
the  graph.  The  critical  pOps  are  placed  in  /xls  first,  with  subsequent  /xOps  being  placed  later; 
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new  fi\s  are  created  when  necessary.  When  conflicts  require  one  of  two  n Ops  to  be  delayed, 
the  one  with  the  fewest  successors  in  the  dependency  graph  is  chosen.  Tokoro  et  al.  [Tokoro 
81]  also  use  a  version  of  this  algorithm. 

3. 1. 1.3.  Iterative  methods 

Gosling's  iterative  expansion  compaction  algorithm  uses  a  somewhat  different 
approach  [Gosling  81],  Instead  of  beginning  with  an  “empty"  basic  block  and  placing  /zOps 
until  all  have  been  placed,  the  algorithm  begins  by  placing  all  /iOps  into  a  single  /xl  at  the 
beginning  of  the  block  and  successively  moving  them  forward  until  all  constraints  are 
satisfied: 

Compute  the  dependency  relations  among  the  /iOps. 

Place  all  /tOps  into  the  first  /xl. 

While  there  is  still  a  (data  or  conflict)  violation  do 
For  each  /xOp  do 

I f  this  uOp  is  causing  a  violation  then 

move  it  to  a  later  time  such  that  it  causes  no  violation,  if  possible. 

When  there  is  a  choice  of  two  or  more  /xOps  to  move,  the  current  implementation  chooses  the 
one  that  was  later  in  the  initial  ordering  of  /xOps.  This  causes  the  algorithm  to  have  some  of 
the  same  weaknesses  as  the  basic  pairwise  comparisons  algorithm  of  Dasgupta  and 
Tartar  [Dasgupta  76].  An  obvious  extension  would  be  to  order  the  /xOps  '‘intelligently"  before 
compaction.  The  worst-case  execution  time  of  the  iterative  expansion  algorithm  is  quadratic 
in  the  number  of  /iOps.  although  its  performance  is  nearly  linear  in  practice. 

3.1 .2.  Compaction  involving  multiple  basic  blocks 

Interblock  compaction  algorithms  have  been  the  subject  of  only  a  limited  amount  of  study. 
Most  techniques  that  have  been  considered  involve  first  compacting  the  basic  blocks 
separately,  and  then  recognizing  individual  situations  in  which  a  juOp  (or  group  of  /iOps)  may 
be  moved  between  blocks.  Dasgupta  [Dasgupta  77],  Wood  [Wood  79b],  Poe  [Poe  80],  and 
Tokoro  et  al.  [Tokoro  81]  have  proposed  such  methods.  Fisher  [Fisher  79,  Fisher  81  a] 
developed  another  technique,  trace  scheduling ,  that  performs  both  interblock  and  intrablock 
compaction  simultaneously. 

3. 1.2.1.  Ad  hoc  methods 

Dasgupta  [Dasgupta  77]  and  Wood  [Wood  79b]  have  considered  movement  of  fiOps 
between  pairs  of  basic  blocks  that  surround  an  if-then-else  or  case  construct  that  has  no  data 
dependencies  involving  the  /xOps  being  moved. 

The  strategy  being  developed  by  Tokoro  et  al.  [Tokoro  78,  Tokoro  81]  uses  a  set  of  rules  to 
determine  when  fiOps  may  be  moved  among  neighboring  blocks:  p. Ops  can  potentially  move 
long  distances  when  these  rules  arc  applied  recursively.  The  usefulness  of  their  algorithm 
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has  yet  to  be  proven,  however,  because  the  algorithm  does  not  specify  the  order  in  which  the 
interblock  motions  are  attempted  or  how  it  is  determined  whether  a  legal  motion  is  desirable. 
The  only  data  that  has  been  published  about  the  algorithm's  performance  is  based  on  hand 
simulations. 

Poe  [Poe  80]  suggested  a  technique  in  which  each  compacted  basic  block  is  examined  for 
"holes".  When  a  hole  is  found,  an  attempt  is  made  to  find  a  juOp  from  another  block  to  fill  it. 
As  with  the  algorithm  of  Tokoro  et  at.,  the  overall  methodology  was  been  reported  without 
experimental  results. 

3. 1.2.2.  Trace  scheduling 

The  method  that  has  thus  far  shown  the  most  promise  for  interblock  compaction  is  that  of 
trace  scheduling,  which  was  introduced  by  Fisher  [Fisher  79,  Fisher  81a].  A  multiblock 
compaction  problem  is  transformed  into  a  series  of  basic-block  compaction  problems  in  such 
a  way  that  their  solution  will  result  in  an  effective  interblock  compaction: 

1.  Rank  each  basic  block  according  to  the  expected  number  of  times  it  will  be 
executed.  Presumably  this  is  determined  by  "hints”  in  the  source  code,  or  by 
feedback  from  execution  profiles. 

2  Use  the  rankings  to  trace  a  “most  common  path”  through  the  microcode. 
Append  the  basic  blocks  in  this  trace  together,  adding  artificial  arcs  to  and  from 
branch  /iOps  in  the  data  precedence  graph;  these  arcs  represent  data  depen¬ 
dency  relations  between  /^Ops  that  are  included  in  the  trace  and  those  in  other 
basic  blocks. 

3.  Compact  the  trace  as  if  it  were  a  basic  block. 

4.  [Bookkeeping  step  ]  Duplicate  all  instructions  that  were  moved  backward  past 
"join"  boundaries  in  the  previous  step.  Create  new  basic  blocks  to  hold  these 
/iOps  and  insert  these  new  blocks  in  front  of  the  respective  off-trace  blocks  that 
directly  join  blocks  in  the  trace.  This  prevents  off-trace  paths  from  "losing” 
fiOps. 

5.  Repeat  with  other  “common”  traces,  preserving  /iOps  in  any  basic  block  which 
has  already  been  part  of  a  trace. 

Trace  scheduling  has  thus  far  shown  the  most  promise  of  any  the  interblock  compaction 
technique.  First  and  foremost,  it  is  the  only  one  that  has  been  implemented  to  compact 
microcode  successfully.  Secondly,  the  order  in  which  blocks  are  compacted  causes  the  most 
frequently  executed  blocks  to  be  compacted  most  tightly.  Thirdly,  it  performs  intrablock  and 
interblock  compaction  in  parallel,  allowing  individual  blocks  to  be  compacted  with  a  more 
"global”  view.  Finally  it  subsumes  many  ad  hoc  interblock  fiOp  motions. 

3. 1.2.3.  Compaction  involving  loops 

The  horizontal  nature  of  a  microarchitecture  makes  it  quite  conducive  to  being 
programmed  in  a  pipelined  fashion.  This  often  results  in  a  large  payoff  if  juOps  at  the 
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beginning  of  a  loop  can  be  ‘‘rolled  back”  into  the  end  of  the  (previous  iteration  of  the)  same 
loop.  Consider  the  three-jwl  loop  in  Figure  3- la.  It  may  be  possible  for  the  ‘‘load  operands” 
/xOp  in  the  first  jul  to  be  executed  in  the  last  /xl  of  the  previous  iteration  of  the  loop,  thereby 
reducing  the  size  of  the  loop  by  one  /xl,  as  is  shown  in  Figure  3- 1b. 


Discussions  of  loop  compaction  appear  in  papers  by  Fisher  [Fisher  79,  Fisher  81a]  and  Poe 
[Poe  80].  Both  consider  compacting  a  loop  as  a  basic  block  before  compacting  other  blocks; 
then  the  loop  is  treated  as  a  "large  ;iOp",  with  limited  involvement  in  the  rest  of  the 
compaction  process.  There  is  little  discussion  anywhere  about  rolling  a  loop  back  into  itself. 

3.2.  Micromachine  Models 

In  the  previous  section,  several  microcode  compaction  algorithms  were  discussed  using  an 
intentionally  simple  model  of  a  micromachine.  This  section  discusses  the  development  of 
more  realistic  machine  models. 

Because  most  microcode  optimization  research  has  been  directed  toward  the  problem  of 
compaction,  micromachine  models  have  generally  been  defined  in  terms  of  the  two 
fundamental  compaction  constraints,  jxOp  conflicts  and  /xOp  data  dependencies.  Other 
aspects  of  the  micromachine  model,  such  as  /xOp  semantics,  have  not  been  addressed  to  as 
great  an  extent.  On  the  other  hand,  models  have  been  developed  that  are  so  general  that  they 
encompass  almost  anything  that  could  be  characterized  as  a  digital  system  [Barbacci  77, 
Hansen  80].  While  general  models  may  be  useful  for  other  purposes  (e.g.,  simulation)  it  is  not 
likely  that  they  characterize  microarchitectures  in  a  manner  that  would  be  useful  for 
producing  optimized  microcode;  we  therefore  do  not  consider  them  in  our  discussions. 
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3.2.1 .  Conflict  determination 

Early  algorithms  simply  assumed  that  there  exists  a  way  to  determine  whether  two  ptOps 
could  be  legally  placed  in  a  jul  [Yau  74].  Although  simple,  this  assumption  is  still  largely 
valid  (Fisher  79]  because  most  current  compaction  algorithms  treat  conflict  determination  as 
a  “black  box"  subroutine.  The  remainder  of  this  section  is  a  discussion  of  the  history  of  /xOp 
conflict  models. 

Tsuchiya  and  Gonzales  [Tsuchiya  74]  pointed  out  that  /j.Ops  often  conflict  because  they 
use  a  common  machine  resource.  Dasgupta  and  Tartar  [Dasgupta  76]  noted  that  even  when 
two  /iOps  apparently  use  a  single  resource  incompatibly,  that  it  may  still  be  possible  for  them 
to  reside  in  the  same  word  if  each  uses  the  resource  during  a  different  phase  of  a  polyphase 
/il  cycle.  Although  the  inclusion  of  polyphase  machines  in  the  model  affects  conflict 
determination,  its  major  effect  is  in  the  area  of  discovering  data  dependencies  (see  Section 
3.2.2). 

It  is  also  possible  for  two  apparently  independent  /xOps  to  conflict  because  of  the  format  of 
the  pi.  DeWitt  (DeWitt  76]  developed  an  extensive  model  of  a  micromachine  control  word  in 
which  /iOps  using  pi  common  fields  only  conflict  with  one  another  if  they  use  different  values 
in  their  common  fields;  the  model  of  Sint  [Sint  81]  also  takes  field  values  into  account.  The 
models  of  Gosling  f Gosling  31]  and  Fisher  (Fisher  8<aJ  do  not  compare  field  values;  this 
simpler  view  is  less  general,  but  allows  conflicts  to  be  determined  using  a  bit  vector. 
Fisher  [Fisher  79]  also  presented  a  clever  method  that  allows  field  values  to  be  encoded  as  bit 
vectors  that  “b  ave”  as  simple  conflicts. 

With  the  exception  of  a  model  extension  suggested  by  Fisher  [Fisher  79],  the  machine 
models  proposed  thus  far  assume  that  pOp  conflict  is  a  binary  relation;  that  is,  given  any  two 
/xOps,  it  can  be  determined  whether  they  may  reside  in  the  same  fil.  Hardware  considera¬ 
tions,  such  as  fan-out,  may  make  this  assumption  mar.curate — a  bus  may  exist  that  may  be 
read  by  no  more  into  two  resources  simultaneously;  three  pairwise  compatible  /*Ops  that  read 
the  bus  may  cause  unstable  signals  to  be  generated  if  executed  concurrently.  This  situation 
occurs  rarely  in  practice,  however,  so  it  is  probably  not  of  great  importance. 

3.2.2.  Data  dependency  considerations 

In  the  previous  section,  it  was  suggested  that  conflict  determination  can  generally  be 
isolated  from  the  rest  of  the  compaction  process.  Unfortunately,  the  determination  of  data 
dependencies  cannot  be  so  isolated;  the  manner  in  which  data  dependencies  are  modeled 
can  have  a  profound  effect  on  compaction.  Our  simple  micromachine  model  states  that  if  a 
fiOp  is  data-dependent  on  another  jxOp,  the  former  must  be  in  a  later  /il  than  the  latter. 
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3.2.2. 1.  Polyphase  instructions 

Dasgupta  and  Tartar  [Dasgupta  76]  included  in  their  model  the  possibility  that  a  given  /xOp 
may  only  be  active  during  a  portion  of  a  jd.  On  such  a  machine,  it  may  be  possible  for  two 
/nOps  to  reside  in  the  same  /xi  even  when  one  is  data  dependent  on  the  other;  this  can  happen 
when  one  juOp  executes  during  an  earlier  subphase  of  the  /d  than  the  other. 

This  led  to  a  concept  that  they  called  conditional  disjointness  (L  ter  called  weak 
dependence,  and  most  recently  non-strict  dependence) — a  dependency  relation  in  which  a 
jiiOp  may  coincide  with,  but  not  precede,  a  /xOp  on  which  it  is  data  dependent.  Previous 
models  had  required  data  dependent  /xOps  to  be  at  least  one  jil  apart. 

3.2. 2. 2.  Delays 

The  model  of  Mallett  [Mallett  78]  includes  microarchitectures  with  juOps  that  require  more 
than  one  microcycle  to  complete.  Such  ju, Ops  are  rather  commlfn;  references  to  main 
memory,  or  complex  operations  like  multiplication,  often  last  longer  than  a  single  microcycle. 
Such  “long”  operations  are  generally  handled  in  the  compaction  phase  by  inserting  dummy 
/xOps  into  the  instruction  stream  [Davidson  81]. 

3.2.2  3.  Volatile  registers 

Mallett  also  addressed  the  issue  of  volatile  registers  (sometimes  called  transitory  data 
resources)  [Mallett  78].  A  volatile  resource  is  one  which  holds  its  data  for  only  a  short  period 
of  time,  typically  one  rtiicrocycle. 

A  /i Op  that  reads  data  from  a  volatile  resource  must  read  it  before  the  data  is  lost.  Mallett 
therefore  introduced  the  concept  of  a  bundle,  which  is  a  set  of  juOps  that  must  reside  in  the 
same  /d  because  they  pass  data  via  volatile  resources.  In  order  to  enforce  the  coresidency 
restriction,  each  bundle  is  treated  as  a  single  jxOp  during  compaction. 

Unfortunately,  bundles  as  defined  by  Mallett  do  not  successfully  model  a  volatile  register 
whose  lifetime  extends  into  the  next  /d.  This  subject  will  be  discussed  at  length  in  Chapter  7, 
because  it  has  a  non-trivial  impact  on  the  compaction  problem. 

3.2.3.  Microoperation  semantics 

The  formalization  of  /xOp  semantics  has  received  relatively  little  attention  until  recently. 
This  is  largely  due  to  fact  that  most  microprogram  optimization  research  has  been  limited  to 
studying  the  compaction  problem;  semantics  were  modeled  only  as  far  as  resource 
usage  [Sint  81  ].  Another  reason  is  probably  that  the  semantics  of  a  /xOp — apart  from  timing — 
are  basically  the  same  as  those  of  an  instruction  for  a  traditional  machine.  Several  research 
efforts  in  microcode  generation  have  used  an  existing  language,  such  as  ISP  [Barbacci  77, 
Mueller  80a,  Mueller  80b,  Ulrich  80]  or  Yalll  [Patterson  79,  Sint  81],  to  describe  the  functional 
behavior  of  a  /*Op. 
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The  recent  work  of  Sint  [Sint  81]  is  directed  at  both  the  code  generation  and  compaction 
problems  and  appears  to  be  reasonably  general.  The  usefulness  of  the  model  for  code 
generation  will  be  seen  as  her  research  progresses. 

3.3.  Register  Allocation 

The  issue  of  register  allocation  for  microarchitectures  has  received  a  moderate  amount  of 
attention.  DeWitt  and  Ma  and  Lewis  base  their  algorithms  on  the  premise  that  memory 
references  are  extremely  expensive;  memory-register  traffic  should  thus  be  minimized  at  all 
costs.  The  effort  by  Kim  and  Tan  attempts  to  balance  the  cost  of  memory-register  transfers 
with  other  costs. 

DeWitt  [DeWitt  76]  and  Ma  and  Lewis  [Ma  80]  each  assume  that  the  registers  in  a 
microarchitecture  are  homogeneous,  and  that  uncompacted  object  code  has  already  been 
generated.  Unbound  variables  are,  of  course,  named  symbolically. 

DeWitt  performs  register  allocation  in  parallel  with  branch-and  bound  compaction.  Some 
of  the  branches  of  his  heuristic  search  involve  attempting  different  register/variable  bindings, 
including  the  insertion  of  instructions  to  swap  variables  between  registers  and  memory.  A  set 
of  rules  is  used  to  prune  the  search  tree,  preventing  known  non-optimal  paths  from  being 
traversed.  Because  his  experiments  were  conducted  only  on  small  examples,  no  evidence  is 
presented  to  indicate  that  this  method  is  computationally  feasible. 

Ma  and  Lewis  divide  the  variables  into  local/global  and  dirty/clean  classes.  If  at  any  point 
a  tree  register  is  needed  in  a  basic  block,  another  variable  is  preempted  according  to  its 
priority,  where  the  eight  priorities  are  defined  by  the  cartesian  product  of  whether  the  variable 
is  dirty  or  clean,  local  or  global,  and  used  or  unused  in  the  current  basic  block.  When  it  is 
determined  that  memory-register  transfer  is  necessary,  additional  /iOps  are  inserted  into  the 
object  code.  Compaction  is  performed  as  the  final  step. 

The  algorithm  of  Kim  and  Tan  [Kim  79]  includes  microarchitectures  with  heterogeneous 
registers;  allocation  is  performed  among  registers  classes  as  well  as  between  the  registers 
and  main  memory.  Costs  are  balanced  between  the  generation  of  “optimal”  local  code, 
swapping  registers  in  and  out  of  memory,  and  moving  registers  between  classes  within  the 
micromachine.  The  algorithm  itself  has  four  major  steps: 

•  Given  the  generated  object  code,  with  symbolic  names  for  variables,  perform  flow 
analysis  to  determine  the  portions  of  the  program  (if  any)  where  the  number  of 
live  variables  exceeds  the  number  of  registers. 

•  For  each  such  portion  of  the  program,  attempt  to  reduce  the  number  of  live 
variables  by  applying  semantics -preserving  transformations. 

•  If  excessive  variables  still  remain  after  attempting  code  transformations,  insert 
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load  and  store  instructions  to  reduce  the  number  of  live  variables  assigned  to 
registers. 

•  Assign  the  variables  to  registers.  It  may  be  necessary  at  this  point  to  insert 
register-register  transfer  instructions  in  order  to  move  variables  into  the  ap¬ 
propriate  register  class  when  they  are  needed— moving  a  variable  involved  in  an 
addition  into  a  register  which  feeds  the  ALU,  for  example.  An  attempt  is  made  to 
minimize  the  cost  of  these  transfers.  Different  combinations  of  register-register 
transfer  operations  and  additional  load/store  instructions  are  generated,  the  one 
with  the  lowest  cost  being  chosen. 

They  discuss  in  detail  the  methods  of  cost  computation  and  selection  of  registers  for 
“spilling"  to  main  memory. 

Memory  traffic  is  reduced  by  flagging  portions  of  the  code  that  require  more  active 
variables  than  there  are  registers;  for  such  portions  of  code,  a  request  is  made  to  the  code 
generator  to  find  an  alternate  sequence  which  uses  fewer  registers.  If  that  fails,  a  variable  is 
swapped  out  to  memory.  Because  the  registers  are  heterogeneous  it  may  also  be  necessary 
to  swap  data  among  registers — if  the  register  freed  up  is  of  tne  “wrong”  class,  for  example. 
An  attempt  is  made  to  balance  the  costs  of  swapping  to  memory  and  shuffling  registers. 
Although  they  do  not  specify  whether  the  target  machine  is  horizontal,  the  emphasis  on 
reduction  of  regisini -memory  traffic  and  the  handling  of  heterogeneous  register  classes 
makes  this  algorithm  an  attractive  one  for  microarchitecture  register  allocation. 

3.4.  Code  Generation 

The  major  goal  of  microprogram  optimization  research  is  the  efficient  compilation  of 
microcode  from  a  high-level  language.  Unfortunately,  much  of  this  research  been  limited  to 
the  compaction  problem,  because  "horizontalness"  is  the  most  striking  difference  between 
micro-  and  macro-  architectures.  Tokoro  et  al.  [Tokoro  78],  Wood  [Wood  79a],  Fisher  [Fisher 
79,  Fisher  81a],  and  Poe  [Poe  80]  all  presume  as  a  front  end  to  their  systems  an  optimizing 
compiler  that  performs  all  classical  compiler  optimizations. 

This  section  surveys  research  efforts  that  have  attempted  some  form  of  code  generation. 
None  of  the  systems  generate  code  with  the  quality  of  traditional  optimizing  compilers;  many 
do  no  optimization  at  all.  If  nothing  else,  this  illustrates  that  there  is  much  work  to  be  done  in 
this  area. 

Two  efforts,  the  EMPL  [DeWitt  76]  and  Strum  [Patterson  76]  systems,  did  not  describe  their 
code  generation  techniques  in  sufficient  detail  to  be  reported  here.  These  two  systems  are 
probably  not  directly  relevant  to  this  work  as  the  EMPL  system  had  not  been  completed  at  the 
time  it  was  described,  and  the  Strum  code  generator  made  no  attempt  to  optimize  code. 
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3.4.1 .  Simple  code  generation  systems 

As  far  as  could  be  discerned  from  their  examples,  statements  in  the  SIMPL  [Ramamoorthy 
74]  and  MDL  [Wood  79a]  language  compilers  correspond  in  a  one-to-one  manner  to  p Ops  in 
the  target  machine.  The  translation  process,  then,  is  largely  one  of  matching  statements  with 
ftOps.  Both  compilers  understand  if  and  while  constructs,  and  produce  branch  pOps  and 
labels  when  control  constructs  are  encountered. 

The  Mumble  language  [Gosling  81]  is  largely  at  the  same  level  as  SIMPL  and  MDL  in  that 
program  statements  correspond  to  juOps  on  an  almost  one-to-one  basis.  The  Mumble 
compiler  also  contains  a  graph  that  represents  the  data  paths  of  the  target  machine.  If  a 
register  transfer  is  specified  between  two  registers  that  are  not  directly  connected,  the 
compiler  searches  the  graph  and  produces  /xOps  which  perform  the  complete  transfer. 

Language  semantics  in  the  MDIL  [Ma  80]  and  Mimola  [Marwedel  81]  systems  are  defined  in 
terms  of  the  target  machine  using  a  macro  table.  When  the  compiler  encounters  a  statement 
in  the  language,  its  macro  is  expanded  into  machine  code. 

3.4.2.  Code  generation  with  limited  optimization 

The  PL/MP  micrccompiler  [Tan  78]  uses  a  series  of  templates  that  associate  patterns  in  the 
intermediate  language  with  machine  language  constructs.  The  templates  are  ordered  in  such 
a  way  that  special  cases  (e.g.,  add  indirect)  are  tried  before  general  cases  (e.g.,  add). 

Versions  of  the  Yalll  compiler  [Patterson  79]  have  been  implemented  for  two  different 
micrcarchitectures.  Simple  optimizations  are  performed,  such  as  the  replacement  of  an 
“add”  p Op  with  an  argument  of  “1”  by  an  "increment”  pOp. 

3.4.3.  Code  synthesis  from  ISP 

Ulrich  [Ulrich  80]  and  Mueller  [Mueller  80a,  Mueller  80b]  have  each  explored  the  synthesis 
of  microcode  from  ISP  [Barbacci  77]  in  a  machine-independent  fashion  using  "unconven¬ 
tional”  techniques.  The  ISP  statements  that  were  used  as  "source  code”  were  also  quite 
short.  Neither  one  attempts  to  produce  optimized  code  or  to  compact  pis;  neither  system  has 
yet  been  shown  to  be  fast  enough  to  be  practical. 

The  system  of  Ulrich  uses  symbolic  execution  techniques.  The  ISP  language  is  used  both 
as  source  code  and  to  describe  the  micromachine  semantics.  First,  a  goal  is  set  up  by 
symbolically  executing  the  source  ISP  statement.  Then  different  sequences  of  pOps  are 
symbolically  executed  until  a  sequence  is  found  that  achieves  the  goal.  The  current 
implementation  produces  correct,  albeit  inefficient,  code. 

Mueller  attempts  to  derive  microcode  using  theorem-proving  techniques.  Micromachine 
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semantics  are  specified  in  a  dialect  of  ISP  by  defining  each  juOp  in  terms  of  the  way  it  modifies 
the  state  of  the  machine.  The  first  phase  of  the  translation  process  formulates  the  source 
program  as  a  symbolic  assertion.  Next,  a  theorem-proving  process  is  invoked  to  verify  the 
existence  of  a  computation  which  satisfies  the  assertion.  The  microprogram  is  then  extracted 
directly  from  the  proof.  At  the  time  of  this  writing,  only  a  nondeterministic  algorithm  is 
implemented;  in  other  words,  human  intervention  is  required  to  guide  the  program  through 
the  search  space. 

3.5.  Summary 

Although  algorithms  for  solving  the  classical  microcode  compaction  problem  have  been 
developed  that  appear  to  perform  well  in  practice,  the  problem  itself  does  not  address  the 
issue  of  dealing  with  data  antidependencies.  Interblock  compaction  is  understood  to  even  a 
lesser  extent,  particularly  the  problem  of  compacting  a  loop  that  “wraps  around  itself";  details 
of  fiO p  timing  may  also  complicate  the  flow  analysis  necessary  to  perform  interblock 
compaction. 

The  development  of  micromachine  models  has  progressed  slowly,  but  a  recent  model  by 
Sint  [Sint  31]  appears  to  be  a  reasonable  compromise  between  completeness  and  utility; 
because  her  research  effort  is  in  progress,  final  judgement  must  be  reserved  until  later. 

Research  in  other  phases  of  optimizing  micromachine  compilers  has  progressed  much 
more  slowly.  Although  moderate  progress  has  been  made  in  the  area  of  register  allocation, 
the  state  of  the  art  in  most  phases  (e.g.,  code  generation)  seems  to  be  limited  to  the 
techniques  used  in  traditional  optimizing  compilers. 
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Chapter  4 

Scope  of  this  Research 

This  chapter  defines  the  set  of  problems  addressed  by  this  dissertation  and  introduces 
methods  by  which  the  research  was  performed.  First,  the  central  problem — coupling  the  code 
generation  and  compaction  phases  of  compiler  for  a  horizontal  microarchitecture — is 
described.  Then  three  issues  are  discussed  that  are  closely  related  to  the  central  problem; 
these  are  addressed  to  a  lesser  extent  in  the  dissertation.  Following  that,  the  scope  of  this 
dissertation  is  delimited  by  describing  related  problems  that  are  not  addressed.  Finally,  the 
research  methodology  is  described. 

4.1 .  The  Central  Problem 

This  dissertation  describes  the  exploration  of  three  methods  by  which  the  code  generation 
and  compaction  phases  of  a  compiler  for  a  horizontal  target  microarchitecture  can  be 
coupled.  The  task  of  the  code  generator  in  an  optimizing  compiler  is  that  of  producing 
high  quality  machine  code  that  preserves  program  semantics,  where  quality  is  defined  as  a 
function  of  time  and  space  costs.  As  was  discussed  in  Section  2.1.1,  these  costs  are  difficult 
to  estimate  for  horizontal  machines  until  after  compaction  is  performed.  The  central  issue 
that  this  dissertation  explores  is  then,  How  can  compaction  information  be  used  to  increase 
the  effectiveness  of  the  code  generator? 

4.1.1.  Some  examples 

In  order  to  demonstrate  that  such  a  problem  may  arise  in  a  real  program,  three  examples 
are  given.  The  first  involves  the  addition  of  a  small  constant  to  a  register.  The  second 
involves  generating  a  test  for  a  loop,  while  the  last  involves  the  interaction  of  /iOp  conflicts 
and  a  volatile  resource. 

4. 1. 1. 1.  Increment  by  two 

For  our  first  example,  consider  a  situation  in  which  the  code  generator  is  required  to  add 
the  constant  “2"  to  a  register  on  the  micromachine  sketched  in  Figure  4-1.  An  obvious  code 
sequence  to  perform  this  operation  is  one  that  gates  the  register  onto  one  input  of  the  ALU 


PREVIOUS  PAGE 
IS  BLANK 


Local  Microcode  Generation  and  Compaction 


|  constant 

register 

file 

Figu  re  4- 1 :  Micromachine  with  ALU  and  counter. 


the  constant  “2  onto  the  other,  sets  the  ALU  function  input  to  add,  and  then  stores  the  result 
back  into  the  register.  Such  a  code  sequence  would  probably  require  one  or  two  /ds, 
depending  on  /xOp  timing. 

Another  possibility  would  be  to  move  the  register  value  into  the  counter,  increment  the 
counter  twice,  and  move  the  counter  value  back  into  the  register.  This  sequence  would  take 
at  least  two  jds,  and  possibly  three  or  four. 

In  deciding  which  of  these  sequences  to  produce,  the  code  generator  might  consider  the 
following: 

•  If  surrounding  code  uses  the  ALU  heavily,  but  does  not  use  the  counter,  it  is 
possible  that  the  second  sequence  can  be  done  for  “free” — that  is  to  say,  using 
holes  in  existing  jds. 

•  If  neither  the  ALU  or  counter  is  overloaded,  the  first  sequence  is  probably  both 
faster  and  more  compact. 

•  It  is  possible  that,  due  to  jd  field  contention,  an  additional  jd  or  two  will  have  to  be 
inserted  in  order  to  produce  the  constant  "2"  for  the  first  sequence. 

•  It  is  possible  that  the  compaction  algorithm  can  arrange  for  a  prior  jaOp  sequence 
to  leave  a  constant  "2"  in  a  scratch  register,  making  the  first  sequence  more 
attractive.  On  the  other  hand  if  the  constant  “-2”  could  be  left  in  a  scratch 
register,  the  shortest  code  sequence  might  be  one  in  which  the  ALU  performs  a 
subtraction. 
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4. 1. 1.2.  Loop  testing 

The  second  example  involves  conditional  branching  on  a  micromachine  in  which  the 
computation  of  branch  conditions  is  overlapped  with  the  fetching  of  pis  from  the  control  store 
[Fuller  76,  Ousterhout  78,  Rosen  79J.3  In  such  a  machine,  a  conditional  branch  may  require 
several  pcycles  to  complete;  it  may  be  necessary  to  place  the  pOps  that  initiate  the 
conditional  branch  several  p.ts  before  the  actual  branch  is  performed.  A  typical  comparison 
and  branch  sequence  on  the  Kmap,  for  example,  takes  three  pis.  During  the  first  p I  the  ALU 
inputs  are  loaded  with  the  values  to  be  compared.  The  second  pi  uses  the  ALU  to  perform  a 
comparison  and  to  generate  condition  codes,  which  are  used  by  the  third  pi  to  perform  the 
conditional  branch. 

Given  such  an  architecture,  consider  a  program  containing  a  loop  that  is  to  terminate  when 
the  counter  reaches  the  value  50.  the  code  produced  in  this  loop  would  then  include: 

1.  A  pOp  that  increments  a  counter, 

2.  pOps  that  read  the  counter  (and  value  50)  into  the  ALU  for  comparison. 

3.  A  uOp  that  branches  on  the  condition  generated  by  the  ALU. 

The  pOps  to  be  compacted  would  include  data  dependencies  between  the  pOps  in  1  and  2.  It 
is  possible,  however,  that  the  code  for  the  loop  could  be  compacted  more  tightly  if  pOp  1  were 
somehow  allowed  move  past  those  in  2.  If  the  code  generator  and  packer  were  working 
together,  it  might  be  recognized  that  the  order  in  which  1  and  2  are  executed  could  be 
reversed,  if  the  the  key  value  were  changed  from  50  to  49,  resulting  in  a  semantically 
equivalent,  but  shorter,  pi  sequence,  if  the  remainder  of  the  loop  could  be  compacted  even 
more  tightly,  this  lag  might  even  be  two  iterations,  requiring  a  comparison  with  the  value  48. 
The  code  generator,  which  is  responsible  for  producing  the  pOp  sequence,  does  not  have 
enough  information  before  compaction  to  determine  which  value  to  use. 

4. 1. 1.3.  Volatile  register  compensation 

As  a  final  example,  consider  the  following  simplification  of  a  problem  that  occurred  when 
the  author  was  writing  microcode  for  the  StakOS  operating  system  [Jones  79,  Vegdahl  81]. 
The  micromachine,  shown  in  Figure  4-2,  has  the  following  hardware  constraints: 

•  The  V  register  is  volatile,  losing  its  data  at  the  end  of  each  pi. 

•  pOps  that  load  the  D-register  and  V-regtster  execute  during  the  first  sub¬ 
microcycle  of  the  pi;  pOps  which  load  the  register  file,  A- register,  and  F-register 
execute  during  the  second  sub-microcycle.  It  is  thus  possible  for  data  to  be 
moved  from  the  A-register  to  Reg[0]  during  a  single  pi,  but  it  takes  two  pis  to 
move  data  from  Reg[0]  to  the  V-register. 


This  example  involves  interblock  compaction,  which  is  not  directly  addressed  in  this  dissertation.  It  is  included  as 
an  illustration  of  the  general  problem. 
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•  The  register  file  is  read  and  written  during  the  same  sub-microcycle,  and  thus 
cannot  be  read  and  written  during  the  same  jil. 


With  this  machine  in  mind,  consider  the  problem  of  moving  data  in  the  A-register  to  Reg[l], 
and  the  data  from  Reg[0]  into  the  D-reyister.  The  straightforward  code  sequence  for  this 
would  be 

Areg  ->  Vreg;  Vreg  ->  Reg[l]  move  data  from  Areg  to  Reg[1] 

Reg[0]  ->  Areg  move  data  from  Reg[0] 

Areg  ->  Dreg  to  Dreg 

This  sequence  can  be  compacted  into  three  /x Is,  The  first  two  jnOps  must  reside  in  the  same 
jul  because  the  V-register  is  volatile;  the  second  and  third  /xOps  may  not  reside  in  the  same  jxl 
because  they  both  access  the  register  file,  while  data  dependencies  require  the  fourth  pOp  to 
follow  the  third. 

Note  that  if  the  V-register  were  not  volatile,  the  second  and  third  jnOps  could  be 

interchanged,  allowing  the  sequence  to  be  packed  into  two  /xis: 

Areg  ->  Vreg;  Reg[0]  ->  Areg 
Vreg  ->  Reg[l];  Areg  ->  Dreg 

This  can  be  simulated  by  using  the  F-register  to  hold  the  data  for  one  cycle: 

Areg  ->  Vreg;  Vreg  ->  Freg;  Reg[0]  ->  Areg 
Freg  ->  Vreg;  Vreg  ->  Reg[l];  Areg  ->  Dreg 

We  see  then,  an  unusual  situation  in  which  the  execution  time  of  a  sequence  can  be 

shortened  by  inserting  additional  /xOps.  It  is  highly  doubtful  that  the  code  generator  in  an 

optimizing  compiler  would  produce  this  sequence,  in  which  the  data  traverses  an 

"extraneous"  data  path,  unless  compaction  were  considered. 
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4.1.2.  Summary 

The  above  examples  illustrate  that  it  is  potentially  profitable  to  couple  code  generation  and 
compaction.  A  solution  to  the  first  example  would  involve  primarily  analysis  of  resource 
bottlenecks  (ALU,  counter),  while  a  solution  to  the  the  second  depends  more  on  the  ability  of 
the  two  phases  to  share  timing  information;  the  last  example  has  some  elements  of  both. 

We  do  not  mean  to  suggest  that  this  dissertation  presents  methods  for  effectively  dealing 
with  all  three  of  the  above  problems;  rather,  several  methods  of  coupling  the  phases  are 
explored,  leaving  the  reader  the  opportunity  to  judge  their  strengths  and  weaknesses.  The 
procedure  used  in  these  experiments  is  outlined  in  Section  4.4. 

4.2.  Related  Issues 

In  addition  to  the  problem  of  coupling  compaction  and  code  generation,  several  other 
issues  relevant  to  microcode  generation  are  explored  here.  The  development  of  an  adequate 
micromachine  model  and  code  generation  and  compaction  algorithms  are  necessary 
prerequisites  for  the  study  of  the  coupling  problem.  We  also  explore  a  technique  for 
generating  micromachine  constants  more  intelligently  because  it  appears  to  be  promising. 

4.2.1 .  Machine  model 

Previous  research  in  the  areas  of  microcode  compaction  and  microcode  generation  has 
produced  a  number  of  micromachine  models.  Unfortunately,  the  compaction  research  has 
produced  micromachine  models  that  are  too  simplified  to  characterize  fiOp  semantics 
adequately;  similarly,  microcode  generation  research  has  tended  to  ignore  timing  and 
resource-conflict  issues.  The  machine  model  presented  in  Chapter  5  incorporates  machine 
semantics  and  timing.  We  do  not  mean  to  imply,  however,  that  our  model  encompasses  all 
microarchitectures;  examples  of  machines  that  do  not  completely  fit  the  model  are  given  in 
Section  4.3.5. 

4.2.2.  Microcode  compaction 

Although  the  problem  of  microcode  compaction  has  received  much  attention,  we  became 
convinced  during  the  course  of  this  research  that  further  work  is  needed.  The  data 
dependency  models  used  as  a  basis  for  current  compaction  techniques  are  not  adequate.  As 
a  result,  the  solution  space  is  severely  restricted;  even  the  exhaustive  compaction  algorithms 
consider  only  a  small  subset  of  legal  p,Op  orderings. 

In  addition,  the  machine  models  under  which  most  compaction  algorithms  have  been 
developed  do  not  allow  volatile  resources  to  hold  data  across  /il  boundaries.  When  this 
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feature  is  introduced  to  the  model,  current  compaction  techniques  appear  to  be  inadequate. 
Examples  of  this  problem  are  given  in  Chapter  7. 

4.2.3.  Constant  generation 

When  translating  microprograms  that  contain  constants,  the  compiler  must  produce  one  or 
more  jxOps  that  bring  the  constant  into  the  micromachine.  Possible  ways  of  doing  this 
include: 

•  Reading  the  constant  in  from  main  memory.  This  method  has  a  number  of 
shortcomings,  not  the  least  of  which  is  that  it  is  likely  to  be  quite  slow. 

•  Reading  the  constant  from  the  literal  field  of  the  fi\.  This  is  the  most  straightfor¬ 
ward  method  of  producing  a  constant  in  most  microarchitectures.  It  can  be 
somewhat  expensive,  however,  because  such  fields  in  the  /il  tend  to  be  quite 
wide;  one  fourth  of  a  64-bit  control  word  is  used  to  specify  a  16-bit  constant. 
Consequently,  the  literal  field  is  usually  overloaded,  resulting  in  constraints  on  the 
number  of  /xOps  that  may  be  executed  during  a  /xl  in  which  a  constant  is 
specified. 

•  Producing  the  constant  “creatively".  Most  microarchitectures  have  a  number  of 
constants  "built  in"  to  the  machine;  these  may  include  masks,  small  positive  and 
negative  integers,  and  constants  that  the  designers  knew  would  be  required  for 
the  "primary"  application.  It  may  be  possible  to  combine  these  built-in  constants 
to  produce  other  constants.  In  the  (hand-coded)  StarOS  microcode  [Vegdahl 
81  j,  such  creative  methods  were  used  several  dozen  times. 

This  research  effort  addresses  the  problem  by  performing  constant  unfolding  during  the 
process  of  code  generation.  An  attempt  is  made  to  express  "difficult”  constants  in  terms  of 
"easy"  ones  in  the  hope  that  otherwise  unused  (or  lightly  used)  resources  can  be  used  to 
remove  some  of  the  "constant  generation"  burden  from  overloaded  fields  in  the  jul. 

4.2.4.  Code  generation 

The  code  generation  algorithms  in  this  research  are  based  on  the  code-generator 
generation  algorithms  of  Cattell  [Cattell  78].  Several  modifications  were  made  in  order  to 
increase  the  depth  of  a  feasible  search.  The  complexity  of  the  evaluation  function  for  the 
heuristic  search  was  increased;  additionally,  the  method  of  ordering  the  search  was  modified 
and  a  constant  unfolding  mechanism  was  added. 

4.3.  Problems  Not  Addressed 

Because  of  the  need  to  limit  the  scope  of  this  dissertation,  many  interesting  and  important 
issues  relevant  to  optimized  microcode  production  are  not  addressed.  This  section  sketches 
some  of  the  problems  that  we  chose  not  to  address  because  they  did  not  appear  to  be  as 
closely  related  to  the  phase-coupling  problem  ar  those  described  in  the  previous  section. 
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4.3.1 .  Register  allocation 

The  problem  of  register  allocation  for  traditional  compilers  has  been  studied  by  many 
researchers,  including  several  that  have  directed  their  efforts  toward  microarchitectures  [Kim 
79,  Ma  80].  While  it  is  the  author’s  belief  that  there  is  still  much  work  to  be  done  in  the  area,  it 
is  deemed  to  be  outside  the  scope  of  this  dissertation.  The  “variables”  given  as  input  to  the 
code  generation  phase  are  assumed  to  be  the  names  of  machine  resources;  when  a  register 
is  needed  for  an  intermediate  value,  register  allocation  is  done  “on  the  fly”. 

4.3.2.  Other  phase-coupling  problems 

The  reader  might  have  guessed  that  the  code  generation  and  compaction  phases  are  not 
the  only  ones  that  should  be  coupled  in  an  optimizing  microcode  compiler.  It  has  been 
demonstrated,  for  example,  that  register  allocation  and  compaction  are  another  pair  of  tasks 
that  can  benefit  from  communicating  with  one  another  [DeWitt  76].  Similarly,  for  reasons 
stated  in  Chapter  2,  redundant  expression  elimination  and  compaction  fall  into  this  category. 
It  also  appears  that  there  is  a  strong  interaction  between  evaluation  order  determination  and 
compaction;  this  issue  is  discussed  in  Chapter  7.  Writers  of  optimizing  compilers  for 
traditional  machines  also  face  many  of  the  same  issues  [Leverett  79], 

This  dissertation  focuses  on  one  particular  phase-coupling  problem  in  the  interest  of 
making  the  task  manageable.  It  may  be  possible  to  generalize  this  research  to  some  of  these 
other  problems  at  a  later  time. 

4.3.3.  Flow  analysis 

Flow  analysis,  which  can  become  quite  complicated  in  the  presence  of  unusual  timing 
features  (see  Section  2.2.2),  will  be  performed  only  in  as  much  as  needed  to  determine  data 
dependency  relationships  among  juOps  for  the  purpose  of  compaction. 

4.3.4.  Interblock  compaction 

When  this  project  began,  we  hoped  to  address  the  problem  of  interblock  compaction.  This 
topic  is  outside  the  scope  of  the  current  research  effort  because  of  the  complex  flow  analysis 
it  requires,  and  because  unresolved  issues  in  the  area  of  intrablock  compaction  were 
discovered. 
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4.3.5.  Machine  model 

In  order  to  do  an  effective  job  at  producing  and  compacting  code,  we  have  excluded 
several  microarchitecture  characteristics  from  our  model,  including: 

•  Two-level  control  stores:  Nanodata  QM-1  [Nanodata  72],  MIT  Scheme  Chip 
[Holloway  79]. 

•  /ilswith  variable-length  execution  times:  PDP-11/40E  [Fuller  76]. 

•  Subroutines:  many  micromachines,  including  the  PDP-11  /40E  [Fuller  76],  OM 
[Johannsen  78],  Kmap  [Ousterhout  78],  and  Perq  [Rosen  79]. 

Limitations  of  the  model  are  discussed  in  Chapter  5. 

4.4.  Research  Methodology 

This  section  sketches  the  method  by  which  the  issues  described  in  Section  4.1  are 
explored.  We  begin  with  a  general  discussion  of  techniques  for  handling  problems  of  phase 
coupling,  and  then  present  an  overview  of  the  three  coupling  methods  that  have  been 
explored  as  part  of  this  research  effort. 

4.4.1 .  Coupling  methods 

As  was  demonstrated  in  Section  4.1,  when  the  code  generation  and  compaction  phases  or 
a  microcode  compiler  are  performed  sequentially,  many  optimizations  may  be  missed.  In 
Section  4.3.2  it  was  mentioned  that  there  exist  phase-coupling  problems  for  compilers  in 
general.  This  section  describes  a  number  of  possible  techniques  for  dealing  with  the 
problem,  of  which  a  subset  have  been  tried  as  a  part  of  this  research  effort. 

4.4. 1. 1.  Ignoring  the  problem 

Although  obvious,  the  “technique”  of  doing  nothing  is  probably  quite  appropriate  in  a 
number  of  situations.  A  small  amount  of  efficiency  gained  in  the  final  code  may  not  warrant 
the  additional  compiler-writing  effort  or  compile-time  [Aho  77].  In  addition,  an  algorithm  in 
which  no  coupling  is  done  can  serve  as  a  benchmark  for  comparison  with  other  methods. 

4.4. 1.2.  Educated  guessing 

The  method  of  educated  guessing  involves  performing  the  phases  sequentially,  but  using 
heuristics  in  the  first  to  “guess"  what  the  other  phase  is  going  to  do;  it  then  performs  its  task 
using  the  “knowledge”  it  has  about  the  second  phase. 

This  technique  has  been  used  by  the  PQCC  group  [Leverett  79,  Leverett  81]  in  resolving  the 
coupling  problem  between  the  register  allocation  and  code  generation  phases  of  the 
compiler.  The  register  allocation  phase  performs  an  initial  code  generation  in  whicff  it 
predicts  the  final  code  that  will  be  generated;  this  allows  it  to  “know",  for  example,  how  many 
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compiler-created  variables  will  be  required  for  code  generation  in  any  given  block.  This 
information  is  then  used  to  make  register-assignment  decisions. 

4.4. 1.3.  Iteration 

Rather  than  require  one  phase  to  make  a  guess  about  the  behavior  of  another,  it  may  be 
appropriate  to  execute  the  phases  alternately  allowing  each  the  opportunity  to  use  the 
information  generated  by  the  previous  invocation  of  the  other.  This  has  been  shown  to  be  an 
effective  method  of  dealing  with  the  subphases  in  object-code  optimizers  [Wulf  75,  Leverett 
79]. 

While  this  method  appears  to  be  appropriate  for  phases  which  open  up  optimization 
opportunities  for  one  another,  it  may  be  quite  ineffective  in  a  case  where  one  phase  makes  a 
decision  that  prevents  the  other  phase  from  performing  an  optimization;  in  other  words,  a 
poor  decision  in  the  first  iteration  may  be  propagated  into  subsequent  iterations  [Leverett  79]. 

4.4. 1.4.  Multiple  choices 

In  situations  where  one  phase  detects  a  potential  optimization,  but  it  is  the  responsibility  of 
another  phase  to  decide  whether  the  optimization  is  desirable,  a  scheme  might  be  tried 
whereby  the  first  phase,  rather  than  performing  the  optimization(s)  it  deems  best,  passes  a  list 
of  choices  to  the  second.  It  is  the  responsibility  of  the  second  phase  to  select  the  appropriate 
set  of  optimizations. 

This  technique  is  used  in  the  Flowan  and  Delay  phases  of  the  PQCC  project;  the  existence 
of  such  choices  is  also  permitted  to  a  limited  extent  in  the  microcode  compaction  algorithms 
developed  at  the  University  of  Southwestern  Louisana  [Mallett  78,  Landskov  80], 

4.4. 1.5.  Performing  the  phases  in  parallel 

If  two  phases  are  highly  interrelated,  it  may  be  reasonable  to  incorporate  them  into  the 
same  phase.  The  Hearsay  speech  understanding  system  [Erman  78]  used  the  concept  of  a 
blackboard,  a  database  common  to  all  phases  of  the  translation  process  from  which  any 
process  could  read  and  onto  which  any  could  write. 

One  might  also  imagine  a  scenario  in  which  one  phase  served  as  a  “master”  over  the  other, 
calling  it  as  a  subroutine.  A  flow  analysis  phase  might  be  designed  as  a  slave  to  a  number  of 
other  modules,  each  of  which  requires  flow  information. 

DeWitt  [DeWitt  76]  designed  a  microcode  compaction  and  register  allocation  system  in 
which  the  two  phases  called  one  another  recursively.  In  this  case,  each  phase  acted,  in  some 
sense,  as  a  master  over  the  other. 
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4.4.2.  Coupling  methods  to  be  tested 

The  research  for  this  dissertation  has  been  carried  out  in  four  phases: 

•  The  creation  of  a  micromachine  model  that  is  well  suited  to  both  code  generation 
and  compaction. 

•  The  development  of  a  machine-independent  microcode  generation  system.  The 
code-generator  generation  algorithms  of  Cattell  [Cattell  781  serve  as  a  basis  for 
the  machine- independent  code  generation  in  our  system. 

•  The  extension  of  the  list  scheduling  compaction  algorithm  of  Fisher  [Fisher  79]  to 
encompass  a  more  complex  micromachine  model  and  a  more  general  notion  of 
data  dependency. 

•  The  development  and  testing  of  three  strategies  for  coupling  the  code  generation 
and  compaction  phases  of  the  compiler.  In  the  terminology  of  Section  4.4.1,  one 
is  multiple  choice,  one  is  iterative,  and  one  is  parallel. 

The  micromachine  model  is  presented  in  Chapter  5,  while  code  generation  and  compaction 
are  the  subjects  of  Chapters  6  and  7.  The  remainder  of  this  chapter  briefly  describes  the  three 
coupling  methods,  which  will  be  discussed  at  length  in  Chapter  8. 

4.4.2. 1.  And/Or 

The  first  coupling  technique,  which  we  will  subsequently  call  And/Or,  falls  in  the  category 
of  “multiple  choice”  methods  listed  above.  The  code  generator,  rather  than  producing  a 
single  sequence  of  /xOps,  produces  an  And/Or  tree  [Winston  77]  from  which  the  compaction 
phase  can  choose  ju.Ops  as  it  compacts  them.  An  And/Or  tree  is  a  tree  in  which  each  interior 
node  is  marked  either  And  or  Or,  and  the  leaf  nodes  are,  in  our  case,  /iOps.  A  solution  to  a 
tree  consisting  of  a  single  leaf  is  simply  the  ^.Op  named  by  the  leaf,  while  a  solution  to  a  tree 
whose  root  is  an  And  node  consists  of  a  solution  to  each  of  its  sons:  similarly,  a  solution  to  a 
tree  whose  root  is  an  Or  node  consists  of  a  solution  to  any  one  of  its  sons. 

This  coupling  method  relies  on  the  conjecture  that  there  generally  exist  only  a  few  /iOp 
sequences  that  need  to  be  considered;  if  the  code  generator  can  produce  them,  then  the 
compaction  phase  has  all  the  information  necessary  to  produce  “optimal”  code. 

This  method  is  used  to  a  limited  extent  by  Mallett  [Mallett  78]  and  the  microcode  research 
group  at  the  University  of  Southwestern  Louisana  [Davidson  81].  The  notion  of  a  version — a 
group  of  semantically  equivalent  jiOps,  one  of  which  must  be  selected  by  the  compaction 
phase — was  introduced.  A  version  is  equivalent  to  an  And/Or  tree  with  maximum  depth  of 
two  (an  And  node  at  the  root  and  Or  nodes  at  the  second  level)  in  which  all  p.0 ps  in  a  version 
must  execute  during  the  same  jil. 

The  And/Or  method  is  not  without  its  problems.  The  code  generator  is  complicated  by  the 
need  to  produce  multiple  "correct"  sequences  rather  than  just  one,  and  the  compaction 
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phase  must  consider  an  And/Or  tree  rather  than  a  simple  code  sequence.  Chapter 
8  discusses  these  problems  and  their  solutions  in  detail. 

4. 4.2. 2.  Iteration 

Consider  the  following  view  of  microcode  optimization: 

A  typical  block  of  microcode  contains  one  or  more  groups  of  jxOps  that  cause 
bottlenecks;  that  is  to  say,  the  removal  of  such  a  fiOp  would  reduce  the  total 
number  of  /xls  required.  For  example,  let  us  assume  that  every  jxl  contains  a  /xOp 
that  uses  resource  X.  If  one  such  /xOp  is  removed,  it  may  be  possible  to  move  the 
ix Ops  in  its  n I  into  surrounding  jtils,  thereby  reducing  the  code  size  by  one  /il.  On 
the  other  hand,  the  removal  of  some  other  /xOp  would  not  reduce  the  code  size 
because  the  jxOps  which  use  resource  X  would  still  be  required  to  reside  in 
separate  /xls.  The  code  generator,  in  order  to  do  a  good  job,  should  attempt  to 
avoid  generating  code  sequences  containing  these  /jtOps,  preferring  /iOps  that  are 
less  likely  to  be  involved  in  bottlenecks. 

The  iteration  method  of  coupling  attempts  to  produce  code  that  minimizes  bottlenecks  due 
to  these  high-conflict  /xOps.  The  code  generator  uses  a  table  of  /xOp  costs  to  produce  what  it 
believes  is  optimal  cede;  that  is  to  say,  an  attempt  is  made  to  minimize  the  sum  of  the  /xOp 
costs.  The  compaction  phase  then  compacts  the  /iOps  into  /xls,  which  are  analyzed  for 
bottlenecks.  The  cost  tables  are  updated,  increasing  the  costs  of  /x Ops  that  are  involved  in 
bottlenecks;  the  process  is  repeated,  with  the  code  generator  using  the  updated  cost  tables. 

This  method  is  attractive  because  it  disturbs  neither  the  code  generation  or  compaction 
phases  as  such.  It  involves  only  the  addition  of  an  analysis  phase  to  update  the  cost  tables, 
and  a  loop  to  cause  the  phases  to  be  repeated.  The  questions  of  how  to  update  the  tables  is 
discussed  in  Chapter  8. 

4. 4.2. 3.  Squeeze 

The  third  coupling  method  involves  actually  performing  the  phases  in  parallel.  This  is 
achieved  by  setting  the  code  generator  as  master  over  the  packer.  Before  the  code  is 
compacted,  constraints  are  placed  on  the  "shape”  on  the  final  code;  for  example,  it  might  be 
specified  that  the  final  code  must  be  compacted  into  two  fils,  and  that  the  ALU  may  not  be 
used  during  the  second.  The  code  generator  calls  the  compaction  phase  whenever  it 
considers  a  /xOp;  if  the  /xOp  cannot  be  compacted  subject  to  the  initial  constraints  and  the 
already  generated  /x  Ops,  the  code  generator  searches  for  alternate  code  sequences. 

With  this  method,  the  packer  acts  as  an  additional  cutoff  criterion,  pruning  the  search  tree 
as  the  code  generator  attempts  to  find  a  code  sequence.  It  is  hoped  that  this  method  can  be 
extended  to  the  area  of  producing  code  for  tight  loops.  The  first  constraint  placed  on  the  final 
code  could  be  "all  /xOps  must  fit  into  one  /xl”.  If  that  failed  to  produce  a  solution,  a  search 
could  take  place  with  a  two-instruction  constraint,  and  so  forth.  Although  this  coupling 
method  appears  to  be  quite  simple,  we  encountered  a  number  of  problems,  which  are 
discussed  in  Chapter  8. 
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Chapter  5 

Micromachine  Model 


Before  we  can  produce  a  machine- independent  microcode  generator,  we  must  define 
precisely  what  we  mean  by  the  term  micromachine.  Cattell  has  noted  that  the  definition  of 
such  a  class  of  machines  requires  tradeoffs  between  generality  and  feasibility  [Cattell  78]: 

We  walk  a  fine  line  in  making  a  rigorous  definition  of  a  machine  in  this  chapter. 

On  the  one  hand,  we  want  to  include  all  the  machines  commonly  classified  as 
computers.  On  the  other  hand,  we  want  a  formal  definition  that  restricts  the  class 
of  machines  enough  to  make  it  feasible  to  automatically  generate  software.  Any 
useful  model  must  therefore  strike  a  compromise  between  generality  and 
feasibility. 

This  chapter  defines  what  a  micromachine  is  for  our  purposes.  First  the  major  machine 
components  are  discussed  informally:  then  a  formal  description  of  the  model  is  presented. 
Finally,  observations  are  made  about  the  generality  and  feasibility  of  the  model. 

5.1 .  Overview 

The  machine  model  described  here  is  based  on  that  of  Cattell,  but  differs  in  a  number  of 
respects,  largely  due  to  differences  between  macro  and  micro  architectures.  The  model  of 
storage  resources  is  simpler  because  horizontal  micromachines  typically  do  not  have 
complex  addressing  modes,  which  are  common  in  macroarchitectures.  The  model  has  been 
extended,  however,  to  include  information  about  timing  and  jiOp  conflicts— that  is,  the 
determination  of  whether  two  /xOps  can  reside  in  the  same  jil. 

Our  micromachine  definition  has  three  major  components: 

•  Storage  resources  are  the  locations  in  the  machine  where  data  can  be  stored 
(e.g.,  a  register)  or  along  which  data  can  be  moved  (e.g.,  a  bus). 

•  Microoperations  (/iOps)  are  the  operations  available  on  the  machine  to  move  and 
transform  data. 

•  Conflict  classes  specify  which  /iOps  may  reside  together  in  a  single  /xl. 

Storage  resources  include  busses,  latches,  register  files,  and  the  main  memory  of  the 
macromachine.  The  capacity  of  a  storage  resource  is  specified  by  a  bit  length  and  a  rank. 
The  indices  of  an  array  storage  resource  are  defined  by  the  juOp  semantics. 
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p Ops  correspond  roughly  to  the  Machine-Operations  (M-ops)  of  Cattell.  The  semantics  of  a 
pOp  are  defined  by  an  expression,  which  is  represented  as  a  tree;  a  pOp  expression  may 
contain  operators,  names  of  machine  resources,  constants,  and  constant  pattern  names. 
Timing  information,  which  accounts  for  such  features  as  bus  delays  and  clock  phases,  is  also 
included. 

The  text  representation  of  a  pOp  expression  is  written  in  a  parenthesized,  prefix,  LISP-like 
notation,  whose  atoms  are  operators,  resources  names,  and  constants.  The  expression 
(<-  fbus£3  12}  (+  (+  areg{2  5}  breg{l  5>)  1))) 
for  example,  specifies  that  the  fbus  is  to  be  assigned  the  value  of  the  sum  of  areg,  breg,  and 
the  constant  “1”.  The  numbers  in  braces  specify  timing  information,  which  is  discussed  in 
5.2.2.3. 

The  final  component  of  our  machine  model  is  the  method  of  determining  whether  two  pOps 
can  reside  in  the  same  pi.  Several  authors  have  previously  examined  this  problem  [DeWitt  76, 
Landskov  80],  and  have  included  in  their  models  such  details  as  when  pOps  using  a  common 
field  might  happen  to  have  compatible  bit  patterns.  We  have  adopted  a  simpler  approach  in 
which  the  machine  description  contains  a  number  of  conflict  classes.  Typically,  a  conflict 
class  corresponds  to  a  field  in  the  pi,  or  to  a  machine  resource.  Two  pOps  that  belong  to  a 
common  conflict  class  may  not  reside  in  the  same  pi.  A  pOp  may  belong  to  several  conflict 
classes. 

Although  the  pOp  conflict  model  is  not  as  general  as  it  might  be,  we  do  not  see  this  as  a 
serious  problem.  All  pOp  compaction  algorithms  we  have  encountered  treat  conflict 
determination  as  a  “black  box’’  subroutine,  in  which  a  pOp  and  a  partially-filled  pi  (or  two 
pOps)  are  passed  in,  and  a  boolean  result— “does  conflict”  or  “does  not  conflict”— is 
returned.  It  should  thus  be  relatively  easy  to  extend  the  model  so  that  it  embodies  a  more 
general  notion  of  pOp  conflicts.  During  implementation,  the  “conflict  class”  model  has 
allowed  us  to  represent  conflicts  as  a  bit  vector.  Additionally,  it  has  allowed  us  to  ignore  the 
explicit  bit  representation  of  the  pOp,  and  to  produce  purely  symbolic  code. 

5.2.  Components  of  the  Micromachine 

The  previous  section  gave  an  overview  of  the  micromachine  model  being  used  in  this 

research  effort.  In  this  section,  each  component  of  the  model  is  described  more  precisely. 

-»/ 

5.2.1 .  Storage  resources 

The  processor  state  consists  of  a  collection  of  storage  resources.  A  storage  resource  is  a 
set  of  one  or  more  words,  each  with  a  fixed  number  of  bits,  and  is  defined  in  terms  of  the 
following  components: 
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•  A  name.  This  is  the  alphanumeric  string  representing  the  storage  resource. 

•  A  bit  length.  This  is  a  positive  integer  that  specifies  the  word  size  (in  number  of 
bits)  of  this  resource. 

•  A  rank.  A  storage  resource  consisting  of  a  single  word  has  rank  zero.  A  storage 
resource  that  is  comprised  of  more  than  one  word — and  therefore  must  be 
indexed — has  a  rank  equal  to  the  number  of  indices  that  are  required  to  access  it. 

In  principle,  any  multi-word  storage  resources  could  be  defined  to  have  a  rank  of 
one  by  concatenating  its  address  bits,  but  we  find  that  allowing  multiple  indices  in 
our  notation  is  more  convenient,  and  simplifies  the  heuristic  search  during  code 
generation. 

The  size  (in  words)  of  a  storage  resource  is  never  explicitly  stated  in  our  model.  Instead,  it  is 
inferred  from  the  ranges  of  its  indices,  as  specified  in  p Op  definitions. 

There  are  two  resources  of  rank  zero  that  that  the  code  generator  handles  in  a  distinctive 
manner.  The  first,  called  the  micro-address  register  (MAR),  has  special  semantics  with 
respect  to  program  execution.  The  value  of  this  resource  at  any  time  determines  the  jil  that  is 
currently  being  executed.  An  assignment  to  this  resource  causes  a  branch  to  be  taken, 
interrupting  the  default  flow  of  program  control;  this  is  discussed  further  in  Section  5.2.4. 

The  second  “special”  resource  is  the  undefined  resource,  which  is  written  in  the 
tree-notation  as  “???".  This  resource  contains  a  “random”  value,  and  is  used  to  specify  that 
unknown  or  arbitrary  data  is  assigned  to  a  register  or  bus.  For  example,  the  “and”  function  in 
an  ALU  might  specify  that  the  value  of  the  carry  out  is  undefined. 

All  other  storage  resources  are  divided  into  the  two  categories  temporary  and  permanent. 
A  temporary  resource  is  one  that  may  be  used  to  compute  or  store  intermediate  results — in 
other  words,  a  value  held  in  such  a  resource  does  not  need  to  be  preserved  during  a 
computation.  Permanent  resources,  on  the  other  hand,  may  not  be  modified,  except  as 
explicitly  specified  by  the  source  program. 

In  our  model,  the  instruction  memory  is  assumed  to  remain  unchanged  during  program 
execution;  its  contents  may  therefore  be  ignored  for  the  purposes  of  defining  machine  state. 
The  contents  of  the  MAR  effectively  defines  the  pi  that  is  being  executed;  the  job  of  the 
compiler  is  to  bind  non-conflicting  p Ops  to  potential  values  of  the  MAR. 
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5.2.2.  Microoperations 

A  microoperation  (pOp)  has  the  following  components: 

•  A  name,  which  is  an  alphanumeric  string  that  is  used  to  refer  to  the  pOp. 

•  A  conflict  class  list,  which  is  a  list  of  the  conflict  classes  to  which  this  p.Op 
belongs. 

•  An  expression  that  describes  the  effect  of  the  /iOp  on  the  storage  resources  of 
the  machine. 

•  Optionally,  a  list  of  constant  bindings,  which  specify  particular  constant  values  for 
parametrized  pOps.  For  example,  a  shift  pOp  may  require  a  shift  count 
parameter. 

We  now  proceed  to  describe  the  expression  tree:  its  interior  nodes  are  operators,  while  its 
leaves  are  either  constants  or  resource  names. 

5.2.2. 1.  Operators 

An  operator  is  represented  by  a  character  string  and  is  the  leftmost  symbol  in  an 
expression.  The  semantics  of  most  operators  are  defined  by  axioms  (see  Section  6.2.1), 
which  are  used  during  code  generation  to  transform  the  program  tree.  A  few  operators, 
however,  have  semantics  that  are  explicitly  understood  by  the  compiler  itself — one  may 
consider  the  “axioms"  for  these  operators  to  be  represented  directly  in  the  compiler  code. 
Examples  of  such  operators  are  “if"  (conditional),  (assignment),  (sequencing),  and 
“loop"  (iteration):  such  operators  are  understood  specially  by  the  compiler  because  they 
involve  side-effects  or  control  flow.  The  representation  of  axioms  is  described  in  Section 

6.2.1. 

In  the  future,  concatenation  and  shift/rotatron  operators  may  be  added  to  the  list  of 
operators  understood  by  the  compiler.  Presently,  the  compiler  does  a  poor  job  (i.e.,  is  usually 
unsuccessful)  in  compiling  code  that  requires  multiple  shift  and  concatenation  operations 
because  the  evaluation  function  cannot  predict  the  outcome  of  such  operations  to  a  depth  of 
greater  than  one.  This  subject  is  discussed  further  in  Section  6.4  and  in  Appendix  B. 

5 .2.2.2.  Constants 

There  exist  two  types  of  constants  that  may  be  leaf  nodes  of  an  expression.  The  simplest  is 
a  literal  constant,  which  is  an  integer  value  that  is  represented  in  the  program  text  in  either 
decimal  or  octal— an  octal  number  is  specified  if  the  leading  digit  is  a  zero.  For  example,  the 
expression 

(<-  areg  (and  0777  rbus)) 

specifies  that  all  but  the  lowest  nine  bits  of  rbus  are  to  be  masked  off,  the  value  being  stored  in 
areg. 

The  second  type  of  constant  that  may  appear  in  the  program  text  is  a  constant  pattern, 
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which  is  represented  in  the  program  text  as  a  “X”  character,  followed  by  an  alphanumeric 
string  (e.g.,  Xwild).  A  constant  pattern  represents  a  set  of  constant  values,  and  will  match 
any  literal  constant  that  belongs  to  its  set,  or  another  constant  pattern  of  which  it  is  a 
superset.  For  example,  the  expression 
(<-  areg  (and  Xmask  rbus)) 

specifies  a  fiOp  which  may  assign  to  areg  the  rbus  value  "anded”  with  any  value  that  matches 
the  pattern  Xmask.  One  special  pattern,  Xwl  Id,  represents  the  set  of  all  constants,  and  will 
match  any  literal  constant  or  constant  pattern.  In  the  current  implementation,  each  constant 
pattern  is  associated  with  a  matching  routine  that  determines  whether  any  particular  constant 
matches  the  pattern. 

When  a  /iOp  is  first  selected  by  the  code  generator,  the  constant  patterns  in  its  expression 
are  unbound — that  is  to  say,  there  are  no  particular  values  associated  with  any  of  its  patterns. 
When  the  code  is  compacted,  however,  specific  literal  values  are  associated  with  each 
pattern.  Thus,  a  /xOp  may  or  may  not  have  a  list  of  constant  bindings  associated  with  it, 
depending  on  the  stage  of  the  compilation  process.  An  unbound  jnOp  is  denoted  by  its  name; 
a  bound  /xOp  is  denoted  by  its  name,  followed  by  a  list  of  literal  values  that  represent  bindings 
to  the  constant  patterns  in  its  expression.  For  example,  if  a  /iOp  with  the  name  shiftmask  has 
the  expression 

(<-  areg  (and  Xmask  (shift  Xwild  brag))) 
the  unbound  version  of  the  /iOp  would  be  represented  by 
shiftmask 

while  a  bound  version  might  be  represented  by 
shiftmask  0777700  6 

where  the  “0777700"  corresponds  to  Xmask  and  the  "5”  to  Xwild.  A  /iOp  whose  expression 
contains  no  constant  patterns  is  always  considered  to  be  bound. 

5 .2.2.3.  Storage  resources 

A  storage  resource  in  an  expression  is  represented  by  the  resource  name,  timing 
information,  and  list  of  indices  whose  length  is  equal  to  the  rank  of  the  resource.  The  general 
form  of  a  reference  to  a  resource  in  an  expression  is 

<name>{<early  t1me>  <late  t1ma>}[<1ndexl>  <1ndex2>  ...] 

The  indices  and  their  surrounding  brackets  are  required  for  resources  whose  rank  is 
greater  than  zero;  the  number  of  indices  must  be  equal  to  the  rank  of  the  resource.  The  value 
of  the  index  expressions  is  used  to  select  the  particular  word  in  the  storage  resource  that  is  to 
be  accessed.  If  a  resource  has  rank  zero,  the  square  brackets  must  be  either  empty  or 
omitted. 

• 

Timing  information,  which  consists  of  a  pair  of  integers  written  between  braces,  is  required 
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for  all  references  to  storage  resources.  The  integers  refer  to  times  relative  to  the  beginning  of 
pi  in  which  their  /iOp  is  placed.  Our  model  assumes  that  all  pi  have  identical  execution  times, 
which,  for  the  purposes  of  this  dissertation,  we  will  (arbitrarily)  choose  to  be  ten  time  units. 
These  time  units  represent  discrete  event  points  during  the  execution  of  a  pi,  and  do  not 
necessarily  correspond  to  uniform  time  intervals. 

When  a  resource  name  appears  as  the  destination  of  an  assignment  statement,  the  integers 
in  the  braces  indicate  the  range  of  time  that  the  resource  will  contain  valid  data.  In  other 
cases  (i.e.,  when  a  resource  appears  as  a  source),  the  integers  indicate  the  time  in  which  the 
data  must  be  valid  in  order  for  the  pi  to  execute  properly.  For  example,  the  statement 
(<-  areg{3  8}  breg{2  4» 

specifies  that  if  the  value  of  breg  is  stable  between  times  2  and  4,  it  will  be  latched  into  areg, 
remaining  stable  there  between  times  3  and  8.  (Remember  that  all  times  are  relative  to  the 
beginning  of  the  pi  in  which  the  pOp  is  placed).  It  is  the  responsibility  of  compiler  to 
guarantee  that  stability  constraints  are  satisfied. 

An  asterisk,  denotes  infinity  and  is  used  when  an  assignment  is  to  be  made  to  a 
non-volatile  resource.  Thus,  the  expression 
(<-  qreg{3  •>  breg{2  4}) 

indicates  that  qreg  will  be  assigned  the  value  Of  breg  (assuming  that  breg  is  stable  between 
times  2  and  4),  and  will  hold  that  value  until  the  next  explicit  assignment  is  made  to  qreg. 

If  a  resource  appears  in  an  index  expression  (i.e.,  inside  square  brackets),  it  is  treated  as  a 
source  even  if  it  appears  as  part  of  the  destination  of  an  assignment  statement.  The 
expression 

(<-  regf 11e{7  *}[reg1ndex{4  8>]  regf11e2{6  8}[reg1dx2{l  7}]) 
indicates  a  transfer  in  which  the  indices  must  be  stable  before  the  source  itself. 

The  specification  of  timing  information  in  this  manner  allows  a  broad  range  of 
micromachine  timing  features  to  be  represented: 

•  A  volatile  register  whose  value  remains  stable  partly  into  the  next  pi: 

(<-  areg{5  14}  breg  {3  8>) 

•  A  resource  whose  value  must  be  stable  even  before  the  pi  begins  execution  (to 
account  for  a  propagation  delay,  for  example): 

(<-  qreg{6  *}  breg{-2  7}) 

•  A  pOp  whose  execution  does  not  complete  until  several  pis  later: 

(<-  qreg{26  *}  (times  areg{5  13}  breg{5  13})) 

•  A  resource  whose  value  remains  stable  for  more  than  one  pi,  but  not  forever: 

(<-  areg{5  21}  breg  {3  8}) 
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5.2.3.  Conflict  classes 

Conflict  classes  have  two  purposes.  First,  they  are  used  as  the  basis  for  determining 
whether  two  pOps  may  reside  in  the  same  pi.  The  rule  for  determining  this  is  simple:  two 
pOps  that  have  a  conflict  class  in  common  may  not  reside  in  the  same  pi;  pOps  that  have  no 
conflict  class  in  common  may  reside  in  the  same  pi. 

Second,  conflict  classes  define  the  cost  of  each  pOp.  Each  conflict  class  is  assigned  an 
integer  cost  as  part  of  the  micromachine  specification;  the  cost  of  a  pOp  is  computed  by 
adding  together  the  costs  of  all  conflict  classes  to  which  it  belongs. 

It  should  be  emphasized  that  costs  are  defined  for  the  pOps  solely  for  the  purpose  of 
guiding  the  heuristic  search  during  code  generation.  A  pOp  has  no  intrinsic  cost  of  its  own; 
rather  it  is  the  pi  whose  cost  is  well  defined.  A  pOp  is  a  subset  of  a  pi,  but  there  is  no  precise 
way  to  allocate  the  cost  of  the  pi  over  its  pOps:  at  code  generation  time,  it  is  not  known  which 
pis  will  contain  which  pOps.  Our  goal  is  to  minimize  the  number  of  pis,  not  necessarily  the 
number  of  pOps  or  conflict  classes. 

There  are  a  number  of  possible  methods  for  assigning  a  cost  to  a  particular  conflict  class; 
three  that  might  be  considered  are: 

•  Assign  the  value  1  to  each  conflict  class.  The  cost  of  a  pOp  is  then  the  number  of 
conflict  classes  it  is  in,  which  might  be  a  rough  measure  of  the  probability  of 
conflicting  with  another  pOp. 

•  Assign  a  value  to  a  conflict  class  that  is  equal  to  the  number  of  bits  in  the  pi  word 
it  represents.  This  would  cause  the  cost  of  a  pOp  to  be  the  number  of  bits  it 
requires  in  the  pi. 

•  Assign  a  value  to  a  conflict  class  based  on  one’s  expectation  that  the  conflict 
class  will  become  a  bottleneck  during  compaction. 

We  have  more  or  less  adopted  the  third  approach;  this  results  in  the  “high-conflict”  p Ops 
(based  on  our  estimates  at  machine-definition  time)  being  considered  the  most  expensive  by 
the  code  generator. 

A  final  comment  about  the  cost  of  conflict  classes:  the  iteration  coupling  method  modifies 
the  conflict  class  cost  tables  in  its  attempt  to  induce  the  code  generator  to  produce  better 
code.  Thus,  even  if  the  user’s  estimate  of  such  costs  is  particularly  bad,  the  compiler  has 
some  hope  of  compensating  for  it. 

5.2.4.  Control  flow 

Micromachines  differ  greatly  in  the  way  conditional  branching  is  performed.  The  control 
flow  of  some  micromachines  is  similar  that  of  a  typical  macromachine — the  MAR  acts  as  a 
program  counter  and  is  incremented  unless  an  explicit  branch  pOp  is  executed,  in  which  case 
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a  branch  may  be  taken  depending  on  the  value  of  a  condition  code  or  machine  register.  In 
others,  the  /xl  contains  one  or  more  explicit  destination  addresses — the  MAR  is  therefore 
never  incremented.  The  Puma  instruction  format  [Grishman  78]  has  a  true  and  false  branch 
address  in  each  pi — a  condition  select  field  in  the  pi  specifies  a  condition  to  test,  which  is 
used  to  select  the  address  of  the  next  pi.  The  PDP-1 1/40E  and  Kmap  [Fuller  76,  Ousterhout 
78]  each  have  a  single  next  address  field  in  the  p\;  conditional  branching  is  performed  by 
Offing  condition  code  values  into  the  lower  bits  of  the  MAR  before  the  next  pi  is  fetched. 
Many  such  schemes  cause  restrictions  on  the  relative  placement  of  pis  in  the  control  store. 

In  this  dissertation,  we  wish  to  avoid  issues  of  placement  algorithms  in  the  control  store  and 
of  characterizing  methods  by  which  individual  machines  perform  conditional  branching. 
Such  issues  have  been  investigated  by  others  [Fisher  80,  Meyers  80,  Sint  81]  and  we  believe 
that  most  (if  not  all)  of  these  problems  can  be  handled  by  a  postprocessor  to  the  compiler 
(e.g.,  at  microassembly  time)  if  code  is  generated  symbolically.  We  have  therefore  elected  to 
abstract  the  conditional  branching  mechanism  by  introducing  the  nondeterministic  flow 
operator. 

The  flow  operator,  unlike  most  operators,  does  not  represent  a  single  function;  rather,  it 
represents  the  class  of  injective  (i.e.,  invertible)  functions  that  map  integers  to  integers.  When 
used  as  the  source  operand  of  an  assignment  statement,  the  domain  of  the  class  of  functions 
is  the  range  of  its  argument,  and  the  range  of  the  class  of  functions  is  identical  to  the  range  of 
possible  values  of  the  destination  of  the  assignment. 

For  example,  let  us  assume  that  the  MAR  is  a  ten-bit  register;  then  the  flow  operator  in  the 
expression 

(<-  MAR  (flow  (>  a  b) ) ) 

represents  any  member  of  the  set  of  functions  that  map  {0,1}  injectively  to  {0,1 . 1023}.4  If 

the  functions  f  i  through  f  4  are  defined  as 
MO)  •  234;  Ml)  '  236 

MO)  -  2;  Ml)  "  1012 

MO)  ■  18;  Mi)  *  3460 

MO)  •  2°5  M1)  “  20 

then  functions  f  x  and  f2  fall  into  the  class  represented  by  the  operator  flow  in  the  above 
example,  but  functions  f3  and  f4  do  not;  the  range  of  f3  is  not  a  subset  of  {0,1, . . .  ,1023), 
while  f  4  is  not  injective. 

The  flow  operator  allows  conditional  execution  to  be  expressed  (by  assigning  to  MAR), 
without  having  to  specify  the  absolute  addresses  or  the  low- level  details  of  how  the  branch  is 


The  greater  than  function,  represented  by  the  operator  ">' 
this  instance  is  {0,1}. 


,  returns  a  boolean  result;  hence  the  domain  of  How  in 
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effected.  The  concept  that  we  wish  to  embody  is  that  the  MAR  is  assigned  one  of  n  distinct 
values  that  depends  only  on  the  value  of  the  flow  expression  specified  in  the  /iOp.  The  n 
values  are  given  symbolic  names,  and  it  is  expected  that  a  postprocessor  will  bind  the 
symbols  to  absolute  addresses  in  the  control  store. 

The  use  of  the  flow  operator  also  allows  certain  axiomatic  simplifications  to  be  easily 
recognized: 

(flow  (not  X)) 
can  be  simplified  to 
(flow  X) 

representing  the  fact  that  the  sense  of  a  branch  may  be  reversed.  The  use  of  axioms  in 
conjunction  with  the  flow  operator  is  discussed  more  fully  in  Section  6.2.1. 

5.3.  Observations  about  the  Model 

We  now  begin  a  discussion  of  the  generality  and  feasibility  of  the  model.  We  first  list  a 
number  of  features  found  in  existing  micromachines  and  discuss  reasons  for  not  including 
them.  Then  we  argue  that  the  model  is  useful  for  the  task  of  performing  local  code  generation 
and  compaction. 

5.3.1 .  Limitations  of  the  model 

The  micromachine  model  described  in  this  chapter  is  not  entirely  general.  Part  of  this  is 
due  to  the  fact  that  certain  aspects  of  microarchitectures  are  not  relevant  to  our  problem 
domain.  Other  micromachine  features  are  excluded  or  simplified  because  doing  so 
decreases  the  difficulty  of  the  implementation  (e.g.,  fewer  bookkeeping  steps  in  the  algorithm) 
even  though  we  are  aware  of  no  fundamental  problems  of  including  them  in  the  model.  Still 
other  features  are  ignored  because  they  do  introduce  fundamental  problems,  but  we  felt  their 
inclusion  would  make  the  problem  too  difficult.  There  are  undoubtedly  other  features  of 
which  we  are  simply  unaware,  or  that  will  be  present  only  in  future  micromachines. 

5.3. 7. 7.  Conflict  classes 

One  micromachine  characteristic  that  our  model  does  not  incorporate  is  the  possibility  that 
the  #il  bit  encodings  of  two  partially-overlapping  jiOps  are  compatible:  thus  two  /iOps  that 
conflict  in  our  model  might  be  legally  representable  in  the  /il.  In  the  Puma  [Grishman  78],  for 
example,  the  literal  field  overlaps  several  other  functions.  If  the  constant  we  want  to  generate 
happens  to  have  the  “right”  bits  set,  however,  it  is  possible  to  use  the  literal  field  in  addition  to 
one  or  more  of  the  other  jiOps. 

As  mentioned  in  Section  5.1,  we  do  not  see  this  as  a  problem  for  compaction  algorithm  to 
handle,  because  it  treats  conflict  determination  as  a  "black  box"  subroutine.  By  adding  the 
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appropriate  information  to  the  data  structures  and  modifying  the  algorithm  to  perform  the 
necessary  bookkeeping,  the  compaction  algorithm  could  be  modified  to  handle  the  more 
complex  model. 

Unfortunately,  we  are  also  interested  in  coupling  the  code  generation  and  compaction 
phases  of  the  compiler.  Some  of  the  algorithms  make  use  of  the  conflict  class  abstraction  in 
making  estimates  of  the  local  cost  of  a  /iOp.  It  is  not  obvious  that  the  coupling  algorithms 
could  cope  with  this  extended  conflict  model  without  a  prohibitive  amount  of  bookkeeping. 

5.3. 1.2.  Timing 

Although  the  model  can  handle  a  large  class  of  /xf  timings,  certain  timing  features  are  not 
included.  For  example,  the  execution  time  of  a  /il  on  the  PDP-11 /40E  depends  on  the 
particular  /tOps  resident  in  the  /il  [Fuller  76];  our  model  assumes  that  all  ills  have  identical 
execution  times.  In  order  to  extend  the  model  to  include  such  a  feature,  it  might  be  necessary 
to  express  timing  information  from  two  different  frames  of  reference.  For  example,  if  a  main 
memory  reference  takes  750  nanoseconds,  and  /ils  take  either  250  or  500  nanoseconds,  the 
time  between  the  initiation  and  completion  of  a  memory  reference  may  be  two  or  three  /ils, 
depending  on  the  particular  /tOps  that  are  present.  This  constraint  cannot  be  easily 
expressed  in  our  notation. 

Another  assumption  made  by  the  model  is  that  a  storage  resource  changes  its  state 
instantaneously  without  going  through  unstable  states.  Initially,  our  solution  to  this  problem 
was  to  be  “pessimistic"  while  writing  the  machine  description.  If  areg ,  during  an  assignment 
from  breg ,  was  unstable  from  time  2  to  time  4,  we  would  write  the  machine  description 
specifying  that  the  data  did  not  arrive  until  time  4: 

(<-  areg{4  •}  breg{0  4}) 

Unfortunately,  this  expression  does  not  reflect  the  fact  that  the  previous  value  in  areg  could 
have  been  destroyed  as  early  as  time  2.  A  compaction  algorithm  that  "trusts”  the  above 
expression,  and  counts  on  the  fact  that  areg  will  hold  its  value  until  time  4,  might  introduce  a 
timing  bug  into  the  program.  In  retrospect,  it  would  have  been  better  to  have  three 
components  of  timing  information,  instead  of  two: 

•  The  earliest  time  the  assignment  might  cause  the  old  value  to  be  destroyed. 

•  The  earliest  time  that  the  new  value  is  guaranteed  to  be  stable. 

•  The  latest  time  that  the  new  value  is  guaranteed  be  stable,  assuming  no  further 
assignments  are  made  to  the  resource. 

Although  our  current  model  assumes  that  the  first  two  of  these  are  identical,  we  have  opted  to 
leave  the  system  as  it  is.  We  felt  that  making  such  a  change  to  the  model  would  make  a 
difference  in  only  a  few  micromachines,  and  was  therefore  not  worth  the  effort  of  modifying 
the  machine  descriptions,  data  structures,  I/O  routines,  and  compaction  algorithm,  even 
though  the  modification  is  trivial  conceptually. 
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A  third  shortcoming  of  our  model  with  respect  to  timing  is  in  the  handling  of  asynchronous 
logic  [Syiek  80,  McCreight  80],  The  model  assumes  that  each  /iOp  assigns  data  to  a  resource 
at  an  exact  time  during  the  fil.  If  data  along  a  certain  path  were  not  clocked,  but  rather 
propagated  asynchronously,  the  timing  specification  of  the  /xOp  would  be  “whenever  the  data 
arrives.”  The  notion  of  a  fiOp  whose  timing  is  determined  by  the  arrival  of  its  data  is  not 
represented  in  our  model.  We  consider  compilation  for  such  machines  to  be  beyond  the 
scope  of  this  dissertation. 

5.3. 1.3.  Dynamic  modification  of  control  store 

Our  model  assumes  that  the  control  store  is  read-only  and  therefore  cannot  be  modified  by 
the  program.  We  do  not  see  this  as  being  overly  restrictive  because  we  believe  that 
self  modifying  programs  should  be  avoided  anyway.  Some  micromachines,  however,  allow 
the  control  word  to  be  modified  after  it  is  read  from  the  control  store  by  allowing  additional 
bits  to  be  OWed  into  it  [Fuller  76].  It  may  even  be  the  case  that  this  is  the  only  way  to  address  a 
register  file  dynamically,  or  to  perform  some  other  task.  Our  model  fails  to  account  for  this 
feature,  even  though  it  may  be  important  for  some  machines.  Our  philosophy  has  been  to 
generate  code  symbolically;  the  inclusion  of  this  feature  would  require  detailed  knowledge  of 
the  bit-encodings  and  placement  of  /*Ops.  It  is  still  possible  to  include  important  special 
cases  (e.g.,  dynamic  register  file  addressing)  by  prespecifying  to  the  compiler  a  sequence  of 
/xOps  that  performs  the  task. 

5.3. 1.4.  Two-level  microcode 

We  are  aware  of  micromachines  that  have  two  levels  of  control  store  [Nanodata  72, 
Holloway  79],  often  called  microcode  and  nanocode.  There  is  no  way  of  specifying  such 
machines  in  our  model;  we  consider  such  machines  to  constitute  a  completely  different  class 
of  computing  engines. 

5.3. 1.5.  Microsubroutines 

As  the  emphasis  of  our  work  is  on  the  generation  of  local  microcode,  we  have  chosen  to 
ignore  subroutine  calls,  stack/display  management,  parameter  passing,  and  other  related 
issues.  We  believe  that  there  are  difficult  and  important  problems  in  this  area,  but  we 
consider  them  to  be  beyond  the  scope  of  this  dissertation. 

5.3.2.  Effectiveness  of  the  model 

Although  the  model  excludes  a  number  of  micromachine  features,  we  believe  that  it  is  quite 
useful  for  performing  local  code  generation  and  compaction  for  a  large  class  of  horizontal 
micromachines.  Cattell  [Cattell  78]  has  already  demonstrated  that  a  similar  model  can  be 
used  for  generating  code  for  macroarchitectures. 

We  also  believe  that  the  timing  and  conflict  information  also  facilitates  compaction.  Our 
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model  choice  allows  us  to  represent  conflicts  as  bit-vectors.  It  can  thus  be  determined 
whether  two  /xOps  may  reside  together  in  a  /il  by  performing  a  bit- mask  operation. 

The  timing  constraints  between  /iOps  can  be  determined  by  subtracting  the  corresponding 
components  of  the  source  and  destination  timing  information  pairs,  and  then  dividing  the 
results  by  the  number  of  time  units  in  a  /il.  If  /iOp  A: 

(<-  areg{8  15}  breg{7  9}) 
produces  data  for  /iOp  8: 

(<-  xreg{3  •>  (+  areg{0  3}  1)) 

then  the  timing  constraint  between  the  /xOps  is  determined  by  considering  the  timing  pairs  of 
the  common  resource,  areg.  /iOp  B  requires  areg  to  be  valid  between  times  0  and  3,  relative 
to  its  /il,  while  /iOp  A  guarantees  stability  only  between  times  8  and  15 — that  is  to  say  from 
time  8  of  the  current  /il  through  time  5  of  the  next  /il.  Thus,  the  /iOps  are  “timing-compatible” 
only  if  /iOp  A  executes  exactly  one  /il  before  /iOp  8.  More  formally,  the  range  of  legal  /il 
offsets  between  /iOps  is  computed  by  subtracting  corresponding  components  of  the  timing 
pairs,  dividing  by  the  number  of  time  units  in  a  /il  (which  for  our  purposes  is  10),  and  rounding 
down  or  up.  Thus,  the  earliest  that  /iOp  A  can  be  placed  with  respect  to  /iOp  B  is 

[{dest. early  -source. ear/y)/10j  =  [(0-8)/10j  =  -1 
or  one  /il  before  /iOp  8.  Similarly,  the  latest  /iOp  A  can  be  placed  is 
\  {dest. late-  source.late)/'\0]  =  f(3-15)/10]  =  -1 
or  one  /il  before  /i Op  8.  Thus  the  timing  information  in  this  example  has  allowed  us  to 
determine  that  /xOps  A  and  8  must  be  exactly  one  /il  apart. 

We  believe  that  this  timing  model  is  quite  useful.  It  allows  us  to  compute  the  relative 
placement  of  juOps  in  /ils,  while  at  the  same  time  allowing  a  wide  range  of  micromachine 
timing  constraints  to  be  specified. 
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Chapter  6 

Microcode  Generation 


This  chapter  describes  the  heuristic  search  that  performs  code  generation,  which  is  based 
on  the  code-generator  generator  algorithm  of  Cattell  [Cattell  78].  Because  our  primary  goal  is 
to  discover  unusual  code  sequences  that  will  compact  well  under  special  circumstances,  we 
have  rejected  the  approach  of  using  predefined  templates  as  our  only  means  of  generating 
code,  as  some  microcode  compilers  have  done  [Patterson  79,  Ma  80].  We  wish  to  use 
information  from  the  compaction  process  to  increase  the  power  of  the  code  generator.  If  we 
were  limited  to  predefined  templates,  it  would  be  necessary  to  specify  these  unusual  code 
sequences  in  advance. 

We  view  the  code  generator  as  a  testbed  for  experimenting  with  methods  of  coupling  code 
generation  and  compaction.  This  testbed  mentality  led  us  to  lean  very  heavily  in  the  direction 
of  flexibility  over  speed.  The  model  we  have  selected  provides  such  flexibility  by  allowing  the 
‘  intelligence”  of  the  code  generator  to  be  increased  by  adding  new  axioms. 

The  remainder  of  this  chapter  describes  the  code  generator.  We  begi.i  with  an  overview  of 
the  code  generation  algorithm  in  order  to  familiarize  the  reader  with  the  basic  concepts. 
Then,  a  nondeterministic  version  of  the  algorithm  is  described  so  that  it  can  be  understood 
without  having  to  consider  issues  such  as  ordering  and  pruning  the  search.  Finally,  the 
problems  of  making  the  algorithm  deterministic  are  addressed,  and  a  summary  of  its 
effectiveness  is  given. 

6.1 .  Overview 

The  code  generation  algorithm  is  based  on  an  artificial  intelligence  technique  called 
backward  chaining  means-ends  analysis  (MEA)  [Winsto  i  77],  which  presumes  an  initial  state 
(the  situation  before  the  solution  is  applied)  and  a  goal  state  (the  desired  state).  A  set  of 
transformation  rules  is  available  that  transform  states  to  other  states.  The  backward-chaining 
MEA  method  may  be  summarized  as  follows: 

1.  The  current  state  is  initially  defined  to  be  the  goal  state. 

2.  If  the  current  state  is  identical  to  the  initial  state ,  then  the  algorithm  terminates. 
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3.  Otherwise,  compute  the  difference  between  the  current  state  and  the  initial  state, 
and  use  this  difference  to  select  a  transformation  rule.  Apply  the  selected 
transformation  rule  to  compute  a  new  current  state ;  then  go  back  to  step  2. 

For  code  generation,  the  goal  state  corresponds  to  a  source-language  expression  for  which  a 
code  sequence  is  desired,  the  initial  state  to  the  null  expression,  and  the  transformations  to 
machine  instructions  (pOps)  and  axioms.  Thus  the  code  generation  process  is  one  in  which 
/iOps  and  axioms  are  successively  applied  to  the  goal  state  until  it  becomes  null.  The  fiOps 
that  are  selected  during  a  successful  search  are  those  that  together  satisfy  the  goal 
expression. 

This  process  is  implemented  by  two  functions,  search  and  transform.  Search  takes  a  single 
argument  (a  goal  expression)  and  attempts  to  transform  it  into  the  null  expression  by  applying 
decompositions  and  pOps.  Transform  takes  two  expression  arguments  and  attempts  to 
transform  one  into  the  other  by  applying  axioms.  The  two  functions  call  each  other 
recursively,  and  together  implement  a  depth-first  heuristic  search  with  backtracking. 

In  order  make  this  otherwise  exponential  algorithm  practical,  it  is  necessary  to  introduce 
ordering  and  pruning  mechanisms  into  the  search.  Selecting  the  order  in  which  to  visit  the 
nodes  amounts  to  ranking  the  applicable  axioms  in  transform  and  ranking  feasible  >od 
decompositions  in  search.  The  most  important  component  of  this  process  is  the  evok**.  :n 
function ,  which  computes  a  “distance"  between  two  expressions— that  is  to  say,  it  estimates 
the  cost  of  transforming  the  first  expression  into  the  second.  The  evaluation  function  is  used 
in  conjunction  with  other  heuristics  to  guide  the  search. 

6.2.  Nondeterministic  Code  Generation  Algorithm 

This  section  describes  the  basic  code  generation  algorithm  nondeterministically,  ignoring 
the  issues  of  ordering  and  pruning  the  search,  which  are  discussed  in  Section  6.3.  First,  the 
data  structures  used  by  the  nondeterministic  version  of  the  algorithm  are  described.  Then, 
the  algorithm  itself  is  presented,  followed  by  an  example.  Finally,  two  extensions  to  the 
algorithm — the  collection  of  data  dependency  information  and  the  use  of  constant  unfolding 
axioms — are  discussed. 

6.2.1 .  Data  structures 

The  nondeterministic  algorithm  makes  use  of  two  data  structures:  a  list  of  jiOp  definitions, 
which  defines  the  semantics  of  each  /iOp,  and  a  list  of  axioms,  which  specifies  the 
transformations  that  may  be  applied  to  expressions  during  the  code  generation  process.  The 
pOp  definitions  were  presenfed  in  Chapter  5  and  will  not  be  discussed  further  here  except  to 
say  that  relevant  portions  of  a  /xOp’s  definition  are  its  name  and  the  expression  that  specifies 
its  semantics. 
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An  axiom  is  defined  by  two  expressions  that  together  specify  an  equivalence-preserving 
transformation  on  expression  trees.  An  axiom  expression  differs  from  an  expression  as 
defined  in  Chapter  5  in  that  its  leaves  may  be  axiom  parameters  as  well  as  resources  or 
constants.  An  axiom  parameter  is  represented  by  a  “$"  followed  by  an  positive  integer.  The 
additive  commutativity  and  additive  identity  axioms,  for  example,  may  be  represented  by 

(+  SI  $2)  ::  (+  $2  $1) 
and 

$1  ::  (+0  $1) 

Whenever  a  goal  is  encountered  that  "matches”  the  first  expression  during  the  search 
process,  it  may  be  replaced  with  the  second  expression,  where  each  axiom  parameter  is 
replaced  by  the  subexpression  that  matches  it  in  the  first  expression. 

The  axioms  in  our  system  are  unidirectional — that  is  to  say,  the  left  side  is  always 
transformed  into  the  right  side,  not  vice  versa.  One  reason  for  this  is  that  we  allow  the 
pseudo-operator  eval  to  be  present  on  the  right  side  of  an  axiom  definition.  This  operator 
specifies  that  constant  folding  should  be  attempted  when  an  expression  is  transformed  by  an 
axiom.  During  the  application  of  an  axiom,  the  eval  operator  specifies  that  its  operand  should 
be  replaced  with  its  value  whenever  it  evaluates  to  a  constant;  in  other  cases,  the  eval 
operator  is  simply  removed.  Thus,  the  associative  axiom 

(+  $1  (+  $2  $3))  ::  (+  (eval  (+  $1  $2))  $3) 
transforms 

(+  4  (+  2  areg))  into  (+  6  areg) 
but  transforms 

(+  areg  (+  4  2))  into  (+  (+  areg  4)  2) 

A  second  reason  for  using  unidirectional  axioms  is  the  presence  of  the  flow  operator. 
Remember  from  Chapter  5  that  this  operator  is  used  to  specify  a  flow  result  (e.g.,  a  branch 
condition),  and  thereby  represents  a  whole  class  of  functions.  We  wish  to  have  axioms  that 
can  specify  certain  properties  of  flow,  such  as  the  fact  that  identity  and  complementation 
satisfy  the  requirements  of  the  flow  operator: 

(flow  $1)  ::  $1 

and 

(flow  $1)  ::  (not  $1) 

The  converses  of  these  axioms  are  not  true  because  the  left  side  of  an  axiom  must  always  be 
at  least  as  general  as  the  right  side. 

The  examples  later  in  this  chapter  will  illustrate  the  use  of  axioms  in  the  code  generation 
process.  Appendix  C  lists  the  axioms  used  during  our  experiments. 
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6.2.2.  The  algorithm 

The  code  generation  algorithm  consists  of  the  two  mutually  recursive  functions,  search  and 
transform.  The  search  function  begins  with  a  goal  expression,  and  returns  a  tree  of  pOps  that 
satisfies  the  goal.  The  transform  function  takes  two  expressions,  goal  and  current,  and 
returns  a  tree  of  ftOps  that  transforms  goal  into  current.  Typically,  search  is  invoked  for 
“statement"  expressions  (e.g.,  assignment,  conditional,  sequencing)  and  transform  for 
arithmetic  and  logical  expressions  (e.g.,  plus,  and).  We  denote  a  call  to  search  by 
search:  <goal> 
and  a  call  to  transform  by 

transform:  <goal>  ■>  <current> 

In  this  discussion,  we  suppress  information  about  determining  the  order  in  which  the  jnOps 
are  executed.  Issues  regarding  the  compaction  of  juOps  into  juls  are  discussed  in  Section 
5.3.2  and  in  Chapter  7.  The  collection  of  control  flow  and  data  dependency  information — 
which  is  used  during  compaction— is  discussed  in  Section  6.2.4.  For  the  purpose  of  this 
discussion,  the  reader  may  assume  that  control  flow  and  data  dependency  information  is 
automatically  generated. 

The  search  function  usually  chooses  a  /iOp  that  is  semantically  close  to  the  goal,  and  then 
invokes  transform  to  resolve  any  differences  between  the  goal  and  the  /iOp.  In  cases  where 
the  outermost  operator  is  sequencing  (;),  conditional  (if)  or  repetition  (loop),  a  decomposition 
may  be  performed  instead,  resulting  in  one  or  more  recursive  invocations  of  the  search 
function.  Search,  then,  is  defined  as  follows: 

•  A  feasible  /xOp  may  be  chosen  whose  outermost  operator  matches  the  goal. 
Transform  is  then  invoked  on  each  operand.  When  the  outermost  operator  is  an 
assignment,  the  transformation  between  the  destination  operators — but  not  their 
indices — is  reversed.  For  example, 

search:  (<-  w  x) 

becomes  (after  choosing  feasible  /xOp:  (<-  y  ( +  u  z))) 
transform:  x  ■>  (+  u  z) 

transform:  y  ■>  w  Here  we  transform  the  feasible  operand  into  the 

goal  operand,  because  of  the  assignment  statement. 

returning  the  fiOp  (—  y  ( +  u  z)),  plus  any  jiOps  generated  by  the  two  calls  to 
transform. 

•  If  the  outermost  operator  of  the  goal  is  the  sequencing  operator,  the  search  may 
be  decomposed  into  its  component  parts.  For  example, 

search:  (;  (<-  a  0)  (<-  w  x) ) 

becomes 

search:  (<-  a  0) 
search:  (<-  w  x) 

returning  any  /iOps  generated  by  these  two  calls. 
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•  If  the  outermost  operator  of  the  goal  is  the  conditional  operator,  the  search  may 
be  decomposed  into  its  component  parts,  one  of  which  is  the  movement  of  a  flow 
result  to  the  micro-address  register  (MAR).  For  example, 

search:  (If  (>  a  b)  (<-  x  0)  (<-  x  b)) 

becomes 

transform:  (flow  (>  a  b) )  ■>  MAR 
search:  (<-  x  0) 
search:  (<-  x  b) 

returning  any  /*Ops  generated  by  these  three  calls. 

•  If  the  outermost  operator  of  the  goal  is  an  iteration  operator,  the  search  may  be 
decomposed  into  its  component  parts;  again,  one  of  these  is  the  movement  of  a 
flow  result  to  the  MAR.  For  example, 

search:  (loop  (<-  a  (+  a  1))  (>  a  10)  (<-  x  (•  x  3))) 

becomes 

search:  (<-  a  (+  a  1)) 
transform:  (flow  (>  a  b))  ■>  MAR 
search:  (^  x  (•  x  3)) 

returning  any  /iOps  generated  by  these  three  calls.  (The  loop  operator  defines  a 
generalized  looping  construct  whose  operands  are  executed  sequentially;  an  exit 
is  taken  from  the  loop  when  the  second  operand  evaluates  to  true.) 

The  transform  function  transforms  one  expression  into  another: 

•  If  the  expressions  are  identical,  or  goal  is  the  undefined  resource  (see  Section 
5.2.1),  as  in 

transform:  (+  a  b)  *>  (+  a  b) 
return  an  empty  list  of  /iOps. 

•  If  current  is  a  constant  pattern,  and  goal  is  a  "compatible”  literal  constant  or 
constant  pattern,  as  in  For  example, 

transform:  123  ■>  Xwlld 
return  an  empty  list  of  /iOps. 

•  If  both  expressions  are  identical  storage  resources,  but  with  non-identical 
indices,  transform  may  be  called  on  the  indices.  For  example, 

transform:  regf11e[3]  ■>  regf 11e[regindex] 

becomes 

transform:  3  ■>  reglndex 

When  the  call  to  transform  had  resulted  from  the  matching  of  assignment 
statement  destinations,  the  transformation  is  reversed.  This  is  implemented  by 
setting  the  reverse  index  flag— a  boolean  parameter— when  the  transform  func¬ 
tion  is  called. 
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•  If  current  is  a  storage  resource,  the  fetch  decomposition  may  be  applied: 

transform:  (+  a  b)  •>  c 
becomes 

search:  (<-  c  (+  a  b) ) 

•  If  both  operands  are  expressions  with  identical  outermost  operators,  transform 
may  call  itself  recursively  on  corresponding  operands.  Thus, 

transform:  (+  a  (-  b  c) )  ■>  (+  (or  x  z)  y) 

becomes 

transform:  a  =>  (or  x  z) 
transform:  (-  b  c)  ■>  y 

returning  any  j±Ops  generated  by  either  call. 

•  An  axiom  may  be  applied  to  goal,  followed  by  a  recursive  call  to  transform: 

transform:  x  ■>  (+  y  z) 
becomes  (after  applying  the  additive  identity  axiom) 
transform:  (+  0  x)  ■>  (+  y  z) 

Although  the  search  and  transform  functions  may  seem  complex,  most  of  this  complexity  is 
due  either  to  special  knowledge  the  program  has  about  certain  operators,  such  as 
assignment  or  if.  or  to  special  casing  on  operand  type  (when  the  second  operand  of  transform 
is  a  constant,  for  example).  During  any  particular  invocation  of  search  or  transform,  there  are 
normally  only  one  or  two  choices  that  apply. 

6.2.3.  An  example 

To  illustrate  how  the  different  portions  of  the  algorithm  work  together,  let  us  presume  a 
hypothetical  machine  with  the  following  /iOps: 

AluPlus:  (<-  ALUoutput  (+  aSIde  bSIde))  performs  an  addition  in  the  ALU 

ASmallNum:  (<-  aSIde  XsmallNum)  sets  “A”  input  of  ALU  to  an 

integer  between  0  and  15 

BranchZero:  (<-  MAR  (flow  (■  ALUoutput  0)))  performs  conditional  branch  on 

whether  ALU  result  is  zero 

BReg:  (<-  bSIde  reg[reg1dx])  loads  "B” input  of  ALU  with  a 

value  from  the  register  file 

ClearCounter :  (<-  counter  0)  sets  counter  to  zero 

IncCounter:  (<-  counter  (+  counter  1))  increments  counter 

SetRegldx:  (<-  regldx  Xwlld)  specifies  value  of  register  file 

index 

and  let  us  assume  that  the  additive  identity  axiom,  $1  ::  (+  0  $1 )  is  also  available. 


search:  (If  (■  reg[l]  0) 

(<-  counter  0)  (<-  counter  (+  counter  1))) 

apply  if  decomposition,  dividing  problem  into  3  parts 


transform:  (flow  (a  reg[l]  0))  »>  MAR 
apply  fetch  decomposition 
search:  (<-  MAR  (flow  (-  reg[l]  0))) 

select  feasible  fiOp,  BranchZero:  (—  MAR  (flow  ( -  ALUoutput  0))) 
transform:  (flow  (-  reg[l]  0))  =>  (flow  (■  ALUoutput  0)) 
decompose  on  operand-by-operand  basis 
transform:  (■  reg[l]  0)  ■>  (■  ALUoutput  0) 
decompose  on  operand-by-operand  basis 
decide  to  aet  reafll  onto  ALUoutput  bv  adding  0 


transform:  reg[l]  ■>  ALUoutput 

apply  fetch  decomposition 
search:  (<-  ALUoutput  reg[l]) 

select  feasible  [iOp ,  AluPlus:  (—  ALUoutput  ( +  aSide  bSide)) 
transform:  reg[l]  ■>  (  +  aSide  bSide) 
apply  additive  identity  axiom 
transform:  (+  0  reg[l])  a>  (+  aSide  bSide) 
decompose  on  operand-by-operand  basis 
find  code  to  put  0  onto  aSide 


transform:  0  *>  aSide 
apply  fetch  decomposition 
search:  (<-  aSide  0) 

select  feasible  pOp,  ASmallNum:  (—  aSide  %smallNum) 
transform:  0  *>  XsmallNuin  constants  match 
code  to  out  reafll  on 


transform:  regfl]  ■>  bSide 
apply  fetch  decomposition 
search:  (<-  bSide  reg[l]) 

select  feasible  pOp,  BReg:  (—  bSide  regfregidx]) 
transform:  reg[l]  =>  reg[regidx] 
transform  indices 
transform:  1  ■>  regldx 
apply  fetch  decomposition 
search:  (<-  regidx  1) 

select  feasible  pOp,  SetRegidx:  (*-  regidx  %wild) 
transform:  1  ■>  %wild  constants  match 
find  code  to  clear  counter 
search:  (<-  counter  0) 

select  feasible  (iOp,  ClearCounter:  (<-  counter  0) 
find  code  to  increment  counter 


search:  (<-  counter  (+  counter  1)) 

select  feasible  pOp,  IncCounter:  (<-  counter  ( +  counter  1)) 


Figu  re  6- 1 :  Example  of  Code  Generation. 
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Figure  6-1  shows  a  sequence  of  calls5  to  search  and  transform  that  produces  the  following 

pOps  to  test  reg[l],  clearing  counter  if  it  is  zero,  and  incrementing  it  otherwise: 

SetRegldx  1  set  register  file  index  to  1 
BReg  read  indexed  register  value  onto  “B”  ALU  input 

ASmallNum  0  set  “A”  ALU  input  to  0 
AluPlus  add  ALU  inputs  together 

BranchZero  perform  conditional  branch  based  on  whether  sum  was  0 

Compaction  phase  and/or  postprocessor  determines  the  branch  sense, 
and  inserts  any  branches  necessary  after  the  next  two  pOps 

Cl  earCounter  control  passes  here  if  sum  was  0 — clear  counter 
IncCounter  control  passes  here  if  sum  was  not  0 — increment  counter 

6.2.4.  Data  dependency  and  control  flow  information 

Although  the  code  generation  algorithm  just  described  generates  code  for  a  large  number 
expressions,  we  found  it  necessary  to  enhance  the  algorithm  in  two  ways.  The  first 
enhancement,  discussed  in  this  section,  enables  the  code  generator  to  produce  data 
dependency  and  control  flow  information.  The  second  is  an  extension  that  increases  the 
power  of  the  algorithm  when  dealing  with  constants  in  the  source  program,  and  is  discussed 
in  Section  6.2.5. 

The  algorithm  presented  in  Section  6.2.2  produces  a  tree  of  p Ops  that  is  semantically 
equivalent  to  a  given  goal  expression,  but  does  not  specify  data  dependency  or  control  flow 
information.  Thus,  it  is  not  necessarily  possible  to  determine  the  relationships  between  pOps 
in  the  final  code  by  examining  the  algorithm’s  output.  In  order  to  make  this  information 
available  later,  the  algorithm  both  creates  a  flow  graph — a  directed  graph  in  which  every  basic 
block  is  represented  by  a  node  and  each  branch  between  basic  blocks  by  an  arcs — and 
inserts  data  dependency  links  between  /xOps. 

New  nodes  in  the  flow  graph  are  created  during  the  search  routine  whenever  an  if  or  loop 
decomposition  is  performed.  This  is  implemented  by  attaching  a  label  to  each  pOp  identifying 
the  linear  block  of  code  into  which  it  is  to  be  placed,  and  linking  together  the  linear  blocks 
whenever  an  if  or  loop  decomposition  is  performed.  We  assume  that  a  postprocessor  is 
responsible  for  binding  the  labels  and  p\s  to  absolute  storage  locations,  and  for  inserting  any 
unconditional  branches  necessary  to  enforce  control  flow  constraints. 

Data  dependencies  between  pOps  are  maintained  by  associating  with  each  instance  of  a 
|iOp  a  copy  of  the  expression  that  defines  its  semantics.  Data  dependency  links  are  placed 
between  the  atomic  components  (resources  and  constants)  of  these  expressions  in  the 
following  situations: 

5ln  this  and  later  examples,  "null”  transformations  (e.g.,  areg  =  >  areg)  are  suppressed. 
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•  Whenever  an  exact  match  occurs  during  a  call  to  transform,  data  dependency 
links  are  created  between  the  respective  atoms  of  the  two  expressions. 

•  Whenever  a  constant  match  occurs  between  two  compatible  constants  during  a 
call  to  transform,  a  data  dependency  link  is  placed  between  the  two  constants. 
Typically,  this  link  specifies  a  binding  between  a  literal  and  a  constant  pattern.  A 
pseudo -pOp  representing  the  literal  is  passed  back  as  the  result  of  the  transform 
function. 

•  The  sequence  decomposition  (when  the  outermost  operator  is  gives  rise  to 
certain  implicit  data  dependencies.  For  example,  there  is  an  implicit  dependency 
involving  b  in  the  expression 

(;  (<-  b  26)  (<-  a  b)) 

Whenever  the  search  function  applies  a  sequence  decomposition,  data  depen¬ 
dency  links  between  such  resources  are  created. 

•  At  the  end  of  a  call  to  search  or  transform,  a  transitive  closure  is  performed  on 
data  dependencies  to  account  for  the  fact  that  the  search  often  involves 
intermediate  expressions. 

It  is  the  responsibility  of  the  compaction  phase  to  guarantee  that  the  pOps  are  compacted  in 
such  a  way  that  no  data  dependencies  are  violated. 


search:  (;  (<-  bt  26)  (<-  a2  b2)) 

apply  sequence  decomposition — this  includes  setting  up 
a  data  dependency  between  b1  and  b2 

search:  (<-  bj  26) 

select  feasible  pOp,  bWild:  (<—  b3  %wild3) — we  make  a  copy 
of  the  expression,  to  distinguish  this  instance  of  ‘b’  and  %wild 
from  all  others  that  may  be  generated. 

transform:  b3  ■>  bj 

here,  we  place  a  data  dependency  link  between  the  two  b's 

transform:  26  ■>  %wild3 

in  this  case,  we  create  a  pseudo-pOp  representing  the  literal  25,  and 
create  a  data  dependency  link  to  this  instance  of  the  pattern  %wild 
search:  (<-  a2  b2) 

select  feasible  pOp,  cB:  (—  c4  bj 

transform:  b2  »>  b4 

again,  just  place  a  data  dependency  link  between  the  two  b's 
transform:  c4  ■>  a2 

apply  fetch  decomposition 
search:  (<-  a2  c4) 

select  feasible  pOp,  aC:  (—  a5  c5) 
transform:  c4  ■>  c6 

place  a  data  dependency  link  between  the  two  c's 

transform:  a6  ->  a2 

place  a  data  dependency  link  between  the  two  a's 
Figure  6-2:  Example  of  with  Search  with  Data  Dependency. 


As  an  example,  let  us  consider  the  search  in  Figure  6-2.  We  have  subscripted  resource  and 
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pattern  names  in  the  example  to  distinguish  between  instances  of  the  same  atom.  It  can  be 
seen  that  data  dependencies  are  placed  between  references  to  various  patterns  and 
resources  as  the  search  progresses;  the  resulting  structure  is  shown  in  Figure  6-3. 


At  the  end  of  the  search,  a  transitive  closure  is  taken  on  the  data  links.  This  causes  all  data 
dependencies  between  /iOps  to  be  expressed  as  direct  links  between  atoms  in  their 
expressions.  The  resulting  structure  is  shown  in  Figure  6-4. 


Thus,  a  result  tree  returned  by  search  or  transform  consists  of  a  tree  of  /xOps,  each  linked 
to  an  expression  that  describes  its  semantics,  where  a  data  dependency  between  two  /tOps  is 
represented  as  a  link  between  atoms  of  their  corresponding  expressions. 
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6.2.5.  Constant  unfolding 

A  source  program  often  contains  literals  (constants)  that  the  compiler  must  generate  during 
the  translation  process.  A  macromachine  typically  has  a  standard  method  for  generating 
constants,  such  as  an  immediate  addressing  mode.  The  “standard”  method  of  generating  a 
constant  on  a  horizontal  micromachine  is  often  to  use  a  literal  field  in  the  y.1.  Such  a  field, 
however,  is  often  used  for  other  purposes  as  well;  it  is  expected  that  a  constant  will  not  be 
needed  during  every  jul,  yet  it  requires  a  fairly  wide  field  in  the  jtil  to  contain  the  constant — a 
32-bit  field  for  a  32-bit  machine,  for  example.  This  overloading  of  the  literal  field  leads  to  /iOp 
conflict  restrictions  like  “a  constant  cannot  be  used  during  the  same  cycle  as  a  conditional 
branch”  or  “a  constant  cannot  be  used  during  a  main  memory  operation.” 

It  is  our  experience  that  such  restrictions  can  make  the  literal  field  a  bottleneck  during 
microcode  compaction.  We  have  therefore  added  to  the  code  generation  algorithm  a 
mechanism  for  discovering  methods  of  generating  constants  in  “unusual”  ways  by  taking 
advantage  of  constants  that  are  built  into  a  machine’s  hardware. 

Generating  constants  intelligently  is  more  difficult  for  rnicromachines  than  for  mac¬ 
romachines.  The  cost  of  generating  a  constant  on  a  macromachine  is  typically  no  more  than 
one  word  of  code  (space)  and  one  memory  reference  (time);  there  is  thus  a  fairly  tight  bound 
on  the  complexity  of  any  solution  that  is  better.  For  rnicromachines,  however,  it  is  possible  for 
an  arbitrarily  complex  solution  to  be  optimal  in  a  given  situation,  as  long  as  its  /iOps  fill 
“holes”  in  /ils  that  would  otherwise  be  vacant. 

The  original  goal  of  our  research  in  this  area  was  that  of  building  a  mechanism  that  would 
allow  code  sequences  to  be  generated  that  would  avoid  using  the  literal  field  of  a  fi\.  We  were 
surprised  to  discover  that  this  mechanism  is  capable  of  discovering  optimizations  beyond 
those  originally  envisioned. 

6.2.5. 1.  The  basic  mechanism 

The  basic  mechanism  for  generating  constants  is  the  application  of  constant  unfolding 
axioms  during  the  search.  A  constant  unfolding  axiom  replaces  a  constant  by  a  constant 
expression  of  equal  value.  The  goal  is  to  make  use  of  constants  that  are  hard-wired  into  the 
micromachine,  replacing  difficult-to-generate  constants  with  expressions  involving  only 
hard  wired  constants.  Constant  unfolding  axioms  are  applied  during  the  transform  function  in 
the  same  way  other  axioms  are  applied. 

As  an  example,  let  us  consider  the  problem  of  adding  the  value  "8”  to  a  register  R,  given  a 
micromachine  in  which  "masking”  constants  (e.g  0,  1,3,  7,  15)  are  built  into  the  machine. 
The  straightforward  method  of  performing  ti  e  operation  would  be  to  generate  the  constant 
"expensively”  (using  the  literal  field),  gating  it  to  one  input  of  the  ALU,  and  to  place  the  value 
of  R  at  the  other  input. 
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decide  to  compute  result  bv  adding  8  on  bSide.  R  on  aside,  with  carry  0 
search:  (<-  R  (+  R  8)) 

select  i uOp:  (<—  R  ALUoutput) 
transform:  (+  R  8)  »>  ALUoutput 
apply  fetch  decomposition 
search:  (<-  ALUoutput  (+  R  8)) 

select  fiOp:  (<-  ALUoutput  (+  (+  aSide  bSide)  carryln)) 
transform:  (+  R  8)  *>  (+  (+  aside  bSide)  carryln) 
apply  additive  identity  axiom 

transform:  (+  (+  R  8)  0)  ■>  (+  (+  aSide  bSide)  carryln) 

decompose  on  operand-by-operand  basis 
select  code  to  out  0  in  carrvln.  R  on  aSide 
transform:  0  ->  carryln 
apply  fetch  decomposition 
search  (<-  carryln  0) 
select  fiOp:  (*-  carryln  0) 
transform:  (+  R  8)  ■>  (+  aSide  bSide) 
decompose  on  operand-by-operand  basis 
transform:  R  »>  aSide 
apply  fetch  decomposition 
search:  (<-  aSide  R) 
select  [iOp:  (—  aSide  R) 
decide  to  out  8  on  bSide  bv  adding  1  and  7 
transform:  8  a>  bSIdo 

apply  constant  unfolding  axiom 
transform:  (+  1  7)  «>  bSide 
apply  fetch  decomposition 
search:  (<-  bSide  (+  1  7)) 

select  / uOp.-  (~-  ALUoutput  ( +  1  bSide)) 
transform:  ALUoutput  «>  bSide 
apply  fetch  decomposition 
search:  (<-  bSide  ALUoutput) 
select  i iOp:  (—  bSide  ALUoutput) 
select  code  to  get  7  onto  bSide 
transform:  7  ■>  bSide 
apply  fetch  decomposition 
search:  (<-  bSide  7) 

select  /iOp;  (<-  bSide  XMaskConstant) 
transform:  7  *>  %MaskConstant 

7  matches  the  %MaskConstant  pattern 

Figure  6-5:  Search  with  constant  unfolding. 


Figure  6-5  shows  how  constant  unfolding  can  be  used  to  generate  this  alternate  code 


sequence: 


Microcode  Gene*ation 


67 


(<-  bSIde  XMaskConstant)  7  put  constant  7 on  B  input  lo  ALU 
(<-  ALUoutput  (+  1  bSIde))  increment  the  7,  getting  8  on  ALUoutput 

(<-  bSIde  ALUoutput)  swing  the  8  back  to  the  B  input 

(<-  aSIde  R)  place  value  of  register  R  in  A  input 

(<-  carryln  0)  set  carry  in  value  to  0 

(<-  ALUoutput  (+  (+  aSIde  bSIde)  carryln)) 

use  ALU  again,  computing  R  +  8  +  0 
(<-  R  ALUoutput)  store  result  back  in  register  R 

This  sequence  does  not  use  the  literal  field  of  any  /xl.  The  ALU,  however,  is  used  during  two 

cycles. 

6.2. 5.2.  An  extension 

The  above  method  can  be  useful  when  it  is  necessary  to  produce  a  constant  explicitly.  The 

mechanism  can  be  extended,  however,  by  applying  its  axioms  to  subexpressions.  This  can 

allow  a  constant  in  the  source  program  to  be  unfolded  and  combined  with  other  expressions, 

often  resulting  a  code  sequence  in  which  the  constant  is  never  explicitly  generated  during 

execution.  Figure  6-6  shows  how  the  application  of  constant  unfolding  at  the  subexpression 

level  can  improve  the  code  sequence  generated  in  Figure  6-5: 

(<-  bSIde  %MaskConstant)  7  place  constant  7 onto  B  ALU  input 
(<-  aSIde  R)  place  value  of  register  R  onto  A  ALU  input 

(<-  carryln  1)  set  carryln  to  1 

(<-  ALUoutput  (+  (+  aSIde  bSIde))  carryln) 

compute  value  R+7  +  1  in  ALU 
(<-  R  ALUoutput)  store  value  back  into  register  R 

This  sequence  not  only  avoids  using  the  literal  field,  but  also  uses  the  ALU  during  only  one  /xl. 

This  is  a  result  of  performing  constant  unfolding  at  the  subexpression  level  so  that  the 

associativity  axiom  can  bring  the  "1”  portion  of  the  unfolded  constant  into  a  position  where  it 

can  be  matched  with  “carryln".  This  follows  a  pattern  that  will  also  be  seen  in  the  remaining 

examples: 

•  First,  a  constant  unfolding  axiom  is  applied  to  a  subexpression. 

•  Then,  another  axiom — usually  associative  or  distributive — is  applied  to  the  entire 
expression,  causing  portions  of  the  unfolded  constant  to  be  combined  with  other 
portions  of  the  expression. 

•  The  portions  of  the  unfolded  constant  are  matched  with  different  (and  perhaps 
distant)  /xOps,  often  generating  a  code  sequence  in  which  the  original  constant  is 
never  generated  explicitly. 

As  another  example,  consider  the  problem  of  adding  the  constant  “2"  to  a  register  on  a 
machine  that  has  a  counter.  Again,  the  straightforward  method  of  doing  this  would  be  to  use 
the  literal  field  of  the  /xl  to  generate  a  “2”,  and  to  use  the  ALU  to  perform  the  addition.  An 
alternate  method  would  be  to  load  the  value  into  the  counter  and  increment  it  twice,  as  can  be 
seen  in  Figure  6-7.  The  resulting  code, 
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decL’a  to  use  ALU  to  perform  addition 
search:  (<-  R  (+  R  8)) 

select  nOp:  (—  R  ALUoutput) 
transform:  (+  R  8)  a>  ALUoutput 
apply  fetch  decomposition 
search:  (<-  ALUoutput  (+  R  8)) 

select  (iOp :  (—  ALUoutput  (+  (+  aSide  bSide)  carryln)) 
unfold  constant,  and  use  associativity  to  match  up  corresponding  parts 
transform:  (+  R  8)  «>  (+  (+  aside  bSide)  carryln) 
apply  constant  unfolding  axiom 

transform:  (+  R  (+  7  1))  ■>  (+  (+  aside  bSide)  carryln) 

apply  additive  associativity  axiom 

transform:  (+  (+  R  7)  1))  a>  (+  (+  aside  bSide)  carryln) 

decompose  on  operand-by-operand  basis 
find  fiOns  to  load  ALU  inputs 
transform:  1  a>  carryln 
apply  fetch  decomposition 
search  (<-  carryln  1) 
select  nOp:  (—  carryln  1) 
transform:  (+  R  7)  a>  (+  aSide  bSide) 
decompose  on  operand-by-operand  basis 
transform:  R  a>  aSide 
apply  fetch  decomposition 
search:  (<-  aSide  R) 
select  pOp:  (<-  aSide  R) 
transform:  7  a>  bSide 
apply  fetch  decomposition 
search:  (<-  bSide  7) 

select  (iOp:  (*-  bSide  %MaskConstant) 
transform:  7  a>  %MaskConstant 

7  matches  the  %MaskConstant  pattern 

Figure  6-6:  Search  with  constant  unfolding  on  a  subexpression. 


(<-  counter  R) 

(<-  counter  (+  counter  1)) 

(<-  counter  (+  counter  1)) 

(<-  R  counter) 

completely  avoids  using  the  ALU.  Again,  performing  constant  unfolding  at  the  subexpression 
level  is  critical  in  discovering  the  code  sequence. 

Another  example  of  the  use  of  constant  unfolding  in  discovering  nonstandard  methods  of 
generating  constants  is  the  problem  of  performing  a  masking  operation.6  Let  us  hypothesize 
a  machine  which  has  built-in  masking  constants  of  the  form  (2n  -  1)  and  their  complements — 
in  other  words,  the  (binary)  constants  0,  1 ,  11,  111,  etc.  and  11111111,  11111110,  11111100, 
etc.  Thus  any  number  of  high  (or  low)  bits  may  be  masked  off  using  an  “easy  to-generate” 
constant.  Let  us  then  consider  the  problem  of  generating  the  expression: 


In  this  example,  binary  notation  is  used  for  clarity  8-bit  data  is  assumed  so  that  binary  constants  can  be  written  in 
reasonable  space. 
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decide  to  use  counter  to  increment 
search:  (<-  R  (+  R  2)) 

select  fiOp:  (—  counter  ( +  counter  1)) 
transform:  counter  ■>  R 
apply  fetch  decomposition 
search:  (<-  R  counter) 
select  nOp:  (*-  R  counter) 
unfold  constant,  and  match  “ outermost "  1 
transform:  (+  R  2)  =>  (+  counter  1) 
apply  constant  unfolding  axiom 
transform:  (+  R  (+  1  1))  ■>  (+  counter  1) 
apply  additive  associativity  axiom 
transform:  (+  (+  R  1)  1))  ->  (+  counter  1) 
decompose  on  operand-by-operand  basis 
find  code  to  increment  again,  and  to  store  result 
transform:  (+  R  1)  =>  counter 
apply  fetch  decomposition 
search:  (<-  counter  (+  R  1)) 

select  p.Op:  (<—  counter  ( +  counter  1)) 
transform:  (+  R  1)  x>  (+  counter  1) 
decompose  on  operand-by-operand  basis 
transform:  R  =>  counter 
npply  fetch  decomposition 
search:  (<-  counter  R) 
select  nOp:  (<—  counter  R) 

Figure  6*7:  Constant  unfolding  used  to  avoid  ALL)  /xOps. 


(and  00111000  reg) 

In  this  case,  the  constant  00111000  may  be  unfolded  in  three  ways,  each  unfolding  resulting 

in  a  different  code  sequence.  It  may  be  expressed  as  the  bit  product  of  two  masks  and  then 

transformed  by  an  associativity  axiom, 

(and  GU111000  reg)  »>  (apply  constant  unfolding) 

(and  (and  11111000  00111111)  reg)  *>  (apply  associativity) 

(and  11111000  (and  00111111  reg)) 

resulting  in  a  code  sequence  in  which  reg  is  first  masked  with  00111111  and  then  by 
11111000.  Alternatively,  we  may  express  the  constant  as  a  rotated  mask  and  then  apply  a 
distributive  axiom, 

(and  00111000  reg)  ■>  (apply  constant  unfolding) 

(and  (rotLeft  3  00000111)  reg)  =>  (apply distributive  law) 

(rotLeft  3  (and  00000111  (rotRight  3  reg))) 

resulting  in  a  code  sequence  in  which  reg  is  rotated  right  by  3,  masked  and  rotated  back. 

Similarly,  we  may  express  the  constant  as  a  mask  rotated  in  the  opposite  direction  and  apply  a 

distributive  axiom, 

(and  00111000  reg)  ■>  (apply  constant  unfolding) 

(and  (rotRight  2  11100000)  reg)  a>  (apply  distributive  law) 

(rotRight  2  (and  11100000  (rotLeft  2  reg))) 
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Method  1 


mask  high  2  bits 

mask  low  3  bits 


©©©©©©©©I  original  bitstring 


©©©©©©I  after  masking  high  bits 

00© 


©©CD" 


] 


final  result 


Method  2 

©©©©©©©©I  original  bitstring 


rotate  right  3 


1©  ©  ©  ©  © v© vS)v©l  after  firsl  rotation 
mask  high  5  bits  ©©©©© 


rotate  left  3 


after  mask 

final  result 


Method  3 


rotate  left  2 


mask  low  5  bits 


rotate  right  2 


©©©©©©©©  original  bitstring 

~ZZZ  - 


©©©©©©©©  af ter  first  rotation 

00000 


after  mask 

final  result 


Figu  re  6-8:  Three  methods  of  performing  a  masking  operation. 


causing  reg  to  be  rotated  left  by  2,  masked  and  rotated  back.  Diagrams  illustrating  the  three 
code  sequences  discussed  for  this  problem  are  shown  in  Figure  6-8. 

Our  final  example  illustrates  the  use  of  constant  unfolding  in  conjunction  with  a  distributive 
law  and  strength  reduction,  in  “discovering”  that  a  multiplication  by  the  constant  “3”  is 
equivalent  to  a  shift  and  add: 

(•  3  x)  ■>  (apply  constant  unfolding) 

(•  (+  1  2)  x)  ■>  (apply  distributive  law) 

(+  (•  1  x)  (•  2  x ) )  =>  (apply  identity  and  strength  reduction  axioms) 

( +  x  (shlftLeft  1  x)) 

6.2. 5. 3.  An  implementation  note 

We  have  found  that  the  analysis  necessary  for  doing  an  effective  job  of  unfolding  constants 
has  been  difficult  to  formalize;  such  axioms  can  be  expressed  in  the  same  way  that  other 
axioms  are  expressed,  but  it  is  sometimes  necessary  tc  introduce  new  axiom  parameters  on 
right  side  of  the  definition.  This  would  make  it  necessary  for  the  axiom  mechanism  to  make  a 
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nondeterministic  choice  for  unbound  variables.  For  example,  an  axiom  that  unfolds  a 
constant  into  a  sum  of  two  others  might  be  expressed  as: 

$1  ::  (+  $2  (aval  (-  $1  $2))) 

When  the  constant  is  unfolded,  a  value  must  be  chosen  for  $2. 

For  this  reason,  the  current  implementation  requires  that  the  set  of  constant  unfolding 
axioms  be  represented  by  a  routine  in  the  code  itself.  This  routine  takes  two  operands:  if  the 
first  is  a  constant,  it  returns  a  list  of  constant  expressions  whose  values  are  identical  to  the 
first  operand,  but  that  are  "good  candidates”  for  matching  the  second  operand.  If  the  first 
operand  is  an  expression,  it  attempts  to  unfold  any  constant  suboperands,  and  returns  a  list  of 
expressions  that  are  equivalent  to  the  first  operand,  but  with  one  of  the  constant  suboperands 
unfolded.  Currently,  it  is  necessary  to  write  for  for  each  target  microarchitecture  a  new 
routine  that  "knows”  about  generating  constants  for  that  particular  architecture.  We  hope 
that  methods  for  making  such  analysis  machine-independent  can  be  developed  in  the  future. 

6.2. 5. 4.  Summary 

We  have  found  that  constant  unfolding  axioms  lead  to  discovering  code  sequences  that 
generate  constants  in  non-standard  ways.  In  particular,  their  application  at  the  subexpression 
level  is  a  quite  powerful,  and  can  lead  to  the  discovery  of  code  sequences  that  could  not 
otherwise  be  discovered  by  the  code  generator. 

We  have  not  attempted  to  apply  constant  unfolding  axioms  to  subexpressions  whose  depth 
is  greater  than  one.  According  to  our  experience,  this  is  not  necessary,  as  we  have  never 
encountered  a  situation  in  which  the  unfolding  of  a  constant  at  a  greater  depth  would  have 
increased  the  effectiveness  of  the  code  generator. 

6.2.6.  Summary 

In  order  to  make  the  formalism  of  Cattell  suitable  for  micromachine  target  architectures  we 
have  modified  his  algorithms  to  fit  our  machine  model.  In  addition,  we  have  added 
mechanisms  for  keeping  track  of  data  dependencies  between  /iOps,  and  for  performing 
constant  unfolding. 

We  are  now  ready  to  present  the  final  version  of  the  nondeterministic  code  generation 
algorithm: 

Search(goal)  = 

•  A  feasible  jxOp  may  be  chosen  whose  outermost  operator  matches  the  goal. 
Transform  is  then  invoked  on  an  operand-by-operand  basis,  returning  all  /iOps 
from  all  such  calls  to  transform.  If  the  outermost  operator  is  an  assignment,  the 
transformation  between  the  destination  operators  is  reversed,  with  the  reverse 
index  flag  being  set. 
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•  If  the  outermost  operator  of  the  goal  is  a  sequencing  operator,  the  search  may  be 
decomposed  into  its  component  parts,  and  data  dependency  links  added 
between  certain  references  to  resources  in  the  original  expression. 

•  If  the  outermost  operator  of  the  goal  is  a  conditional  or  iteration,  the  search  may 
be  decomposed  into  its  component  parts,  one  of  which  is  the  movement  of  a  flow 
result  to  the  MAR.  New  flow  graph  nodes  and  links  are  also  generated. 

Transform(goa),  current)  = 

•  If  the  operands  are  identical  constants  or  resources,  place  a  data  dependency 
link  between  goal  and  current-,  the  operands  are  identical  expressions  recursively 
call  transform  on  corresponding  suboperands.  Return  an  empty  list,  signifying 
that  no  /iOps  are  necessary  to  transform  the  first  operand  into  the  other. 

•  If  current  is  a  constant  pattern,  and  goal  is  a  "compatible”  literal  constant  or 
constant  pattern,  place  a  data  dependency  link  between  goal  and  current,  and 
create  and  return  a  pseudo-/iOp  (as  defined  in  Section  6.2.4)  whose  operand  is 
goal. 

•  If  both  expressions  are  identical  storage  resources  with  non-identical  indices, 
transform  may  be  applied  to  the  indices;  if  the  call  had  been  made  with  the 
reverse  index  flag,  the  sense  of  the  transformation  is  reversed. 

•  If  current  is  a  storage  resource,  the  fetch  decomposition  may  be  applied, 
resulting  in  a  call  of  the  form: 

search:  (<-  current  goal) 

•  If  both  operands  are  expressions  with  identical  outermost  operators,  transform 
may  call  itself  recursively  on  an  operand-by-operand  basis,  returning  all  jiiOps 
generated  by  any  of  the  calls. 

•  An  axiom  may  be  applied  to  goal,  followed  by  a  recursive  call  to  transform  the 
modified  goal  into  current. 

•  If  goal  or  one  of  its  suboperands  is  a  constant,  a  constant  unfolding  axiom  may  be 
applied  to  goal,  followed  by  a  recursive  call  to  transform  the  modified  goal  into 
current. 


6.3.  Deterministic  Code  Generation  Algorithm 

Because  the  nondeterministic  algorithm  requires  exponential  time  when  run  on  a 
uniprocessor,  it  is  necessary  to  limit  the  number  of  nodes  that  are  examined  during  the 
search.  Initially,  we  considered  using  heuristics  similar  to  those  used  by  Catteil  [Cattell  78]. 
In  his  system,  a  predetermined  integer,  the  depth  limit,  specified  the  maximum  depth  in  terms 
of  number  of  recursive  calls  to  the  search  and  transform  functions.  No  other  pruning  or 
ordering  was  performed  on  axiom  applications.  The  feasible  instructions  were  ordered  by 
performing  some  simple  expression  comparisons,  and  were  pruned  using  a  breadth  limit — an 
upper  bound  on  the  total  number  of  nodes  searched  at  or  below  any  given  level  in  the  search 
tree. 
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Our  experiments  have  convinced  us  that  the  mechanisms  developed  by  Cattell  are  not 
sufficient  for  generating  microcode.  Our  heuristic  searches  tend  to  be  deeper  than  his, 
because  our  code  generator  must  produce  longer  instruction  sequences.  This  is  partially  due 
to  the  difference  in  machine  architectures;  our  algorithm  must  discover  longer  code 
sequences  because  our  “instructions”  are  /iOps,  each  of  which  tend  to  change  the  state  of 
the  machine  in  only  a  small  (micro!)  way. 

Another  reason  that  our  searches  tend  to  be  longer  is  that  our  task  is  that  of  a  code 
generator,  while  his  was  that  of  a  code-generator  generator.  Input  to  his  algorithm  tends  to 
be  a  set  of  reasonably  simple  expressions,  resulting  in  code  sequences  of  one  to  three 
instructions  in  length.  Input  to  our  system  can  be  a  block  of  code,  sometimes  requiring  the 
production  of  a  dozen  or  more  /xOps. 

The  requirement  of  a  greater  search  depth  has  its  obvious  drawbacks.  Because  the  time 
complexity  is  exponential  in  search  depth,  we  must  either  accept  the  exponential  time 
increase  or  develop  a  searching  strategy  that  performs  more  pruning.  Experiments  have 
convinced  us  that  the  former  approach  is  not  feasible;  we  have  therefore  introduced  a  more 
complex  searching  strategy  and  evaluation  function. 

The  remainder  of  this  section  discusses  the  important  issues  that  arose  as  we  implemented 
the  code  generation  system,  and  outlines  our  solutions.  A  detailed  discussion  of  the 
deterministic  algorithm  may  be  found  in  Appendix  A;  details  of  the  evaluation  function 
algorithm  are  given  in  Appendix  B. 

6.3.1 .  Search  depth 

One  of  the  major  questions  we  faced  in  building  the  system  was  that  of  defining  what  was 
meant  by  the  term  search  depth.  In  Cattell’s  system,  depth  is  defined  simply  by  the  number  of 
recursive  calls  to  the  search  and  transform  functions.  In  our  system,  however,  it  is  sometimes 
necessary  for  the  depth  of  the  search  (by  this  definition)  to  reach  20  or  more;  we  certainly 
cannot  afford  to  examine  all  nodes  in  the  search  tree  at  that  depth! 

Instead  we  define  the  depth  of  a  node  in  the  search  tree  to  oe  the  sum  of  the  costs  of  the 
/iOps  that  lie  along  the  path  that  connects  it  with  the  root.  A  search  may  therefore  be  quite 
deep  (in  the  number  of  calls)  as  long  as  it  selects  only  inexpensive  jnOps. 

In  order  to  approximate  a  breadth-first  search — which  has  a  number  of  attractive 
properties — without  incurring  the  storage  costs  that  are  typically  associated  with  a  breadth- 
first  search,  we  use  the  iterative  deepening  [Slate  77],  When  a  search  is  started,  it  is  passed  a 
“cutoff"  value  that  defines  the  depth  beyond  which  it  is  not  allowed  to  examine  nodes;  this  is 
implemented  by  reducing  the  cutoff  whenever  a  p.Op  is  selected  during  the  search.  If  the 
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search  terminates  without  having  found  a  solution,  the  cutoff  is  increased  and  the  search  is 
retried,  the  process  being  repeated  until  a  successful  solution  is  found. 

When  a  search  is  passed  a  particular  cutoff  value,  our  intention  is  that  the  search  will  find  a 
solution  only  if  one  exists  whose  total  cost  is  not  greater  than  the  cutoff.  Unfortunately,  a 
search  can  be  partitioned  into  subsearches  (e.g.,  operand-by-operand  decomposition), 
leading  to  a  situation  where  the  total  cost  can  exceed  the  cutoff.  In  order  to  remedy  this 
situation,  the  cutoff  value  is  divided  among  the  subsearches  whenever  such  an  occasion 
arises.  Our  experiments  suggest  that  the  search  is  most  effective  when  such  an  allocation 
heavily  favors  the  subsearches  that  are  deemed  (by  the  evaluation  function)  likely  to  be  the 
most  expensive. 

6.3.2.  Pruning  and  ordering  the  search 

The  evaluation  function  (see  Section  6.3.3)  is  used  as  the  primary  method  of  pruning  the 
search  and  determining  the  order  in  which  nodes  are  examined.  A  path  along  the  search  tree 
is  pruned  whenever  its  cost — as  estimated  by  the  evaluation  function — exceeds  the  cutoff 
value;  nodes  in  the  search  tree  and  examined  in  ascending  order  of  cost,  again  as  estimated 
by  the  evaluation  function. 

A  small  number  of  other  pruning  mechanisms  are  also  employed,  primarily  because 
experiments  indicated  that  the  evaluation  function  often  allows  axioms  to  be  applied  so 
profusely  that  the  search  explodes  exponentially.  Most  of  these  heuristics  are  ones  that 
require  primary  operators  or  destinations  (for  assignment  statements)  to  match;  one  heuristic 
limits  to  three  the  number  of  axioms  that  may  be  applied  at  any  node  in  the  search  tree. 

We  also  introduced  a  caching  mechanism  that  has  proven  to  be  useful  in  pruning  the 
search:  if  a  particular  search  has  already  failed  at  the  current  depth,  the  path  is  aborted 
immediately.  The  caching  mechanism  also  acts  as  a  memo  function  [Michie  68]:  a  previously 
successful  search  need  not  be  repeated. 

6.3.3.  The  evaluation  function 

The  purpose  of  the  evaluation  function  is  to  give  an  estimate  of  cost  of  transforming  the 
machine  from  one  state  into  another.  Its  parameters  are  two  expressions,  a  goal  expression 
and  a  current  expression.  The  evaluation  function  recursively  compares  various  subexpres¬ 
sions  of  the  goal  and  current  expressions,  and  uses  “distance  tables’’— generated  from  the 
machine  definition  and  axioms — to  arrive  at  the  final  estimate.  An  extensive  description  of  the 
evaluation  function  is  given  in  Appendix  B. 
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6.4.  Results 

We  conclude  from  our  experiments  that  the  system  does  a  reasonably  good  job  of 
producing  microcode  for  source  expressions  that  only  require  data  to  be  moved  along  busses 
and  through  ALU’s  and  masks,  and  constants  to  be  generated.  We  were  particularly  pleased 
to  find  that  it  performed  quite  well  on  a  subset  of  the  Puma  microarchitecture  the  first  time 
that  we  tried  it,  and  even  discovered  one  code  sequence  that  was  better  than  we  had 
anticipated.  In  addition  we  feel  the  “discovery”  that  incrementing  a  counter  three  times  is 
equivalent  to  adding  the  constant  "3”  was  impressive. 

Our  system  is  able  to  perform  searches  that  are  much  deeper  than  those  performed  by  the 
prototype  implemented  by  Cattell,  but  is  also  slower.  It  has  produced  a  successful  search  to  a 
depth  of  28  calls  to  search  or  transform,  and  has  applied  axioms  in  a  successful  search  to  a 
depth  of  1 1 .  Cattell’s  system,  which  used  a  much  simpler  evaluation  function,  searched  to 
maximums  of  8  and  3  respectively.  We  by  do  not  mean  to  imply  that  our  system  will  always  be 
successful  in  searches  as  deep  at  28  and  1 1 ;  more  typical  search  depths  are  13  and  4.  As  far 
as  execution  time  is  concerned,  Cattell’s  system,  which  was  written  in  SAIL,  typically 
examines  200  nodes  in  the  search  tree  per  second  when  running  on  a  DEC  KL-10  [Bell  78]; 
our  system,  which  was  written  in  Berkeley  Pascal,  examines  about  30  nodes  per  second  when 
running  on  a  DEC  VAX/ 1 1-780  [Strecker  78]. 

Our  experience  is  that  the  major  reason  for  “exponential  blowup”  of  the  search  is  the 
profuse  application  of  axioms.  One  of  the  major  reasons  for  this  is  probably  that  we  do  not 
consider  axioms  to  increase  the  depth  of  the  search  for  the  purpose  of  pruning  it.  From 
studying  traces  of  searches  in  our  system,  we  believe  that  the  caching  mechanism  is  the 
single  most  important  factor  in  limiting  the  otherwise  profuse  application  of  axioms. 

We  feel  that  the  greatest  shortcoming  of  our  system  is  that  the  evaluation  function  has  very 
little  “understanding”  of  rotation,  shifting,  and  bit  extraction.  More  than  two  months  were 
spent  attempting  to  incorporate  such  knowledge  into  the  system,  but  the  effort  was  not 
successful.  One  of  the  reasons  for  our  failure  is  that  it  appeared  to  us  that  it  was  necessary 
(at  least  logically)  to  have  separate  distance  tables  for  each  combination  of  rotations  and  bit 
lengths — an  increase  by  a  factor  of  256  in  the  size  of  the  distance  tables  for  a  16-bit  machine. 
We  hope  that  this  problem  will  be  addressed  more  successfully  in  the  future. 
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Chapter  7 
Compaction 


At  the  beginning  of  this  research  effort,  our  plan  was  to  take  the  best  microcode 
|  compaction  algorithm  available — which  we  believed  to  be  that  of  Fisher  [Fisher  79] — and  to 

extend  it  to  perform  interblock  compaction,  particularly  emphasizing  the  compaction  of  loops. 
As  the  research  progressed,  it  became  clear  that  there  were  still  unsolved  problems  in  the 
area  of  intrablock  compaction;  in  particular,  there  are  a  large  number  of  important  code 
I  movements  that  current  compaction  algorithms  do  not  consider.  We  also  encountered 

problems  in  formalizing  the  interblock  compaction  constraints  (see  Section  2.2.2)  because 
our  micromachine  model  was  more  complex  than  that  used  by  Fisher.  As  a  result,  we  have 
limited  our  study  to  that  of  intrablock  compaction. 


[  We  begin  this  chapter  by  reviewing  Fisher’s  intrablock  compaction  algorithm,  and  then 

discuss  two  problems  that  his  algorithm  does  not  address;  we  believe  that  the  second  of 
these — the  data  dependency  problem — is  of  fundamental  importance.  Finally,  we  present  our 
compaction  algorithm. 


I 

7.1 


Fisher’s  Compaction  Algorithm 


The  intrablock  compaction  algorithm  of  Fisher  [Fisher  79],  which  compacts  a  linear 


sequence  of  pOps  into  pis,  consists  of  the  following  steps: 


( 


1.  Determine  the  data  dependencies  among  pOps  based  on  register  usage.  A  data 
dependency  exists  between  two  pOps  A  and  0,  where  A  precedes  B  in  the 
original  sequence,  if  A  writes  a  register  that  B  uses — ensuring  that  data  is  not 
read  from  a  register  before  it  is  written — or  if  A  reads  or  writes  a  register  that  B 
writes — ensuring  that  data  in  a  register  is  not  overwritten  until  all  pOps  that 
require  its  value  have  read  it.  The  data  dependencies  in  the  latter  group  are 
actually  data  antidependencies  [Banerjee  79];  as  will  be  shown  in  Section  7.3, 
many  important  optimizations  are  missed  because  the  algorithm  treats  them  as 
data  dependencies. 


2.  The  height  of  each  pOp  in  the  dependency  graph  is  computed. 

3.  The  data  available  set— those  pOps  that  have  not  been  placed  in  a  pi,  but  that  are 
data  dependent  only  on  pOps  that  have  already  been  placed  in  a  pi— is 
computed. 


i 
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4.  The  /xOp  from  the  data  available  set  whose  height  is  the  largest  among  the  /xOps 
that  do  not  conflict  with  the  current  /xl  is  placed  in  into  the  current  /xl.  If  no  such 
/xOp  exists,  a  new  /xl— which  now  becomes  the  current  /xl— is  created,  and  the 
/xOp  from  the  data  available  set  with  the  greatest  height  is  placed  into  it. 

5.  Steps  3  and  4  are  repeated  until  all  /xOps  have  been  placed  into  /xls. 

We  are  unable  to  use  this  algorithm  without  modifications  for  our  machine  model  and 
compiler.  One  problem  is  that  the  algorithm  assumes  that  the  values  of  volatile  registers  do 
not  extend  across  /xl  boundaries;  another  is  that  data  dependencies  are  not  handled  in  a 
general  manner. 

7.2.  The  Volatile  Register  Problem 

The  algorithm  just  described  makes  the  assumption  that  at  the  end  of  every  /xl,  the  values  of 
all  volatile  registers  become  undefined;  thus  data  dependency  constraints  such  as  “/xOp  A 
must  precede  /xOp  B  by  exactly  one  /xl”  are  not  accounted  for.  Either  two  /xOps  must  reside  in 
the  same  /xl — due  to  data  being  transmitted  via  a  volatile  register— or  the  second  /xOp  may 
follow  the  first  by  an  arbitrary  number  of  /xls — in  cases  where  data  is  transmitted  via  a 
non-volatile  register.  In  the  first  case,  the  necessary  simultaneous  /xOps  are  combined  and 
treated  as  a  single  /xOp  (called  a  bundle)  during  compaction.  In  the  second  case,  the  /xOps 
are  treated  as  separate,  but  there  is  no  upper  bound  on  the  distance  between  them;  this 
guarantees  that  they  can  be  compacted  without  backup. 

When  constraints  are  introduced  that  require  two  /x Ops  to  be  a  fixed  distance  apart,  the 
notion  of  a  bundle  must  be  extended  to  include  groups  of  /xOps  that  do  not  all  reside  in  the 
same  /xl,  but  whose  placement  relative  to  one  another  is  fixed.  The  obvious  extension  of  the 
algorithm  is  to  map  all  data  dependencies  between  /x Ops  to  data  dependencies  between 
bundles,  and  to  map  all  conflicts  between  /xOps  to  conflicts  between  bundles,  taking  care  to 
account  for  the  relative  placement  of  any  /xOp  within  a  bundle  in  all  cases;  the  location  of  a 
bundle  is  defined  to  be  the  /xl  in  which  its  earliest  /xOp(s)  resides.  Before  such  an  extended 
bundle  is  assigned  to  a  contiguous  set  of  /xls,  it  is  necessary  to  check  conflicts  with  each  /xl. 
This  extension,  which  was  first  proposed  by  Poe  et  at.  [Poe  81],  is  the  one  that  we  use  in  our 
compaction  algorithm. 

During  the  latter  stages  of  this  research,  we  discovered  a  problem  with  this  algorithm  that 
arises  because  the  presence  of  multi/xl  bundles  makes  it  possible  for  a  bundle  to  be 
scheduled  in  an  earlier  /xl  than  a  bundle  on  which  it  is  data  dependent!  Consider  an  example 
having  the  following  constraints: 

Bundle  1  /xOps  A,  B,  C  and  D  each  belong  to  conflict  class  X,  and  must  reside  in 

consecutive  /xls. 
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Bundle  2 
Bundle  3 
Bundle  4 


/iOp  E  belongs  to  conflict  class  V,  and  must  not  precede  jiOp  D. 

jiOp  J  belongs  to  conflict  class  X,  and  must  follow  /iOp  D. 

/iOps  F,  G  and  H  all  belong  to  conflict  class  Y,  and  must  reside  in 
consecutive  /ils.  In  addition,  /iOp  H  may  not  precede  /iOp  J. 


The  /iOps  are  shown  in  Figure  7-1;  the  bracketed  numbers  along  each  dependency  arc 
indicate  the  minimum  and  maximum  relative  placement  between  the  two  /iOps.  Figure 
7-2  shows  the  same  /iOps,  grouped  into  bundles.  Notice  that  the  minimum  relative  placement 
between  bundles  3  and  4  is  negative. 


The  proposed  compaction  algorithm  would  first  place  bundle  1  in  til  1;  no  bundles  would  be 
placed  in  /ils  2  and  3  due  to  conflicts  and  data  dependencies.  When  the  algorithm  reached  /il 
4,  bundle  2  would  be  placed  there.  Bundles  3  and  4  could  then  be  placed  in  jul  5.  The 
resulting  compaction,  shown  in  Figure  7-3a,  would  have  length  7. 

Unfortunately,  this  compaction  is  non-optimal  because  the  algorithm  cannot  anticipate  the 
effect  of  a  data  dependency  with  a  negative  offset.  A  compaction  of  length  6  could  have  been 
obtained  if  the  placement  of  bundle  2  had  been  delayed  until  after  bundle  4  were  placed  in  /il 
3,  as  shown  in  Figure  7-3b.  In  order  to  obtain  the  optimal  compaction,  the  algorithm  must  be 
modified  to  perform  something  similar  to  lookahead  or  backtracking. 
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Figure  7-3:  Compactions  of  bundles  in  Figure  7-2. 


We  therefore  conclude  that  current  intrablock  compaction  algorithms  may  do  a  poor  job  in 
the  presence  of  constraints  such  as  "must  precede  by  exactly  one”,  largely  because  it  is 
sometimes  necessary  to  consider  jils  that  are  not  complete  (see  3.1. 1.1)  in  order  find  the 
optimal  solution,  as  was  the  case  in  the  above  example.  Still,  we  are  content  to  use  the 
near- linear  algorithm  just  described  because  we  have  devoted  most  of  our  research  effort  to 
other  tasks.  An  extension  of  the  chain-matrix  compaction  algorithm ,  presented  in  Section 

7.3,  can  solve  this  problem  in  polynomial  time,  but  the  degree  of  the  polynomial  may  be  quite 
high. 

7.3.  The  Data  Dependency  Problem 

An  even  more  serious  problem  than  the  one  just  discussed  is  that  current  compaction 
algorithms  treat  data  antidependencies  as  data  dependencies.  Remember  from  Chapter 
3  that  a  data  antidependency  is  a  constraint  in  which  one  /iOp  must  precede  another  because 
the  second  destroys  data  that  is  read  or  written  by  e  first. 
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Current  compaction  algorithms  accept  a  linear  sequence  of  /iOps  as  input,  and  compute 
antidependencies  solely  on  the  basis  of  that  linear  order.  This  prevents  such  an  algorithm 
from  ever  changing  the  order  in  which  two  /iOps  that  write  the  same  register  are  executed. 

As  an  example  of  this  problem,  consider  compacting  the  /xOps 

B  <-  A  (1) 

X  <-  B  (2) 

C  <-  X  (3) 

X  <-  D  (4) 

E  <-  X  (5) 

F  <-  E  (6) 

Data  dependencies  are  placed  among  /xOps  1,  2  and  3,  and  among  /xOps  4,  5  and  6;  in 
addition  an  data  antidependency  is  placed  between  /iOps  3  and  4  because  of  their  common 
use  of  register  X,  as  is  shown  in  Figure  7-4a. 


This  results  in  a  fil  sequence  of  length  six  because  each  jiOp  is  data  dependent — or 
antidependent — on  its  immediate  predecessor.  It  is  possible,  however,  to  compact  this 
sequence  into  four  n Is  if  a  different  ordering  is  considered  for  the  use  of  register  X,  as  is  seen 
in  Figure  7-4b.  Current  compaction  algorithms — even  exhaustive  searches — fail  to  consider 
such  fxOp  movement. 
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We  found  this  problem  mentioned  only  once  in  the  literature,  and  even  then  it  was 
dismissed  as  unimportant  [Fisher  81b]: 

As  long  as  data  precedence  is  not  violated,  a  compacted  microprogram  will 
preserve  its  data  integrity.  A  few  integrity-preserving  compactions  that  do  violate 
precedence  can  sometimes  be  obtained  by  moving  each  write  pOp  and  its 
associated  reads  as  a  group,  but  this  is  widely  regarded  as  an  excessively 
complicated  technique  offering  little  gain. 

We  believe  this  to  be  a  misconception,  which  we  suspect  is  due  largely  to  the  manner  in  which 
compaction  algorithms  have  been  tested.  In  some  cases  [Mallett  78],  the  test  is  based  on  an 
abstract  machine  model  in  which  daia  dependencies  and  pi  conflicts  are  assumed  to  be  the 
only  constraints;  data  antidependencies  are  not  considered.  In  other  cases  [Fisher  79],  pOps 
for  a  real  micromachine  are  produced  by  taking  hand-written  code  and  uncompacting  it;  in 
this  case  the  antidependencies — as  determined  by  the  original  programmer — are  (unwittingly) 
passed  to  the  compaction  algorithm. 

In  our  compiler,  pOps  are  passed  to  the  compaction  phase  in  the  form  of  a  dependency 
graph  in  which  data  antidependenciss — and  hence  the  orderings  for  temporary  registers — 
have  not  yet  been  determined.  We  have  no  choice  but  to  develop  a  method  for  determining 
the  data  antidependencies  before — or  in  parallel  with — compaction. 

7.3.1.  Complexity  revisited 

We  now  turn  our  attention  to  the  problems  of  compacting  microcode  with  and  without 
predetermined  data  antidependen'  :es.  It  is  our  contention  that  the  problem  of  optimally 
ordering  the  pOps — and  thereby  determining  the  antidependencies — is  the  more  difficult 
problem.  We  support  this  contention  by  proving  (informally)  that  the  compaction  problem — 
once  data  antidependencies  are  specified— can  be  solved  optimally  in  polynomial  time. 
Because  the  general  compaction  problem  is  NP-hard,  we  conclude  that  the  determination  of 
antidependencies  is  likely  the  more  difficult  problem. 

7.3. 1. 1.  A  polynomial  time  algorithm 

We  base  our  proof  on  the  commonly-accepted  classical  microcode  compaction  model 
[Fisher  79,  Landskov  80].  The  following  properties  are  especially  important: 

•  Two  pOps  that  conflict  may  not  be  placed  in  the  same  pi. 

•  If  one  pOp  is  data  dependent  on  another,  the  former  may  not  precede  the  latter. 

•  The  micromachine  contains  v  registers,  where  v  is  a  small  constant.  Two  pOps 
that  write  the  same  register  may  not  reside  in  the  same  pi. 

Our  proof  depends  particularly  on  the  last  item:  the  number  of  registers  in  the  micromachine 
bounds  the  breadth  of  a  data  dependency  graph  to  which  antidependencies  have  been 
added.  NP-hardness  proofs  of  the  compaction  problem  have  assumed  that  the  breadth  of  the 
graph  could  be  arbitrarily  large. 
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We  now  state  the  theorem,  and  sketch  a  proof. 

7:'et  *  >m  1:  An  optimal  solution  to  the  classical  microcode  compaction 
pro'oib./i  can  be  discovered  in  time  polynomial  in  the  number  of  pOps,  where  the 
decree  of  the  polynomial  is  equal  to  the  number  of  registers  in  the  micromachine. 

We  (informally)  prove  the  theorem  by  sketching  the  chain-matrix  compaction  algorithm, 
which  computes  an  optimal  schedule  in  polynomial  time.  The  overall  strategy  of  the  algorithm 
is  to  create  a  graph  in  the  shape  of  a  v-dimensional  matrix,  whose  arcs  represent  legal  /ils;  the 
optimal  solution  is  then  determined  by  finding  the  shortest  path  in  the  matrix-graph  from  the 
origin  to  the  node  at  the  opposite  corner. 

This  is  accomplished  by  first  dividing  the  jxOps  into  v  disjoint  sets,  called  chains,  according 
to  the  register  each  writes;  if  a  /zOp  writes  more  than  one  register,  it  may  be  placed  in  the 
chain  corresponding  to  either.  According  to  the  formulation  of  the  problem,  any  two  /iOps 
that  write  the  same  register  have,  either  directly  or  indirectly,  a  strict  data  dependency 
between  them;  thus,  the  data  dependencies  completely  determine  the  order  in  which  the 
elements  of  each  chain  are  executed.  The  data  dependency  graph  is  therefore  necessarily  a 
set  of  v  totally  ordered  chains,  whose  nodes  may  also  have  other  data  dependencies  as  well. 
An  example  of  such  a  set  of  chains  is  shown  in  Figure  7-5.  Data  dependencies  are 
represented  in  the  figure  by  arcs  (with  the  data  dependencies  belonging  to  chains  are  in  bold 
face)  and  /iOps  are  represented  by  nodes. 


The  compaction  is  performed  by  creating  a  graph  in  the  shape  of  a  v-dimensional  matrix — 
one  dimension  for  each  chain — in  which  element  <*,,  k2, . . : ,  kv>  of*  the  matrix  represents  a 
partially  completed  sequence  of  /iOps  in  which  the  first  k ,  /iOps  from  chain  1  have  been 
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compacted,  the  first  k2  pOps  from  chain  2  have  been  compacted,  and  so  forth.  Directed  arcs 
between  elements  of  the  graph  represent  pis;  the  distance  of  an  arc  along  any  dimension 

must  be  either  zero  or  one;  an  arc  in  the  direction  <1 , 0, 0 . 0>  represents  the  pi  containing 

only  a  pOp  from  chain  1,  <1, 1,0, 0 . 0>  represents  the  pi  containing  pOps  from  chain  1 

and  2,  and  so  forth.  Each  arc  representing  a  pi  that  violates  a  conflict  constraint  is  removed; 
likewise,  each  node  of  the  matrix  graph  representing  a  set  of  pO ps  that  violates  a  data 
dependency— that  is  to  say,  one  that  represents  a  situation  where  a  pOp  is  compacted 
without  one  of  its  predecessors  having  also  been  compacted — is  removed,  along  with  any 
connected  arcs. 

At  this  point  the  problem  is  reduced  to  finding  the  shortest  path  from  <0,0 . 0>  to 

<f„  f2, ... ,  fv>,  where  the  f-,  are  the  lengths  of  the  respective  chains.  Dynamic  programming 
solutions  to  this  problem  are  well  known  [Aho  74],  and  can  be  computed  in  time  polynomial — 
in  this  case  linear— in  the  number  of  nodes  and  arcs  in  the  graph.  If  n  is  the  total  number  of 
/iOps,  then  the  number  of  nodes  in  the  matrix  is  certainly  bounded  by  nv,  while  the  outgoing 
degree  of  any  node  is  bounded  by  a  constant— namely  2V.  Thus  the  complexity  of  the 
algorithm  is  0(nv),  where  v  is  the  number  of  registers  in  the  micromachine. 

7.3. 1.2.  An  example 

As  an  example,  consider  the  pOps  in  Figure  7-6.7  The  solid  lines  represent  data 
dependencies,  while  the  dotted  lines  represent  conflicts.  The  data  dependency  arc  marked 
with  an  “  =  ”  denotes  a  non-strict  dependency— that  is,  a  dependency  in  which  the  piOps  are 
allowed  to  reside  in  the  same  pi.  Strict  dependencies  are  “implemented”  by  a  non-strict 
dependency  and  a  conflict.  The  bold  lines  represent  strict  dependencies  between  elements 
of  a  chain.  The  matrix-graph  for  this  problem,  shown  in  Figure  7-7,  has  been  augmented  with 
markings  that  illustrate  the  mapping  from  the  original  problem.  The  node  marked  X 
represents  a  pi  sequence  into  which  pOps  A,  B  and  E  have  been  compacted,  the  arc  marked 
Y  represents  the  /tl  containing  ^Ops  C  and  F,  and  the  arcs  marked  Z  each  represent  the  /il 
containing  only  pOp  G,  In  order  to  include  conflict  and  data  dependency  information  in  the 
matrix-graph,  arcs  representing  illegal  pis,  and  nodes  representing  sets  of  jiOps  that  violate 
data  dependency,  are  removed.  This  means  that  7  arcs, 

(A.E)  (B.E)  (B.F)  (C.E)  (C.G)  (C.H)  and  (D,G) 
and  8  nodes  are  deleted.  The  node  in  the  bottom-left  corner,  for  example,  is  removed 
because  it  represents  /xls  containing  pOps  A,  B,  C,  and  D,  which  violates  the  constraints  that 
C  must  not  precede  E  and  that  D  must  not  precede  G.  Figure  7-8  shows  the  modified 


We  use  an  example  with  only  two  chains  because  a  matrix  of  dimension  two  is  much  easier  to  depict  on  paper 
than  one  of  higher  dimension. 


matrix-graph,  in  which  each  node  is  also  marked  with  its  distance  from  the  origin.  A  minimal 
path — shown  in  bold  face — is  produced  by  following  arcs  from  the  final  state  (i.e.,  bottom- 
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Figure  7-8:  Matrix-graph  after  modifications  for  constraints. 


right  corner)  that  always  reduce  the  distance  by  one.  The  resulting  /*l  sequence  is  shown  in 
Figure  7-9. 

We  conclude  from  Theorem  1  that  although  the  local  microcode  compaction  problem  is 
NP-hard,  the  addition  of  a  “complete”  set  of  antidependency  arcs  to  the  dependency  graph 
constrains  the  breadth  of  the  graph  so  severely  that  problem  can  be  solved  in  polynomial 
time.  A  corollary  is  that  the  determination  of  the  initial  ordering  of  /iOps  for  the  purpose  of 
determining  antidependencies  is  NP-hard  and  is  therefore  likely  a  more  difficult  problem  than 
that  of  compaction  with  predetermined  antidependencies. 

7.3. 1.3.  Main  memory  references 

Before  proceeding  any  further,  we  wish  to  address  the  question  of  references  to  an 
arbitrarily  large  external  memory.  If  each  memory  location  is  considered  to  be  a  register,  the 
algorithm  is  again  exponential.  We  answer  this  by  observing  that  writes  to  external  memory 
are  typically  performed  on  micromachines  by  first  loading  the  data  and  memory  address  into 
“memory  data"  and  “memory  address"  registers,  and  then  performing  the  actual  transfer. 
The  order  in  which  writes  are  made  to  main  memory  is  thus  completely  determined  by  the 
order  of  the  jiOps  that  write  the  micromachine  registers  that  hold  the  data  and  address;  this 
allows  the  external  memory  to  be  treated  as  a  single  register.  The  result  does  not  apply  to 
machines  in  which  data  may  be  written  to  main  memory  without  first  being  loaded  into  a 
register. 
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7.3. 1.4.  More  complex  machine  models 

The  chain-matrix  algorithm — and  hence  the  complexity  result— can  also  be  applied  to 
slightly  more  complex  micromachine  models,  two  of  which  we  will  mention  here.  The  first 
extension  allows  the  data  dependency  discussed  in  Section  7.2,  ‘>Op  A  must  precede  jtOp  B 
by  exactly  one  cycle,"  to  be  expressed.  Because  a  node  in  the  matrix-graph  represents  a  set 
of  jiOps,  the  restriction  “may  follow  by  no  more  than  one  jil”  can  be  enforced  by  removing  all 
arcs  that  originate  from  nodes  (/ils)  “containing"  /tOp  A,  but  whose  destinations  do  not 
“contain”  pOp  B.  The  addition  of  a  strict  data  dependency  between  the  jiOps  can  be  used  to 
guarantee  that  /*Op  B  follows  juOp  -4.  Together,  the  two  restrictions  satisfy  the  original 
constraint.  A  dependency  of  the  form  “/iOp  A  must  coincide  with  /nOp  B,  or  precede  it  by 
exactly  one  cycle”  may  be  modeled  in  an  analogous  manner,  using  a  non-strict  dependency. 

The  algorithm  can  also  be  extended  to  micromachines  that  allow  some  registers  to  be 
written  twice  during  the  same  microcycle.  This  is  done  by  allowing  the  arcs  in  the 
matrix-graph  to  have  a  length  of  two  along  dimensions  that  correspond  to  those  registers. 
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7.3.2.  Our  solution 

Because  our  compaction  algorithm  begins  with  a  data  dependency  graph  of  pOps  instead 
of  a  linear  sequence  of  /iOps,  we  must  ensure  that  overlapping  uses  of  a  register  do  not 
occur.  We  have  considered  two  methods  of  performing  this  task.  The  first  was  to  develop  a 
completely  new  compaction  algorithm  that  accounts  for  register  conflicts  as  it  compacts  the 
pOps.  Although  we  suspect  that  this  approach  will  ultimately  lead  to  the  best  solutions,  we 
reject  it  for  our  system  because  such  an  algorithm  would  almost  certainly  entail  heuristic 
search  and  backtracking;  its  development  alone  would  require  a  substantial  research  effort. 
Instead,  we  adopted  a  second  approach:  that  of  pre-serializing  the  graph  using  a  simple 
heuristic,  thereby  making  it  amenable  to  a  compaction  algorithm  in  which  the  antidepen¬ 
dencies  are  assumed  to  be  specified. 

In  general,  a  dependency  graph  specifies  only  a  partial  ordering,  while  the  equivalent  of  a 
total  ordering  is  needed  to  compute  a  complete  set  of  antidependencies.  Our  approach  is  to 
give  commonly-used  registers  the  highest  priority,  allowing  infrequently-used  registers  to  be 
hold  their  values  for  longer  periods  of  time.  For  the  purpose  of  defining  priority,  we  consider 
volatile  registers  to  be  used  “infinitely  often",  thereby  guaranteeing  that  each  use  of  such  a 
register  is  localized.  Thus  the  serialization  algorithm  ranks  all  registers— first  according  to 
volatility,  and  then  according  to  frequency  of  use— and  then  ranks  the  jiOps  by  iteratively 
binding  dependent  /iOps  together  in  order  of  the  priority  of  their  dependency. 

As  an  example,  consider  the  data  dependency  graph  in  Figure.7-10,  where  the  nodes 
represent  jnOps,  and  where  each  dependency  (arc)  is  marked  with  its  "ranking”;  the  dummy 
jnOps  X0  and  XF  have  been  added  to  indicate  registers  that  are  live  at  the  beginning  or  end  of 
the  sequence. 


Figu  re  7*  1 0:  Dependency  graph  before  serialization. 


First,  D  is  placed  before  XF  and  8  is  placed  before  D  because  the  dependencies  between 
those  pairs  are  of  the  highest  priority. 
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X0  ...  BDXf 

Then  C,  based  on  its  dependency  with  0,  is  placed  next  to  B,  which  is  the  closest  available 
position  before  0. 

X0  ...  C  B  0  Xf 

The  next  dependency,  which  is  between  X0  and  B,  is  ignored  because  B  has  already  been 
placed.  The  remaining  /iOps,  A  and  E  are  placed  between  X0  and  C. 

X0  A  E  C  B  0  XF 

Because  this  algorithm  does  no  backtracking,  it  is  possible  for  an  illegal  serialization — one 
in  which  a  register  is  required  to  hold  two  distinct  values  simultaneously — to  be  produced. 
One  reason  is  that  it  is  possible  for  a  code  generator  to  produce  code  for  which  no  legal 
serialization  exists  (Figure  7-1  la);  we  have  produced  (by  hand)  cases  where  the  algorithm 
would  even  fail  to  find  a  serialization  that  exists  (Figure  7-1 1b).  The  algorithm  checks  for  such 
inconsistencies,  but  gives  only  a  warning  if  one  occurs.  We  do  not  examine  the  problem 
further  in  this  dissertation  because  such  a  situation  has  never  occurred  during  our 
experiments,  and  because  we  suspect  that  "higher-level”  issues,  such  as  register  allocation, 
are  also  involved. 
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7.4.  The  intrablock  Compaction  Algorithm 

We  now  present  the  algorithm  that  compacts  a  dependency  graph  of  jiOps  into  fils. 

1 .  First,  the  serialization  algorithm  described  .n  Section  7.3.2  is  used  to  place  the 
fiOps  into  a  linear  sequence  that  satisfies  the  data  dependency  constraints. 

2.  Then  antidependencies  are  placed  between  any  two  jtiOps  in  which  the  first 
precedes  the  second  in  the  linear  list  and  reads  or  writes  a  register  that  the 
second  writes.  From  this  point  on,  data  dependencies  and  antidependencies  are 
treated  identically. 

3.  Next,  the  /xOps  are  mapped  into  bundles.  Any  two  fiOps  that  are  required, 
according  to  the  data  dependency  graph,  to  reside  a  constant  distance  apart  are 
placed  into  the  same  bundle.  Data  dependencies  between  jiOps  in  different 
bundles  are  mapped  into  data  dependencies  between  their  respective  bundles  in 
a  way  that  accounts  for  the  relative  position  of  each  jzOp  within  its  bundle. 
Conflicts  from  all  fiOps  in  a  bundle  are  mapped  into  the  bundle’s  conflict  list; 
again  the  relative  position  of  the  each  /iOp  is  taken  into  account. 

4.  Finally,  the  height  of  each  bundle  in  the  data  dependency  graph  is  computed  in 
the  obvious  way,  and  the  compaction  algorithm  of  3. 1.1. 2— modified  to  handle 
multi-ftl  bundles  as  described  in  Section  7.2— is  applied,  where  bundle  height  is 
used  as  the  evaluation  function,  with  the  highest  bundles  placed  first. 

7.5.  Summary 

The  major  result  of  this  chapter  is  not  a  new  compaction  algorithm,  but  rather  a 
demonstration  that  previous  intrablock  compaction  algorithms  are  inadequate  because  they 
rely  on  the  order  in  which  the  /iOps  are  placed  in  the  source  code  to  determine  the  placement 
of  data  antidependencies.  We  have  shown  that  the  complexity  of  the  problem  solved  by  such 
algorithms  is  polynomial  in  the  number  of  j*Ops,  and  have  therefore  concluded  that  the 
difficult  part  of  the  compaction  problem  is  the  initial  placement  of  the  data  antidependencies. 
We  therefore  do  not  consider  intrablock  compaction  to  be  a  solved  problem,  as  seems  to  be 
the  general  consensus  among  researchers  in  the  field  [Davidson  81]. 

We  have  also  presented  a  modest  extension  to  the  intrablock  compaction  algorithm  of 
Fisher  that  addresses  the  data  dependency  problem  and  handles  volatile  registers  in  a  more 
general — but  still  inadequate — manner.  It  certainly  will  not  always  produce  optimal  code,  but 
it  has  performed  well  in  our  limited  experiments. 
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Chapter  8 

Coupling  Code  Generation  and  Compaction 


This  chapter  describes  the  methods  by  which  we  attempted  to  couple  the  code  generation 
and  compaction  phases  of  the  compiler.  Each  method  succeeded — that  is,  produced  better 
code  than  without  coupling— in  some  situations,  but  failed  in  others;  sometimes  the  coupling 
perturbed  the  search  so  severely  that  no  code  was  produced  at  all. 

Recall  from  Chapter  4  that  three  methods  of  coupling  were  tested.  The  first  requires  the 
compaction  phase  to  select  one  of  several  of  code  sequences  that  have  been  produced  by 
the  code  generator.  The  second  involves  a  feedback  loop  between  the  two  phases,  while  the 
third  requires  the  code  generator  to  “call”  the  compaction  phase  as  a  subroutine,  using 
information  returned  to  prune  the  heuristic  search. 

The  first  section  describes  three  exampie  problems— along  with  their  solutions— used  in 
this  chapter  to  illustrate  the  strengths  and  weaknesses  of  each  method.  The  next  three 
sections  describe  the  coupling  methods,  reporting  their  behavior  on  the  three  “test 
problems”,  and  give  summaries  of  their  effectiveness.  Finally,  an  attempt  to  combine  two  of 
the  coupling  methods  is  described. 

8.1.  Illustrative  Problems 

The  example  problems  used  in  this  chapter  are  all  from  the  Kmap  [Ousterhout  78] 
microarchitecture.  (A  sketch  of  the  Kmap  may  be  found  in  Appendix  D.)  Due  to  the  length  of 
the  heuristic  searches  described  in  this  section,  it  is  not  feasible  to  present  them  in  the  text. 
Traces  of  some,  however,  along  with  examples  from  the  Puma  [Grishman  78]  microar¬ 
chitecture,  may  be  found  in  Appendix  F. 

So  that  the  reader  may  better  understand  the  examples  in  this  chapter,  we  first  discuss 
relevant  features  of  the  Kmap.  The  two  ALU  data  inputs  are  areg  and  breg ;  there  do  not  exist, 
however,  ALU  functions  “select  areg"  or  "select  breg".  The  "normal”  way  to  move  the  areg 
value  to  the  fbus  (i.e.,  ALU  output)  is  to  put  the  constant  “-1”  in  breg,  using  the  breg. ones 
jiOp,  and  to  set  the  ALU  function  to  AND.  Similarly,  the  value  of  breg  may  be  passed  to  the 
fbus  by  placing  the  constant  “0”  in  areg  and  setting  the  ALU  function  to  OR.  This  is  more 
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difficult  for  the  heuristic  search  to  discover,  however,  because  there  is  no  /tOp  that  explicitly 
sets  areg  to  zero.  Instead,  the  jnOp 

(<-  areg  (and  Xmask  (rot  scount  tlatch)) 
is  used,  requiring  the  search  to  apply  the  axiom  “zero  ANDed  with  anything  is  zero”  and  to 
recognize  that  Xmask  pattern  matches  “0”. 

The  first  problem  we  will  consider  is  that  of  producing  the  constant  “-2"  on  the  fbus.  It  was 
chosen  largely  because  it  was  the  only  example  in  which  the  squeeze  method  outperformed 
the  others.  We  find  it  an  interesting  task,  because  the  optimal  solution  is  quite  difficult  to 
discover. 

The  first  sequence  (see  Figure  8-1)  takes  advantage  of  the  fact  that  the  constant  register  is 
directly  connected  to  breg.  The  constant  register  is  loaded,  and  the  value  is  then  moved  to 
breg.  A  zero  is  placed  in  areg  and  an  OR  ALU  function  causes  the  value  to  appear  the  fbus. 


The  use  of  the  constant  in  the  Kmap  tends  to  make  the  literal  field  a  bottleneck  because  two 
ftOps— that  both  use  the  literal  field— are  required  to  load  the  constant— one  for  the  high  half, 
and  one  for  the  low  half. 

Another  sequence,  which  is  the  one  generated  without  coupling,  produces  the  constant  in 
areg  using  the  “-2”  mask  (see  Figure  8-2).  This  requires  a  “-1"  to  be  placed  in  tlatch,  having 
been  routed  from  the  fbus  via  the  abus.  We  remark  that  this  sequence  requires  the  fbus  to  be 
used  during  two  fils— one  with  the  ALU  function  ONES,  the  other  with  the  function  OR. 


The  best  method  for  producing  the  constant,  however,  is  to  perform  a  subtraction  using  the 
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Figure  8-2:  Using  a  mask  to  produce  a  constant  on  the  fbus. 


/iOp  (<-  fbus  (+  (+  (not  areg)  breg)  carryin)).  When  the  carryin  is  set  to  zero, 
this  /iOp  is  effectively  breg -areg  -  1.  Because  breg  can  be  easily  set  to  “-1”,  and  areg  to 
“0",  a  “-2”  can  be  produced  on  the  fbus  in  this  way  without  using  any  resource  for  more  than 
one  cycle.  Unfortunately,  discovering  this  sequence  requires  a  number  of  axioms  to  be 
applied;  specifically,  the  constant  “-2”  must  be  unfolded,  through  the  repetitive  application  of 
axioms  and  selection  of  fiOps  into 

(+  (+  (not  (and  0  (rot  scount  tlatch)))  -1)  0) 
which  is  quite  difficult  to  discover. 

The  second  and  third  examples  require  code  to  be  generated  that  places  the  constant  “7" 
on  the  fbus,  while  performing  an  additional  task.  In  the  second  example  the  additional  task  is 
that  of  moving  data  from  lincwd  to  a  word  in  the  dram  (data  ram);  in  the  third  example,  a  word 
must  be  copied  from  the  dram  to  a  gpr  (general  purpose  register). 

There  are  two  basic  ways  to  produce  the  constant  “7”  in  the  Kmap;  the  first,  which  uses  the 
constant  register,  has  the  drawback  that  it  requires  the  literal  field  to  be  used  during  two  /ils 
while  both  halves  of  the  constant  register  are  loaded.  This  can  produce  poor  code  if  other 
operations  that  use  the  literal  field — such  as  loading  dram  or  reading  lincwd— are  nearby, 
because  the  literal  field  will  be  a  bottleneck.  The  second  method  of  generating  a  “7"  is  to  use 
the  mask  unit,  as  "7”  is  one  of  the  available  masks.  As  in  the  first  example,  this  requires  the 
production  of  a  "-1”  from  the  fbus-,  thus,  the  method  “overloads"  the  fbus. 


In  both  cases,  the  code  sequence  using  the  mask  was  produced  by  the  code  generator  in 
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the  absence  of  coupling.  We  would  expect  that  with  coupling,  the  constant  register  would  be 
used  in  the  latter  case,  as  the  literal  field  is  otherwise  free. 

8.2.  And/Or  Method 

The  And/Or  method  of  coupling  the  two  phases  requires  the  code  generator  to  produce 
several  code  sequences  so  that  the  compaction  phase  can  select  the  one  that  produces  the 
shortest  /jlI  sequence.  This  is  implemented  by  modifying  the  search  and  transform  routines  to 
return  an  And/Or  tree  [Winston  77]  of  /iOps.  Recall  from  Chapter  4  that  an  And/Or  tree  is  a 
tree  in  which  each  interior  node  is  marked  either  And  or  Or;  a  solution  to  a  tree  whose  root  is 
marked  And  consists  of  solutions  for  all  of  its  sons,  while  a  solution  to  a  tree  whose  root  is 
marked  Or  consists  of  a  solution  lor  any  of  its  sons.  Because  an  And/Or  tree  represents  a  set 
of  solutions,  it  is  the  responsibility  of  the  compaction  routine  to  choose  the  solution  that 
produces  the  smallest  final  code. 

8.2.1 .  Modifications  to  the  code  generation  and  compaction  routines 

Recall  that  the  code  generation  algorithm  in  Chapter  6  produces  a  degenerate  And/Or 
tree — in  which  all  interior  nodes  are  And  nodes — representing  only  a  single  solution 
consisting  of  ail  /iOps  in  the  tree.  The  And/Or  coupling  method  considers  trees  in  which  Or 
nodes  are  also  present;  this  requires  both  that  the  code  generator  be  modified  so  that  it 
produces  such  trees,  and  that  the  compaction  routine  be  modified  so  that  it  accepts  them  as 
input. 

Enabling  the  code  generator  to  produce  multiple  solutions  is  reasonably  straightforward. 
The  search  and  transform  routines  are  modified  so  that  each  continues  searching  even  after  a 
solution  is  found;  two  or  more  solutions  for  a  given  subproblem  are  placed  under  an  Or  node 
in  the  And/Or  tree.  Thus,  each  recursive  call  to  search  or  transform  has  the  potential  to 
produce  an  Or  node  in  the  tree. 

The  modification  to  the  compaction  routine  is  more  difficult.  Although  in  theory  a 
compaction  could  be  attempted  for  every  combination  of  /xOps  in  the  set  of  solutions 
specified  by  the  And/Or  tree,  the  number  of  solutions  grows  exponentially  with  the  depth  of 
the  tree;  such  an  approach  is  therefore  acceptable  only  for  small  trees.  We  have  adopted  a 
hill-climbing  strategy  [Winston  77]  that  considers  each  leaf  node  at  least  once,  but  does  not 
consider  all  combinations  of  fiOps. 

Initially,  the  cheapest  sequence  of  juOps,  according  to  the  /iOp  cost  table,  is  selected;  we 
will  call  this  sequence  the  primary  sequence.  Then  a  set  of  secondary  sequences  are 
commuted  from  the  primary  sequence.  A  secondary  sequence  is  a  group  of  /iOps  that  differs 
from  the  primary  sequence  "in  only  a  few  /iOps”.  More  precisely,  a  group  of  fiOps  is  a 
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secondary  sequence  if  it  can  be  transformed  into  the  primary  sequence  by  changing  the 
selection  of  exactly  one  Or  node  in  the  And/Or  tree.  The  primary  sequence  and  each  of  the 
secondary  sequences  are  compacted.  The  sequence  that  compacts  most  tightly  is  chosen  as 
the  new  primary  sequence,  and  the  process  is  repeated  until  no  secondary  sequence  can  be 
found  that  is  better  than  the  current  primary  sequence.  Ties  are  broken  by  first  comparing  the 
number  of  subcycles  used  by  each  sequence  and  then  the  total  cost  of  the  pOps  as  defined 
by  the  /xOp  cost  tables. 

As  a  simple  example,  let  us  name  the  /iOps  ml  through  m6,  and  assume  that  the  And/Or 
tree ,  shown  in  Figure  8-3,  is  ordered  so  that  the  left-most  operands  are  the  ones  considered 
least  expensive. 


The  primary  sequence  is 

ml  m2  m4 

where  all  right  sons  of  OR  nodes  are  pruned  away.  The  two  secondary  sequences, 
ml  m3  m4  and  ml  m2  m5  m0 

are  computed  by  reversing  the  sense  of  the  first  and  second  OR  nodes  respectively.  Let  us 
assume  that  the  sequence 
ml  m2  m5  m6 

compacts  most  tightly.  Then  it  becomes  the  new  primary  sequence,  and  the  secondary 
sequences  are 

ml  m2  m4  and  ml  m3  m5  m6 

In  practice,  there  would  be  more  than  two  OR  nodes,  and  this  process  might  continue  for 
several  iterations. 
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8.2.2.  Examples 

In  the  first  example, 

(<-  fbus  -2) 

the  search  examines  64  nodes  and  finds  the  following  code  sequences: 

1.  Loading  the  constant  register  with  “-2”,  gating  it  onto  breg,  masking  areg  with 
zero,  and  performing  an  OR  operation  in  the  ALU. 

2.  Moving  a  “-1"  from  the  fbus  to  tlatch,  masking  it  with  a  “-2”  into  areg,  putting 
“-1"  on  breg  and  performing  an  AND  operation  in  the  ALU. 

3.  Same  as  (2),  except  that  a  gpr  is  allocated  and  used  to  pass  the  “-1"  from  the 
fbus  to  tlatch . 

4.  Same  as  (2),  except  that  a  zero  is  placed  in  breg  (via  the  fbus  and  fblatch),  and  an 
OR  is  performed  in  the  ALU. 

The  first  sequence  is  initially  chosen  as  the  primary  sequence,  but  after  all  compactions  are 
attempted,  it  is  discovered  that  the  second  requires  one  less  jxl.  A  second  iteration  with  (2)  as 
the  primary  sequence  uncovers  no  new  sequences,  so  (2)  is  selected  as  the  best  sequence. 
Without  more  powerful  heuristics  in  the  code  generator,  the  optimal  (subtraction)  sequence 
was  not  found. 

In  addition,  the  And/Or  method  did  not  discover  the  sequence  using  the  constant  register 
until  after  we  “precompiled"  the  solution  to 
(<-  areg  0) 

This  same  precompilation  was  also  necessary  for  the  other  And/Or  examples  described  in 
this  section. 

In  the  second  example,  the  source  statements 

(;  (<-  dram[dadr  0]  lincwd)  (<-  fbus  7)) 
are  compiled  and  compacted.  In  the  Kmap,  both  accessing  lincwd  and  writing  the  dram 
require  the  use  of  the  literal  field  of  the  pi;  one  would  thus  expect  a  poor  compaction  from  a 
sequence  that  generates  the  "7"  by  loading  it  into  the  constant  register  because  it  uses  the 
literal  field  for  two  cycles.  On  the  other  hand,  loading  a  gpr  from  the  dram  does  not  require 
the  literal  field  to  be  used. 

Only  one  sequence  is  found  to  move  data  from  lincwd  to  the  dram,  but  five  are  produced  to 
put  the  constant  “7"  on  the  fbus: 

1.  Use  the  constant  register  to  generate  the  "7”,  setting  areg  to  “0",  and  setting  the 
ALU  function  to  OR. 

2.  Use  the  mask  to  generate  the  "7”,  fetching  a  "-1"  from  the  fbus,  as  was  done  in 
the  previous  example,  and  setting  breg  to  “-1”  and  the  ALU  function  to  AND. 

3.  Same  as  (2),  but  using  a  gpr  to  store  the  “-1  ”  for  one  or  more  cycles. 
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4.  Same  as  (2),  but  putting  a  “0”  in  breg  (via  Ibus  and  fblatch),  and  setting  the  ALU 
function  to  OR. 

5.  Same  as  (4),  but  using  a  gpr  to  store  the  “-1"  for  one  or  more  cycles. 

Initially,  the  sequence  that  uses  the  constant  register  is  chosen  as  the  primary  sequence,  but 
is  replaced  on  the  next  iteration  because  it  requires  5  cycles  to  compact,  while  all  of  the 
others  require  only  three;  this  is,  of  course,  due  to  the  heavy  use  of  the  literal  field.  Sequence 
(2)  is  finally  chosen  as  the  best  sequence. 

The  third  example, 

(;  (<-  gpr[2]  dram[dadr  0])  (<-  fbus  7)) 
is  a  different  matter.  In  this  case  the  first  source  statement  does  not  use  the  literal  field  of  the 
/xl,  but  rather  uses  the  fbus  for  an  additional  cycle;  thus,  the  constant  register  is  used  to 
generate  the  “7”. 

8.2.3.  Evaluation 

The  And/Or  method  of  coupling  the  phases  appears  to  be  an  effective  one.  Once  the 
And/Or  tree  has  been  generated,  the  compaction  phase  seems  to  have  little  trouble  selecting 
a  good  sequence.  In  particular  this  method  has  performed  well  in  situations  similar  to  that 
described  in  4.1. 1.3.  We  remark,  however,  that  all  of  our  experiments  have  been  moderately 
small  (e  g.,  100-200  nodes);  we  would  not  necessarily  expect  the  hill-climbing  to  perform  as 
well  with  a  larger  tree — say  several  thousand  nodes— as  input. 

The  major  difficulties  appear  to  be  in  controlling  and  directing  the  code-generation 
process.  One  problem  we  have  encountered  has  been  excessive  searching  even  after 
acceptable  solutions  have  been  found.  Because  the  evaluation  function  often  overestimates 
the  difficulty  of  producing  code  for  a  particular  expression,  it  is  possible  for  the  search  and 
transform  routines  to  “waste”  a  large  amount  of  time  attempting  to  find  additional  solutions 
that  may  not  even  exist.  In  order  to  contain  thasearch,  we  have  introduced  a  global  search 
parameter  that  we  call  the  foundf actor,  which  is  typically  a  real  number  in  the  range  (0,  I). 
Whenever  a  code  sequence  is  found  that  satisfies  a  particular  invocation  of  search  or 
transform,  the  cutoff  is  multiplied  by  the  foundf  actor;  additional  solutions  are  thus  required  to 
satisfy  a  more  stringent  cutoff.  If  a  second  solution  is  found,  the  cutoff  is  again  multiplied  by 
the  foundfactor,  further  limiting  the  depth  of  a  search  for  a  third  sequence. 

We  have  generally  set  the  initial  search  cutoff  to  be  1.2  times  its  estimated  cost  as 
determined  by  the  evaluation  function.  A  foundfactor  of  0.84 — so  the  product  of  the  two  is 
slightly  greater  than  1.0— has  generally  performed  well  in  our  experiments.  This  tends  to 
allow  at  least  two  solutions  to  be  found  at  any  given  level  of  the  search.  Figure  8-4  illustrates 
the  effect  of  the  foundfactor  on  the  search. 
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One  of  the  shortcomings  of  And/Or  method  is  that  occasionally  a  simple  solution  is  found, 
but  the  search  continues,  attempting  to  find  more  complicated  solutions.  This  was  made 
painfully  clear  during  an  experiment  in  which  a  search  for  the  subgoal, 

(<-  fbus  0) 

was  passed  a  relatively  large  cutoff.  In  the  Kmap  microarchitecture,  there  is  an  explicit  /iOp 

that  performs  the  function  of  setting  the  fbus  to  zero.  The  large  cutoff,  however,  allowed  the 

search  to  continue  to  find  “better"  solutions,  such  as 

(<-  fbus  (and  (and  0  (rot  scount  tlatch))  breg)) 
and 

(<-  fbus  (+  (+  (and  0  (rot  scount  tlatch))  (not  -1))  0)) 

Cattell  addressed  this  problem  by  introducing  a  breadth  limit-,  when  the  number  of  nodes 
traversed  in  the  search  tree  during  a  search  for  an  additional  solution  exceeded  a  predefined 
limit,  it  was  terminated.  We  have  had  difficulty  directly  applying  his  solution  to  our  system, 
because  the  breadth  limit  was  defined  to  be  a  function  of  the  depth;  in  our  system,  there  is 
little  correlation  between  the  absolute  depth  of  the  search  and  the  amount  of  work  to  which 
we  are  willing  to  expend  in  finding  a  solution. 

Another  problem  we  encountered  with  the  And/Or  method  was  that  of  finding  redundant 
solutions,  which  can  happen  when  the  order  in  which  axioms  are  applied  is  reversed.  Figures 
8-5  and  8-6,  for  example,  show  two  nondeterministic  searches  that  find  the  same  solution  to  a 
problem.  In  many  cases,  the  order  in  which  the  jxOps  are  generated  is  different,  so  such 
redundancy  does  not  become  apparent  until  the  search  is  completed.  Such  redundant 
solutions  may  cause  the  cutoff  to  be  reduced  to  the  point  that  other  unique  solutions  are 
missed.  Although  certain  features  of  the  searching  strategy— requiring  destination  operands 
to  match  when  considering  a  feasible  juOp,  for  example — reduce  the  number  of  duplications, 
it  is  not  uncommon  for  our  system  to  discover  the  same  sequence  of  jiOps  in  four  or  five 
different  ways. 
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An  inherent  problem  with  the  And/Or  strategy  is  that  the  code  generator  receives  no 
feedback  from  the  compaction  phase;  it  must  therefore  be  "intelligent’’  enough  to  create  all 
possible  code  sequences  that  might  compact  well  in  a  given  situation.  In  the  first  example, 
the  code  generator  in  fact  did  not  find  the  best  solution,  because  it  required  the  application  of 
more  axioms  than  did  other  solutions.  We  see  this  as  the  most  fundamental  problem;  if  the 
code  generator  is  good  enough— a  big  if— we  believe  that  the  And/Or  method  can  be  used  to 
produce  high-quality  compacted  microcode. 

8.3.  Iteration 

The  iteration  method  requires  neither  the  code  generation  nor  compaction  phases  to  be 
modified;  rather,  a  post-compaction  analysis  is  performed  on  the  compacted  microcode  to 
determine  which  /xOps  are  responsible  for  causing  bottlenecks.  The  cost  tables,  which  are 
used  by  the  code  generator  to  guide  the  search,  are  then  modified  so  that  "bottleneck-prone" 
/iOps  are  assigned  a  higher  cost,  and  the  search  is  repeated.  The  idea  is  to  encourage  the 
code  generator  to  use  uOps  that  are  less  likely  to  conflict  with  other  uOps. 
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3.3.1.  Post-compaction  analysis 

The  post-compaction  analysis  consists  of  two  phases.  The  first  is  the  determination  of 
which  conflicts  are  most  often  involved  in  bottlenecks.  The  second  is  the  updating  of  the 
conflict  cost  tables,  which  are  in  turn  reflected  in  the  fiOp  cost  tables  and  distance  tables. 

Our  first  attempt  at  post-compaction  analysis  was  to  count  the  number  of  times  that  a 
conflict  was  present  in  the  /iOps  produced  by  the  code  generator,  and  increase  the  cost  of 
the  conflict(s)  that  appeared  the  most  frequently.  This  strategy  had  the  drawback,  however, 
that  conflicts  appearing  frequently  were  penalized,  rather  than  ones  that  might  have  caused 
local  bottlenecks. 

This  led  us  to  change  our  approach:  instead  of  counting  the  conflicts,  the  ixOps  are  first 
divided  into  bundles— a  set  of  /iOps  that  is  compacted  as  a  group  (see  2.2. 5. 2).  Then,  one  of 
the  bundles  is  removed,  and  the  remaining  bundles  are  compacted;  if  this  “modified” 
microcode  compacts  more  tightly,  we  assume  that  the  removed  bundle  must  have  contained  a 
bottleneck.  Following  this,  the  bundle  is  returned  to  its  original  place,  and  another  bundle  is 
chcsen  for  removal;  this  process  is  performed  for  each  bundle.  Each  conflict  contained  in 
any  bottleneck  prone”  bundle  becomes  a  candidate  for  having  its  cost  increased. 

h  determining  the  quantity  to  add  to  each  conflict,  we  have  taken  the  approach  that  the 
sum  of  the  conflicts7  costs  shouid  increase  by  constant  amount— in  our  experiments  10 
units— during  each  iteration;  there  is  therefore  a  finite  amount  of  "cost"  to  be  allocated 
among  conflicts  that  are  involved  in  bottlenecks.  This  cost  is  allocated  in  proportion  to  the 
product  of  the  conflict's  current  cost  and  total  number  ot  pis  “saved'  during  compactions  in 
which  a  bundle  containing  the  conflict  was  "missing”.  In  the  current  implementation,  these 
costs  are  represented  by  integers,  so  the  computations  are  only  approximate. 

As  an  example,  let  us  assume  that  conflicts  involving 

alu  (costs) 

regfllo  (cost  3) 

shifter  (cost  6) 

literal  (cost  3) 

exist,  and  that  three  bundles  have  been  produced  by  the  code  generator,  containing  the 

conflicts 

[alu  literal] 

[shifter] 

and 

[alu  regflle] 

respectively.  Let  us  further  assume  that  when  the  code  is  compacted  without  the 
[alu  literal]  bundle,  two  ^ls  were  saved,  that  none  were  saved  when  the  [shifter] 
bundle  was  removed,  and  that  one  was  saved  when  the  [alu  regflle]  bundle  was 
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removed.  If  we  desire  to  add  a  cost  of  10  to  the  set  of  conflicts,  the  alu  conflict  is  increased  by 
4,  and  literal  conflict  by  5,  and  the  regfile  conflict  by  1;  these  increments  are  computed  as 
follows: 


conflict 

orig.  cost 

fils  saved 

product 

proportion 

x  10,  rounded 

alu 

5 

3 

15 

0.44 

4 

regfile 

3 

1 

3 

0.09 

1 

shifter 

6 

0 

0 

0.00 

0 

literal 

8 

2 

16 

0.47 

5 

In  addition  to  the  modification  of  conflict,  /iOp,  and  distance  tables,  the  caches  must  also  be 
flushed,  so  that  information  based  on  the  old  table  values  is  not  present. 

8.3.2.  Examples 

The  examples  illustrate  the  reasons  that  we  found  this  coupling  method  rather  disappoint¬ 
ing.  Before  we  present  the  examples,  however,  we  wish  to  define  some  terminology  so  that 
two  different  types  of  iteration  are  not  confused.  When  a  search  is  initiated,  it  is  passed  a 
cutoff  that  is  computed  by  multiplying  its  “expected  cost"  (as  determined  by  the  evaluation 
function)  by  a  small  factor  such  as  1.2.  If  the  search  terminates  in  a  failure,  this  factor  is 
increased  and  the  search  is  attempted  again.  We  shall  call  these  failure-induced  repetitions 
subiterations. 

At  a  higher  level,  we  speak  of  iteration  to  mean  the  cycle  in  which  code  is  generated,  code 
is  compacted,  tables  are  updated,  code  is  generated,  and  so  forth.  The  purpose  of  this 
iteration  is  to  improve  code  that  has  already  been  successfully  generated;  we  call  these 
improvement-induced  repetitions  iterations.  Therefore  the  statement  “the  first  iteration 
required  only  one  subiteration,  but  the  second  required  three,"  means  that  the  search  using 
unmodified  tables  was  successful  the  first  time,  but  that  it  took  three  searches  (with 
successively  greater  cutoffs)  in  order  to  find  a  code  sequence  after  the  tables  were  modified. 

In  the  first  example,  where  the  constant  “-2”  is  to  be  placed  on  the  fbus,  the  algorithm 
found  a  2-//.I  solution — using  the  mask  unit — on  the  first  two  iterations,  and  then  found  a  3-jil 
solution— using  the  constant  register— on  the  next  two  iterations.  On  the  fifth  iteration,  no 
solution  was  found  after  the  first  two  subiterations,  and  the  third  gave  indications  of  taking  a 
very  long  time,  at  which  point  we  manually  terminated  the  search.  Table  8-1  summarizes  its 
performance  on  the  first  example.  The  distressing  result  is  that  as  the  tables  become 
“better",  the  cost  of  finding  a  solution  increases,  and  the  quality  of  the  solution  decreases. 

In  the  second  example  (see  Table  8-2),  where  it  is  undesirable  to  use  the  constant  register 
because  of  literal  field  conflicts,  a  3-/d  sequence  is  generated  on  the  first  iteration.  On  the 
second  iteration,  the  algorithm  perceives  the  fbus  as  a  bottleneck,  and  the  task  of  constant 
generation  is  assigned  to  the  constant  register,  resulting  in  a  5-jil  sequence.  On  the  third 
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iteration 

subilerations 

total  # 
nodes 

#  fils 

comments 

(1) 

1 

23 

2 

uses  mask 

(2) 

2 

34 

2 

same  as  (1) 

(3) 

2 

41 

3 

uses  const,  reg. 

(4) 

3 

61 

3 

same  as  (3) 

(5) 

2 

333 

7? 

no  solution  after  333  nodes 

Table  8-1 :  Summary  of  first  iteration  coupling  example. 


iteration,  the  sequence  using  the  constant  register  is  again  found,  but  at  greater  search  cost. 
Finally,  the  solution  using  the  mask  unit  and  fbus  is  rediscovered  on  the  fourth  iteration. 


iteration 

subiterations 

total  # 

nodes 

#  tils 

comments 

(D 

1 

34 

3 

uses  mask 

(2) 

2 

57 

5 

uses  constant  register 

(3) 

3 

68 

5 

same  as  (2) 

(4) 

4 

114 

3 

same  as  (1) 

Table  8-2:  Summary  of  second  iteration  coupling  example. 


In  the  third  example  (see  Table  8-3),  the  goal  of  putting  a  "7”  on  the  fbus  should  be 
achieved  using  the  constant  register,  as  the  literal  field  is  otherwise  unused.  In  this  case,  as  in 
the  previous  examples,  the  solution  using  the  mask  is  generated  on  the  first  iteration;  in  this 
example,  however,  an  identical  search  is  performed  during  the  second  iteration.  Finally  the 
solution  using  the  constant  register  is  found  on  the  third  (and  again  on  the  fourth)  iteration, 
decreasing  code  size  from  4  to  3  fils. 


iteration 

subiterations 

total  # 

nodes 

#  fils 

comments 

(D 

1 

49 

4 

uses  mask 

(2) 

1 

49 

4 

same  as  (1) 

(3) 

2 

73 

3 

uses  constant  register 

(4) 

2 

73 

3 

same  as  (3) 

Table  8-3:  Summary  of  third  iteration  coupling  example. 


8.3.3.  Evaluation 


•We  found  these  results  rather  discouraging,  as  we  had  hoped  for  a  quick  convergence  to  a 
good  solution  in  most  cases.  More  than  one  code  sequence  was  found  for  each  input 
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expression,  but  the  convergence  to  good  solutions  was  not  impressive.  Furthermore,  the 
amount  of  time  spent  finding  a  solution  tended  to  increase  with  each  iteration;  one  would 
have  hoped  that  the  finding  a  solution  would  become  easier  as  the  cost  tables  became 
"better”. 

We  have  two  theories  for  the  reason  that  the  cost  increases  with  each  iteration.  The  first  is 
that  when  the  cost  of  some  /xOps  is  increased,  the  initial  estimate  of  the  cost  of  the  search— 
and  hence  its  depth — is  also  increased.  Thus,  a  search  is  allowed  to  go  deeper  if  it  involves 
only  (i Ops  whose  costs  did  not  increase;  in  many  cases  such  searches  are  fruitless  anyway. 
The  other  theory  is  that  there  are  many  times  when  it  is  impossible  to  generate  code  that 
completely  avoids  using  a  "high-cost"  conflict,  so  the  goal  becomes  one  of  minimizing  its 
use;  if  a  particular  conflict  is  assigned  an  extremely  high  cost,  the  distinction  between  the 
costs  of  other  conflicts  can  become  "noise”,  causing  the  evaluation  function  to  become  less 
effective. 

Another  shortcoming  of  the  iteration  coupling  method  is  that  it  often  fails  to  distinguish 
between  local  bottlenecks  and  global  bottlenecks.  In  a  p\  sequence  of  moderate-to- large 
length,  for  example,  it  may  be  the  case  that  the  insertion  of  a  particular  conflict  will  cause  the 
number  of  /xls  to  be  increased  if  added  to  near  the  beginning— but  not  the  end— of  a  /il 
sequence.  This  coupling  method  assigns  a  single  cost  to  the  jxOp  over  the  entire  segment, 
potentially  causing  poor  code  to  be  generated  in  the  presence  of  local  bottlenecks. 

We  conclude  that  iteration  coupling  is  not  sensitive  to  subtle  features  of  the  microar- 
chitccture,  features  that  often  determine  how  well  code  compacts.  We  also  remark  that  this 
method  assumes  that  /d  conflicts  are  modeled  by  conflict  classes;  this  assumption  is  false  for 
some  micrcarchitectures.  The  consequence  is  not  that  the  method  will  fail  to  work,  but  that  it 
will  be  necessary  to  make  some  simplifying  assumptions  about  the  architecture,  causing  its 
feedback  to  be  even  less  accurate. 

The  one  positive  thing  we  have  to  say  about  iteration  coupling  is  that  it  does  produce  a 
number  of  different  sequences,  even  if  some  of  them  them  were  worse  than  the  one  originally 
generated.  As  evidence  that  this  method  has  some  merit,  we  point  out  that  it  was  able  to 
discover  the  sequences  using  the  constant  register  without  requiring  precompilation  of  the 
expression 

(<-  areg  0) 

8.4.  The  Squeeze  Method 

The  third  and  final  coupling  method  that  we  tested  is  the  squeeze  method,  given  its  name 
because  the  code  generator  is  required  to  "squeeze"  all  of  the  juOps  into  a  certain  number  of 
partially-filled  /mis  as  it  produces  them.  Originally  we  had  planned  to  perform  a  complete 


104 


Local  Microcode  Generation  and  Compaction 


compaction  each  time  a  fiO p  was  considered,  but  the  cost  of  setting  up  the  compaction, 
mapping  the  juOps  into  bundles,  and  compacting  the  code  was  too  great  to  perform  in  an 
inner  loop  of  the  algorithm.  Ideally,  it  would  be  nice  to  have  an  incremental  compaction 
algorithm. 

8.4.1 .  Modifications  to  code  generation  routine 

Instead  of  performing  the  compaction  each  time,  we  approximate  a  compaction  by  keeping 
a  count  of  the  number  of  times  each  conflict  is  used.  When  code  is  to  be  generated, 
constraints  such  as  "the  ALU  may  only  be  used  during  three  /ils”  are  specified.  This  is  quite 
easy  to  implement:  an  array  of  integers  keeps  track  of  the  number  of  times  each  conflict  is 
used.  Whenever  a  jtiOp  is  added,  the  array  elements  corresponding  to  each  of  its  conflicts  is 
incremented;  similarly,  whenever  a  fiOp  is  removed — as  a  result  of  an  unsuccessful  search, 
for  example — the  same  array  elements  are  decremented.  This  "squeeze  array"  is  used  as  an 
additional  search  cutoff;  whenever  the  addition  of  a  /iOp  causes  the  count  for  any  conflict  to 
exceed  its  limit,  the  jnOp  is  immediately  removed  from  consideration  as  a  candidate. 

8.4.2.  Examples 

The  first  example— that  of  putting  "-2"  on  the  fbus— illustrates  the  only  success  we  had 
with  the  squeeze  method.  Previously,  it  was  noted  that  the  best  method  of  putting  a  “-2”  on 
the  fbus  was  to  use  put  a  “-1”  in  breg,  "0"  in  areg  and  to  set  the  ALU/carry  so  that 
breg  -  areg  -  1  is  computed.  Because  there  are  a  number  of  other  solutions  that  do  not 
require  as  many  axioms  to  be  applied,  the  And/Or  and  iteration  coupling  methods  never 
found  this  solution.  In  performing  this  experiment  with  the  squeeze  method,  we  added  the 
requirement  that  no  conflict  could  appear  in  the  solution  more  than  once;8  thus  solutions 
found  by  previous  methods  would  necessarily  be  pruned  in  this  case,  because  each  requires 
the  use  of  some  resource  for  more  than  one  cycle. 

During  the  first  subiteration,  the  cutoff  was  small  enough  so  that  only  the  AND,  OR,  and 
XOR  ALU  operations — not  subtraction — were  considered;  this  search  ended  in  failure  after 
examining  43  nodes  in  the  search  tree.  After  the  cutoff  was  increased  by  30%,  the  search 
considered  5  ALU  operations — including  subtraction— resulting  in  a  search  that  found  the 
solution  after  examining  253  nodes — a  number  that  we  believe  borders  on  being  excessive. 

In  the  second  example  code  is  to  be  generated  for  the  expression 
(;  (<-  dram[dadr  0]  llncwd)  (<-  fbus  7)) 


a 

We  chose  this  restriction  tor  the  problem  because  we  knew  a  priori  that  there  exists  a  solution  that  satisfies  it. 
a  full  compiler,  the  issue  of  determining  such  "shapes"  would  be  an  issue,  but  we  do  not  address  it  here. 


In 
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in  which  no  conflict  is  allowed  to  appear  more  than  twice.  In  this  case,  the  successful  search 
is  able  to  generate  code  without  ever  having  to  prune  the  search  using  the  “squeeze” 
heuristic,  because  even  the  search  without  coupling  found  a  sequence  that  did  not  use  any 
conflict  more  than  twice.  The  fact  that  optimal  code  is  generated  is  therefore  not  indicative  of 
the  usefulness  of  the  squeeze  strategy. 

The  squeeze  method  never  found  a  solution  for  the  third  example, 

(;  (<~  gpr[Z]  dram[dadr  0])  (<-  fbus  7)) 

In  this  case,  code  was  generated  first  for  the  expression 
(<-  fbus  7) 

which  consists  of  the  jxOps  that  use  the  fbus  twice.  After  that  subsearch  returned 
successfully,  the  search  was  required  to  find  a  solution  to 
(<-  gpr[2]  dramfdadr  0]) 

without  using  the  fbus  — a  task  that  is  impossible.  If  the  order  of  the  subsearches  had  been 
reversed,  a  solution  could  have  been  found  rather  quickly  that  used  the  constant  register  to 
generate  the  “7";  unfortunately,  the  evaluation  function  had  no  way  of  determining  which 
subgoal  was  more  "flexible". 

0.4.3.  Evaluation 

We  conclude  from  our  experiments  that  this  method  can  be  of  use  in  special  situations,  but 
that  it  is  generally  not  very  effective.  The  most  fundamental  problem  is  that  the  evaluation 
function  has  no  knowledge  about  the  “squeeze  cutoff’’,  and  therefore  guides  the  search  in 
many  “promising”  directions  that  become  "surprising”  dead-ends.  Judging  from  our 
experience,  it  is  very  important  that  the  evaluation  function  be  a  reasonably  accurate 
reflection  of  the  search  itself.  Although  this  method  found  the  optimal  solution  in  the  first 
example,  its  weakness  became  evident  when  the  window  was  expanded  to  two  or  three  /xls. 

Another  drawback  of  the  squeeze  method  is  that  it  requires  the  “shape”  of  final  code  to  be 
guessed  before  the  code  is  generated.  For  the  last  two  examples,  we  also  tried  invoking  the 
search  routine  with  code  space  requirements  that  were  too  stringent,  hoping  that  such 
searches  would  terminate  very  quickly.  Unfortunately,  axioms  were  applied  profusely,  and  the 
search  was  time-consuming  and  ineffective. 

Still  another  problem — exemplified  by  the  third  example — is  that  the  order  in  which  two  or 
more  conjunctive  subgoals  are  examined  can  determine  whether  the  search  fails  or 
succeeds.  If  a  solution  to  the  “flexible"  subgoal  is  generated  first,  it  is  possible  that  no 
solution  will  ever  be  found  because  the  code  generator  will  insist  on  generating  code  for  the 
"inflexible”  subgoal  that  fits  into  an  incompatible  “shape”.  It  is  not  clear  to  us  that  it  can 
always  be  determined  which  of  two  subgoals  might  be  more  adaptable  to  a  solution  by  an 
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alternate  jiOp  sequence.  We  have  not  explored  the  possibility  of  rating  subgoals  with  respect 
to  the  number  of  different  possible  code  sequences  they  might  generate. 

8.5.  Combining  Methods 

In  this  section  we  briefly  describe  experiments  in  which  the  And/Or  and  iteration  methods 
were  combined  and  applied  to  the  three  examples  that  have  been  used  in  this  chapter.  We 
found  that  the  squeeze  method  was  difficult  to  combine  with  either  of  the  other  two:  we  did 
not  combine  it  with  And/Or  because  conflict  counting  cannot  be  performed  in  a  straightfor¬ 
ward  manner  when  multiple  solutions  are  generated.  The  iteration  method  requires  feedback 
from  successful  searches;  we  therefore  did  not  combine  iteration  and  squeeze  because  the 
“philosophy”  behind  the  squeeze  method  is  that  the  search  should  be  so  constrained  that  any 
solution  found  will  fit  into  the  minimum  space.  It  therefore  does  not  make  much  sense 
combine  these  two  methods  unless  one  of  them  is  altered. 

The  And/Or  and  iteration  methods,  on  the  other  hand,  are  quite  easy  to  combine.  All  that  is 
needed  is  to  use  the  And/Or  method  as  we  normally  would,  and  then  perform  the 
post-compaction  analysis,  table  update,  and  iteration  that  is  always  done  for  the  iteration 
method. 

Although  the  optimal  sequence  for  putting  “-2”  on  the  fbus  was  not  discovered,  the 
solution  involving  the  constant  was  found  without  precompiling  the 
(<-  areg  0) 

sequence  that  was  necessary  when  the  And/Or  method  was  used  alone;  in  addition,  a 
sequence  using  the  XOR  ALU  operation  was  found — one  that  had  not  been  found  when  either 
method  was  used  alone.  A  summary  of  this  search  is  given  in  Table  8-4. 


iteration 

subiterations 

total  # 

nodes 

minimum 
#  pis 

comments 

(D 

1 

38 

2 

2  solutions,  using  mask 

(2) 

2 

46 

2 

1  solution,  using  mask 

(3) 

2 

55 

3 

2  solutions,  using  constant  register 

(4) 

3 

76 

3 

same  as  (3) 

(5) 

2 

235 

?? 

no  solution  after  235  nodes 

Table  8-4:  Summary  of  first  combination  experiment. 


The  second  and  third  examples,  whose  summaries  are  given  in  Tables  8-5  and  8-6,  gave 
similar  results.  The  use  of  iteration  in  addition  to  And/Or  generated  all  of  the  code  sequences 
found  previously  and  new  ones  as  well — all  without  the  need  for  precompiling  the  "0  to  areg" 
sequence. 
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iteration 

subiterations 

total  # 

nodes 

minimum 
#  fils 

comments 

(D 

1 

51 

3 

2  solutions,  using  mask 

(2) 

2 

81 

5 

2  solutions,  using  constant  register 

Table  8-5:  Summary  of  second  combination  experiment. 


iteration 

subiterations 

total  # 

nodes 

minimum 
#  Ills 

comments 

(1) 

1 

109 

4 

10  solutions,  using  mask 

(2) 

2 

94 

4 

2  solutions,  using  mask 

(3) 

2 

141 

3 

4  solutions,  using  constant  register 

Table  8-6:  Summary  of  third  combination  experiment. 


8.6.  Summary 

Based  on  the  experiments  that  we  have  performed,  we  must  conclude  that  the  And/Or 
method  is  the  most  effective  of  the  three  for  generating  code  that  compacts  well,  but  that  the 
combination  of  the  And/Or  and  iteration  methods  appears  to  be  even  more  effective.  We 
believe  that  And/Or  is  the  best  of  the  three  because  neither  of  the  other  methods  actually 
attempts  to  compact  different  combinations  of  /iOps.  Our  experiments  have  convinced  us 
that  subtle  characteristics  of  microarchitectures — timing,  for  example — are  often  critical  in 
determining  whether  two  sets  of  /xOps  will  compact  together  well.  Methods  that  do  not 
actually  attempt  such  compactions  are  likely  to  overlook  many  of  these  subtleties. 

One  problem  that  we  have  not  yet  resolved  with  the  And/Or  method  is  that  of  preventing 
the  search  from  continuing  to  examine  hundreds  of  nodes  in  the  search  tree  looking  for 
non  existent  or  highly  inefficient  solutions,  while  at  the  same  time,  giving  all  nodes  of  the 
search  tree  a  “fair  shake"  in  attempting  to  find  alternate  solutions  that  may  lead  to  a  better 
compaction.  Although  Cattell  used  a  breadth  limit  to  limit  the  search,  his  limit  was  based  on 
the  search  depth.  Because  our  search  is  pruned  in  a  more  flexible  manner,  we  see  no 
obviously  "right"  way  of  incorporating  a  breadth  limit;  still  it  seems  that  such  will  be  necessary 
in  order  to  control  runaway  searches. 

We  were  disappointed  that  the  squeeze  method  did  not  generally  seem  to  do  well, 
particularly  since  it  was  the  only  method  to  find  the  optimal  solution  to  the  first  example.  In 
retrospect,  the  squeeze  method  appears  to  apply  too  much  “brute  force",  and  will  be 
applicable  only  in  extremely  “tight”  situations. 
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Chapter  9 
Conclusions 


As  a  result  of  this  research  effort,  we  conclude  that  the  code  generation  and  compaction 
phases  of  a  compiler  can  be  coupled  in  such  a  way  that  microcode  is  produced  that  is  of 
higher  quality  than  that  produced  by  a  compiler  in  which  the  phases  are  executed 
sequentially.  In  addition,  we  believe  that  micromachine  features  make  it  necessary  to  attempt 
compaction  on  several  feasible  jiOp  sequences  in  order  to  determine  which  compacts  into 
the  smallest  number  of  /ils. 

In  the  first  section  of  this  chapter,  we  discuss  what  we  believe  are  the  major  contributions 
of  this  dissertation  in  the  area  of  optimizing  compilers  for  horizontal  target  architectures. 
Following  that,  we  discuss  the  limitations  of  our  work  and  suggest  promising  areas  for  future 
research. 

9.1 .  Contributions 

We  believe  that  the  major  contributions  of  this  dissertation  are: 

•  The  development  of  a  micromachine  model  that  expresses  both  semantics  and 
timing  information  in  a  flexible — but  useful — manner. 

•  An  extension  of  the  code-generator  generator  work  of  Cattell  [Cattell  78]  with 
more  powerful  heuristics  that  enable  successful  searches  at  a  depth  ap¬ 
proximately  three  times  greater  than  the  original  implementation. 

•  A  demonstration  that  constant  unfolding  is  a  useful  optimization  technique  for 
horizontal  target  architectures. 

•  The  discovery  of  a  polynomial-time  algorithm  for  optimally  solving  the  classical 
microcode  compaction  problem  for  any  real  micromachine — a  problem 
previously  thought  to  be  NP-hard — and  subsequent  analysis  that  suggests  that 
the  problem  of  originally  ordering  the  ;uOps — previously  considered  secondary— 
is  both  more  difficult  and  more  important. 

•  The  testing  of  three  methods  of  coupling  code  generation  and  compaction,  and 
the  conclusion  that  presence  of  micromachine  features  makes  if  highly  desirable 
to  compact  a  number  of  different  semantically  equivalent  code  sequences  before 
selecting  the  final  code. 
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We  believe  that  the  manner  in  which  timing  constraints  are  specified  here  is  significantly 
better  than  in  other  models  we  have  seen  because  each  resource  is  treated  separately  with 
respect  to  timing.  Other  models  treat  all  data  inputs  to  a  given  pOp  identically,  and  therefore 
cannot  express  requirements  such  as  an  address  having  to  be  stable  for  one  subcycle  before 
data  during  a  write  operation. 

The  ability  to  perform  successful  searches  in  which  axioms  are  applied  at  depths  of  ten  or 
greater  is  a  significant  improvement  over  the  implementation  by  Cattell,  an  implementation 
that  itself  was  quite  impressive.  We  believe  that  such  an  improvement  was  necessary  in  order 
to  extend  his  algorithms  to  the  domain  of  horizontal  microcode;  still,  we  often  wished  during 
our  experiments  that  the  evaluation  function  was  yet  more  accurate. 

The  demonstration  that  constant  unfolding  is  effective  is  perhaps  the  result  with  which  we 
are  the  most  pleased.  Our  microprogramming  experience  had  previously  convinced  us  that 
the  generation  of  constants  in  the  “standard  manner"  often  results  in  poor-quality  code.  We 
are  therefore  happy  to  report  that  constant  unfolding  has  been  successfully  performed,  and 
has  led  to  code  improvement  in  a  number  of  cases.  The  discovery  that  constant  unfolding 
could  be  extended  by  applying  it  to  subexpressions,  thereby  subsuming  a  number  of  ad  hoc 
optimizations,  is  evidence  that  such  an  optimization  may  even  be  useful  in  compilers  (or 
compiler-compilers)  for  macroarchitectures. 

Perhaps  the  most  significant  result  is  that  the  classical  microcode  compaction  problem 
does  not  model  data  relationships  between  /xOps  in  a  general  manner,  and  therefore  fails  to 
acknowledge  many  semantics  preserving  orderings  of  /xOps.  We  hope  that  our  arguments 
that  determining  the  initial  ordering  of  the  /x Ops  is  the  more  important  problem  will  cause 
researchers  in  the  area  to  direct  their  attention  towards  this  more  challenging  problem. 

Finally,  the  original  goal  of  our  research — that  of  testing  phase-coupling  methods — has 
been  moderately  successful.  We  believe  that  we  have  given  convincing  arguments  that  the 
coupling  problem  should  be  addressed  in  an  optimizing  microcode  compiler,  and  have 
presented  results  indicating  that  the  And/Or  method  shows  particular  promise  for  future 
compilers. 

9.2.  Future  Work 

Although  we  believe  that  our  research  effort  was  generally  successful,  there  were  a  number 
of  areas  that  we  did  not  have  time  to  explore,  or  in  which  we  simply  failed  to  make  headway. 

Perhaps  the  most  critical  is  in  the  area  of  automatically  producing  code  that  intelligently 
performs  rotations,  shifts,  and  bit  extractions.  Our  evaluation  function  does  not  "understand” 
the  semantics  of  such  operations,  and  consequently  the  heuristic  search  rarely  finds  code 
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sequences  that  depend  on  such  operators.  One  of  the  major  problems  we  encountered  in 
attempting  to  incorporate  such  knowledge  into  our  evaluation  function  is  that  it  appears  that 
logically  we  need  a  separate  distance  table  for  every  combination  of  rotation,  shift,  and  bit 
length;  the  size  of  such  a  set  of  tables  would  be  prohibitive.  Cattell  noted  that  the 
understanding  of  such  operators  was  beyond  the  scope  of  his  system;  based  on  our 
reasonably  intense  (and  extremely  frustrating)  effort  to  incorporate  such  understanding  into 
our  system,  we  consider  this  problem  to  be  exceedingly  difficult.  Our  problem  is  compounded 
by  the  fact  that  microprograms  tend  to  perform  a  great  deal  of  shifting  and  masking;  a 
machine-independent  microcode  generation  system  must  handle  rotations,  shifts,  and  bit 
extractions. 

Another  area  that  warrants  further  study  is  that  of  incorporating  some  sort  of  breadth  limit 
into  our  algorithm  in  order  to  guarantee  that  all  subsearches  terminate  in  a  reasonable 
amount  of  time.  We  are  reluctant  to  adopt  a  strategy  that  makes  the  breadth  limit  a  function  of 
search  depth  because  the  current  depth  of  a  subsearch  has  little  correlation  with  the  amount 
of  effort  we  are  willing  to  expend  in  finding  a  solution;  rather,  the  search  cutoff  serves  that 
function.  Our  simple  minded  attempts  to  make  search  breadth  a  function  of  the  search  cutoff 
have  thus  far  not  been  effective. 

We  explored  only  three  methods  of  coupling  the  code  generation  and  compaction  phases 
of  the  compiler.  Although  we  had  moderate  success,  we  must  certainly  not  rule  out  the 
possibility  that  some  other  method  of  coupling  the  phases  might  prove  to  be  the  most 
effective.  In  particular,  methods  that  actually  perform  compaction  on  several  code  sequences 
seem  worthy  of  investigation. 

More  generally,  further  work  is  needed  in  developing  coupling  methods  among  other 
phases  of  the  compiler.  The  research  of  DeWitt  [DeWitt  76]  suggests  that  register  allocation 
and  compaction  should  be  coupled.  We  have  also  argued  in  Section  2.2.6  that  evaluation 
order  determination  is  integrally  tied  to  compaction.  Additionally,  several  other  optimization 
problems  mentioned  in  Chapter  2  warrant  further  study. 

Although  constant  unfolding  has  been  quite  successful,  it  is  likely  that  it  will  not  be  practical 
to  apply  constant  unfolding  axioms  at  compile  time  for  a  production  compiler.  We  suggest 
that  it  might  be  appropriate  to  develop  techniques  for  analyzing  a  microarchitecture  at 
compiler-compile  time  in  order  to  discover  "unusual”  ways  of  producing  various  combina¬ 
tions  of  constants  (or  constant  classes),  storage  resources,  and  operators,  so  that  most  of  the 
constant  unfolding  work  is  performed  only  once  for  a  given  microarchitecture. 

Similarly,  the  time  required  for  the  heuristic  search  to  generate  code  may  make  the  entire 
code  generator  impractical  for  production  compiler.  We  anticipate  that  it  will  be  necessary  to 
precompile  most  common  sequences,  letting  the  compiler  spend  most  of  its  time  searching 
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for  unusual  sequences  that  might  compact  well  in  a  particular  program.  Such  a  strategy, 
however,  gives  rise  to  new  problems.  It  must  somehow  be  decided  what  a  “common" 
sequence  is;  research  suggests  that  this  problem  is  quite  difficult  [Cattell  78].  Furthermore,  if 
any  searching  at  all  is  done  at  compile  time,  methods  must  be  developed  for  determining 
source  expressions  that  warrant  further  searching  and  how  much  search  time  the  compiler 
should  spend  for  a  particular  subproblem. 

As  we  have  stated  before,  we — unlike  many  others — do  not  believe  that  the  intrablock 
compaction  problem  is  solved.  Further  research  is  necessary  to  develop  compaction 
algorithms  that  consider  partial  orders  other  than  the  one  implied  by  the  ordering  of  the  /zOps 
that  are  passed  to  the  compaction  phase.  This  will  certainly  be  true  in  a  production  compiler, 
where  the  jaOps  are  passed  to  the  compaction  phase  in  the  form  of  a  graph  rather  than  as  a 
sequential  list. 

We  suggest  that  dynamic  programming  may  prove  to  be  useful  in  compacting  microcode, 
particularly  after  the  ordering  of  register  usage  has  been  determined.  Although  the 
complexity  of  the  chain  matrix  compaction  algorithm  is,  in  theory,  a  polynomial  whose  degree 
is  the  number  of  registers  in  the  micromachine,  we  suspect  that  in  practice  the  complexity  will 
be  much  lower  if  the  algorithm  is  optimized  so  that  it  does  not  create  portions  of  the 
matrix-graph  that  are  subsequently  removed.  In  addition,  preliminary  study  indicates  that 
dynamic  programming  shows  promise  for  compacting  tight  loops. 

Finally,  the  classical  microcode  compaction  problem  contains  several  other  scheduling 
problems  as  special  cases.  It  may  therefore  be  worthwhile  to  apply  it  to  other  situations  in 
which  the  “breadth’'  of  the  partial  order  is  small. 
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Appendix  A 

Deterministic  Code  Generation  Algorithm 


This  appendix  discusses  in  detail  the  ordering  and  pruning  mechanisms  that  allow  the  code 
generation  algorithm  to  run  on  a  deterministic  machine.  Because  the  evaluation  function  is 
so  complex,  we  treat  it  separately  in  Appendix  B;  for  the  purpose  of  this  discussion,  the  reader 
can  assume  that  the  evaluation  function  compares  two  operands  and  returns  a  value  that 
represents  the  cost  of  transforming  the  first  into  the  second. 

Research  in  artificial  intelligence  has  demonstrated  that  a  depth-first  searching  strategy  is 
highly  dependent  on  the  order  in  which  the  nodes  of  the  search  tree  are  examined,  while  a 
breadth  first  searching  strategy  is  not  [Nilsson  80].  If  a  depth-first  strategy  is  used,  it  is 
possible  for  an  enormous  amount  of  time  to  be  spent  searching  down  dead-end  paths  of  the 
search  tree,  even  when  a  shallow  solution  exists.  A  breadth- first  search  is  guaranteed  to  find 
a  shallow  solution  before  it  finds  a  deep  one. 

Although  a  breadth-first  search  appears  to  be  attractive,  it  is  probably  not  practical: 

•  In  a  breadth-first  search,  all  nodes  are  expanded  in  parallel:  thus  the  search 
requires  an  amount  of  Space  that  is  exponential  with  respect  to  its  depth.  A 
depth- first  search  requires  only  linear  space. 

•  The  search  depth  should  not  be  defined  by  the  number  of  nodes  examined,  but 
rather  by  the  cost  of  the  /iOps  generated  along  the  path.  If  this  is  the  case,  then 
the  application  of  an  axiom  during  the  search  would  not  increase  the  "depth”  of 
the  search.  This  could  give  rise  to  arbitrarily  long  paths  of  depth  zero  in  the 
search  tree.  For  example,  the  repeated  application  identity  axiom  could  lead  to 
the  path: 

x  ->  (+  0  x)  ->  (+  0  (+  0  x))  •>  ... 

Clearly,  a  search  that  expands  such  a  path  until  its  cost  became  non  zero  would 
be  ineffective. 

•  The  most  shallow  solution  is  not  necessarily  the  least  expensive ;  the  cost  of  a 
AND  node  in  the  search  tree  is  the  sum  of  the  costs  of  its  sons  rather  than  their 
minimum.  The  two  And/Or  trees  in  Figure  A-1  demonstrate  this:  the  depth  of  a 
solution  to  the  tree  on  the  left  is  5,  but  the  total  cost  is  45  because  the  AND  node 
requires  that  the  costs  be  summed.  Conversely,  the  depth  of  a  solution  to  the  tree 
on  the  right  is  equal  to  its  cost,  10. 
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Figure  A- 1 :  Two  And/Or  trees  with  different  costs. 


We  use  the  iterative  deepening  [Slate  77]  technique  to  approximate  a  breadth  first  search. 
First,  a  depth-first  search  is  attempted  with  with  a  shallow  depth  limit.  If  no  solution  is  found, 
the  search  is  repeated  with  progressively  greater  depth  cutoffs  until  a  solution  is  found.  In 
addition,  we  have  added  a  caching  mechanism,  which  has  proven  useful  in  pruning  the 
search  in  a  several  ways. 

The  remainder  of  this  appendix  is  organized  as  follows.  First,  the  data  structures  used  by 
the  deterministic  algorithm  are  described.  Next  follows  by  a  detailed  discussion  of  the  basic 
searching  strategy.  Then  descriptions  are  given  of  additional  mechanisms  for  limiting  the 
search  breadth.  Finally,  an  example  is  presented,  illustrating  how  the  pruning  and  ordering 
mechanisms  work. 

A.1 .  Data  Structures 

The  deterministic  search  algorithm  uses  two  data  structures  in  addition  to  those  used  by 
the  nondeterministic  algorithm.  The  first  is  a  table  that  defines  a  cost  for  each  /iOp.  The 
second  is  a  cache  that  stores  the  results  of  previous  searches.  The  /iOp  cost  table  is  a 
one-dimensional  array  that  specifies  an  integer  cost  for  each  /xOp;  as  was  discussed  in 
Chapter  5,  the  cost  of  a  fiOp  is  initially  computed  by  summing  the  cost  of  the  conflict  classes 
to  which  it  belongs. 

As  jiOps  are  generated  during  the  heuristic  search,  the  sum  of  their  costs  (which  defines 
the  search  depth  at  any  given  node  in  the  search  tree)  is  accumulated.  If  the  depth  along  a 
search  path  exceeds  a  preset  limit,  the  search  path  is  pruned. 

The  cache,  which  records  the  results  of  all  previous  calls  to  search  and  transform,  contains 
two  fields  for  each  entry: 

•  A  cache  cutoff,  which  is  the  greatest  depth  at  which  a  search/transform  has  been 
attempted  with  a  particular  set  of  arguments. 

•  A  result,  which  is  a  tree  of  /xOps  that  resulted  from  the  search  at  that  depth. 

The  cache  is  used  to  prune  the  search  in  several  ways,  and  is  discussed  further  in  Section 
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A. 2.  The  Algorithm 

The  code  generation  algorithm  is  a  further  specification  of  the  nondeterministic  algorithm 
presented  in  Chapter  6,  and  resolves  the  following  questions: 

•  At  what  cost  (depth)  should  the  search  be  attempted  at  the  top  level?  What  action 
should  be  taken  if  no  solution  is  found? 

•  How  should  the  search  be  bounded?  In  other  words,  how  should  it  be  decided 
that  a  path  is  no  longer  worth  pursuing? 

•  In  what  order  should  the  nodes  be  examined? 

•  How  should  the  cost  be  allocated  when  a  search  is  decomposed  into  several 
subsearches? 

In  this  discussion,  we  assume  that  the  code  generation  algorithm  is  satisfied  with  a  single 
solution,  and  therefore  terminates  the  search  when  it  finds  a  solution.  Extensions  that  allow 
the  search  to  generate  multiple  solutions  are  discussed  in  Chapter  8. 

A. 2.1 .  Search  cutoff 

The  primary  method  cf  pruning  the  search  is  through  the  use  of  a  search  cutoff-,  whenever 
search  (or  transform)  is  called,  it  is  passed  a  cutoff  that  specifies  the  cost  above  which  a 
solution  is  unacceptable.  Any  search  path  is  immediately  pruned  that  would,  according  to  the 
evaluation  function,  exceed  the  cutoff;  thus  only  paths  that  "show  promise”  are  pursued. 

The  cutoff  is  normally  passed  without  change  down  the  search  tree.  In  two  instances, 
however,  the  cutoff  is  modified.  First,  the  cutoff  is  divided  among  subsearches  when  a  search 
is  decomposed  (see  A. 2.3).  Secondly,  whenever  a  /xOp  is  selected  on  a  particular  search 
path,  the  cost  of  the  fiOp  is  subtracted  from  the  cutoff. 

A. 2.2.  Beginning  the  search 

When  the  code  generator  is  invoked  to  produce  code  for  a  particular  expression,  the 
evaluation  function  estimates  the  cost  of  producing  of  code  for  that  expression.  The  initial 
cutoff  is  determined  by  multiplying  this  estimate  by  a  prespecified  constant  (e.g.,  1.25)  in 
order  to  account  for  the  fact  that  the  evaluation  function  is  often  too  optimistic  in  its  estimates. 

If  the  search  with  the  initial  cutoff  is  unsuccessful,  it  is  increased — again  by  multiplying  by  a 
prespecified  constant— and  the  search  is  retried.  This  process  is  continued  iteratively  until 
either  a  solution  is  found  or  a  time  limit  is  exceeded. 

A. 2. 3.  Allocating  costs  among  sub-searches 
There  are  a  number  of  circumstances  in  which  a  search  is  decomposed  into  subsearches. 
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If  exprl  is  divided  into  expr?  and  expr3  during  a  search  whose  cutoff  is  100,  we  must 

determine  the  values  x  and  y  in 

saarch(120):  exprl 
decompose  search: 
search(x):  expr2 
search(y):  expr3 

In  this  case,  it  is  necessary  to  determine  new  cutoffs  for  each  of  these  subsearches.  During 
the  course  of  our  research,  we  have  tried  four  different  methods  for  determining  such  cutoffs: 

1 .  Pass  the  cutoff  directly  to  each  subsearch.  The  values  for  x  and  y  would  then 
both  be  120  in  the  above  example. 

2.  Use  the  evaluation  function  to  determine  minimum  requirements  for  the  search, 
and  divide  the  “slack"  evenly  among  the  subsearches.  Assuming  that  the 
evaluation  function  "rated”  expr2  at  40  and  expr3  at  30,  x  and  y  would  then  be  65 
and  55,  respectively,  the  slack  of  50  being  divided  evenly  between  expr2  and 
expr3. 

3.  Divide  the  cutoff  so  that  each  subsearch  receives  slack  in  proportion  to  its 
evaluation  function  rating.  In  this  case,  the  cutoff  for  expr2  and  expr3  would  be 
68.6  and  51 .4,  respectively. 

4.  Divide  the  cutoff  so  that  each  subsearch  receives  slack  in  proportion  to  the 
square  of  its  evaluation  function  rating.  In  this  case,  the  cutoff  for  expr2  and 
expt3  would  be  72  and  48,  respectively. 

The  last  three  of  these  methods  have  the  advantage  that  they  guarantee  that  the  total  cost  of 
/xOps  will  be  less  than  the  cutoff,  and  will  prune  the  search  more  quickly  if  the  evaluation 
function  has  been  overoptimistic.  Although  method  3  might  in  some  sense  seem  the 
“fairest",  we  have  found  that  4  is  the  most  effective.  It  appears  that  this  is  because  the 
evaluation  function  is  most  accurate  when  its  result  is  small,  so  a  policy  of  assigning  most  of 
the  slack  to  those  expressions  whose  evaluation  function  is  large  accounts  in  some  manner 
for  the  fact  that  those  expressions  probably  need  more  slack  due  to  an  inaccurate  estimate  by 
the  evaluation  function.  An  exception  to  this  policy  occurs  in  the  case  where  a  search  is 
decomposed  and  the  sequencing  operator  (;)  is  the  outermost  operator.  In  this  case,  the 
searches  are  really  independent,  and  the  slack  is  distributed  proportionally  (i.e.,  method  3). 

A. 2. 4.  Node  ordering  and  selection 

There  are  a  number  of  points  in  the  search  where  a  nondeterministic  choice  must  be  made. 
In  the  transform  function  for  example,  it  is  possible  that  several  axioms  and  constant 
unfolding  axioms  and  the  operand-by-operand  decomposition  are  all  applicable.  In  such  a 
case,  the  evaluation  function  is  used  to  rank  each  potential  choice.  The  lowest-valued  choice 
is  attempted  first,  then  the  second,  third,  and  so  forth,  until  either  the  search  completes 
successfully,  or  all  choices  have  been  exhausted.  In  the  former  case,  search/transform 
returns  successfully:  in  the  latter,  unsuccessfully. 
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A.2.5.  Caching  search  results 

We  have  found  that  the  evaluation  function  alone  does  not  adequately  bound  the  search, 
and  have  therefore  added  a  caching  mechanism.  The  result  of  each  call  to  search  or 
transform  for  a  given  set  of  arguments  is  recorded,  along  with  the  highest  cutoff  value  with 
which  it  was  called.  The  cache  is  used  for  pruning  the  search  in  three  situations: 

•  When  a  search  is  attempted  on  a  result  for  which  a  prior  result  exists  that  satisfies 
the  cutoff  criterion,  the  previously  computed  result  is  used  immediately. 

•  When  an  identical  (unsuccessful)  search  has  already  been  completed  with  a 
cutoff  whose  value  is  greater  than  or  equal  to  the  present  cutoff,  the  local  search 
is  immediately  terminated. 

•  When  an  identical  search  is  already  in  progress,  the  search  is  terminated 
immediately.  This  often  happens  when  a  search  calls  itself  indirectly  as  a  result  of 
the  application  of  two  or  more  axioms  that  “cancel  each  other  out”  (e.g.,  two 
commutative  axioms  applied  consecutively). 

The  transform  cache  is  also  used  by  the  evaluation  function;  this  will  be  discussed  in 
Appendix  B. 

A. 3.  Limiting  Search  Breadth 

In  addition  to  using  the  evaluation  function  and  cache  for  pruning  the  search,  we  have 

introduced  a  number  of  other  rules  for  limiting  the  breadth  of  the  search.  The  first  rule 

requires  that  a  feasible  /iOp  whose  semantics  are  defined  by  an  assignment  statement  have 

the  same  destination  operand  as  the  goal  (not  counting  indices).  This  avoids  a  great  deal  of 

redundancy  resulting  from  the  the  selection  of  /xOps  in  different  orders  during  the  search.  For 

example,  the  solution 

(<-  b  a) 

(<-  c  b) 

(<-  d  c) 

of  (<-  d  a)  could  be  discovered  in  five  different  orders  by  the  heuristic  search.  With  the 
“matching  destination"  rule,  only  one  of  these  orderings  is  considered. 

The  other  three  rules  for  limiting  search  breadth  are  included  as  a  result  of  experiments  that 
led  us  to  conclude  that  the  application  of  axioms  often  causes  the  search  breadth  to  increase 
in  an  unmanageable  manner.  First,  an  axiom  may  be  applied  only  if  it  causes  the  outermost 
operators  of  the  new  expressions  to  match.  Secondly,  an  axiom  or  constant  unfolding  axiom 
may  not  be  applied  if  introduces  an  operator  that  is  not  already  present  in  either  the  goal  or 
current  expression.  Finally,  the  total  number  of  axioms  and  constant  unfolding  axioms 
applied  at  any  node  in  the  search  may  not  exceed  a  predefined  limit,  which  is  a  function  of 
search  depth  (in  terms  of  number  of  axioms  applied),  and  was  introduced  after  experiments 
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revealed  that  the  eager  application  of  axioms  often  causes  enormous  amounts  of  time  to  be 
spent  following  “ridiculous"  paths. 

Pruning  mechanisms  carry  with  them  the  danger  that  branches  leading  to  good  solutions 
might  also  be  lost.  This  has  in  fact  happened  during  our  experiments,  but  we  see  no  way  of 
avoiding  it.  Unless  the  evaluation  function  is  perfect  or  an  exhaustive  search  of  the  solution 
space  is  feasible,  we  must  accept  the  fact  that  some  good  solutions  will  be  missed. 

A.4.  Specification  of  the  Algorithm 

We  are  now  ready  to  present  the  deterministic  version  of  the  code  generation  algorithm. 
Search(goal)  = 

1.  If  a  failure  is  found  in  the  search  cache,  and  the  cache  cutoff  is  as  least  as  large 
as  the  search  cutoff,  return  a  failure. 

2.  If  a  success  if  found  in  the  search  cache,  and  the  search  cutoff  as  least  as  large 
as  the  cache  cutoff,  return  the  result  from  the  cache. 

3.  Otherwise,  mark  the  cache  entry  as  a  failure  (so  that  this  call  to  search  will  not 
directly  or  indirectly  call  itself  with  an  identical  argument)  and  use  the  evaluation 
function  to  select  the  decompositions  (for  sequencing,  iteration  and  looping 
operators)  and  feasible  /xOps  that  have  values  less  than  the  search  cutoff. 
(Feasible  ,aOps  whose  definitions  are  assignment  statments  must  have  destina¬ 
tions  that  match  the  destination  of  the  goal.  Furthermore  the  cost  of  such  a  jiOp 
is  added  to  the  value  of  evaluation  function.)  Then  in  order  of  evaluation  function 
rating,  perform  the  following  to  each  decomposition  or  feasible  jxOp  until  a 
successful  search  is  found  or  all  selected  feasibles  and  decompositions  have 
been  tried: 

•  If  the  selection  is  a  feasible  jaOp,  transform  on  the  respective  sources  and 
destinations,  with  the  cost  of  the  juOp  being  subtracted  from  the  cutoff.  If 
the  outermost  operator  is  an  assignment,  the  transformation  between  the 
destination  operators  is  reversed,  and  the  reverse  index  flag  is  set. 

•  If  the  selection  is  a  decomposition,  the  search  is  decomposed  into  its 
component  parts.  If  the  outermost  operator  of  the  goal  is  a  sequencing 
operator,  data  dependency  links  are  added  between  certain  references  to 
resources  in  the  original  expression.  If  the  goal  expression  is  a  conditional 
or  iteration,  new  flow  graph  nodes  and  links  are  generated. 

In  all  cases,  the  cutoff  is  divided  among  the  search  and  transform  functions  in  the 
manner  described  in  Section  A.2.3. 

4.  Finally,  the  search  cache  is  updated  to  reflect  the  result  of  this  call  to  search. 
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Transform(goal,  current)  s 

1 .  If  a  failure  is  found  in  the  transform  cache,  and  the  cache  cutoff  is  as  least  as 
large  as  the  search  cutoff,  return  a  failure. 

2.  If  a  success  is  found  in  the  transform  cache,  and  the  cost  search  cutoff  as  least 
as  large  as  the  cache  cutoff,  return  the  result  from  the  cache. 

3.  If  the  operands  are  identical  or  if  goal  is  the  undefined  resource,  return  an  empty 
list,  signifying  that  no  /iOps  are  necessary  to  transform  the  first  operand  into  the 
other.  If  the  operands  are  identical  constants  or  resources,  place  a  data 
dependency  link  between  goal  and  current ;  if  the  operands  are  identical 
expressions,  recursively  call  transform  on  each  pair  of  suboperands. 

4.  If  current  is  a  constant  pattern,  and  goal  is  a  “compatible”  literal  constant  or 
constant  pattern,  place  a  data  dependency  link  between  goal  and  current,  and 
create  and  return  a  pseudo-fiOp  whose  operand  is  goal. 

5.  If  both  expressions  are  identical  storage  resources,  but  with  non-identical 
indices,  apply  transform  to  the  indices;  if  the  reverse  index  flag  is  set,  reverse  the 
sense  of  the  transformation. 

6.  If  current  is  a  storage  resource,  and  step  5  does  not  apply  or  did  not  succeed, 
apply  the  fetch  decomposition; 

search;  (<-  current  goal) 

Otherwise,  mark  the  cache  entry  as  a  failure  (so  that  this  call  to  transform  will  not 
directly  or  indirectly  call  itself  with  identical  arguments)  and  use  the  evaluation 
function  to  select  axioms  and  constant  unfolding  axioms  that  result  in  goal 
expressions  that  are  “rated"  below  the  cutoff  value,  eliminating  any  that  fail  to 
satisfy  the  criteria  of  Section  A.3.  If  the  outermost  operators  of  goal  and  current 
are  identical,  and  the  operand-by-operand  decomposition  is  rated  below  the 
cutoff,  also  include  it  in  the  list  of  feasible  axioms.  Then  in  order  of  evaluation 
function  rating,  with  the  decomposition  taking  precedence  if  there  is  a  tie, 
perform  the  following  to  each  decomposition  or  axiom  until  a  successful  search  is 
found  or  all  selected  axioms  and  decompositions  have  been  attempted: 

•  If  an  operand-by-operand  decomposition  is  selected,  call  transform  recur¬ 
sively  on  an  operand-by-operand  basis,  returning  all  /iOps  generated  by 
any  of  the  calls. 

•  If  an  axiom  or  constant  unfolding  axiom  is  selected,  apply  it  to  the  goal  and 
attempt  to  transform  the  modified  goal  into  current. 

In  all  cases,  the  cutoff  is  divided  among  the  search  and  transform  functions  in  the 
manner  described  in  Section  A. 2.3. 

7.  Finally,  the  transform  cache  is  updated  to  reflect  the  result  of  this  call  to 
transform. 
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A. 5.  An  Example 

As  an  example  of  the  algorithm  in  action,  let  us  consider  a  problem  on  the  Puma 
micromachine  [Grishman  78].  (A  description  and  sketch  of  the  Puma  may  be  found  in 
Appendix  E).  The  problem  is  to  add  the  constant  5  to  the  buffer  register,  and  to  store  the 
result  in  the  AC  register.  The  problem  is  especially  interesting  because  the  Puma  has  two 
ALUs:  an  exponent  ALU  (EALU)  and  a  normal  ALU.  The  literal  field  of  the  /il  is  directly 
connected  only  to  the  former,  while  the  buffer  register  is  directly  connected  to  the  latter;  the 
presence  of  two  ALUs,  neither  of  which  is  “obviously”  the  right  one  to  use,  makes  the  job  of 
discovering  the  best  code  sequence  more  difficult. 

The  initial  call,  with  a  cutoff  of  69.60, 

search(69.60) :  (<-  ac  (+  0000006  buffer)) 
is  followed  by  a  few  calls  to  search  and  transform  that  discover  /i Ops  (with  a  total  cost  of  5) 
that  move  the  final  answer  from  the  ALUX  register  to  the  AC.  At  this  point,  the  problem  has 
been  reduced  to 

$earch(64.60):  (<-  alux  (+  0000005  buffer)) 

and  a  decision  must  be  made  about  which  ALU  should  be  used.  From  the  perspective  of  the 

heuristic  search,  the  decision  takes  the  form  of  deciding  which  of  the  feasible  instructions 

alux. or  ■  (<-  alux  (or  alu  a0))  or  alux.alu  ■  (<-  alux  alu) 

should  be  selected  next.  The  evaluation  function  predicts  that  alux. or  is  likely  to  be  less 

expensive,  so  it  is  selected  and  the  “OR  identity”  axiom  is  applied,  resulting  in  the  call 

transform(64.60) :  (or  0000000  (+  0000005  buffer))  ■>  (or  alu  eO) 

This,  in  turn,  results  the  operand-by-operand  decomposition, 

transform(2.02) :  0000000  ■>  alu 
and 

transform(62.68) :  (+  0000005  buffer)  ■>  eO 
with  most  of  the  cutoff  value  being  assigned  to  the  latter  task.  A  /iOp  that  computes  a  zero  in 
the  ALU  is  found  immediately,  but  after  expending  a  moderate  amount  of  effort,  the  search  for 
a  solution  to  the  latter  task  returns  with  failure;  as  it  turns  out,  it  is  impossible  to  move  the 
value  of  the  buffer  register  unmodified  to  an  EALU  input. 

After  this  failure,  the  search  backtracks  to  the  point  where  the  alux.alu  /xOp  is  considered. 
This  leads  to  the  selection  of  a  jiOp 

alu. plus  -  (<-  alu  (+  (+  ac  buffer)  carryln)) 
which  results  in  the  call 

transform(62.60) :  (+  0000005  buffer)  ■>  (+  (+  ac  buffer)  carryln) 
After  applying  the  additive  identity  axiom  and  finding  a  fiOp  that  sets  carryin  to  zero,  the 
problem  is  reduce  to  that  of  transforming  the  constant  “5”  into  AC.  Again  the  jnOps  that  move 
the  value  of  ALUX  to  AC  are  easily  discovered,  so  the  problem  becomes 


Deterministic  Code  Generation  Algorithm 


121 


search(57.60) :  (<-  alux  0000005) 

Again  alux. or  is  selected  ahead  of  alux.alu.  This  time,  however,  the  subproblens  become 

(after  the  "OR  identity’’  axiom  is  applied) 

transform(2.20) :  0000000  ■>  alu 
and 

transform(55 .40) :  0000005  *>  eO 

The  solution  to  the  first  of  these  problems  is  read  from  the  cache;  the  second  results  in  the 
f*Op 

ealu.plus  ■  (<-  ealu  (+  ea  eb)) 

being  selected  (after  finding  the  /iOp  that  moves  data  from  ealu  to  eO).  This,  reduces  the 
problem  to  transforming  the  constant  5  into  the  sum  of  the  two  ALU  inputs: 

transform(52.40) :  0000006  a>  (+  ea  eb) 

In  this  situation,  the  author  expected  the  additive  identity  axiom  to  be  applied,  and  a  zero  to 
moved  to  one  input  from  another  part  of  the  machine.  Instead,  a  constant  unfolding  axiom 
was  applied  that  allowed  the  “-1” — which  is  directly  connected  to  one  of  the  EALU  inputs — to 
be  used:  thus  the  code  that  was  discovered  set  the  literal  field  to  “6”,  and  added  it  to  the  “-1” 
causing  a  “5”  to  be  produced,  thereby  completing  the  search. 


The  entire  search  examined  63  non-trivial  nodes  in  48.33  seconds,  with  a  maximum  search 


depth  of  28  nodes,  and  a  maximum  depth  in  applied  axioms  of  4.  The  resulting  code  is: 


sa.con  6 
eb.ones 
ealu.plus 
ld.eO 
alu.O 
alux. or 
shlo.pass 
ac.  lo 
carry. 0 
alu. plus 
alux.alu 
shlo.pass 
ac.  lo 


load  constant  6  into  “A  ”  input  of  EALU 
load  all  ones  into  "8”  input  of  EALU 
perform  an  addition  in  EALU 
load. register  EO  with  the  output  of  EALU 
set  ALU  function  to  "zero” 

"OR”  constant  5  with  the  zero  from  ALU  output 
pass  constant  5  through  shifter  without  shifting 
load  the  AC  with  the  constant  5  from  shifter 
set  the  ALU  can ,  input  to  0 
add  the  values  in  the  BUFFER  and  AC  together 
do  not  "OR"  the  value  of  EO  with  ALU  output 
pass  final  result  through  shifter  without  shifting 
load  the  AC  with  the  final  result  from  shifter 
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Appendix  B 

The  Evaluation  Function 

This  appendix  describes  the  evaluation  function  that  is  used  to  guide  the  heuristic  search. 
It  is  our  hope  that  someone  who  understands  its  contents  will  be  able  to  reproduce  (and 
probably  improve  upon)  the  code  generator;  there  are  therefore  necessarily  many  details.  A 
casual  reader  may  wish  to  ignore  this  appendix  altogether. 

Nilsson  [Nilsson  80]  claims  that  the  evaluation  function  is  a  critical  component  of  any 
heuristic  search.  We  certainly  agree  with  his  assessment;  More  time  was  spent  testing  and 
modifying  the  evaluation  function  than  any  other  single  component  of  the  microcode 
generation  system  because  the  entire  search  depends  on  its  estimates  being  reasonably 
accurate. 

The  evaluation  function  in  our  system  compares  two  expressions  and  estimates  the  cost  of 
transforming  the  first  into  the  second.  It  is  important  that  the  evaluation  function  take  into 
account  the  overall  searching  strategy,  the  /iOps  available  on  the  target  architecture,  and  the 
axioms  that  are  available  for  performing  transformations.  The  success  of  code  generation 
process  is  largely  dependent  on  the  accuracy  with  which  the  evaluation  function  reflects  the 
heuristic  search. 

The  evaluation  function  makes  use  of  a  number  of  distance  tables ,  which  contain  estimates 
of  the  cost  of  transformations  or  data  movements  between  storage  resources,  operators  and 
constants.  When  two  atomic  operands  (a  storage  resource  or  constant)  are  compared,  the 
evaluation  function  generally  performs  a  table  lookup.  When  one  or  both  of  the  operands  is 
an  expression,  portions  of  the  expression  are  compared  in  different  combinations  to  arrive  at 
an  estimate  of  the  “distance”  from  one  expression  to  another.  This  generally  involves 
recursive  calls  to  the  evaluation  function;  the  distance  tables  are  therefore  ultimately  used  in 
all  cases. 

In  order  to  increase  the  efficiency  of  the  evaluation  function,  we  have  introduced  a  cutoff 
parameter,  which  allows  the  computation  to  be  terminated  early  in  many  cases.  The  cutoff  is 
useful  because  it  is  often  the  case  that  the  search  and  transform  functions  are  only  interested 
in  a  solution  whose  value  is  below  a  certain  threshold.  In  such  cases,  the  evaluation  function 
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computation  is  terminated  as  soon  as  it  determines  that  its  value  is  above  the  cutoff 
threshhold.  Measurements  suggest  that  the  use  of  this  cutoff  increases  the  speed  of  the 
evaluation  function  by  about  a  factor  of  two. 

The  remainder  of  this  section  is  organized  as  follows:  Some  preliminary  definitions  are 
given,  followed  by  a  description  of  the  data  structures  that  are  used.  Then,  the  algorithm  itself 
is  described,  followed  by  detailed  examples.  Finally,  the  evaluation  function  is  analyzed  in 
terms  of  its  effectiveness,  with  particular  emphasis  on  its  known  shortcomings. 

B.l.  Some  Definitions 

Before  discussing  the  evaluation  function  itself,  we  wish  to  define  a  few  terms  that  will  be 
used  throughout  the  section.  For  these  definitions,  we  will  assume  that  X  and  Y  are 
expressions  as  defined  in  Section  5.2.2,  and  that  E  is  the  expression 
(+  4  (and  %mask  (rotate  abus  regf 11e[23]))) 

The  first  few  definitions  are  quite  simple.  Atoms(E)  represents  the  set  of  all  atomic 
operands  of  E  (i.e.,  storage  resources  and  constants,  excluding  indices):  “4”,  “%mask”, 
“abus”  and  “regf  lie”.  SubOpds(E)  are  the  top-level  operands  of  E:  "(and  %mask  ...)” 
and  “4”.  Operators(E)  are  the  operators  in  E:  "+",  “and”  and  “rotate”,  while  Size(E )  is  the 
total  number  of  operators  and  atoms  in  £,  excluding  indices,  which  in  this  case  is  seven. 
Finally,  the  outermost  operator  of  an  expression  is  the  operator  in  the  leftmost  position  as  it  is 

itten;  OuterOp(E)  is  “+". 

The  other  terms  deal  with  properties  of  the  operators  themselves,  or  define  data  st'ructures 
used  by  the  evaluation  function.  The  index  cost  of  an  indexed  storage  resource  (e.g., 
regf11e[23])  is  the  cost  of  transforming  the  actual  index  (e.g.,  23)  into  an  operand  that 
actually  indexes  the  resource  in  a  fiOp  definition.  Thus,  if  there  were  a  fiOp  with  the 
semantics 

(<-  abus  (regflle  [regldx])) 

then  lndexCost{regfile[ 23])  would  be  the  cost,  as  estimated  by  the  evaluation  function,  of 
transforming  23  into  regidx.  If  more  than  one  such  expression  occurs  in  the  /nOp  definitions, 
the  smallest  value  is  used. 

The  table  cost  between  two  operands/atoms,  denoted  is  the  cost  of  transforming  or 
moving  the  first  to  the  second  as  determined  by  a  table  lookup.  A  discussion  of  the  tables 
may  be  found  in  Section  B.2.1 .  *• 

The  data  operands  of  an  expression  are  those  suboperands  for  which  the  operator  may  act 
as  an  identity  operator,  given  the  proper  values  for  the  other  suboperands.  This  information  is 
used  by  the  evaluation  function  in  estimating  how  data  may  be  routed.  For  example,  both 
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operands  of  the  “  +  ’’  operator  are  data  operands,  as  zero  may  act  as  either  the  left  or  right 
identity.  The  second  (but  not  the  first)  operand  of  the  “rotate”  operator  is  a  data  operand 
because  rotate  has  a  left  identity  but  no  right  identity. 

The  identity  cost  of  an  operator  is  the  difficulty,  according  the  evaluation  function,  of 
transforming  the  operator  into  the  identity  operator,  and  is  found  by  table  lookup,  ident'itop. 
The  identity  depth  of  one  expression  within  another  is  the  sum  of  the  identity  costs  of  all 
operators  that  are  ancestors  of  the  first  expression  in  the  second.  It  is  an  estimate  of  the  cost 
of  transforming  the  first  expression  into  the  second  by  the  application  of  identity  axioms. 

The  juOp  expressions  of  an  operator  are  those  expressions  occurring  in  the  fiOp  definitions 
that  contain  either  the  operator  itself,  or  a  “closely  related"  operator,  the  evaluation  function 
uses  these  expressions  to  determine  whether  a  particular  operation  can  be  performed 
anywhere  on  the  micromachine. 

Finally,  we  define  the  axiom  factor,  a  “fudge  factor”  that  is  used  to  account  for  the  fact  that 
an  axiom  often  brings  new  operators  and  operands  into  the  search.  In  transforming  (not  A) 
into  B,  for  example,  one  may  have  to  account  for  the  fact  that  the  axiom 
(not  $1)  : :  (xor  -1  $2) 

introduces  a  new  operator,  XOR,  and  new  literal,  “-1”.  The  axiom  factor  is  a  very  rough 
estimate  of  the  the  extra  ju.Ops  that  are  necessary  to  generate  these  new  additional  constants 
and  operators.  The  axiom  factor  is  defined  as  a  percentage  (currently  14%)  of  the  cost  of  the 
entire  fil  (i.e..  the  sum  of  the  costs  of  all  conflicts)_and  is  used  to  by  the  evaluation  function  to 
multiply  costs  involving  operator  comparisons. 

B.2.  Data  Structures 

The  evaluation  function  uses  several  data  structures  in  performing  its  task.  As  was 
mentioned  earlier,  there  are  a  number  of  tables  which  estimate  the  distance  between 
constants,  resources  and  operators.  In  addition  to  these  tables,  the  evaluation  function 
makes  use  of  a  cache  of  previous  results,  lists  of  expressions  involved  in  indexing  resources, 
and  certain  information  about  operators,  such  as  which  ones  are  commutative. 

B.2.1 .  Distance  tables 

Five  distance  tables  are  used,  four  of  which  contain  estimates  of  the  cost  of 
transforming/moving  some  quantity  to  a  storage  resource.  The  resource-resource  table 
specifies  the  cost  of  moving  data  from  any  (storage)  resource  to  any  other.  The 
operator-resource  table  gives  the  cost  of  performing  a  particular  operation,  and  then  moving 
the  data  from  that  operation  to  the  specified  resource.  The  literal-resource  table  specifies  the 
cost  of  moving  "commonly  used"  literals  to  the  resource — in  our  implementation,  such  literals 
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are  defined  to  be  the  integers  -1,  0,  and  1.  Finally,  the  pattern-resource  table  defines  the 
distance  between  any  constant  pattern  and  a  particular  resource.  The  other  distance  table  is 
the  operator-operator  table,  which  defines  a  how  closely  related  a  pair  of  operators  is. 
Sample  distance  tables  are  given  in  Section  B.4.1. 

Once  the  values  contained  in  these  tables  are  computed,  they  remain  fixed  until  the 
micromachine  definition  or  axioms  are  changed.  The  operator-operator  table  is  computed  in 
four  steps: 

1.  Initially  the  cost  of  each  distance  in  the  table  is  set  to  infinity,  except  that  the 
distance  between  an  operator  and  itself  is  set  to  zero. 

2.  The  “cost”  of  each  axiom  is  computed  by  counting  the  number  of  operators  and 
constants  it  introduces. 

3.  The  distance  from  one  operator  to  another  is  the  minimum  axiom  cost  in  which 
the  first  operator  occurs  on  the  left  side,  and  the  second  occurs  on  the  right  side. 

The  distance  from  the  identity  operator  to  any  other  operator  is  computed  by 
considering  axioms  of  the  form 

$1  ::  (op  opdl  opd2 ) 

to  be 

(Ident  $1)  ::  (op  opdl  opd2) 

4.  A  transitive  closure  is  taken  on  the  entire  table. 

The  “distance"  from  one  operator  to  another  is  defined  to  be  the  product  of  their  table  value 
and  the  axiom  factor. 

The  resource-resource,  literal-resource,  operator-resource,  and  pattern-resource  tables 
are  determined  by  considering  all  /xOps  whose  semantics  are  defined  by  an  assignment 
statement.  The  distance  to  the  destination  resource  from  any  other  resource  (or  literal, 
pattern,  operator)  is  computed  by  adding  the  cost  of  the  pOp  and  the  identity  depth  of  the 
latter. 

After  the  table  entries  have  been  computed,  transitive  closures  are  taken  with  the 
resource-resource  table  to  account  for  literals,  patterns,  operation  resources  that  must  pass 
through  intermediate  resources.  In  addition,  a  transitive  closure  is  taken  on  the 
resource-resource  table  with  respect  to  the  operator-resource  table  to  account  for  the 
application  of  axioms  during  the  heuristic  search. 

Conceptually,  there  is  one  more  table,  the  literal-pattern  table,  which  contains  the 
"distance”  from  each  literal  and  each  pattern.  This  “table”  is  implemented  in  the  code, 
however,  in  order  to  save  space— a  16-bit  machine  with  4  patterns  would  require  4-216  table 
entries  otherwise.  For  each  pattern  there  exists  a  routine  which  determines  whether  a  literal 
matches,  almost  matches,  or  fails  to  match  it. 
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B.2.2.  Caches 

In  order  to  take  advantage  of  the  fact  that  the  same  expressions  tend  to  be  repeatedly 
compared  during  a  given  search,  the  evaluation  function  maintains  a  distance  cache,  in  which 
previously  computed  values  may  be  looked  up  rather  than  recomputed.  The  transform  cache 
is  also  used  for  operand  pairs  on  which  transform  has  already  been  called;  when  such  a 
cache  entry  is  available,  the  evaluation  function  returns  an  exact  value  instead  of  an  estimate. 

B.2.3.  Other  data  structures 

Several  other  data  structures  are  used  in  addition  to  the  distance  tables  and  caches.  The 
index  table  contains  for  each  indexed  storage  resource  a  list  of  expressions  that  appear  as 
indices  for  that  resource  in  the  /xOp  definitions.  It  is  used  to  determine  the  index  cost  of  an 
operand. 

The  operator-expression  table  contains  the  pOp  expressions  for  each  operator,  and  is  used 
to  determine  a  lower  bound  on  the  least  expensive  way  to  compute  a  given  expression.  The 
commutativity  and  associativity  vectors  are  bit  vectors  that  specify  whether  a  given  operator  is 
commutative  and/or  associative,  and  are  computed  by  examining  the  axioms.  Finally,  the 
data  operand  table  specifies  for  each  operator  which  of  its  operands  are  data  operands. 

B.3.  The  Evaluation  Function  Algorithm 

We  are  now  ready  to  present  the  algorithm  itself,  which  computes  a  “distance”  from  one 
operand/operator  to  another.  We  use  the  word  distance  loosely  here  because  it  is 
unidirectional;  it  is  used  in  the  rest  of  this  section  for  lack  of  a  better  term. 

The  evaluation  function  is  actually  a  synthesis  of  three  different  functions.  The  distance 
function  (DF)  compares  suboperands  and  operators  recursively  and  in  different  combina¬ 
tions.  The  associative  distance  function  (assocDF)  compares  operators  and  atomic 
operands,  without  regard  for  the  structure  of  either  expression.  The  size-based  distance 
function  (sizeDF)  is  a  function  of  the  difference  in  the  number  of  nodes  in  the  expression  tree. 
The  evaluation  function  is  computed  by  taking  the  larger  of  the  size-based  distance  function 
and  a  weighted  sum  of  the  other  two: 

EF  =  Max(sizeDF,  Min{DF,  0.9  x  assocDF  +  0.1  XDF)) 

The  purpose  of  the  weighting  between  the  associative  distance  function  and  the  distance 
function  is  to  break  ties,  which  are  often  generated  by  the  associative  distance  function. 
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B.3.1 .  The  distance  function 

The  distance  function  first  checks  the  transform  cache,  returning  the  cost  of  the  transform 
if  it  finds  that  a  successful  transform  has  been  attempted,  if  it  finds  an  unsuccessful  transform 
with  a  high  enough  cutoff,  it  also  returns  returns  a  lower  bound  on  the  cost  of  the  transform, 
which  it  reads  from  the  cache.  If  a  result  cannot  be  inferred  from  the  transform  cache,  the 
distance  cache  is  checked.  If  no  entry  is  found  in  the  distance  cache,  the  computation 
depends  on  the  types  of  operands  that  are  being  compared: 

If  the  second  operand  is  a  constant,  the  first  operand  must  be  a  “compatible"  constant: 

•  Literal  constant  =  >  literal  constant.  If  the  values  are  equal,  their  distance  is 
0.  If  their  values  are  “almost  equal”,  which  for  our  purposes  means  that  the 
former  can  be  converted  to  the  latter  by  adding  or  subtracting  1,  or  by 
complementing  or  negating,  their  distance  is  defined  to  be  a  predefined  positive 
integer — currently  ten  times  the  axiom  factor — signifying  that  the  constants  are 
"close”;  otherwise  the  distance  is  infinite. 

•  Literal  constant  =  >  constant  pattern.  If  the  literal  matches  the  constant,  the 
distance  is  zero.  If  it  “almost”  matches,  the  distance  is  the  predefined  constant 
described  above;  otherwise  their  distance  is  infinite. 

•  Constant  pattern  =  >  constant  pattern.  The  distance  is  either  zero  or  infinite, 
depending  on  whether  the  first  pattern  is  a  subset  of  the  second. 

•  Anything  else  =  >  literal  constant  or  constant  pattern.  The  distance  is 
defined  to  be  infinite. 

If  the  first  operand  is  a  constant  or  storage  resource,  and  the  second  is  something  other 
than  a  constant,  the  distance  tables  are  used: 

•  Literal  constant  or  constant  pattern  =>  resource.  The  pattern-resource 
table  is  examined  to  determine  the  smallest  distance  to  the  resource  from  any 
pattern  that  matches  the  first  operand.  If  the  first  operand  is  a  literal  constant 
between  -2  and  2,  the  literal-resource  table  is  also  used  to  further  minimize  the 
value.  The  index  cost  of  the  second  operand  is  also  added. 

•  Resource.!  =  >  resource2.  The  resource-resource  table  is  used  to  estimate  the 
cost  of  moving  data  from  resource.,  to  resource^  the  index  cost  of  each  operand 
is  then  added. 

•  Literal  constant,  constant  pattern  or  resource  =>  expression.  The 
minimum  over  all  atomic  operands  in  the  expression  is  taken  of  the  distance  from 
the  first  operand  to  the  given  atomic  suboperand  plus  the  identity  depth  of  the 
atomic  suboperand.  If  the  expression  evaluates  to  a  constant,  it  is  folded  before 
the  comparison. 

Min  DF(opdve )  +  ldentDepth(e) 

g  €  expression 

When  the  first  operand  is  an  expression,  the  computation  is  dependent  on  its  outermost 
operator  and  the  type  of  second  operand: 


The  Evaluation  Function 


129 


•  (Flow  opd )  s  >  anyOperand.  When  only  a  flow  result  is  being  passed,  the  value 
computed  is  the  smallest  distance  from  any  atomic  suboperand  of  opd  to  the 
second  operand. 

Min  DF{op,  anyOperand ) 

op  e.Atoms(opd) 

•  Expression  =  >  resource.  When  the  first  operand  is  an  expression  and  the 
second  is  a  resource,  lower  bounds  on  the  distance  from  expression  to  resource 
are  computed  in  two  ways;  the  value  returned  as  the  distance  is  the  largest  of 
these  lower  bounds.  The  first  lower  bound  is  computed  by  computing  the 
distance  from  each  atomic  operand  in  expression  to  resource,  adding  it  to  its 
identity  depth  in  expression,  and  selecting  the  largest  such  sum. 

Max  ( a~^  resource )  +  IdentDepthfa) 

a  zAtoms(expression) 


The  second  bound  is  computed  by  finding  the  smallest  distance  between 
expression  and  any  pOp  expression  of  the  outermost  operator  of  expression,  and 
adding  it  to  the  distance  from  latter  to  resource. 

OuterOp(expression)i*resource  + 

Min  DFfexpression,  e) 

e  e  MuopExprs(OuterOp{expression )) 


•  «-  dstt  src.,)  =  >  (<•  dst2  src2).  The  distance  from  src1  to  src2  is  added  to  the 
distance  from  dst2  to  dstr 

DF(srCi,src2)  +  DF[dst2,dst ,) 

•  Expression  =>  expression^  If  the  outermost  operators  are  identical,  the 
distances  are  added  together  on  an  operand-by-operand  basis. 


It  operand  Index 


DFfSubOpds^expressionJ^SubOpdsfexpressionJi )) 


If  the  operator  is  commutative,  an  attempt  is  made  to  reduce  this  amount  by 
performing  the  computations  with  the  operands  reversed.  If,  on  the  other  hand, 
the  outermost  operators  differ,  the  sum  of  the  minimum  distances  between  each 
suboperand  of  expression  ?  and  any  suboperand  of  expression 2  is  added  to  the 
table  distance  between  the  operators. 

OuterOp{expression,)~u*OuterOp(expression2)  + 

£  Min  DF^y) 

x  zSubOpdsiexpression ,)  y  tSubOpds(expression2) 

Whether  the  outermost  operators  are  identical  or  not,  an  alternative  computation 
is  used  when  smaller  than  the  above:  the  minimum  of  the  distance  from 
expression }  to  any  suboperation  of  expression 2  plus  the  identity  depth  of  the 
latter. 


Min  IdentDepth(x)  +  DF(expressionvx) 

x  €  SubOpds(expresslon2) 
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B.3.2.  Associative  distance 

The  associative  distance  function  computes  an  “alternate  distance"  between  two  expres¬ 
sions.  Although  we  use  the  term  associative,  its  purpose  is  more  or  less  to  compute  distances 
between  all  operators  in  the  expression  and  between  all  resources/constants  in  the 
expression  without  regard  to  parenthesization  or  order.  Thus,  it  also  accounts  for  other 
axioms,  such  as  distributive  ones. 

The  associative  distance-  between  two  assignment  statements  is  simply  the  sum  of  the 
associative  distances  between  their  corresponding  operands,  with  the  direction  reversed  for 
the  destination  operands.  Otherwise  the  associative  distance  from  one  operand  to  another  is 
the  sum  of  four  quantities: 

1.  The  sum  of  the  minimum  distances  from  each  “difficult"  operator  to  any  resource 
in  the  second  operand  is  computed.  A  “difficult”  operator  is  one  that  appears  in 
the  opd„  but  not  in  opd2,  and  cannot  be  removed  from  the  first  by  the  application 
of  an  axiom  without  introducing  additional  operators. 

]C  Min  o**»r 

o (.difficult  r(Atoms(opd2) 

2.  The  maximum  of  the  minimum  distances  from  each  resource  or  constant  in  opd, 
to  any  resource  or  constant  in  opd2. 

Max  Min  x~i*y 

x(Atomsfopdy)  y(Atoms(opd2 ) 

3.  The  difference  in  size  between  opd,  and  o pd2,  multiplied  by  the  axiom  factor. 

4.  A  predefined  constant,  currently  five  times  the  axiom  factor,  to  account  for  the 
fact  that  the  associative  distance  function  ignores  structure,  and  would  therefore 
tend  to  dominate  other  distance  computations. 

B.3.3.  Size-based  distance 

The  purpose  of  the  size-based  distance  computation  is  to  introduce  a  penalty  when  the  size 
of  the  two  operands  differs  greatly.  It  is  computed  by  multiplying  by  the  difference  in  size  of 
the  two  expressions  by  the  axiom  factor. 

AxiomFactor  x  |  Size(opd ,)  -  Size(opd2 )  j 
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B.4.  Examples 

In  this  section,  a  simple  hypothetical  micromachine  is  described,  the  associated  distance 
tables  are  presented,  and  a  few  examples  are  given  to  demonstrate  how  the  evaluation 
function  works. 


B.4.1.  Sample  micromachine 

Table  B-1  shows  the  expression  for  each  /iOp  in  the  hypothetical  machine  along  with  its 
cost, 


(<-  arog  gpr[Xw11d]) 

cost  4 

(<-  areg  fbus) 

cost  2 

(<-  breg  (and  Xmask  fblatch)) 

cost  5 

(<-  breg  Xwlld) 

cost  5 

(<-  fbus  (+  areg  breg)) 

cost  4 

(<-  fbus  (-  areg  breg)) 

cost  4 

(<-  fbus  (and  areg  breg)) 

cost  4 

(<-  fbus  0) 

cost  4 

(<-  gpr[Xw11d]  fbus) 

cost  2 

(<-  fblatch  fbus) 

cost  1 

Table  B- 1 :  /iOp  expressions. 

while  Table  B-2  shows  the  relevant  portion  of  the  operator-operator  table,  derived  from  the 
axioms  in  Appendix  C.  In  this  case,  the  table  values  are  estimates  of  the  “similarity”  of  two 
operators. 


and 

+ 

_ 

ident 

and 

0 

00 

00 

00 

+ 

00 

0 

1 

oo 

- 

00 

2 

0 

oo 

ident 

2 

2 

3 

0 

Table  B-2: 

Operator- operator  table. 

The  remaining  tables  assume  that  the  axiom  factor  is  two  (2),  implying  that  the  “distance” 
between  a  pair  of  operators  is  twice  the  table  entry.  Table  B-3  is  the  resource-resource  table ; 
the  entries  with  an  asterisk  (*)  are  those  derived  directly  from  the  /tOps;  the  remaining  entries 
were  computed  by  the  transitive  closure. 

Table  B-4  is  the  operator-resource  table,  B-5  is  the  literal-resource  table,  and  B-6  is  the 
pattern-resource  table. 

The  index  table  for  the  machine  contains  a  single  entry,  Xwlld,  for  the  gpr  resource.  The 
operator-expression  table  contains  entries  for  three  operators: 
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areg 

breg 

fbus 

gpr 

fblatch 

areg 

0* 

18 

8* 

10 

9 

breg 

fbus 

10 

2* 

0* 

10 

8* 

0* 

10 

2* 

9 

1* 

9pr 

4* 

22 

12 

o' 

13 

fblatch 

19 

9* 

17 

19 

0* 

Table  B-3: 

Resource-resource  table. 

areg 

breg 

fbus 

gpr 

fblatch 

and 

6 

6’ 

4* 

6 

6 

+ 

6 

14 

4* 

6 

5 

- 

6 

14 

4* 

6 

5 

ident 

8 

7 

6 

8 

7 

Table  B-4: 

Operator- resource  table. 

areg 

breg 

fbus 

gpr 

fblatch 

-1 

16 

6* 

13 

16 

14 

0 

8 

12 

4* 

6 

6 

1 

16 

6* 

13 

16 

14 

Table  B-5: 

Literal-resource  table. 

areg 

breg 

fbus 

gpr 

fblatch 

%wild 

16 

6* 

13 

16 

14 

%mask 

16 

6* 

13 

16 

14 

Table  B-6: 

Pattern -resource  table. 

and  (and  %mask  fblatch)  (and  areg  breg) 

+  (+  areg  breg)  (-  areg  breg) 

(-  areg  breg)  (+  areg  breg) 

B.4.2.  Examples  of  the  evaluation  function  in  action 

Let  us  consider  the  distance  from 

(+  3  fblatch)  to  (+  areg  breg) 
on  the  machine  just  described.  This  is  computed  as  specified  in  Section  B.3: 

1.  The  sum  of  the  operand-by-operand  distances  is  24.  The  distance  from  “3"  to 
areg,  15,  is  found  in  the  pattern-resource  table-,  '‘3’’  matches  both  %wild  and 
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Xmask,  so  the  minimum  distance  is  chosen — in  this  case  they  are  identical.  The 
distance  from  fblatch  to  breg,  9,  is  found  in  the  resource-resource  table. 

2.  Because  “  +  ”  is  commutative,  the  computation  is  also  considered  with  the 
operands  reversed.  The  distance  from  “3”  to  breg  is  5,  while  the  distance  from 
fblatch  to  areg  is  19.  Again,  the  total  is  24. 

3.  Next  an  attempt  is  made  to  use  “  +  ”  in  the  second  operand  as  an  identity 
operator.  Its  identity  cost  (4)  is  added  to  the  distance  from 

(+  3  fblatch)  to  areg 
which  is  23,  resulting  in  a  total  of  27. 

4.  The  same  is  also  attempted  with  the  other  operand: 

(+  3  fblatch)  to  breg 
resulting  in  a  distance  of  30,  and  a  sum  of  34. 

5.  Finally,  the  associative  distance  is  attempted;  in  this  case,  the  computation  is 
quite  simple  because  there  are  no  "difficult”  operators,  and  the  expression  sizes 
are  identical:  10  (i.e.,  five  times  the  axiom  factor )  is  added  to  9,  the  max/mi n 
distance  between  atoms  in  the  first/second  operands,  giving  the  result  19. 

The  distance  function  result  is  24,  the  minimum  of  the  first  4  computations.  Because  the 
associative  distance  is  smaller,  the  final  result  is  90%  of  19  plus  10%  of  24,  or  19.5;  the 
size-based  distance  does  not  affect  the  result  in  this  case  because  the  expression  sizes  are 
identical. 

Next,  consider  a  similar  problem,  the  distance  from 
(+  3  fblatch)  to  (-  areg  breg) 

In  this  case,  the  outermost  operators  are  different,  so  different  computations  are  performed: 

1 .  The  three  distances, 

“+”  to 

(3  to  areg)  min  (3  to  breg) 
and 

(fblatch  to  areg)  min  (fblatch  to  breg) 
which  are  2,  5,  and  9,  respectively,  resulting  in  a  sum  of  16. 

2.  Next  an  attempt  is  made  to  use  in  the  second  operand  as  an  identity  operator. 

Its  identity  cost  (6)  is  added  to  the  distance  from 

(+  3  fblatch)  to  areg 
which  is  23,  resulting  in  a  total  of  29. 

3.  The  same  is  also  attempted  with  the  other  operand: 

(+  3  fblatch)  to  breg 
resulting  in  a  distance  of  30,  and  a  sum  of  36. 

4.  The  associative  distance  is  25.  As  in  the  previous  case,  there  are  no  difficult 
operators,  the  max/min  distance  is  9,  and  the  fixed  constant  is  10.  Here,  however 
the  distance  from  “  +  ’’  to  (2)  and  a  size  difference  penalty  of  4  are  also 
added. 
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The  distance  function  result  is  16,  the  minimum  of  the  first  three  computations;  this  is  also  the 
final  result  because1  the  associative  distance  is  larger  and  the  size-based  distance  (4)  is 
smaller. 

One  might  think  it  peculiar  that  the 

(+  3  fblatch)  to  (-  areg  brag) 
distance  is  smaller  than  that  of 

(+  3  fblatch)  to  (+  areg  breg) 

since  the  expression  pairs  are  identical  except  that  the  former  has  more  distant  operators. 
This  anomaly  is  discussed  in  Section  B.5. 

The  next  example, 

(+  3  fblatch)  to  areg 
was  a  subcomputation  in  the  previous  two  examples: 

1 .  The  first  lower  bound  for  the  distance  function  is  the  maximum  “distance  plus' 
identity  depth”  from  “3”  or  fblatch  to  areg.  The  distances  are  15  and  19 
respectively,  and  both  identity  depths  are  4,  so  the  result  of  this  step  is  23. 

2.  The  second  lower  bound  is  the  distance  from  “  +  ”  to  areg  (4)  plus  the  smallest 
distance  from  the  expression  to  any  member  of  the  set  MuopExprs(“  +  ").  The 
two  members  of  this  set  are 

(+  areg  breg)  and  (-  areg  breg) 

In  the  previous  examples,  we  saw  that  second  of  these  expression  gives  us  the 
smallest  result,  16,  so  the  value  computed  by  this  step  is  22. 

3.  The  associative  distance  is  the  sum  of  the  distance  from  “  +  "  to  areg  (6),  the 
maximum  distance  of  “3”  or  fblatch  to  areg  (19),  the  size-based  distance  (4),  and 
the  fixed  constant  (10),  or  39. 

The  largest  of  the  first  two  results,  23,  is  selected  as  the  distance  function  value ;  because  the 
associative  distance  is  larger,  and  the  size  difference  (4)  is  larger,  23  is  selected  as  the  final 
result. 

The  attentive  reader  may  have  noticed  that  the  evaluation  of  the  distance  from 
(+  3  fblatch)  to  areg 
requires  the  evaluation  of  the  distance  from 
(+  3  fblatch)  to  (+  areg  breg) 
and  vice  versa,  because  the  former  evaluation  computes  the  distance  from 
(+  3  fblatch) 

to  each  element  of  MuopExprs(" +  ’’).  The  caching  mechanism  ensures  that  indefinite 
recursion  does  not  occur  by  prohibiting  any  computation  to  be  performed  when  an  identical 
computation  is  in  progress. 

The  final  example  involves  a  resource  with  an  index,  estimating  the  distance  from 
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(<-  gpr[3]  areg)  to  (<-  fbus  (and  areg  breg)) 

This  distance  is  computed  by  adding  the  distances 

(and  areg  breg)  to  areg 
and 

fbus  to  gpr[3] 

The  first  of  these  is  computed  by  adding  the  identity  cost  of  the  AND  operation  (4)  to  the 
smallest  distance  from  any  suboperand  of  the  expression  to  areg,  which  in  this  case  is  0.  The 
second  value  is  computed  by  adding  table  distance  from  fbus  to  gpr  (2),  to  the  index  cost  (0) 
which  is  the  distance  from  “3”  to  %w1 1  d.  Thus  the  total  value  is  6. 

B.5.  Shortcomings  of  the  Evaluation  Function 

Although  we  have  found  that  the  evaluation  function  is  usually  effective  in  guiding  the 
heuristic  search,  it  should  be  evident  from  the  examples  that  it  computes  only  a  rough 
approximation  of  the  true  cost  of  performing  the  actual  transformation.  The  next  few 
paragraphs  discuss  some  of  its  weaknesses  that  became  evident  during  experimentation. 

A  weakness  mentioned  previously  is  that  the  distance  from 
(+  3  fblatch)  to  (+  areg  breg) 
was  estimated  to  be  greater  than  the  distance  from 
(+  3  fblatch)  to  (-  areg  breg) 

This  is  because  the  evaluation  function  requires  the  operands  to  be  matched  in  a  one-to-one 
correspondence  when  the  outermost  operators  are  identical— thus  either  “3”  or  fblatch  must 
be  matched  with  areg — while  the  constraints  are  less  strict  when  the  operators  are  not 
identical — both  “3”  and  fblatch  can  be  match  with  breg.  A  one-to-one  correspondence  is  not 
always  possible  when  the  outermost  operators  are  different;  the  expressions  may  differ  in  the 
number  of  suboperands,  for  example.  Thus  the  estimate  may  be  less  accurate,  and 
sometimes  lower,  when  the  primary  operators  differ. 

The  evaluation  function  performs  very  poorly  in  the  presence  of  expressions  that  include 
rotation  or  bit  extraction  operators.  Our  heuristic  searches,  for  example,  are  not  able  to 
discover  that  a  rotation  by  8  can  be  performed  by  rotating  by  5,  and  then  later  rotating  by  3.  It 
appears  to  us  that  in  order  to  handle  rotation  and  bit  extraction  correctly,  it  would  be 
necessary  to  have  b2  separate  distance  tables  for  every  one  that  currently  exists — where  b  is 
the  word  length  of  the  machine — in  order  to  make  estimates  such  as  “the  distance  from 
resource  A,  rotated  by  7,  field  length  5".  During  the  course  of  this  research,  we  attempted  to 
approximate  this  information  by  adding  5  or  6  more  tables,  but  the  experiment  was  not 
successful. 

Another  inaccuracy  in  the  evaluation  function  is  its  use  of  the  axiom  factor  and  multiples 
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thereof,  to  estimate  the  cost  of  unknown  operations.  In  some  cases  the  estimate  is  too  high, 
while  in  others  it  is  too  low. 

The  size-based  distance  can  also  be  a  cause  of  inaccuracy  because  it  assumes  that  the 
distance  between  two  operands  that  differ  greatly  in  size  will  be  great.  This  is  not  true  if  there 
is  an  inexpensive  /xOp  whose  semantics  are  specified  by  a  large  expression.  For  example,  if 
the  fiOp 

(<-  areg  (and  (+  Xmask  gpr[3])  (rot  Xwlld  fbus))) 
had  a  cost  of  2,  the  size- based  distance  would  cause  the  total  distance  from 
(and  (+  Xmask  gpr[3])  (rot  Xwlld  fbus))  to  areg 
to  be  14  (7  times  the  axiom  factor),  even  though  the  transformation  could  be  performed  by  the 
search  at  a  cost  of  2. 

Because  the  evaluation  function  is  often  inaccurate,  one  might  ask  the  question,  Why  not 
improve  it?  We  answer  this  by  saying  that  we  have  improved  it  many  times  already — the 
reader  only  need  refer  to  the  Section  B.3  to  verify  that  it  is  quite  complex;  it  is  necessary  to 
choose  some  stopping  point  in  order  to  report  on  this  research.  The  evaluation  function 
appears  to  be  accurate  enough  to  be  able  to  guide  a  large  number  of  relatively  deep 
searches. 


List  of  Axioms  Used  in  Experiments 


137 


Appendix  C 

List  of  Axioms  Used  in  Experiments 


This  appendix  contains  the  list  of  axioms  that  were  used  for  the  examples  in  chapters  6  and 

8. 


notid  SI  ::  (not  (not  $1)): 

anddemorg  (and  SI  S2)  ::  (not  (op  (aval  (not  SI))  (eval  (not  S2)))); 
ordemorg  (or  SI  S2)  ::  (not  (and  (eval  (not  $1))  (eval  (not  $2)))): 
unmindef  (--  SI)  ::  (-  0  SI); 

mindef  (-  SI  S2)  ::  (+  (+  SI  (eval  (not  S2)))  1); 
plusid  St  : :  (+  0  SI): 
unminio  St  ::  (--  (eval  (--  St))); 
unminnot  (*  St  -1)  (not  (eval  ( —  $1))); 
plusnot  (*  S2  (not  St))  ::  (not  (eval  (-  St  S2))); 
minnst  (-  St  $2)  ::  (not  (eval  (+■  (not  St)  S2))); 
roi.iplusxfm  (-  St  S2)  ::  (+  $1  (eval  (--  S2))); 
pluscoirmut  ( *•  St  S2)  ::  (+  $2  SI); 

olusassoc  (»  (  +  St  S2)  S3)  ::  (■»•  St  (eval  (+  S2  S3))); 

p  1  usas soc2  (  +  St  (+  $2  S3))  ::  (+  (eval  (+  St  $2))  $3); 

orid  St  : :  (or  0  St) ; 

andid  $1  ::  (and  -1  SI): 

xorid  St  : :  (xor  0  St) ; 

andcommut  (and  St  $2)  ::  (and  $2  St); 

orcommut  (or  SI  S2)  ::  (or  S2  $1); 

xorcommut  (xor  $1  $2)  ::  (xor  $2  St); 

andassoc  (and  (and  St  $2)  S3)  ::  (and  St  (eval  (and  S2  S3))); 
andassoc2  (and  SI  (and  S2  S3))  ::  (and  (eval  (and  St  S2))  S3); 
orassoc  (or  (or  St  S2)  S3)  ::  (or  $1  (eval  (or  S2  $3))); 
orassoc2  (or  St  (or  $2  $3))  ::  (or  (eval  (or  St  $2))  $3); 
xorassoc  (xor  (xor  St  $2)  $3)  ::  (xor  $1  (eval  (xor  S2  S3))); 
xorassoc2  (xor  St  (xor  S2  $3))  ::  (xor  (eval  (xor  St  $2))  S3); 
rotid  $1  : :  (rot  0  St) ; 

gtrminxfm  (>  SI  S2)  ::  (c3  0  St  (not  S2)): 

1 ssminxfm  (<  $1  $2)  ::  (c3  0  (not  St)  S2); 

lsszeroxfm  (<  St  0)  ::  (rot  15  St): 

geqlssxfm  (>-  St  S2)  ::  (not  (<  $1  S2)); 

leqgtrxfm  (<*  St  $2)  ::  (not  (>  $1  $2)); 

eqlplusdef  (*  St  $2)  ::  (bitand  (+  (eval  (not  St))  $2)); 

eqlxorder  (»  $1  S2)  ::  (bitand  (xor  (eval  (not  SI))  S2)); 

eqlonbsdef  (*  St  -1)  ::  (bitand  SI); 

zeroand  0  ::  (and  0  777(0  1}); 

onesor  -1  ::  (or  -t  777(0  1}); 

p3carylid  $1  ::  (+  (eval  (♦  -1  St))  1); 

concat2id  St  ::  (02  8  (rot  8  $1)  St); 

concat3id  St  ::  '03  4  4  (rot  8  St)  (rot  4  $1)  $1); 

concat4id  St  ::  (04  1  2  12  (rot  15  St)  (rot  14  St)  (rot  12  St)  St); 

concat5id  St  ::  (05  1  1  1  12  (rot  15  $1)  (rot  14  SI)  (rot  13  SI) 

(rot  12  SI)  SI); 

subconcat  (02  SI  777(0  1}  S2)  ::  S2; 

andgarbhi  (02  SI  0  S2)  ::  (and  (eval  (himask  SI)) 

(02  SI  777(0  1)  S2) ) ; 

andgarblo  (02  $1  $20)  ::  (and  (eval  (lowmask  (•  16  SI))) 

(02  SI  $2  777(0  1))); 
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Kmap  Machine  Description 


This  appendix  contains  the  machine  description  of  the  Kmap  micromachine  [Ousterhout 
78]  that  was  used  in  many  of  the  examples.  A  sketch  of  the  machine  is  given  in  Figure  D*1 . 


The  description  is  contained  in  three  files.  The  first  contains  the  names  of  all  storage 
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resources  in  the  micromachine.  An  asterisk  (*)  after  a  resource  specifies  that  it  is  a 
permanent  resource — that  is  that  it  may  not  be  used  to  store  temporary  results.  The  numbers 
parentheses  specify  the  word  size  and  rank  respectively. 


madr  *  (12  0)  cxreg  (8  0)  lincwd  *  (16  0) 
fbus  (16  0)  abus  (16  0)  breg  (16  0)  areg  (16  0) 
gpr  (16  1)  dadr  (12  0)  dram  *  (16  2} 
gpridx  (5  0)  tlatch  (16  0)  scount  (4  0) 

conhi  (8  0)  conlo  (8  0)  ccl  (1  0)  cc2  (1  0)  ccl6  (4  0)  carry  (1  0) 

carryin  (1  0)  fbiatch  (16  0)  mbdr  (16  0)  raber  (16  0) 

timeout  (1  0)  refctl  (6  0)  flags  (4  0)  flagb  (4  0)  dmask  (16  0) 


The  second  file  contains  the  names  of  all  conflict  classes,  each  followed  by  its  cost. 


fbus  3  gpr  6  eopl  2  eop2  2 

shift  2  areg  2  tlatch  1  gpridx  0 

cc2  2  cc2s  1  breg  2  ccl  2 

eels  1  fbl  1  flags  2  carry  2 

dadr  2  abus  3  carryout  0  carryoutl  0 

carryout2  0  carryout3  0 


The  third  file  contains  the  /aOp  definitions. 


MOP  {} 

(<-  777(0  1}  777(0  1}) 
constoina  (} 

(<-  ???{G  1}  ???{0  1}) 
shift  {shift} 

(<-  scount{4  9}  Xwild) 
shift. fbus  {sh i f t } 

(<-  scour, t{4  9}  f bus{3  4}) 
areg. mask  (areg) 

(<-  areg{8  15}  (and  %ma sk  (rot  scount{7  8}  tlatch{7  8}))) 

' d . t 1  (tlatch} 

(<-  tiatch{6  *}  abus{5  6}) 
fbus. add  {fbus  carryout2  carryout3 } 

(<-  fbus{2  11}  (  +  (+  areg{0  1}  breg{0  1})  carryin{0  1})) 
carry. add  {carryout  carryoutl} 

(<-  carry{2  11}  (c3  carryin{0  1}  are g{0  1}  breg{0  1})) 
fbus.amb  {fbus  carryoutl  carryout3} 

(<-  fbus{2  11}  (+  (+  areg{0  1}  (not  breg{0  1}))  carryin{0  1})) 
carry. amb  {carryout  carryout2} 

(<-  carry{2  11}  (c3  carryin{0  1}  areg{0  1}  (not  breg{0  1}))) 
fbus.bma  {fbus  carryoutl  carryout2} 

(<-  fbus{2  11}  (+  (+■  (not  areg{0  1})  breg{0  1})  carryin{0  1})) 
carry. bma  {carryout  carryout3} 

(<-  carry{2  11}  (c3  carryin{0  1}  (not  areg{0  1})  breg{0  1})) 
fbus. and  {fbus  carryoutl  carryout2  carryout3} 

(<-  fbus{2  11}  (and  areg{0  1}  breg{0  1})) 
fbus. or  {fbus  carryoutl  carryout2  carryout3} 

(<-  fbus{2  11}  (or  areg{0  1}  breg{0  1})) 
fbus.xor  {fbus  carryoutl  carryout2  carryout3} 

(<-  fbus{2  11}  (xor  areg(0  1}  breg{0  1})) 
fbus. zero  {fbus  carryoutl  carryout2  carryout3} 

(<-  f bus{2  11}  0) 

fbus. ones  {fbus  carryoutl  carryout2  carryout3} 

(<-  fbus{2  11}  -1) 
id. gpr  {gpr} 

(<-  gpr{8  *}[gpridx{2  3}]  fbus{4  5}) 
gpridx  {gpridx} 

(<-  gpridx{0  9}  ”4v»ild) 

CC2 . 0  {CC2} 

(<-  CC2{1  9}  0) 
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cc2.1  {cc2> 

(<-  CC2  { 1  9}  1) 
cc2.feven  {cc2} 

(<-  cc2{l  9}  (not  fbus{0  1})) 
cc2.czero  {cc2} 

(<-  cc2{l  9}  (not  carry{0  1})) 
cc2.fones  {cc2} 

(<-  cc2{l  9}  (bitand  fbus{0  1})) 
breg.gpr  {breg  gpr} 

(<-  braq{4  13}  gpr{5  6}[gpridx{2  3}]) 
breg.fbl  {hreg} 

(<-  breg{4  13}  fblatch{3  4}) 
breg. con  {breg} 

(<-  brey{4  13}  (02  8  conhi{3  4}  coitlo{3  4})) 
breg.mbdr  {breg} 

(<-  brag{4  13}  mbdr{3  4}) 
breg.mbdlo  {breg} 

(<-  breg{4  13}  (and  07777  mbdr{3  4})) 
breg. ones  {breg} 

(<-  breg{4  13}  -1) 
ccl.O  {ccl} 

(<-  cc 1 { 1  9}  0) 
ccl.l  {ccl} 

(<-  cc 1{ 1  9}  1) 
ccl.fbusl5  {ccl} 

(<-  cc 1 { 1  9}  (rot  15  f bus{0  1})) 
ccl.abuslS  {ccl} 

(<-  ccl{l  9}  (rot  15  abus{0  1})) 
ccl.abusl*  {ccl} 

(<-  ccl{l  9}  (rot  14  abus{0  1})) 
ccl.creg!5  {ccl} 

(<-  ccl{l  9}  (rot  15  breg{0  1})) 
ccl.limout  {ccl} 

(<-  ccl{l  3}  t imeout{0  1}) 
cclG.rctl  {ccl} 

(<-  ccl6{l  9}  refct1{0  1}) 
ccl6 . an i  {ccl} 

(<-  cc 16{1  9}  (rot  12  abus{0  1})) 
cc  10 . bi o  {ccl} 

(<-  cc 1 6{  1  9}  breg{0  1}) 
cclO.t'lo  {ccl} 

(<-  c Cl 0 {  1  9}  fbus{0  1}) 
cclb.flagb  {ccl} 

(<-  c c 1 6 { 1  9}  f 1 agb{0  1}) 
cclO.flaga  {ccl} 

(<-  ccl6{i  9}  fl aga{0  1}) 
ld.fbl  {f bl } 

(<-  fbl atch{3  *}  fbus{2  3}) 
ld.fiaga  {flags} 

(<-  f 1 aga{4  *}  fbus{0  l}) 
ld.flagb  {flags} 

(<-  flagb{4  *}  (04  1  1  1  1  carry{0  1}  cc2{3  4}  ccl{3  4})) 
carry. 0  {carry} 

(<-  carryin{0  9}  0) 
carry. 1  {carry} 

(<-  carryin{0  9}  1) 
carry. old  {carry} 

(<-  carryin{l  9}  carry{0  1}) 

Id.conhi  {eopl  eop2} 

(<-  conhi{0  •}  /.wild) 
ld.conlo  {eopl  eop2} 

(<-  con  1 o{0  •}  Swlld) 
ld.d.fbus  {eopl} 

(<-  dram{8  *}[dadr{2  3}  Xwild]  fbus{7  8}) 
ld.dr.aset  {eopl} 

(<-  dram{3  *}[dadr{2  3}  Xwlld]  (or  dmask{l  2}  abus{0  1})) 
1d.dr.aclr  {eopl} 

(<-  dram{3  *}[dadr{2  3}  %wild]  (and  (not  dmask{l  2})  abus{0  1})) 
Id.dmask  {} 

(<-  dmask{0  7}  ’/.bltset) 
ld.dadr.a  {dadr} 

(<-  dadr{l  *}  abus{0  1}) 
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ld.dadr.f  {dadr> 

(<-  dadr{l  •}  fbus{0  1}) 
adus.gpr  {abus} 

(<-  abus{5  12}  gpr{2  3}[gpridx{2  3}]) 
abus.fbus  {abus} 

(<-  abus{5  12}  fbus{2  3}) 
abus.edadr  {abus} 

(<-  abus{5  12}  (02  12  (hizero  fbus{2  3})  dadr{2  3})) 
abus.mbcr  {abus} 

(<-  abus{5  12}  mbcr{0  1}) 
abus.pmcc  {abus} 

(<-  abus{5  12}  (05  1  1  1  12  0  carry{0  1}  cc2{2  3}  ccl{2  3}  madr{0  1})) 
abus.cxfl  {abus} 

(<-  abus{5  12}  (03  4  4  cxreg{0  1}  f1agb{4  5}  flaga{4  5})) 
abus. dram  {abus} 

(<-  abus{5  12}  dram{4  5}[dadr{4  5}  Xwild]) 
abus. line  {abus  eopl  eop2} 

(<-  abus{5  12}  lincwd{4  5}) 
br.cel  {eels} 

(<-  madr{6  15}  (flow  ccl{5  6})) 
bp.cc2  {cc2s} 

(<-  madr{6  15}  (flow  cc2{5  6})) 
br.ccl6  {cels} 

(<-  madr{6  15}  (flow  ccl5{5  6})) 
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This  appendix  contains  the  machine  description  a  subset  of  the  Puma  micromachine 
[Grishman  78]  that  was  used  in  our  experiments.  This  model  is  inconsistent  with  the  real 
machine  in  several  respects.  First,  because  our  implementation  assumed  a  maximum  16-bit 
word  size  (tor  the  purposes  of  constant  folding,  etc.)  we  also  assume  a  maximum  16-bit  word 
size,  although  the  real  machine  has  registers  as  wide  as  60  bits.  Secondly,  many  of  the 
“exotic"  /iOps  for  setting  condition  codes  have  been  omitted.  Thirdly,  although  the  ALU  in 
the  real  machine  is  capable  of  both  twos-complement  and  ones-complement  arithmetic,  our 
implementation  is  only  capable  of  handling  the  former;  /xOps  that  perform  ones-complement 
arithmetic  are  therefore  omitted.  A  sketch  of  the  microarchitecture  is  given  in  Figure  E-1 . 

The  description  is  contained  in  three  fifes.  The  first  contains  the  names  of  all  storage 
resources  in  the  micromachine.  An  asterisk  (*)  after  a  resource  specifies  that  it  is  a 
permanent  resource— that  is  that  it  may  not  be  used  to  store  temporary  results.  The  numbers 
parentheses  specify  the  word  size  and  rank  respectively. 


mar  •  (10  0)  cond  (1  0)  jfield  (3  0)  kfleld  (3  0) 
Ifield  (3  0)  ealu  (1Z  0)  mq  (16  d)  ragoutput  (16  0) 
buffer  (16  0)  alu  (16  0)  carryin  (1  0)  ac  (16  0) 
i latch  (3  0)  areg  *  (16  1)  breg  *  (16  1)  xreg  *  (16  1) 
yreg  (16  1)  reginput  (16  0)  regidx  (16  0)  eO  (1Z  0) 
el  ( 12  0)  eZ  (1Z  0)  alux  (16  0)  shiftlo  (16  0) 
cmrd  (16  0)  prag  (16  0)  shifthi  (16  0)  ea  (1Z  0) 
eb  (1Z  0)  mbus  (16  0)  ma  (16  0)  mem  *  (16  1) 


The  second  file  contains  the  names  of  all  conflict  classes,  together  with  the  cost  assigned  to 
each. 


cc  Z  reginput  0  rag  3  ridx  0 
Hatch  1  buf  1  nomant  0  noexpo  0 
noexpoZ  0  mant  0  alu  Z  carry  0 
alux  0  shlo  0  shhi  0  ac  5 
acl  0  ach  0  mq  Z  11 t75  5 
1  i 1 7 3  5  1  it79  5  ea  1  eb  1 

ealu  3  preg  1  ma  1  io  1 


Figu  re  E- 1 :  Sketch  of  the  Puma  microarchitecture. 
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The  third  file  contains  the  /iOp  definitions. 


nop  {} 

(<-  ???  ???) 
const. bind  {} 

(<-  777  777) 
branch  {} 

(<-  mar{9  18}  (flow  cond{8  9})) 
cc.j.O  {cc} 

(<-  cond{8  9}  (*  jf iald{0  1}  0)) 
cc.ealu.il  {cc} 

(<-  cond{8  9}  (rot  11  ealu{8  9})) 
cc.ealu.4z  {cc} 

(<-  cond{8  9}  (*  0  (and  017  ealu{8  9}))) 
cc.mq.4g7  {cc} 

(<-  cond{8  9}  (>  (and  017  mq{8  9})  7)) 
cc.mq.4g8  {cc} 

(<-  cond{8  9}  (>  (and  017  tnq{8  9})  8)) 
cc.reg.lS  {cc} 

(<-  cond{8  9}  (rot  15  regoutput{8  9})) 
cc.buf.15  {cc} 

(<-  cond{8  9}  (rot  15  buffer{8  9})) 
cc.alu.15  {cc} 

(<-  cond{8  9}  (rot  15  alu{8  9})) 
cc.ac.15  {cc} 

(<-  cond{8  9}  (rot  15  ac{8  9})) 
cc . i 1  .  0  {cc} 

(<-  c o n d { 8  9}  ilatch{8  9}) 
cc.  il .  1  {cc} 

(<-  cond{8  9}  (rot.  1  ilatch{8  9})) 
cc. il .2  {cc} 

(<-  ccnd{8  9}  (rot  2  ilatch{8  9})) 
cc. il .z  {cc} 

(<-  cand{8  9}  («  0  ilatch{8  9})) 
cc.j.z  {cc} 

(<-  cond{8  9}  (=  0  jf iold{8  9})) 
ld.areg  {reg} 

(<-  arog{4  •}[regidx{3  4}]  reginput{3  4}) 
ld.breg  {reg} 

(<-  breg{4  *}[regidx{3  4}]  reginput{3  4}) 
ld.xreg  {reg} 

(<-  xreg{4  *}[regidx{3  4}]  reginput{3  4}) 
ld.yreg  {reg} 

(<-  yreg{4  *}[regidx{3  4}]  reginput{3  4}) 
rd.areg  {reg} 

(<-  regoutput{2  11}  areg{0  l}[regidx{l  2}]) 
rd.breg  {reg} 

(<-  regoutput{2  11}  breg{0  l}[regidx{l  2}]) 
rd.xreg  {reg} 

(<-  regoutput{2  11}  xreg{0  l}[regidx{l  2}]) 
rd.yreg  {reg} 

(<-  regoutput{2  11}  yreg{0  l}[regidx{l  2}]) 
ridx.con  {ridx} 

(<-  regidx{0  9}  Xwlld) 
ridx.j  {ridx} 

(<-  regidx{0  9}  jfield{0  1}) 
ridx.k  {ridx} 

(<-  regidx{0  9}  kfield{0  1}) 
ridx.il  {ridx} 

(<-  regidx{0  9}  ilatch{0  1}) 
ridx.mq  {ridx} 

(<-  regidx{0  9}  mq{0  1}) 
ld.il  {ilatch} 

(<-  il atch{4  •}  if ield{0  1}) 
buf.reg  {buf  nomant  noexpo} 

(<-  buffer{4  •}  regoutput{2  3}) 
buf.mant  {buf  mant} 

(<-  buffer{4  *}  (mant  regoutput{2  3})) 
reg.ac  {reginput  mant  noexpo2} 

(<-  reginput{l  10}  ac{0  1}) 
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reg.pack  {reginput  nomant} 

(<-  reginput{l  10}  (pack  ac{0  1}  e0{0  1})) 
alu.O  (alu) 

(<-  al u{2  11}  0) 
alu. ones  {alu} 

(<-  alu{2  11}  -1) 
alu.ac  {alu} 

(<-  alu{2  11}  (+  ac{0  1}  carrying  1})) 
alu.buf  {alu} 

(<-  alu{2  11}  (+  buffer{0  1}  carryin{0  1})) 
alu.ng.ac  {alu} 

(<-  aiu{2  11}  (+  (not  ac{0  1})  carryin{0  1})) 
alu.ng.buf  {alu} 

(<-  alu{2  11}  (+  (not  buffer{0  1})  carryin{0  1})) 
alu. plus  {alu} 

(<-  alu{2  11}  (+■  (+  ac{0  1}  buffer{0  1})  carryin{0  1})) 
alu. minus  {alu} 

(<-  alu{2  11}  (  +  (+  ac{0  1}  (not  buffer{0  1}))  carryin{0  1})) 
alu. or  {alu} 

(<-  al u{2  11}  (or  ac{0  1}  buffer{0  1})) 
alu.xor  {alu} 

(<-  al u{2  11}  (xor  ac{0  1}  buffer{0  1})) 
alu. and  {alu} 

(<-  alu{2  11}  (and  ac{0  1}  buffar{0  1})) 
alu.andnot  {alu} 

(<-  al u{2  11}  (and  ac{0  1}  (not  buffer{0  1}))) 
carry. 0  {carry} 

(<-  carryin  0) 
carry .  1  {carry} 
carryin  1 ) 
alux.alu  {alux} 

(<-  al jx{2  11}  al u{2  3}) 
alux. or  {alux} 

(<-  a1 ux{2  11}  (or  a 1 u { 2  3}  e0{0  1})) 
shlo.pass  {shlo} 

(<-  sbiftlo{2  11}  al ux{2  3}) 
shlo.cmrd  {shlo} 

(<-  s h f r 1 1 o { 2  11}  (or  al ux{2  3}  cmrd{0  1})) 
shlo.k  {shlo} 

(<-  shiftlo{2  11}  (or  alux{2  3}  kfield{0  1})) 
s!;lo.pren  {slilo} 

(<-  s  h  i  f  1 1 o { 2  11}  (or  alux{2  3}  preg{0  1})) 
shn  i . in?)  (shh  i } 

(<-  Shifthi{2  11}  mq{0  1}} 
mq  . h i  {mq  ach} 

( <-  mq{4  •}  shifthi{2  1}) 
mq.lo  {mq  acl} 

(<-  mq{4  •}  shif tl o{2  3}) 
ac. lo  {ac  acl} 

(<-  ac{4  •}  shiftlo{2  3}) 
ac.hi  {ac  ach} 

(<-  ac{4  *}  shifthi{2  3}) 
mq.O  {mq  acl} 

(<-  mq{4  •}  0) 
mq.ones  (mq  acl} 

(<-  mq{4  •}  -1) 
ea.con  (ea  1 i 1 75  1 1173  1 i 1 79 } 

(<-  ea{2  11}  %v»ild) 
ea.eO  {ea} 

(<-  ea{2  11}  e0{0  1}) 
ea.el  {ea} 

(<-  ea{2  11}  el{0  1}) 

ea. e2  {ea} 

(<-  ea{2  11}  e2{0  1}) 

eb. ones  {eb} 

(<-  eb{2  11}  -1) 
eb.eO  {eb} 

(<-  eb{2  11}  e0{0  1}) 
eb.el  {eb}  . 

(<-  eb{2  11}  e 1 {0  1}) 
eb.e2  {eb} 

(<-  eb{2  11}  «2{0  1}) 
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eb.jk  {eb> 

(<-  eb{2  11}  (02  8  jfield{0  1}  kfield{0  1})) 
ealu.plus  {ealu} 

(<-  sal u{2  11}  (♦  ea{2  3}  eb{2  3})) 
ealu. minus  {ealu} 

(<-  eal u{2  11}  (-  ea{2  3}  eb{2  3})) 
ealu. expo  {ealu  noexpo  noexpo2} 

(<-  ealu{2  11}  (expo  regoutput{2  3})) 
ld.efl  {} 

(<-  e0{4  •}  eal u{2  3}) 

Id. el  {} 

{<-  el{4  •}  ealu(2  3}) 

Id . e2  {} 

(<-  e2{4  •}  ealu{2  3}) 
ld.preg  {preg  1it75} 

{<-  preg{4  »}  ac{0  1}) 
inc.preg  {preg  lit75} 

(<-  preg{4  •}  (+  preg{0  1}  1)) 
dec. preg  {preg  1  i 1 7 5 } 

(<-  preg{4  •}  (-  preg{0  1}  1)) 
ma . preg  {ma  1 i t 73} 

(<-  ma{4  *}  preg{0  1}) 
mu.ac  {ma  lit73} 

(<-  ma{4  •}  ac{0  1}) 
write. init  {io  1 it79} 

(<-  mpus{6  15}  ac{5  6}) 
write. cont  {io  ac  cc} 

(<-  mem{4  *}[ma{0  1}]  mbus{0  1}) 
read,  init  {io  1  i  1 79} 

(<-  mo.is{7  16}  inem{4  5}[ma{6  7}]) 
read. cont  {io  cc} 

(<-  cmrd{4  •}  mbus{0  1}) 
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Appendix  F 
Selected  Examples 


This  appendix  contains  three  examples  of  the  code  generator  and  compaction  routines  in 
action.  The  first  is  a  complete  trace  of  the  Puma  example  described  in  Appendix  A,  which 
discovers  a  code  sequence  that  adds  5  to  the  buffer  and  stores  the  result  in  the  AC.  The  other 
two  examples  are  for  the  Kmap  micromachine;  the  first  uses  the  squeeze  strategy  to  put  the 
constant  “-2”  onto  the  (bus,  while  the  third  uses  a  combination  of  And/Or  and  iteration  to 
move  lincwd  to  a  location  in  the  dram  and  to  move  the  value  7  onto  the  fbus. 


The  integers  in  braces  denote  the  timing  information  as  described  in  Chapter  5.  Resource 
names  without  timing  information  are  assumed  by  this  implementation  to  have  a  timing  value 
of  {0  1>. 


The  timings  listed  after  the  heuristic  searches  in  this  section  are  not  particularly  accurate 
because  the  runs  were  made  at  time  when  the  system  was  moderately  loaded;  paging  and 
other  overhead  is  '  eluded  in  the  times  listed. 


search(  69.60):  (<-  ac  (♦  0000006  buffer)) 
ac. lo(  58 . 00  )ac . h  1  (  60.00) 

feasible:  ac.lo  •  (<-  ac{4  9999}  sh1ftlo{2  3}) 
transform(  84.60):  (♦  0000005  buffer)  •>  sh1ftlo{2  3} 
applying  fetch  decomposition 
search?  64.60):  (<-  shlftlo{2  3}  (♦  0000005  buffer)) 
shlo.pass(  53.00)shlo.cmrd(  59 . 03 )  sh  1  o  .  k  (  59 . 03 )shlo.preg(  69.03) 
feasible:  sMo.pass  ■  (<-  shtftlo{2  11}  alux{2  3}) 
transform(  64.60):  (♦  0000005  buffer)  •>  alux{2  3} 
applying  fetch  decomposition 
search?  64.60):  (<-  alux{2  3}  (♦  0000005  buffer)) 
a1ux.a1u(  62 . 00 )a i ux  . or(  50.13) 

feasible:  alux.or  -  (<-  alux{2  11}  (or  alu{2  3}  e0)) 
transform(  64.60):  (♦  0000005  buffer)  •>  (or  *1u{2  3}  eO) 
orid(  56 . 00 )con-unfo1 d(  58 . 70  )con-unfol d(  58.78) 
applying  orld:  SI  ::  (or  0000000  $1)  to  (♦  0000005  buffer) 
transform(  64.60):  (or  0000000  (♦  0000005  buffer))  ■>  (or  alu{2  3}  eO) 
orcommut(  58 . 76 )operandmatch (  56.00) 
decomposing  by  operand 
transform?  2.02):  0000000  ->  a1u(2  3} 
applying  fetch  decomposition 
search?  2.02):  (<-  alu{2  3}  0000000) 
alu.of  2.00 

feasible:  alu.O  •  (<-  alu{2  11}  0000000) 

...  success  on  search(  2.02)  with  2.00 
...  success  on  transform(  2.02)  with  2.00 
tran sform(  62.58):  (♦  0000005  buffer)  ■>  eO 
applying  fetch  decomposition 
searchf  62.58):  (<-  eO  (♦  0000005  buffer)) 

1d.e0(  54.00) 

feasible:  ld.eO  -  (<-  e0{4  9999}  ealu{2  3}) 
transform(  62.58):  (♦  0000005  buffer)  •>  ealu{2  3} 
applying  fetch  decomposition 
search?  62.58):  (<-  ealu(2  3}  (♦  0000005  buffer)) 
eaiu.plus(  58 . 00 )ea 1 u . mi nus(  62.00) 

feasible:  ealu.pius  •  (<-  ealu{2  11}  (♦  ea{2  3}  eb{2  3))) 
transform(  59.58):  (♦  0000005  buffer)  ■>  (♦  ea{2  3}  e6{i  3}) 
pluscommut(  57 . 00 )operandma tch (  55.00) 
decomposing  by  operand 
transform?  16.88):  0000005  ■>  ea{2  3} 

Japplying  fetch  decomposition 
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(••rck(  16. 60) :  (<-  ••{?  1}  000000*) 
ea.con(  16.00) 

feasible:  aa.coR  -  (<-  ea{2  11)  Svt16) 
transform^  0.00):  0000005  *>  Xmtld 
attempting  constant  natch 
|it‘s  a  match!! 

...  succoss  on  transform!  0.00)  mlth  0.00 


...  success  on  s«*arch(  16.66)  with  16.00 
|...  success  on  transform(  16.66)  with  16.00 
transform(  . 90 ) :  buffer  ->  eb(z  3) 
apply  inn  fetch  decomposition 
search!  42.90):  (<-  eb{2  3)  buffer) 
e0.e0(  39 . 00)eb.el(  39.00)eb.e2(  36.00) 
feasible:  eb.eO  -  (<■  eb{2  11)  00) 
transforml  41.90):  buffer  •>  #0 
applying  fetch  decomposition 
search!  41.90):  (<-  eO  buffer) 
ld.e0(  36.00) 

feasible:  ld.eO  •  (<-  e0{4  9999)  ea1u<2  3)) 
trarsfo-m(  41.90):  buffer  •>  oa1u{2  4) 
aco lying  fetch  decomposition 
searchf  41.90):  [<-  ealu(2  3)  buffer) 
eaiu.eipo(  38.00) 

feasible:  ealu.expo  •  («-  ta1u{2  11)  (tape  regoutput{2  3))) 
transform(  38.90):  buffer  •>  (expo  regoutput(2  3)) 

No  taxerst 

...  cutoff  reached. 

...  faH  on  transfor«(  36.90) 

..  cutoff  reached. 

...  fail  on  search(  41.90) 

...  fail  on  transform(  41.90) 

...  cutoff  reached. 

...  fail  on  search(  41.90) 

...  fall  on  transform(  41.96) 
fessioie:  eb.el  •  («-  eb{2  11)  el) 
trsnsf orr(  41.90):  buffer  •>  el 
applying  fetch  decomposition 
!$earch(  41.90):  (<-  el  buffer) 

I  No  taxers! 

...  cutoff  reached. 

I  ...  fill  on  search(  41.90) 

...  fill  cn  transform(  41.90) 

'easiVu:  •.•o.e2  •  (<-  eb{2  11)  e2) 
far s for-T(  41  90):  buffer  •>  *2 
applying  fetch  decomposition 
sea^chf  4*. 99):  (<-  e2  buffer) 

No  taxer*! 

...  cutoff  reached. 

!  ...  fa!l  on  search'  41.90) 

...  'a  '.  I  on  transform(  41.90) 

. . .  cutv'f  reached. 

...  fail  tn  *u*rch(  42. 9C) 
l.  ..  fail  un  t**ansform(  42.90) 

opjlying  pjscommut:  (♦  51  S2)  ::  (♦52  SI)  to  !♦  0000006  buffer) 
»-er.$fjrm(  59.56):  (♦  buffer  0090C05)  •>  (*  ea{2  3)  eb{2  3)) 

|pl jscorwmit!  50.00) 

! applying  p’uj  ommut:  (♦  51  $2)  ::  (♦  52  51)  to  (♦  buffer  QC90006) 
transform'  59.58):  (♦  0000005  buffer)  ->  (♦  «a{2  3)  «b{2  3)) 

...  found  previous  failure  • 

...  fall  on  transform!  59.53) 

. . .  cutoff  rjached. 

...  fail  on  transform(  59.68) 

.  .  cutoff  reached. 

...  fall  on  transform!  69.59) 

feasible:  eelu. minus  •  (<-  ea1u{2  11)  (-  ee{2  3)  eb(2  3))) 
tr§nsform(  59.56):  (♦  0000006  buffer)  •>  (-  ea{2  3)  eb(2  3)) 

No  takers  I 

...  cutoff  reached. 

...  fail  on  transform(  59.56) 

...  cutoff  reached. 

...  fall  on  search(  62.66) 

...  fall  on  transform(  62.56) 

...  cutoff  reachad. 

...  fall  on  search(  62.66) 

...  fall  on  transform!  52.66) 

apply Irg  orcommut:  (or  il  52)  ::  (or  $2  SI)  to  (or  9000000  (♦  0000006  buffar)) 
transform!  64.  jj:  (or  (♦  0000006  buffar)  0000000)  •*  (or  a1u{2  3)  eO) 

Iorcoirmut!  66.00) 

applying  orcommut:  (or  51  S2)  ::  (or  52  SI)  to  (or  (♦  0000005  buffar)  0000000) 
transform(  64.60):  (or  0000000  (♦  0000006  buffar))  •>  (or  alu{2  3)  aO) 


a 


i  JSCOmmutf  53.00) 

:p’ying  p’us  ommut:  (♦  51  S2 )  ::  (♦  S2  SI)  to  (♦  buffer  CC00006) 
transform'  5».58):  (♦  0000005  buffer)  •>  (♦  ea(2  3)  eb{2  3)) 

...  found  p'evious  failure  * 


transform(  64.60):  (or  0000000  (♦  0000006  buffer))  •>  (or  alu(2  3)  #0) 
...  found  previous  failure 
...  fall  on  transform(  64.60) 

. . .  cutoff  reached. 

...  fall  on  transform(  64.60) 

. . .  cutoff  roached. 

...  fall  on  transform!  64.60) 
applying  con-unfold  to  !♦  0000605  buffar) 
transform(  64.60):  (♦  (♦  0000005  0777771)  buffar)  •>  (or  a1u<2  3)  #0) 

No  takers  I 

...  cutoff  reached. 

...  fall  on  transform!  94.60) 
applying  con-unfold  to  (♦  0000006  buffer) 
transform(  64.60):  (♦  (♦  0000004  0000001)  buffer)  •>  (or  alu{2  3)  #0) 

No  takorsl 

...  cutoff  roached. 

...  fail  on  transform(  64.60) 

...  cutoff  reached. 

...  fall  on  transform(  64.60) 

•asiblt:  alux.alu  •  (<*  alux{2  11)  e1u{2  3)) 
transform!  64.60):  (♦  0000005  bllffdr)  •>  alu{2  3) 
applying  fetch  decomposition 
soarchf  64.60):*  (<-  "lu{2  3)  (♦  0000006  buffer)) 


pplying  fetch  decomposition 

soarchf  64.60):*  (<-  xlu{2  3)  (♦  0000006  buffer)) 
•lu.ng.buf(  63.00)a1u.p1us(  53.00)alu.m1nus(  57.00)a1u. 
feasible:  alu.plus  •  (<•  alu{2  11)  (♦  (♦  ac  buffar)  car 


1u.xor(  67.00)a1u.andnot(  63.00) 
carryln)) 
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tnutforaf  at. SO):  (♦  0000000  Ouff.r)  •»  (♦ 
|plus»d(  42.00)piu»commut(  51.00)con-unfold( 
applying  plus  Id:  SI  ::  (♦  0000000  SI)  to  (♦ 
transform  62.00):  (♦  0000000  (♦  0000006  6 
p!uscoamut(  42 . 00)plusassoc2(  It. 00) 


(♦  oc  toffor)  corrfto) 

(  10.00) 

♦  OOOOOOft  luff or) 

Puffer))  •»  (♦  (♦  oc  Oof for)  carry lo) 


mrd(  46.00}sh1e.k(  46.00)sh1«.prag(  40.00) 
<-  sblft1o{2  tli  a1ua{2  ))) 


1usconmul(  42 .00)plus«ssoc2(  It. 00) 

pplylng  pluscommul:  (♦  St  S2)  ::  (♦  S2  St)  to  (♦  0000000  (♦  0000001  Otfffor)) 
transformf  62.60):  (♦  (♦  0000006  buffer)  0000000)  •>  (♦  (♦  oc  buffer)  carrylo) 
pluscommul(  4? . 00 )p1u»assoc(  62 . 16)operandmetCb(  42.00) 
decomposing  by  operaod 
transform?  0.00):  0000000  •»  carryto 
applying  fotd  decompas 1 t 1*« 
search?  0.00):  («-  carryto  0000000) 
carry. 0(  0.00) 

feaalblo:  carry.O  •  («-  carryto  0000000) 

...  success  on  se«rcb(  0.00)  uttb  0.00 
...  success  on  transforms  O.O0)  uttb  0.00 
transform  62.60):  (♦  0000006  buffer)  •»  (♦  ac  buffer) 
pluscommut(  42 . 00 )con-unfoi e(  61 .00)coo*uofo1d(  It .00)oporaodmatcti(  42.00) 
decomposing  by  operaod 
transform?  62.60):  0000006  •»  OC 
applying  fetcti  docompoattloo 
searc* (  62.60):  («-  ac  0000006) 
oc. lo(  42 .00)ac.*1(  44.00) 
feasible:  ac.io  •  («-  ac{4  9000)  sbtftto(t  S» 
transforms  67.60):  0000005  •>  s*tft1o{2  3) 
applying  fete*  decomposition 
search*  57.00):  («-  s*ift1o{2  3)  0000006) 

s*1o.pass(  37.00)sh1o.cmrd(  «6.00)s*le.h(  40.00)sh1o.prog(  40.00) 
feasible:  able. pass  •  (<-  s*iftio{2  It)  aiua{2  3)) 
transforms  57.60):  0000006  •»  a1ua(2  3) 
applying  fetch  decomposition 
search?  67.60):  («•  alun{2  3)  0000006) 
alun.aluS  63.00)alun.or(  37.00) 

feasible:  aiun.or  •  («-  alun{2  tt)  (or  alu(2  3}  oO ) ) 
trsnsform(  57.60):  0000006  •»  (or  alu(2  3)  eO) 
or1d(  30.00) 

applying  or  11:  St  ::  (or  0000000  SI)  to  0000006 
transforms  57.60):  (or  0000000  OOOOOOS)  •»  (or  aiu{2  3)  aO) 
orcommut(  49.06)or1d(  56 . 26 )opersndmatC*(  jO.OO) 
decomposing  by  operand 
transform*  2.20):  0000000  •>  alu{2  3) 

| ( us i ng  previous  rpsuit) 

...  success  on  transforms  2.20)  uttb  2.00 
transforms  55.40):  OOOOGCS  •>  »0 
applying  fete*  decomposition 
search?  56.40):  («-  eO  0000006) 
ld.eO(  26.00)  . 

feasible:  ld.cO  •  (<-  eO/4  9199)  ealu{2  3)) 
transform(  56.40):  0003005  •>  sa1u{2  3) 
applying  feten  decomposition 
sasrchf  69.40):  (<-  eslu{2  3)  0C00006) 

>ec’-j.pius(  28 . OOJeel'j .minus?  32.00) 

feasible:  es'u  p  us  *  («-  ea1u{2  It)  (♦  e«(2  3}  eb(f  3))) 
transform(  62.40  i*  000C0U5  •>  (♦  es{7  3)  eo(2  3)) 

Con-unfo1d(  17  C0)p3c jryl idf  34.00) 
applying  con-unfoll  to  C000005 

transforms  52.40):  (♦  C000006  C777777)  ->  (♦  ea{2  3)  ebf?  3)) 
m  con  -  jnfol d(  26 .00)p1  JSConmut(  34.0C  •  jpcr«ri'.iatc*(  17.00) 

doccmpos inc  by  ooe-ard 
trensform?  1.26);  0/77777  eb{2  3) 
applying  fetcr  decomposition 
search*  1.26):  (<-  eb<2  3}  0777777) 

*o  ones(  1.00) 

faasiblo:  eb.onas  •  (<-  eb{2  11}  0777777) 

...  success  on  saarc*(  1.26]  with  1.00 
...  success  on  transform(  1.26)  with  1.00 
transforms  51.14):  0000006  •>  et{2  i) 


[or  olu(2  3)  eO) 
iO.OO) 


...  success  on  searc*(  1.26 
...  success  on  transform(  1.2 
transforms  51.14):  0000006  •> 
applying  fotc*  decomposition 
aaarch?  51.14):  («-  ea{2  3} 


search?  51.14):  («-  ea{2  3}  0000006) 
ea.con(  16.00)es.e0(  29.00)oa.el(  29.00)ea.#2 
feeaibie:  ea.con  •  (<-  ea(2  11)  teild) 
tran»form(  0.00):  0000006  •>  fcmUd 
(attempting  constant  match 
H's  s  match!  t 

|...  success  on  transformf  0.00)  vlt*  0.00 
...  success  on  sesrciif  51.14)  wit*  16.00 
..  success  on  transformf  61.14)  wit*  10.00 
success  on  transformf  52.40)  wit*  17.00 
success  on  trensform(  52.40)  with  17.00 


00)ea.e2(  29.00) 


...  success  on  trensform(  52.40)  with  1 
.  success  on  search(  55.40]  wit*  20.00 
success  on  transformf  55.40)  ulth  20.00 
ccess  on  searc*(  66.40}  wit*  20.00 
eta  on  transformf  55.40)  wit*  20.00 
s  on  trantform(  57.60)  wit*  22.00 


|  ...  success  on  searc*(  56.40]  with  20.00 
...  success  on  transformf  55.40)  wit*  20.00 
...  success  on  transform(  37.60)  wit*  22.00 
...  success  on  transformf  57.60)  wit*  22.00 
...  success  on  sesrc*(  57.60)  with  22.00 
...  success  on  transform(  57.60)  with  22.00 
...  success  on  searc*(  57.60)  ulth  22.00 
...  success  on  transform(  57.60)  with  22.00 
...  success  on  search(  62.60]  wit*  27.00 
...  success  on  transformf  62.60)  with  27.00 
...  success  on  transformf  62.60)  with  27.00 
...  success  on  transformf  62.60)  wit*  27.00 
...  success  on  transformf  62.60)  with  27.00 
...  success  on  trsnsformi  62.60)  with  27.00 
...  success  on  searc*(  64.60)  with  29.00 
...  success  on  transformf  64.60)  ulth  29.00 
...  success  on  searc*(  64.60]  with  20.00 
...  success  on  trsnsform(  64.60)  with  29.00 
...  success  on  sesrc*(  64.60]  wit*  20.00 
...  success  on  transform(  04.60)  with  20.00 
...  •  iccess  on  search(  69. 60 )  ulth  34.00 
03  r  t  examined. 

Maalmw.  search  depth:  tl 


62.60)  wit*  27.00 
.60)  with  27.00 
0)  with  27.00 


vim  t . 
0)  with  21.00 
SOI  .1 10  10.00 

Hh  10.00 


.*  -*  .*»  -* 


i£S/u3auUs  _  ZAa*. 


i 


1S2 


Maximum  talom  depth:  4 

Approximate  executloe  tint:  41.93  aecoada 

Compacting: 

Id.eO  eb.onet  etlu.plus  at. cot  0000001  (0) 

tc.lo  shlo.paa*  tin* . or  a’u.O  (t) 

tc.lo  sh’o.pass  till*. tin  tin. plus  carry. 0  (t) 


Local  Microcode  Generation  and  Compaction 


In  this  example,  the  search  fails  at  first  but  succeeds  on  the  second  try. 


I 


I 


i 


<«srclt(  16.90):  («-  r»m  0777776] 
fbu».«ml(  13.00»fbu».or(  I3.00)fbui.ior(  13.00) 
f*6«1btb:  f bus . and  •  («-  fbu»{l  11)  (an<  art*  brtf)) 
transf«rn(  13.90):  0777770  »  (and  ara|  braj) 
andidf  1.00) 

applying  andld:  SI  ::  (and  0777777  SI)  t»  0777770 
tranif«ria(  13.00):  (and  0777777  0777776)  •>  (and  arag  brag) 

;;sr,r,,i.,dcS^:",ti-J,s?#i*)  ==  «..• «  «,  t.  (..d  0777777  07,7770, 

1  i-ansfori»(  13.90):  (and  0777176  07)7777)  .»  [and  arag  brag) 
sndcommut(  6.53)anaU(  13  .G0)operandmatch(  1.00) 
decomposing  oy  operand 
fansfo"'!  M4):  0777777  •>  breg 
•pply'ng  fetch  decomposit lot 
search?  2.74):  («•  dreg  3777777) 
breg.ones(  2.00) 

feasioie:  area. ones  •  (<*  breg{4  13)  0777777) 

...  success  on  se«rch(  2.74)  with  2.00 
...  success  on  t-eniformi  2.74)  ulth  2.00 
transform(  11.16):  0777776  •>  treg 
applying  fetch  decomposition 
{search?  11.16);  ( <*  treg  0777778) 

■  ereg.raskf  6. 00) 

fees  isle:  arag. mask  •  (<*  areg{8  16)  (and  Xmask  (rot  scount{7  S)  t1ttch{7  •)))) 
transfor-s!  9  16):  0777776  ■»  (ard  7j»«9«  (rot  lcount{7  6}  llalcn(7  6))) 
ano'df  9.00) 

assly'ra  ardld:  SI  ::  land  0777777  SI)  to  0777776 
lransfor-(  9.10:  (am  9777777  0777776)  "»  (and  TWaa*  (rot  SCOunt{7  6}  t!atcb{7  6))) 

I arl cot “ut a  9.00) 

toply-ng  ar.dcc-^ut:  (§rd  SI  $2)  ::  (end  S2  SI)  to  (end  0777777  0777 776 S 
1  transferee  9.16):  'end  0777778  0777777)  •>  (and  Xmaak  (rot  SCOunt{7  •}  tlitch{7  6))) 
ardcor-uK  9.  CO  )03eranjma’.ch(  9.00) 

!  dec.Toc  s  '■  r.c  bv  opa-a.-'d 

trarsfurm?  C.-G)  0777778  ■>  Xmask 

attempting  constant  "atch 
M*.  s  s  match  1 1 

...  success  on  t'-arsformf  0.3C)  with  0.C0 
transform'  9.16):  C 77  7  777  •>  (rot  Scount{7  8}  t1ttch{7  •}) 
rct«d(  9.CC) 

applying  rotld:  SI  ::  (rot  3GOOOOO  SI)  to  0777777 

|trans#orm(  9.1-1.  (r0t  0000000  0777777)  •>  (rot  scount{7  8)  tletch{7  8)) 


ope'-ard<"«tcf(  9. CO) 
eecnmpos  •’g  oy  ooerand 
transform?  ?  .  0?  ) :  0000003  •>  scount{7  8} 
aoa’yini  fetch  decomposi t ion 
search?  2.f»2);  (<■  scount{7  8}  OOOUCOO)* 
shlf.l  2 .  CC ) 

'eesible:  shift  •  (<-  sccunt{4  9)  Xwlld) 
transform  0.00):  000000U  •>  Xvlld 
attempting  constant  match 
it's  a  match i | 

...  auccass  on  transform/  0.00)  ulth  0.00 
...  success  on  search(  2.02)  ulth  2.00 
.  success  on  transforn(  2.02)  «Hh  2.00 
transform(  7.15):  0777777  •>  Hetch(7  •) 
applying  fetch  decomposition 
search?  7.16):  (<-  tletch{7  6)  0777777) 

Id. t!(  7.00) 

feasible:  ld.ti  •  («-  tietch{8  9999)  ebus{6  6)) 
transfopm(  6.18).  0777777  •>  abus{5  6) 
cpplying  fetch  decomposition 
search?  6.1b);  ( «“  abus{5  6}  0777777) 
abus.fbus(  6.00) 

feasible:  abus.fbus  •  (<•  abus(S  12)  fbus{2  3}) 


transform(  3.15):  077)777  •>  fbus{2  3) 
applying  fetch  decomposition 
search?  3.15):  (<-  fbus{2  3)  0777777) 
fhus  ones(  3.00) 

feasible:  fhus.ones  •  (<-  fbua{2  11)  0777777) 

.  .  .  squeezed  out. 

. . .  cutoff  reached. 

...  fail  on  search(  3.16) 

...  fall  on  transform(  3.15) 

...  cutoff  reached. 

...  fall  on  tearch(  6. 16) 

...  fall  on  transfona(  6.15) 

.  cutoff  reached. 

.  fall  on  search(  7.16) 

...  fell  on  tranaform(  7.14) 

.  cutoff  retched. 

.  fall  on  transform  6.16) 

cutoff  reached. 

fall  on  transform(  9.16) 

-  SI  Si]  ::  (end  S2  SI)  to  (end  0777778  0777777] 

0777776)  •>  (end  Xmeak  (rot  scount{7  6}  t1atch{7  8))) 


applying  andcommut:  (and  SI  Si] 
tran*form(  9.16):  (and  0777777 
...  found  previous  failure 
...  fell  on  transform(  6.16) 
...  cutoff  reached. 

...  fall  on  tranaform(  6.16) 

.  cutoff  reached. 
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|...  fall  o«  transform!  t. It) 

...  cutoff  readied. 

...  fail  or  transform!  9.11) 

...  cutoff  reached. 

...  fan  on  search!  11.19) 

...  fall  on  transform!  11.19) 

applying  anccommut:  (and  SI  S2)  ::  (and  SZ  SI)  to  (and  0777776  0777777) 
transform(  13.90):  (and  07777/7  0777776)  •>  (and  areg  brag) 

...  found  previous  failure 
..  fall  on  transform!  13.90) 

applying  anoid:  SI  ::  (and  0777777  $1)  to  (and  0777776  0777777) 
transform(  13.90):  (and  0777777  (and  0777776  0777777))  •>  (and  areg  breg) 

•naassoc2(  8. 00)andcommut(  13.00) 

applying  sndassocZ:  (and  il  (and  S2  S3) )  ::  (and  (oval  (and  SI  SZ))  S3)  to  (and  0777777  (and  0777776  0777777 

I  transform;  13.90):  (and  0777776  077777))  •>  (and  areg  breg) 

...  found  previous  failure 
I  ...  fail  oe  transform!  13.90) 

applying  srdcommut:  (and  SI  S2)  ::  (and  St  Si)  to  (and  0777777  (and  0777776  0777777)) 

tranafoml  13.90):  (ano  (and  07777)6  0777777)  0777777)  •>  (and  areg  breg) 

andaasoc;  6.0Q)andcommut(  13.00)operandmatcb(  13.00) 

applying  andassoc:  (and  (and  SI  SZ)  S3)  ::  (and  $1  (aval  (and  SZ  S3)))  to  (and  (and  0777776  0777777)  07777 
transform!  13.90):  (and  0777776  0777777)  •>  (and  arag  brag) 

...  found  previous  falluro 
...  fail  on  ir«nsform(  13.90) 
decompos'ng  by  cporond 
transform;  2.C4):  0777777  ■>  breg 
(using  previous  result) 

...  success  cn  transform!  2,04)  eltb  2.00 
t'-onsfo  «(  11.86):  (and  0777776  C777777)  •>  areg 
apo'ymg  fetch  decomposition 
soarchf  11.66):  («-  areg  (and  0777776  0777777)) 

I  No  tabors! 

...  cutoff  reached. 

I  .  . .  'all  on  search(  11.86) 

...  faU  on  transform!  11.86) 

apply Irg  anocomnut:  (and  SI  SZ)  ::  (and  82  SI)  to  (ond  (and  0777776  C777777)  0777777) 
irarsfprmf  13.93):  (and  07777)7  (and  0777776  0777777 ) )  •>  (erd  areg  preg) 

...  found  previous  fallur# 

...  fail  on  *.<*ansform(  13.90) 

...  cuto'f  roacbod. 

...  faU  or  »renaform(  13.90) 
i  ...  cutcff  reached . 

...  fai1  or  tran$forn(  13.90) 

|  ...  cutoff  -eached. 

j  ...  fi'l  or  f.ransfo*vi(  13.90) 

' foplying  8"1'3:  $1  :.  (and  077)777  SI)  tc  (and  0777777  0777776) 

I  trensfor«r.(  *.J  90):  :-ino  0777777  (and  0777777  0777776))  •>  (and  areg  dreg) 
injsssoc/f  f  00)arocpmmut(  13.00) 

J  ajnyn-j  jndsssocr:  (and  SI  (and  $?  S31)  ::  (?rd  (aval  (and  SI  S2))  S3)  to  (one  0777777  (and  0777777  0777778)) 
;  tr<r«fG-r(  13.90)  (and  077)777  0777776)  •>  (?nd  nreg  breg) 
j  ...  feuro  prevtoi*  failure 

I  .  .  fell  or  transfer*!  13.90) 

j  epp1y*ng  snoccmmut:  (end  SI  S2)  ::  (end  SZ  SI)  to  (and  0777777  (srd  0777777  0777778)) 

|  t-ar sf or?’*/  13.90).  (ano  (and  0777777  C’777/6)  0777777)  •>  (and  s-eg  breg) 
ardessoc(  9 .  C0)arscommut(  13 . C0)ooernr  Jma  tchf  13. 0C) 

|  aur'yirg  ••'dassc* :  (*ri  (and  Si  $2)  S3)  ::  (and  SI  (eval  (and  <2  S3)))  to  (and  (and  0777777  0777778)  0777777 
transfer*?;  13. 9C):  ( an*i  0777777  0777776)  •>  (and  a-ug  breg) 

I  ...  fo'nJ  previous  failure 
I  !  ...  tii  on  tr*rsform(  13.90) 

I  deccr.pos  Irg  by  operand 

transform;  Z.04|:  0777777  ■>  Dreg 
( jsi g  previous  result) 

.  .  success  on  transform;  2.04)  with  Z.00 
transform;  11.86):  (and  0)77777  0777776)  •>  arag 
applying  fetch  decomposition 
search!  11.86):  («-  areg  (and  077)777  0777776)) 

No  taker at 

...  cutoff  re ached. 

. . .  fail  on  soorcb(  11.86) 

...  fill  on  transform;  11.86) 

applying  andcommut:  (and  SI  SZ)  ::  (and  $2  SI)  to  (and  (and  0777777  0777776)  0777777) 

|transform(  13.90):  (and  07777)7  (and  0777777  0777)76))  •>  (and  arag  brag) 

..  found  previous  failure 
I  ...  foil  on  transform(  13.90) 

...  cutoff  roacbod. 

.  fall  on  transform(  13.90) 

...  cutoff  reached. 

...  fall  on  transform!  13.00) 

...  cutoff  roacbod. 

...  fall  on  transform!  13.60) 

...  cutoff  roacbed. 

...  fall  on  transform;  13.90) 
faasibls:  fbus.or  •  (<-  fbus<2  11}  (or  arag  brag)) 
transform;  13.90):  0777776  •>  (or  areg  brag) 

No  takers! 

...  cutoff  reached. 

...  fall  on  transform!  13.90) 
feasible:  fbus.xor  •  (<-  fbus(2  11)  (xor  areg  breg)) 
transform!  13.90):  0777776  •»  (nor  areg  brag) 

No  taker a! 

...  cutoff  roacbod. 

...  fall  on  tranaform(  13.90) 

. . .  cutoff  rta  ad. 

...  fall  on  search(  16.60) 

43  nodes  examined. 

Maximum  starch  depth:  17 

Man  1 mum  axiom  depth:  6 

Approximate  execution  tism:  1Z.66  seconds 


saareh(  21  97):  (<-  fbu*  0777776) 
fbus.add(  21 .00)fbus .bma(  2! .OOjfbus  and(  13.00)fbus.or( 
feasible:  fbua.and  •  (<*  fbus{2  11}  (ond  artg  brag)) 
transform(  16.97):  077777 6  •»  (and  areg  brag) 
and1d(  6.00) 


13.00)fbus.xer(  13.00) 


:-w— .  v* 


i  ;vr 


SiKHS?:  ^-V-':  --.:-'v-'  'l 


it 


I 


i 


I 


i 


i 
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t»ply1.g  ««dU:  SI  ::  (an*  0777777  11)  to  HI11N 
transform!  It. 97):  (and  0777777  0777770)  •»  (and  irtg  brag) 

|  andcommut;  6.00)andtd(  13.00)opurandmotch(  it. 00) 

applying  aadcomut:  (and  SI  S?)  ::  (and  $2  SI)  to  (and  0777777  0777770) 

'  transform  18.37):  (and  0777770  0777777)  •>  (and  arag  brag) 
rndcommut(  8.90)snd1d(  13.00)operondmatch(  1.00) 
decomposing  ny  operand 
transform;  3.37):  0777777  •*  brag 
|(us1ng  previous  result) 

...  success  on  transformf  3.37)  with  3.00 
transform;  *.5.00):  0777770  •>  arag 
applying  fetch  decempesltlen 
| search*  15.60):  (<-  arag  0777776) 
arag.mass(  6.00) 

feasible:  area. mask  •  (<-  areg(6  15)  (and  Xmask  (rot  scount(7  6,  tlatch(7  0)))) 
transform;  13.60):  0777776  •>  (and  Xmask  (rot  scount{7  0)  tUtch(7  0))) 
andld(  9.00) 

applying  andid:  SI  ::  (and  0777777  $1)  to  0777776 
transformf  13.60):  (and  0777777  0777776)  •>  (and  Xmask  (rot  scaunt(7  0}  tUtch(7  •))) 
‘  '  ‘0)con-urfold(  10.23) 

SI  S2)  :: 


andcommut(  9.00 
applying  andcommut: 


(and 


(and  S3  SI)  ta  (and  0777777  0777770) 


trail «fara(  U.toji  [ana  07777il  07^7771)  •*  (•■>.  i»aak  (rot  acguat(7  «)  t<atct{7  •})) 
anrtco*mut(  9. Q0)con-unfo1d(  10 . 23)operandmatch(  9.00) 
decomposing  by  operand 
transformf  0.00):  0777770  •>  Xmask 
I  (using  previous  result) 

...  success  on  transformf  0.00)  with  0.00 
transformf  13.60):  0777777  •>  (rot  scount{7  0)  tlatch{7  0)) 
rotldf  9.00) 

applying  rotld:  SI  ::  (rot  0000000  SI)  to  0777777 

|trensform(  13.60) .  (rot  0000000  0777)77)  •>  (rot  scouat(7  •}  tlatch(7  0)) 

I  oporsndmatch(  9.0C) 

|  decomposing  by  operand 

transformf  2.45):  0000000  •>  scount{7  •) 
j  (using  provlous  result) 

...  success  on  transform(  2.49)  with  3.00 
.  tr*nsform(  11.15):  077777)  •>  t1atch(7  0) 
applying  fetch  decomposition 
search;  11.16):  (<-  tiatch{7  0}  0777777) 

'ld.tlj  7.00) 

feasible:  id.tl  •  («-  tlatch{6  9999)  abus{6  6>) 
transform(  1C. 16):  0777777  •>  «0us{6  6) 
aoplying  fetch  decomposition 
soarchf  15):  (<-  abus{5  6)  0777777) 
ebjs.fbus(  6.00)aous.dram(  8.00) 
feasible:  abus.fbus  •  (<-  abus{5  12)  fbus{2  3}) 
transform(  7.15):  0777777  •>  fbus{<  3} 
applyiro  fetch  decomposition 
search?  7.15):  (<-  fbus{2  3)  0777777) 
rbjs.oros(  3.00) 

feasible:  f jus. ones  •  (<-  fbua(2  11)  0777777) 

.  .  ...  souce/ed  out. 

!  ...  cutof  reached. 

...  fall  on  searchf  7. 16) 
fell  on  transform;  7.15) 

feasible:  ebus.oram  •  (<-  *bus{5  12)  or*m{4  5)rdedr{4  6)  Xwlld]) 

| transform;  7.15):  0777777  *>  oram(4  5}[dadr{4'5)  Xwlld] 
applying  fetch  ^composition 

search!  7.15):  («-  dram{4  5}[dad'{4  5)  Xwlld]  0777777) 

No  *.aner$ • 

. . .  cutof f  reached. 

...  fall  on  s«arch(  7. 15) 

...  fall  on  transformf  7.15) 

...  cutoff  reached. 

. . .  fall  on  search(  10.15) 

...  fall  on  transform(  10.18) 

..  cutoff  reached. 

..  fall  on  seerch(  11.10) 
fall  on  transform(  11.10) 

..  cutoff  roached. 

..  fall  on  transform!  13.00) 

...  cutoff  roachod. 

...  fall  on  transform!  13.60) 

applying  andcommut:  (and  SI  S2)  ::  (and  S2  $1)  to  (and  0777776  07777771 
transform(  13.60).  (and  0777777  0777776)  •>  (and  Xmask  (rot  scounl{7  0)  t1stch{7  8))) 

...  found  previous  failure 
...  fall  on  transform;  13.60) 
applying  con-unfold  to  (and  0777776  0777777) 

transformf  13  60):  (and  (rot  0000017  00777)7)  0777777)  •>  (and  Xmask  (rot  scount{7  8}  t1atch{7  8))) 
•ndcommutf  10.23) 

aoplying  andcommut  (and  $1  S2)  ::  (and  S2  SI)  to  (and  (rot  0000017  0077777)  0777777) 

I transformf  13.60):  (and  0777777  (rot  0000017  0077777))  ■>  (and  Xmask  (rot  scount(7  0)  tlatch{7  8) 
indcommut(  10 . 23 )operandm«tch(  12.26) 

commut:  (and  SI  S2 )  ::  (and  S2  SI)  to  (and  0777777  (rot  0000017  0077777)) 

-  '  L - * .  — . * - -  -  coun t{'  8)  t1atch(7 


7777)  •>  (and  Xmask  (rot  scount 


applying  andcommut:  (and  SI  S2)  ::  (and  52  SI)  to  (a 
transform;  13.60):  (and  (rot  0000017  0077777)  07777 
...  found  previous  failure 
...  fall  on  transf orm(  13.60) 
decomposing  by  operand 
transform;  0.00):  0777777  •>  Xmask 
attempting  constant  match 
it'f  a  match! I 

...  success  on  transform(  0.00)  with  0.00 
transform;  13.60):  (rot  0000017  0077777)  •>  (rot  scount(7  6)  Hatch<7  8>) 
No  takers! 

...  cutoff  reached. 

...  foil  on  transform!  13.00) 

. . .  cutoff  reached. 

...  fall  on  transform!  13.00) 

. .  cutoff  reached. 

. .  fail  on  transfqrm(  13.60) 
cutoff  raachad.  1 


...  fall  on  transform(  13.60) 
applying  con-unfold  to  (and  0777777  0777776) 
transform!  13.60):  (and  0777777  (rot  0000017  0077777)) 


(and  Xmask  (rat  scount{7  8)  t1atch(7  •>)) 


r  . 
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...  found  previous  fsiiuro 
...  fill  on  transfor«(  13. SO) 
...  cutoff  nppckoO. 

...  foil  on  trsnsfora(  13. at) 

. .  .  cutoff  roockot. 

..  foil  on  trtniformf  13. tO) 

...  cutoff  roockot. 

...  fall  on  soarck(  li.tt) 

. .  fall  on  tranifor«(  16. 00) 


...  fall  on  tramforni(  16.60} 

applying  andconmit:  (and  SI  Si)  ::  (and  St  SI)  to  (and  0773770  0777777) 
tran»forni(  10.07):  (and  07777)7  07)7776)  •»  (and  arog  brag)  ' 


found  provloua  failure 
fall  on  traniforn(  16.07) 
•ng  anold:  SI  ::  (arj  077) 


applying  anold:  SI  ::  (arj  077)777  SI)  to  (and  0777776  0777777) 

o777*7#  o77,,7,,)  •* tr,° 

7t?ixJ?Sri(di”S5);  i:is  sm;;j  i?:;,11 ,l,) "» *•  0111111  0111110  0111111 

...  found  previous  failure  *  •' 

|  ...  fell  on  trinsfpriR(  If. 97) 


at.VV)  ' 

•  :  ('ea.Ti)k  •  («-  ereafl  IS)  (and  ^jraik  (rot  scountf7  9)  tlatch/7  l\in 

(«"’  07771U  07/7777 )  •>  (end  ^e.k  (rot  scwt<7  tleu(!{7  •>)) 
^n»otx  9.0v/con-urfo1d(  10 . 23)opa>*andmatch(  9.00)  *  *  * 


|  ...  fell  on  trensforn(  10.97) 

applying  a«Pcor*nut:  fend  SI  $2)  ;;  land  S2  SI)  to  (end  0777777  (end  077777#  0777777M 

*KSK|  ■*  #777777,) 

*trin*form(  ^lsISl  j : ^(and  0777770^o)?77^7 j:.>*(aad^orog*arag)^  "  M)M  t#  (,"d  #77777#  #777777>  01111 

...  found  provloua  fallura 
...  fa’1  on  tranaform(  16.07) 
oocompoiing  oy  oporano 
irantformf  2.26):  0277777  ■»  brag 
(uslrj  orav'oua  raault) 

...  success  on  trariform(  2.76)  ultk  2.00 
transfor<!(  16.71):  (and  0)77776  0777777)  ■»  araa 
applying  roicn  Oocempoalttoa 

aoareff  16.71):  («-  arag  (and  0777776  0777777))  7. 

arag.nts«(  11.00)  "  t 

faas'ola:  a'og.rask  *  (<•  proofs  16}  (and  Kmtsk  (rot  scourtf)  6)  tlatck/7  0111) 
trarsform;  ll.71>:  (am  0777)76  0777777)  •»  (and  tmppk  (rot  scount{7  8}  llatcni 
•rocommui.  9.0w/con*unfo1d{  10.23)oppranomptck(  9.00)  1  1 

oacomposing  oy  oporano 
trsnsfomf  C.:S):  0777770  ■>  Xmtpk 
Kualrg  oroviout  rosult) 

■  succtas  on  trpnj'ornf  0.00)  ultk  0.00 
"rSt*a(  9(00)  7l>:  1,11111  '*  <rot  •}  t'«tek{7  0}) 

applying  rot*1:  SI  :.  (rot  0000000  SI)  to  0777777 

itS!”«dII!itClh(,0.)00)rOt  00“0000  0777777)  **  (rot  8)  tlltCk(7  t» 

I  oeconposlna  by  operand 
i  tran;forn[  2.6S):  0000000  •»  icount(7  8} 
i  (using  previous  raault) 

auccasa  on  transro r«(  2.55)  ultk  2.00 
transform'  12.16).  07/777)  .»  tlatck(7  0) 
app.ylnu  fotek  ^composition 
aircr.r  12.18):  (<-  tlstck{7  6)  0777777) 

13. t 1 (  7.00) 

fasamia:  id.tl  -  (.-  tlitck(8  9990)  abus{6  0)) 
t-insrjrm(  11.16):  5777777  •»  oousfS  6) 

I  applying  fetch  decomposition 

sesrchf  11  16):  (<-  ebus{S  6)  C777777) 
abus.fbus:  5 . OOjaous . dra<"(  9.00) 
feasible:  abus.fDjs  •  (<‘  «bus{5  12)  fbus{2  3>) 
transf or*t.(  8.1b)  0777777  •>  Fqus{2  3) 

applying  fetch  qecomcosit Ion 
seer ch(  8.16):  (<-  fbus{2  3)  0777777) 
fbus.ones(  3.00) 


(rot  scount{7  9)  tletch{7  9>) 


seer ch(  9.16):  (<-  fous{2  3)  0777777) 
fbus.ones(  3.00) 

feasible:  fbus.ones  •  (<-  fbus{2  11)  0777777) 

. . .  squeezed  out. 

...  cutoff  retched. 

...  fall  on  search(  9. 16) 

..  fell  on  trensform(  8.16) 
feasible:  abut. dram  •  (<-  abusfS  12)  dram{4  5)[dadr(4  6)  Xvlldl) 
tr«nsform(  8.16).  0777777  •>  drem(4  5)fdadr{4  5)  tvlld]  ^ 

applying  fetch  decomposition  '  J 

seerch(  8.16):  (<-  dram{4  5)[dedr(4  6)  Xvlld]  0777777) 
so  laser s ( 

...  cutoff  reached. 

...  fall  on  se«rch(  9.16) 

...  fell  on  tra«sform(  8.18) 

...  cutoff  reached. 

. . .  fell  on  search(  11.16) 

...  fall  on  trensformf  11.16) 

...  cutoff  reached. 

. . .  fall  on  s«arch(  12. 16) 

...  fell  on  transform(  12.16) 

.  cutoff  reached. 

.  fall  on  transform(  14.71) 
cutoff  reached, 
fall  on  transform(  14.71) 


tlatch{7  8))) 


...  fall  on  tr«nsform(  14.71) 

applying  andcommut:  (and  $1  12)  ::  (and  S2  SI)  to  (and  0777776  0777777) 

S:5oieoi"Xf"d,(7«  ")77,')  *’  xm,“  (rot  ,count{7  ‘}  t,,uh{7 ,,,) 

aoplying  andcommut:  land  51  S2)  ::  (and  52  SI)  to  (and  0777777  0777770) 

|  MuJo  provlous  faMura777*  °'77777)  ->  <”d  *"•“  lrot  '<=ount{7  i>  tl,tck(7  0})) 

|  ...  fall  on  transform(  14.71} 

applying  con-unfold  to  (and  0777777  0777776) 

^andcommut(  710723)ooorondmatck(  ii ;o‘0J»000‘7  °°777”»  -  ««  *»•»  (rot  scou,t(7  0}  tUtck(7  0} 
applying  ^COmmut  jand  SI  $2)  ::  fann  S2  Si)  to  (and  0777777  (rot  0000017  0077777)1 
lo*0commut( 'lb!?])  l#M  (r°l  °000oi7  0077777>  077>777>  -  <•"**■«*  (rot  scount^i)  tl.tch<7 
applying  **dcommut:  fond  SI  S2)  ::  (and  S2  SI)  to  (and  (rot  0000017  0077777)  0777777) 

[rrysss  ;?.”j«.!?:!,s;.777*7  <r°i  0000017  °°”>77»  •>  *»•*“  «'.*  i>  t..u»{ 
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|...  fall  on  transform!  14.71) 

...  cutoff  reached. 

...  fall  on  transform!  14.71) 
decomposing  by  operaod 
transform!  0.00):  0777777  •>  Xmask 
(using  previous  result) 

...  success  on  transform!  0.00)  with  0.00 
transform  14.71):  (rot  0000017  0077777)  •>  (rot  SC0unt{7  •)  tUtCk<7  •)) 

No  takersi 
...  cutoff  reached. 

...  fall  on  transform!  14.71) 

...  cutoff  reached. 

...  fall  on  transfor«a(  14.71) 

.  cutoff  reached. 

I  ...  fall  on  transform!  14.71) 

I  applying  con-unfold  to  (and  0777776  0777777) 

I  transform!  14.71):  (and  (rot  0000017  0077777)  0777777)  ->  (and  Xmask  (rot  scount(7  6)  tlatch{7  6))) 

I  ...  found  previous  failure 

...  fall  on  traesforra(  14.71) 

...  cutoff  reached. 

...  fall  on  transform!  14.71) 

...  cutoff  reached. 

...  fall  on  seerch(  16.71) 

...  tail  on  transfo rm(  16.71) 

applying  anoco-mut:  (and  $1  $2)  ::  (and  S2  $1)  to  (and  (and  0777776  0777777)  0777777) 
transform!  18.07):  (and  0777777  (and  0777776  0777777))  •>  (and  areg  brag) 

...  fcjna  previous  failure 
...  fall  cn  tra«sfcrm(  16.97) 
j  ...  cuto'f  reached. 

I  ...  fa*1  on  transform!  16.97) 

1  ...  cutoff  reached. 

{  ...  fail  cn  transform(  16.97) 

...  cjtoff  reached. 

I  ...  'ail  or  *ransform(  18.97) 

! applying  anaie.  SI  ::  (and  C777777  SI)  to  (and  0777777  0777776) 

!  trars'j-n(  *.8.37):  (and  0777777  (anc  0777777  0777776))  •>  (and  areg  brag) 
anoassoc2(  8. SCjanacommat'  13.03;and?d(  17.00) 

acc'y  rg  er oss soc2 :  (ard  h  (aro  S2  S3))  ::  (and  (aval  (and  SI  S2))  S3)  to  (and  0777777  (and  0777777  0777776)) 
transform!  19.97):  (ana  0777777  0777776)  •>  (and  areg  brag) 

...  found  3-cviojs  raiiure 
1  ...  #aH  cn  ir*nsform(  18.97) 

aoo'yng  ardcommul:  (and  SI  S2)  ::  (and  S2  Si)  to  (and  0777777  (and  0777777  0777776)) 

!  trars'u'-T'  16.97):  (and  (and  3777777  0777776)  0777777)  •»  (and  areg  breg) 
ar:sssoc(  9  02)8nucomrul(  13. ‘.;)operan(jmatch(  13. CC) 

erpyirg  araassac-  (ard  (end  SI  $2)  S3)  ::  (and  SI  (evil  (and  S2  S3)))  to  (and  (and  0777777  0777776)  0777777 
j  ifars'orr,’  18.9/):  (and  0777777  0777776)  •>  (and  areg  brag) 

:  .  .  found  previous  failure 

j  |  ...  fa*’  on  transform!  16.97) 
oecc  rocs  by  oaorand 
ltrars#o-*(  2?e):  0777777  •>  crag 
I  |  ( j s  1  r. d  previous  result) 

i  ...  success  cn  transforn(  z.Z5)  with  2.30 

| trar sf or T(  16  71):  (end  0777777  0777776)  •>  arag 
I  apply  irs  fetch  de compos  1 1 ion 

i  •  lecrcnf  16.71):  (<-  arag  (and  0777777  0777776)) 

|  are'j.T9S*(  16. 17) 

!  I  feasible:  area. mask  ■  (*-  a-eg{8  16)  (and  Xmask  (rot  scount/7  8)  tlatch{7  6)))) 

transform,  la.71.:  (ard  C 7 7 7  7 77  077777C)  •*  (and  Xmask  (rot  scount{7  8}  tlatch(7  8})) 
i  *  | enacu-n .*ut(  9.33) con-unf  j » 1(  10.23) 

aop’ymg  andeyirmut:  (a«>1  Si  S Z)  ::  (and  S2  SI)  to  (and  0777777  0777778) 
traisf*:r*(  15.71i:  (er  :  3777776  0777777)  *>  (and  Xmask  (rot  tcuunt{7  8}  tlatch{7  «})) 
i  ardeo?.-»ut(  9 .  C*)con-unfol d(  10.23)operanomatch(  9.00) 

i  oeccmpos'ng  oy  operand 

transform!  0.00):  0777776  ->  Xmask 
|(us*ng  previous  result) 

...  success  on  transform!  0.00)  with  0.00 
I  transform!  16.71):  0777777  •>  (rot  scount{7  8}  tlatch{7  8>) 

rot1d(  9.00) 

applying  rotld:  SI  ::  (rot  0000000  St)  to  0777777 
transform!  16.71):  (rot  0000000  0777777)  •>  (rot  scr-jnt(7  8)  tlatch{7  8>) 
operandmatch(  9.00) 
decomposing  by  operand 
transform!  2.66):  0000000  •>  scount(7  8} 

(using  previous  result) 

...  success  on  transform!  2.86)  with  2.00 
tranaform(  13.06):  0777777  •>  t1atch(7  8} 

...  found  previous  failure 
...  fall  on  transform(  13.06) 

...  cutoff  reached. 

...  fall  on  transform!  16.71) 

..  cutoff  raached. 

...  fail  on  transform(  18.71) 

applying  andcommut:  (and  SI  52)  ::  (and  S2  SI)  to  (and  0777776  0777777) 
transform!  16.71):  (and  0777777  0777776)  •>  (and  Xmask  (rot  scount{7  6}  Hatch(7  8))) 

...  found  previous  faliura 
...  fail  on  tranaform(  15.711 
applying  con-unfold  to  (and  07/7778  0777777) 

transform(  16.71):  (and  (rot  0000017  0077777)  0777777)  •>  (and  Xmask  (rot  scount(7  8)  tlatch{7  8))) 
andcommut(  10.23)andid(  14.27) 

applying  andcommut:  (and  SI  S2)  ::  (and  $2  SI)  to  (and  (rot  0000017  0077777)  0777777) 
transform(  16.711:  (and  0777777  (rot  0000017  0077777))  •>  (and  Xmask  (rot  scount{7  6)  tlatch{7  8> 
andcommut (  10 . 23  )Ooerandmatch(  12.70) 

applying  andcommut:  (and  SI  $«)  ::  (and  S2  SI)  to  (and  0777777  (rot  0000017  0077777)) 
transform^  16.71):  (and  (rot  0000017  0077777)  0777777)  •>  (and  Xmask  (rot  scount{7  ft)  t1atch(7 
...  found  previous  failure 
...  fall  on  transform!  18.71) 
decomposing  by  operand 
transform!  0.00):  0777777  •>  Xmaak 
(using  previous  result) 

...  suceesa  on  transform!  0.00)  with  9.00 
transform^  16.71):  (rot  0000017  0077777)  •>  (rot  scount{7  8}  tlatch{7  I)) 

No  takarsl 
...  cutoff  roachad. 

...  fall  on  transform(  18.71) 


Copy  ovailciblj  io  iJ  *  i  vj  ci  -  ^  ~  not 
P^xmit  fully  legible  reptod  uciioc. 
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I  ...  cutoff  reached. 

|  ...  fall  on  trantform(  IB. 71) 

applying  andld:  $1  ::  (and  0777777  $1)  to  (and  (rot  0000017  0077777)  0777777) 
transform(  15.71):  (and  0777777  (and  (rot  0000017  0077777)  0777777))  ■>  (and  Xmask  (rot  acovnt{7 
andassoc2(  9.00) 

applying  andassoc2:  (and  $1  (and  S2  S3))  ::  (and  (aval  (and  SI  S2))  S3)  to  (and  0777777  (and  (ro 
transform(  15.71):  (and  077777B  0777777)  ->  (and  Xmask  (rot  scount{7  8)  tlatch{7  «>)) 

...  found  pravious  fallura 
...  fall  on  transform!  16.71) 

. . .  cutoff  raachad . 

...  fall  on  transform(  16.71) 

. . .  cutoff  raachad. 

...  fall  on  transform!  15.71) 

. . .  cutoff  raachad. 

...  fall  on  transform/  15.71) 
applying  con-unfold  to  (and  0777777  0777776) 

transform(  15.71):  (and  0777777  (rot  0000017  0077777))  •>  (and  Xmask  (rot  acount{7  8)  tlatch{7  8})) 

...  found  previous  fallura 
...  fall  on  transform(  18.71) 

...  cutoff  raachad. 

...  fall  on  tranaform(  15.71) 

. . .  cutoff  reached. 

...  fall  on  search!  10.711 
...  fall  on  tran$form(  16.71) 

applying  andcommut;  (and  SI  S2 )  ::  (and  S2  $1)  to  (and  /and  0777777  0777778)  0777777) 

(transform!  18.97):  (and  0777777  (and  0777777  0777776))  »>  (and  areg  brag) 

...  found  previous  failure 
I  ...  fall  on  transform!  18.97) 

...  cutoff  reached. 

...  fall  on  transform(  18.97) 

applying  andld:  SI  ::  (and  0777777  $1)  to  (and  0777777  (and  0777777  0777778)) 
transform(  18.97):  (and  0777777  (and  0777777  (and  0777777  0777776)))  ->  (and  areg  brag) 
andassoc2(  13 . 00)andcommut(  17.00) 

applying  andassoc2:  (and  SI  (and  S2  $3)1  ::  (and  (aval  (and  SI  S2))  S3)  to  (and  0777777  (and  0777777  (and  07 

I  transform(  18.97):  (and  077777.7  (and  0)77777  0777776))  •>  (and  areg  brag) 

...  found  previous  failure 
|  ...  fall  on  transform!  18.97) 

applying  andcommut:  (and  SI  S2)  ::  (and  $2  SI)  to  (and  0777777  (and  0777777  (and  0777777  0777778))) 

transform/  18.97):  (and  (and  0777777  (and  0777777  0777776))  0777777)  ->  (and  areg  breg) 

andassocj  9. 00) andcommut (  17 . 00 )ooer andmatch (  17.00) 

applying  ardassoc:  (ano  (and  SI  S2)  S3)  : ;  (and  SI  (eval  (and  $2  S3)))  to  (and  (and  0777777  (and  0777777  0 
transform(  18.97):  (and  0777777  0777776)  ->  (and  areg  breg) 

...  found  previous  failure 
...  fall  on  transform(  18.97) 
decomposing  by  operand 
transform!  2.05):  0777777  ■>  breg 
(using  previous  result) 

...  success  on  transform!  2.05)  with  2.00 
transform!  16.92):  (and  0777777  (and  0777777  0777776))  •>  areg 
applying  fetch  decomposition 

search?  16.92).  (<-  areg  (and  0777777  (and  0777777  0777776))) 
ereg.mask(  12  06) 

feasible:  area. mask  •  (<-  ar<sg{8  15)  (and  Xmask  (rot  scoun t(7  8)  tlatch{7  8)))) 
transferor  14  92):  (and  0777777  (and  0777777  0777776))  •>  (and  Xmask  (rot  scount{7  8)  tlatch{7  8))) 
andcommut!  10.59)and1d(  14.19) 

applying  andcownut:  (ano  $1  S2)  ::  (and  S2  SI)  to  (and  0777777  (and  0777777  0777776)1 
transform/  14.92):  (and  (and  0777777  0777776)  0777777)  ->  (and  Xmask  (rot  scount{7  8)  tlatch{7  8))) 
andcommut!  10.59)  and  1 a(  14.19) 

epulyirg  andcomrr.ot:  (and  SI  S2)  ::  (and  $2  SI)  to  (and  (and  0777777  0777776)  0777777) 

I transf orm(  14.92):  (and  9777777  (and  0777777  0777776))  ■>  (and  Xmask  (rot  scount{7  8}  tlitch{7  8> 
]  ...  found  previous  failure 
|  ...  fail  on  transform(  14.92) 

applying  andld’  SI  ::  (ana  0777777  SI)  to  (and  (and  0777777  07777761  0777777) 
transf orm(  14.92):  (and  0777777  (and  (and  0777777  0777776)  0777777))  ■>  (and  Xmask  (rot  scount{7 
andcommut(  14.19) 

applying  andcommut:  (end  SI  $2)  ::  (and  S2  SI)  to  (and  0777777  (and  (and  0777777  C77’776)  077777 
transform/  14.921:  (and  (and  (an*  0777777  0777776)  0777777)  07/7777)  ■>  (and  Xmask  (rot  scount{ 
andassocf  10.59) 

applying  andassoc:  (and  (and  Si  $2)  $3)  ::  (and  SI  (eval  (and  S2  S3)))  to  (and  (and  (and  07777 
transform(  14.92):  (and  («nd  0777777  0777776)  0777777)  ■>  (and  Xmask  (rot  scount{7  8)  tlatch{ 
I...  found  previous  failure 
|...  fall  on  transform(  14.92) 

. . .  cutoff  reached . 

...  fall  on  transform(  14.92) 

. . .  cutoff  reached. 

...  fail  on  transform(  14,92) 

.  . .  cutoff  reached. 

...  fall  on  transform(  14.92) 

applying  andld:  SI  ::  (and  0777777  SI)  to  (and  0777777  (and  0777777  0777776)) 
transform^  14.92):  (and  0777777  (and  0777777  (and  0777777  0777776)))  •>  (and  Xmask  (rot  scount{7  8) 
andassoc2(  10. 59)andcommut(  14.19) 

apolying  andassoc2:  (and  SI  (and  $2  $3))  ::  (and  (eval  (and  SI  $2))  $3)  to  (and  0777777  (and  07777 
I tran sf orm(  14.92):  (and  3777777  (and  0777777  0777776))  ->  (and  Xmask  (rot  scount{7  8}  tlatch{7  8} 
...  found  previous  failure 
|  ...  fall  on  transform(  14  92) 

aoplymg  andcommut:  (and  SI  S2)  ::  (and  $2  $1)  to  (and  0777777  (and  0777777  (and  0777777  0777776)) 
|transform(  14.92):  (and  (and  0777777  (and  0777777  0777776))  0777777)  ■>  (ana  Xmask  (rot  scount{7 
andcommut(  14.19) 

applying  andcommut:  (and  SI  S2)  ::  (and  S2  SI)  to  (and  (and  0777777  (and  0777777  0777776))  07777 
transform!  14.92):  (and  0777777  (and  0777777  (and  0777777  0777776)))  ->  (and  Xmask  (rot  scount{ 
...  found  previous  failure 
...  fall  on  transform(  14.92) 

. . .  cutoff  reached . 

...  fall  on  transform(  14.92) 

...  cutoff  reachejd. 

...  fail  on  transform(  14.92) 

. .  .  cutoff  reached . 

...  fall  on  transform!  14.92) 

. . .  cutoff  reached . 

...  fall  on  search!  16.92) 

...  fall  on  transform!  16.92) 

applying  andcommut:  (and  SI  S2)  : :  (and  S2  $1)  to  (and  (and  0777777  (and  0777777  0777776))  0777777) 
transform(  18.97):  (and  0777777  (and  0777777  (and  0777777  0777776)))  •>  (and  areg  breg) 

...  found  previous  failure 
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J  ...  fill  on  triniform(  18.97) 

...  cutoff  reached. 

|  ...  fall  on  ir*n*fon»(  18.97) 

. . .  cutoff  reached. 

...  fill  on  tr«nifor«(  18.97) 

. . .  cutoff  reached. 

...  fall  on  tr»nsform(  18.97) 
decomposing  by  oportnd 
transform?  6.82):  C777777  •>  areg 
applying  fitch  decomposition 
sairchf  6.82):  (<-  arag  0777777) 
areg.mask(  6.00) 

fits  1  ble :  artg. mask  »  (<-  areg{8  15}  (and  Xmask  (rot  sc'unt{7  8}  tlitch{7  8}))) 
transf orm(  4.62):  0777777  •>  (and  Xmask  (rot  scount{7  6}  tlatch{7  8})) 

No  takarsl 
. .  .  cutoff  Piachtd. 

...  fall  on  transform(  4.82) 

. . .  cutoff  r#achad . 

...  fall  on  searcb(  0.82) 

...  fall  on  transform(  6.82) 

.  . .  cutoff  raached. 

...  fall  on  transform(  18.97) 

. . .  cutoff  raached. 

.  .  fill  on  transform(  18.97) 
feasible:  fbus.or  -  (<-  ft>us{2  11}  (or  areg  brag)) 
transform(  18.97):  0777776  •>  (or  areg  brag) 
or  1d(  16.00) 

applying  orld:  SI  ::  (or  0000000  SI)  to  0777770 
transform!  18.971;  (or  0000000  0777776)  •>  (or  arag  brag) 
j  or conmut (  12 . 00 }operandmatch(  18.00) 

applying  orcommut:  (or  SI  $2 )  ::  (or  $2  SI)  to  (or  0000000  0777776) 
transform(  18.97):  (or  0777776  OOOOOOO)  •>  (or  areg  brag) 
orcommutj  16 .00)operandmatch(  12.00) 
decomposing  by  oparand 
transform);  9.49):  0777770  •>  arag 
...  found  previous  failure 
...  fall  on  transform(  9.49) 

applying  orcommut:  (or  SI  $2)  ::  (or  $2  SI)  to  (or  0777770  0000000) 
transform(  18.97):  (or  0000000  0777770)  •>  (or  areg  breg) 

...  found  previous  failure 
...  fall  on  tran$form(  18.97) 

. .  .  cutoff  reached . 

...  fall  on  transform(  18.97) 
decomposing  by  operand 
transform?  6.82):  0000000  •>  arag 
applying  fetch  decomposition 
search'  6.821:  (<-  areg  0000000) 
areg.mask(  o.OO) 

feasible:  areg. mask  •  (<-  areg(8  15}  (and  Xmask  (rot  scount{7  0)  tlatch{7  0}))) 
transform!  4.62):  000C000  ■>  tend  Xmask  (rot  scount{7  8}  tiatcn{7  0})) 
zaroar.d(  C.44) 

applying  zeroand:  C000000  ::  (and  0000000  777)  to  9000000 
transform^  4  82):  (and  0000000  777)  ->  (and  Xmask  (rot  scount{7  8}  tlatch{7  0})) 
operandmatch(  0.00) 
decomposing  by  operand 
transform!  0.00':  0000000  ->  Xmask 
| attemp ting  constant  match 
it's  a  match!! 

j...  success  on  transform!  0.00)  with  0.00 
...  su-ctss  on  tran s form(  4.32)  with  0.00 
...  success  un  tran$form(  4.82)  with  0.00 
...  success  on  search(  6.32)  with  2.00 
...  iucoess  on  transform(  6.82)  with  2.00 
tran sf orm(  12.15):  0777776  ->  breg 
applying  fetch  decomposition 
search?  12.15):  (<-  breg  0777770) 
breg.con(  10.00) 

feasible:  breg. con  •  (<-  breg{4  13}  (02  0000010  conh1{3  4}  conlo{3  4})) 
transform?  10.151:  0777778  ->  (82  0000010  conh1{3  4}  conlo{3  4}) 
con-unfold(  0.00) 
applying  con-unfold  to  0777770 

transform(  10.15):  (82  00U0O10  0000377  0000370)  ■>  (82  0000010  conh1{3  4}  conlo{3  4) ) 
operandmatcb(  8.00) 
decomposing  by  operand 
traniform(  5.07):  0000377  •>  conh1(3  4} 
applying  fetch  decomposition 
search?  5.07):  (<-  conh1{3  4}  0000377) 
td.conhi(  4.00) 

feasible:  ld.conhl  ■  (<-  conhlfO  9999}  Xwlld) 
tran3form(  0.00):  0000377  ■>  Xwlld 
attempting  constant  match 
|  if  s  a  match! ! 

...  success  or  transformf  0.00)  with  0.00 
...  success  on  search(  5.07)  with  4.00 
...  success  on  transform(  5.0/)  with  4.00 
j  transform!  5.37):  0000376  ■>  conlo{3  4} 
applying  'etch  decomposition 
search?  5.07):  (<-  con!o{3  4}  0000370) 
ld.conlo(  4.00) 

feasible:  Id.conlo  •  (<-  conlo{0  9999}  Xwlld) 

. . .  squeezed  out. 

. . .  cutoff  reached. 

...  fall  on  search(  5.071 
...  fall  on  transform(  5.07) 

.  cutoff  reached. 

1  ...  fail  on  transform(  10.16) 

...  cutoff  reached . 
j  ...  fall  on  transform(  10.16) 

. . .  cutoff  reached . 

...  fail  on  search(  12.15) 

...  fall  on  transform(  12.16) 

. . .  cutof f  reached. 

...  fall  on  tronsform(  10.97) 

...  cutoff  reached. 
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...  fill  on  tranaform(  18.97) 
feasible:  fbus.xar  •  (<-  fbus{fc  11)  (xor  areg  br«g)) 
transform(  18.97);  0777778  •>  (xor  ir«g  brag) 
xortd(  12.00) 

applying  xorld:  SI  ::  (xor  0000000  SI)  to  0777778 
transform!  18.97):  (xor  0000000  0777776)  •>  (xor  ar«g  brtg) 
xorcommut(  12 .00)operandmatch(  12.00) 
decomposing  by  operand 
transform?  2.38):  0000000  ■>  irtg 
(using  previous  result) 

...  success  on  transform(  2.38)  with  2.00 
transform(  16.61):  0777776  ■>  brag 
applying  fetch  decomposition 
search?  16.81):  (<-  breg  0777776) 
breg.fb!(  16.00)breg.con(  10.00) 

feasible:  breg. con  •  (<•  breg{4  13}  (82  0000010  conh1{3  4}  con1o{3  4})) 
transf orm(  14.61):  0777776  ->  (92  0000010  conh1{3  4}  conlo{3  4}) 
con-unfold(  8.00) 
applying  con-unfold  to  0777778 

transform(  14.61):  (92  0000010  0000377  0000376)  •>  (92  0000010  conh1{3  4}  conlo{3  4}) 
operandmatch(  8.00) 
decomposing  by  operand 
transform?  7.30):  0000377  •>  conh1{3  4} 

I  (using  previous  result) 

)...  success  on  transform(  7.30)  with  4.00 
tran5form(  7.30):  0000376  •>  con1o{3  4} 
applying  fetch  decomposition 
seerch(  7  30):  (<-  conlo{3  4}  0000376) 

1d.conlo(  4  00) 

feasible:  Id.conlo  -  (<•  conlo{0  9999}  Xwlld) 

. . .  squeezed  out. 

. . .  cutoff  reached. 

...  fall  on  searchj  7.30} 

...  fall  on  transform(  7.30) 

. . .  cutoff  reached. 

...  fall  on  transform(  14.61) 

. . .  cutoff  reached . 

...  fall  on  transfcrm(  14.61) 
feasible:  breg.fbl  •  (<-  breg{4  13}  fblatch{3  4}) 
transf orm(  14.61):  0777776  »>  fblitch{3  4} 
applying  fetch  decomposition 
search?  14.61):  ( <-  fblatch{3  4}  0777776) 
ld.fbl{  14.00) 

feasible:  Id.fbl  -  U-  fblatch{3  9999}  fbus{2  3}) 
transf orm(  13.61):  0777776  ->  fbua{2  3} 
applying  fetch  decomposition 
search?  13.61):  (<-  fbus{2  3}  0777776) 

...  found  previous  failure 
...  fall  on  seirch(  13.61) 

...  fell  or  tr*.isform(  13.61) 

. . .  cutoff  reached. 

. . .  Ml  1  on  soarch(  14.811 
...  fail  on  transform(  14.61) 

. . .  cutoff  reached . 

...  fall  on  s«arch(  16.61) 

...  fall  on  transform(  18.61) 

aoolylng  xorcommut:  (xor  SI  $2)  ::  (xor  $2  $1)  to  (xor  0000000  0777778) 
transform(  13  97):  (xor  0777776  0000000)  ->  (xor  areg  breg) 
xorco»nrut(  12  . CO )operanoma tch (  12.00) 
decomposing  by  ooerand 
transform?  9.49):  0777776  •>  areg 
...  found  previous  failure 
...  fall  on  t.ransform(  9.49) 

applying  xorcommut:  (xor  $1  52)  ::  (xor  S2  51)  to  (xor  0777776  0000000) 
transform(  18.97):  (xor  0000000  0777776)  ■>  (xor  areg  breg) 

...  found  previous  failure 
...  fall  on  transform(  18.97) 

. . .  cutoff  reached. 

...  fell  on  transform(  18.97) 

...  cutoff  reached. 

...  fell  on  transform(  18.97) 

...  cutoff  reached. 

.  .  fall  on  transform(  18.97) 

feasible:  fbus.add  •  (<-  fbus{2  11}  (♦  (♦  areg  breg)  carryln)) 
transform(  10.97):  0/77778  •>  (♦  (♦  area  breg)  carryln) 
con-unfold(  12 . 09)plus id(  18.00)p3caryl1d(  18.00) 
applying  con-unfold  to  0/77778 

transf orm(  18  97):  (♦  0777777  0777777)  •>  (♦  (♦  areg  breg)  carryln) 
lplusld(  10 .00  )pluscommut(  12 .00  )con-unfold(  12.80) 
applying  plusid:  $1  ::  (♦  0000000  $1)  to  (♦  0777777  0777777) 
transform(  18.97)-  (♦  0000000  (♦  0777777  0777777))  •>  (♦  (♦  areg  breg)  carryln) 
p1uscommut(  10 . 00 ) p 1 usas soc2 (  12 . 00  )p3caryl  1d(  16.00) 

applying  pluscommut:  (♦  51  52)  ::  (♦  12  $1)  to  (♦  0000000  (♦  0777777  0777777)) 
trans f orm(  10.97):  (♦  (♦  07/7777  0777777)  0000000)  ->  (♦  (♦  areg  brag)  carryln) 
pluscommut(  10. 00)plusassoc(  12 . 00)operandmatch(  10.00) 
decomposing  by  operand 
transform?  2.69):  0000000  •>  carryln 
applying  fetch  decomposition 
search?  2.89):  (<-  carryln  0000000) 
carry. 0(  2.00) 

feasible:  cerry.O  ■  (<-  carryln{0  9)  0000000) 

...  success  on  search(  2.69)  with  2.00 
...  success  on  transform(  2.69)  with  2.00 
transform(  16.28):  (♦  0777777  0777777)  ■>  (♦  areg  breg) 
p1uscommut(  8. 00 ) p3cary t ld(  16 . 00)operandmatch(  8.00) 
decomposing  by  operand 
transform?  3.04):  0777777  ■>  breg 
(using  previous  result) 

...  success  on  transform/  3.04)  with  2.00 
transform(  13.25):  0777777  •>  areg 
applying  fetch  decomposition 
search?  13.25):  {<-  areg  0777777) 

)areg.mask(  6.00) 

{feasible:  areg. mask  ■  (<-  areg{8  15}  (and  Xmask  (rot  scount{7  8}  t1atch{7  8}))) 
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transform!  11.2ft):  0777777  •>  (and  Xmask  (rot  scount{7  8)  t1atch{7  8})) 

No  tafceral 

...  cutoff  reached. 

..  fail  on  transfor*(  11.2ft) 

. . .  cutoff  reached. 

. . .  fall  on  search(  13.251 
...  fall  on  transform(  13.25) 

applying  pluscommut:  {♦  $1  S2)  ::  (♦  $2  SI)  to  (♦  0777777  0777777) 
transformf  16.28):  {♦  0777777  0777777)  •>  (♦  areg  breg) 

...  found  pr#v ious  failurt 
...  fall  on  transform!  lfl.28) 

applying  p3caryl id :  SI  ::  (♦  (aval  (♦  0777777  SI))  0000001)  to  (♦  0777777  0777777) 
transform!  16.28):  (♦  0777775  0000001)  ■>  (♦  areg  brag) 
piuscommut(  16 . QQ)p3cary H d(  16.00) 

applying  pluscommut:  (♦  SI  S2)  ::  (♦  $2  $1)  to  (♦  0777775  0000001) 
transform(  16.28):  (♦  0000001  0777775)  ->  (♦  arag  brag) 
pi  us commut(  16 . 00 )p3cary 1 1d(  16 . 00 )operandmatchf  16.00) 
decomposing  by  oparand 
transformf  6.08):  0000001  ->  arag 
applying  fetch  decomposition 
saarchf  6.08):  (<-  arag  0000001) 
artg.mask(  6.00) 

feasible:  arag. mask  -  (<-  areg{8  15)  (and  Xmask  (rot  scount{7  8)  t1atch{7  8)))) 
transform(  4.08):  0000001  •>  (and  Xmask  (rot  scount{7  8)  tlatch{7  8})) 

No  takarst 
. . .  cutoff  raachad. 

...  fall  on  transform(  4.08) 

. . .  cutoff  raachad . 

. . .  fall  on  saarch(  8.08) 

...  fall  on  tnniform(  6.08) 

applying  pluscommut:  (♦  $1  S2)  ::  (♦  $2  SI)  to  (♦  0000001  077777ft) 
transform(  16.28):  (♦  0777776  OOOoOOl)  •>  (♦  arag  brag) 

...  found  previous  failure 
...  fall  on  transform!  16.28) 

applying  p3caryl1d:  SI  ::  (♦  (aval  (♦  0777777  $1))  0000001)  to  (♦  0000001  0777776) 
transform(  10.28):  (♦  0777775  0000001)  ■>  (4  arag  brag) 

...  found  previous  failure 
...  fall  on  transform(  16.28) 

. . .  cutoff  reached. 

..  fall  on  transform(  18.28) 

apolylng  P3caryI1d:  Si  ::  (♦  (aval  (♦  0777777  SI))  0000001)  to  (♦  0777775  0000001) 
transform(  16.28):  (♦  0777775  0000001)  ■>  (♦  arag  brag) 

|...  found  previous  failure 
J...  fail  on  transform(  16.2ft) 

. . .  cutoff  raachad . 

...  fall  on  transform(  16.28) 

. . .  cutoff  raachad. 

I  ...  fail  on  transf orm(  16.28) 

applying  oluscommut:  (♦  SI  S2)  ::  (♦  S2  SI)  to  (♦  (♦  0777777  0777777)  0000000) 

|  transf  orm(  18.97):  (♦  0000000  (♦  0777777  0777777))  »>  (♦■  (♦  arag  brag)  carryln) 

...  found  previous  failure 
}  ...  fall  on  transform/  18.97) 

applying  plusassoc:  (♦  («•  SI  S2)  S3)  ::  (♦  Jl  (eval  (♦  S2  S3)))  io  (♦  (♦  0777777  0777777) 

I transf orm(  18.97):  (♦  0777777  0777777)  •>  (♦  (♦  areg  breg)  carryln) 

...  found  previous  failure 
I  ...  fail  on  tran sf orm(  18.97) 

. . .  cutoff  reached. 

...  fall  on  transform(  18.97) 

applying  plusassoc2:  (♦  SI  (♦  $2  S3))  ::  (♦  (aval  (♦  SI  S2 1 )  S3)  to  (♦  0000000  (♦  0777777  07 
tr an > rm(  18.97):  (♦  0777777  0777777)  •>  (♦  (♦  areg  brag)  carryln) 

.  .  rouna  previous  failure 
...  fall  on  transform(  18.97) 

applying  o3carylid:  Si  ::  (♦  (aval  (♦  0777777  $1))  0000001)  to  (♦  0000000  (♦  0777777  0777777 
transform(  18.97);  (♦  0777775  0000001)  ■>  (♦  (♦  area  brag)  carryln) 
con-unfoid(  10 . 00  )p3carylld(  16 . 00 }ooerandmatch (  16.00) 
apolymg  con-unfold  to  (♦  0777775  Q00C001) 
transformf  19.97):  (♦  (♦  0777776  0777777)  0000001)  •>  (♦  (♦  arag  brag)  carryln) 
plusassoc(  16. 00  )p3caryl 1d(  16 . 00 Jopertndmatch (  10.00) 
decomposing  by  oparand 
trensformf  2.69):  0000001  •>  carryln 
applying  fetch  dacompos 1 t Ion 
saarchf  2.69):  (<-  carryln  0000001) 

1  carry . 1 (  2.00) 

Ifaasibla:  carry. 1  -  {<-  carry  1 n{0  9)  0000001) 
j...  success  on  saarch(  2.69)  with  2.00 
...  Success  on  transform/  2.69)  with  2.00 
ti*ansform(  16.28):  (♦  077/776  0777777)  ■»  (♦  arag  brag) 
p3cary 1 1  d (  16 . 00  )p 1 uscommut(  16.13) 

applying  p3carylid:  SI  ::  (♦  (aval  (+  0777777  SI))  0000001)  to  (♦  0777776  0777777) 
transform(  16.28):  (  +  0777774  0000001)  •>  (♦  area  brag) 
piuscommut(  16 . 00 )p3cary l i d(  16 . 00 )operandmatch f  16.00) 

I  decomposing  by  operand 

transformf  6.08):  0777774  •>  arag 
applying  fetch  decomposition 
saarchf  6.08):  (<-  arag  0777774) 
areg.mask(  6.00) 

feasible:  areg. mask  •  (<-  areg/8  15}  (and  Xmask  (rot  scount{7  8}  t1atch{7  8}))) 
transform!  4.08):  0777774  «>  (and  Xmask  (rot  scount{7  8}  tlatch{7  8})) 

No  takers! 

. . .  cutof f  raachad. 

...  fall  on  transform(  4.08) 

. . .  cutoff  reached. 

...  fall  on  search(  6.08) 
fail  on  transform(  6.08) 

applying  pluscommut:  {♦  SI  S2)  ::  (♦  $2  SI)  to  {♦  0777774  0000001) 
transform{  16.28):  ( ♦•  0000091  0777774)  •>  (♦  arag  brag) 
p 1 u s c ommu t (  10  00 )operandmatch(  16.00) 
decomposing  by  operand 
transformf  6.08):  0000001  •>  areg 
...  found  previous  failure 
...  fall  on  transform!  6.08) 

applying  pluscommut:  (♦  SI  S2)  ::  (♦  S2  SI)  to  (♦  0000001  0777774) 
transform(  16.28):  (♦  0777774  0000001)  •>  (♦  areg  brag) 

...  found  previous  failure 


♦  SI  S2 )  S3)  ::  (♦  $1  (eval  (♦  S2  S3)))  io  (♦  (♦ 
777777  0777777)  ->  (♦  (♦  areg  breg)  carryln) 


0777777  0777777)  0000000) 


S2  S3))  :: 
0777777) 


(♦  (aval  (♦  SI  S21)  S3)  to  (♦  0000000  (♦  0777777  0777777)) 
>  (♦  (♦  areg  breg)  carryln) 


to  {♦  0000000  (♦  0777777  0777777)) 
carryln) 


(♦  arag  brag)  carryln) 


Xmask  (rot  scount{7  8}  tlatch{7  8})) 
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...  fail  on  tr«n*form(  16.28) 

. . .  cutoff  reached. 

...  fill  on  transform!  16.28) 

applying  p3caryl1d:  $1  ::  (♦  (aval  (♦  0777777  $1))  0000001)  to  (♦  0777774  0000001) 
transform!  16.28):  (♦  0777774  0000001)  •>  (♦  areg  breg) 

...  found  prevloua  failure 
...  fall  on  transform!  16.28) 

. . .  cutoff  reached. 

...  fall  on  transforms  18.28) 

applying  pluscommut:  (♦  $1  $2)  ::  (♦  $2  $1)  to  (♦  0777776  0777777) 
transform(  16.28):  (♦  0777777  0777776)  •>  (♦  areg  breg) 
pluscommut!  8. 00)con-unfold(  16.13) 

applying  pluscommut:  (♦  51  52)  ::  (♦  $2  $1)  to  (♦  0777777  0777776) 
transform!  16.28):  (♦  0777776  0777777)  ■>  (♦  areg  breg) 

...  found  previous  failure 
...  fall  on  transforms  16.28) 
applying  con-unfold  to  (♦  0777777  0777776) 
transform!  16.28):  (♦  0777777  (♦  0777777  0777777))  •>  (♦  areg  breg) 
plusassoc2(  8.00) 

applying  plusassoc2:  (♦  $1  (♦  52  S3))  ::  (♦  (eval  (♦  $1  52))  S3)  to  (♦  0777777  (♦  0777777  0777777)) 
transf orm(  16.28):  (♦  0777776  0777777)  •>  (♦  areg  breg) 

...  found  previous  failure 
...  fall  on  transform(  16.28) 

. . .  cutoff  reached. 

...  fall  on  transform(  16.28) 

. . .  cutoff  reached. 

...  fall  on  transform(  16.26) 

. . .  cutoff  reached. 

...  fall  on  transforms  16.28) 

applying  plusassoc:  (♦  (♦  $1  52)  S3)  ::  (♦  51  (eval  {♦  52  53)))  to  (♦  (♦  0777776  0777777)  0000001) 
transform!  18.97):  (♦  0777776  0000000)  ■>  (♦  area  breg)  carryln) 
plusld(  i4.00)piuscommut(  16 . 00 )operandmatch(  16.00) 
applying  plusld:  51  ::  (♦  0000000  SI)  to  (•*•  0777778  0000000) 
transf orm(  18.97):  (♦  0000000  (♦  0777776  0000000))  •>  (♦  (♦  areg  breg)  carryln) 
pluscommut(  14.00) 

applying  pluscommut:  (♦  51  52)  ::  (+52  51)  to  (+  0000000  (♦  0777776  0000000)) 
transf orm(  18.97):  (♦  (♦  0777776  0000000)  0000000)  ->  (♦  (♦  areg  breg)  carryln) 
pluscommut!  14.00)operandmatch(  14.00) 
decomposing  by  operand 
transform!  2.18):  0000000  ■>  carryln 
((using  previous  result) 

...  success  on  transforms  2.18)  with  2.00 
transf orm(  16.79):  (♦  0777776  0000000)  •>  (♦  areg  breg) 
p1uscommut(  16 . 18)operandmatch(  12.00) 
decomposing  by  operand 
[transform!  8.39):  0777776  ■>  areg 
...  found  previous  failure 
|  fall  on  transform(  8.39) 

applying  pluscommut:  (♦  51  52)  ::  (♦  52  51)  to  (♦  0777776  0000000) 
transform!  16.791:  (♦  0000000  0777776)  •>  (♦  areg  breg) 
pi uscommutS  12. 6o) 

applying  pluscommut:  {♦  51  52)  ::  (♦  52  51)  to  (♦  0000000  0777776) 
transform(  16.79):  (♦  0777776  0000000)  ->  (♦  areg  breg) 

...  found  previous  failure 
...  fall  on  transform(  16-79) 

. .  .  cutoff  reached. 

...  fall  on  transform(  16.79) 

.  . .  cutoff  reached . 

...  fall  on  transform(  16.79) 

applying  pluscommut:  (♦  $1  52)  ::  (♦  52  Si)  to  (♦  !♦  0777776  0000000)  0000000) 
transform(  18.97):  (♦  0000000  (♦  0777776  0000000))  ■>  (♦  (♦  areg  breg)  carryln) 

...  found  previous  failure 
...  fall  on  transform(  18.97) 

.  .  .  cutoff  reached . 

...  fall  on  transform(  18.97) 

. . .  cutoff  reached. 

...  fail  on  transfqrm(  18.97) 
decomposing  by  operand 
transform!  2.08):  0000000  carpylh 
I  (using  previous  result) 
j...  success  on  transforms  2.08)  with  2.00 
transform(  16.89):  0777776  •>  (■♦•  areg  breg) 

I  No  takers! 

...  cutoff  reached. 

|...  fall  on  transform(  16.89) 

applying  pluscommut:  (♦  51  52)  ::  (♦  52  51)  to  (♦  0777776  0000000) 
transforms  18.97):  (♦  OOOQOOu  0777776)  ->  (♦  (+  areg  breg)  carryln) 
con-unfold(  10.00) 

applying  con-unfold  to  (♦  0000000  0777778) 
transform!  18.97):  (♦  0000000  (♦  0777777  0777777))  ■>  (+  (♦  areg  breg)  carryln) 

...  found  previous  failure 
...  fall  on  transform(  18.97) 

. . .  cutoff  reached. 

...  fall  on  transform(  18.97) 

. . .  cutoff  reached . 

...  fail  on  transform(  18.97) 

applying  p3cary!1d:  51  ::  (♦  (eval  (♦  0777777  $1))  0000001)  to  (♦  (♦  0777778  0777777)  0000001) 
transform!  18.97):  (♦  0777775  0000001)  •>  (♦  (♦  areg  breg)  carryln) 

...  found  previous  failure 
...  fail  on  transform!  18.97) 

. . .  cutoff  reached. 

...  fall  on  transform(  18.97) 
decomposing  oy  operand 
transform!  2.08):  0000001  •>  carryln 
(using  previous  result) 

...  success  on  transform!  2.08)  with  2.00 
transform!  16.89):  0777775  •>  (♦  areg  breg) 
plus  1  (3  (  12.00) 

applying  plusld:  51  ::  (♦  0000000  51)  to  0777775 
transform!  16.89):  (♦  0000000  0777775)  •>  (♦  areg  breg) 
operandmatch(  12.00) 
decomposing  by  operand 
transform!  2.25):  0000000  ■>  areg 
I  (using  previous  result) 
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|...  success  on  transform?  2.25)  with  2.00 
transform?  14.63):  0777776  •>  breg 
applying  fetch  decomposition 
search?  14.63):  (<-  Dreg  0777776) 
preg.con(  10.00) 

feasible:  Dreg. con  »  (<-  breg{4  13}  (§2  0000010  conh1{3  4}  conlo{3  4})) 
transform/  12. 63):  0777775  •>  (92  0000010  conh1{3  4}  conlo{3  4)) 
con-unfold?  8.0u) 
applying  con-unfold  to  0777775 

‘ transf orm(  12.63):  (92  0000010  0000377  0000376)  •>  (§2  0000010  conh1{3  4}  conlo{3  4}) 
operandmatch?  8.00) 
decomposing  by  operand 
transform?  6.32):  0000377  •>  conh1{3  4} 

(using  previous  result) 

...  success  on  transform(  6.32)  with 
transform(  6.32):  000037S  ■>  conlo{3  4} 
applying  fetch  decomposition 
search?  6.32):  (<-  conlo{3  4}  0000375) 

Id.conlo?  4.00) 

feasible:  ld.conlo  ■  (<-  conlo{0  9009}  Xwlld) 

...  squeezed  out. 

. . .  cutoff  reached. 

. . .  fall  on  search(  6.32) 

.  fall  on  transform(  6.32) 

.  cutoff  reached. 

.  fail  on  transform?  12.63) 

. . .  cutoff  reached  . 

...  fall  on  transform?  12.63) 

. . .  cutoff  reached. 

...  fail  on  search?  14.83) 

...  fail  on  transform?  14.63) 

.  cutoff  reached. 

.  fall  on  transform?  18.89) 
cutoff  eached. 
fall  on  transform?  16.89) 

applying  p3caryl1d:  SI  ::  (♦  eval  (♦  0777777  SI))  0000001)  t 
[transform?  18.97):  (♦  0777775  0000001)  ■>  {♦  («■  areg  breg)  carryln) 

...  found  previous  failure 
j  ...  fall  on  transform?  18.97) 

. . .  cutoff  reached. 

...  fall  on  transform?  18.97) 

. . .  cutoff  reached . 

...  fail  on  transform?  18.97) 
applying  pluscommut:  (♦  SI  S2)  ::  (♦  S2 
transform?  18.37):  (♦  0777777  0777777) 

. . .  found  previous  failure 
...  fail  on  transform?  18.97) 
applying  con-unfold  to  (♦  0777/77  0777777) 
transform?  18.07):  (+  ?♦  C000000  0777777)  0777777) 


(♦  0777775  0000001) 


si: 


to  (♦  0777777  0777777) 

(♦•  (♦  areg  breg)  carryln) 


»>  (♦  (♦  areg  breg)  carryln) 

3()  (+  (eval  (*■  S3  S 2))  S3)  to  (*  0777777  (♦  0000000  0777777)) 

7777)  •>  ?♦  (♦  areg  breg)  carryln) 


(♦  S2  SI)  to  0777777 

. .  (♦ 


;♦  0000000  0777777)) 

;♦  areg  breg)  carryln) 


?♦  (♦  areg  breg)  carryln) 

p 1 jscommu t (  !2.8C)plusid(  !6 . 40  )CPn-unfo 1 d?  16.40) 

applying  pi  us commit .  (♦  Si  S2)  ::  (♦  S2  Si)  to  (♦  (♦  0000000  0777777)  0777777) 
transform?  18.97):  (♦  0777777  (♦  0000000  0777777))  '  ' 

plusassuc2(  12 . OOJpluscommjt?  12.80) 
applying  plusi.*soc2.  (♦  SI  (♦  S2  S3) 

| transf orm(  18.97):  (♦  0777777  07777 
|  ...  found  previous  failure 
|  ...  fail  on  transform?  18.97) 
applying  pluscommut:  (♦  SI  $2)  : 

I  transform?  18.97):  (♦  (♦  0000000  $777777)  0777777) 

]  ...  found  previous  failure 
j  ...  f a 1 1  on  transform?  18.97) 

. . .  cutoff  reached. 

.  ..  fa»i  on  transform?  18.97) 

applying  plusid:  SI  ::  (♦  QOOOCOO  SI)  to  (♦  (♦  0000000  0777777)  0777777) 
transform?  18.97):  (♦  0000000  (♦  ?♦  0000000  0777777)  0777777))  ■>  ?♦  ?♦  areg  breg)  carryln) 
plusassoc2(  12  00 )p 1 uscommut?  16.40) 

applying  plusassoc2:  ?♦  SI  ?♦  S2  S3))  ::  ?♦  (eval  (♦  SI  S2))  $3)  to  (♦  0000000  (♦  (♦  0000000  0777777)  077777 
j  transform?  18.97):  (♦  0777777  0777777)  ■>  (♦  (♦  areg  breg)  carryln) 

...  found  orevious  failure 
I  .  .  fall  on  transform?  18  97) 

applying  pluscommut:  ?♦  SI  $2)  ::  (♦  S2  SI)  to  (♦  0000000  (♦  (♦  0000000  0777777)  0777777)) 
i transform?  1097) :  (♦  (»  (♦  0000000  0777777)  0777777)  0000000)  ->  (♦  (♦  areg  breg)  carryln) 
j  pfusassoc?  12  . 80 )p 1 uscommut?  10  40) 


acpi y  1  ng  pi usassoc 
transform?  18  97) 

found  previous  failure 
fail  on  ti  snsform?  18.97) 
applying  piuSCOmmjt  (♦  S1  $2)  :: 
transform?  18.97)  (♦  0000000  (♦ 

found  prev’ous  failure 
fail  on  transform?  18.97) 


si  S2 1  S3)  ::  ?♦  SI  (eval  (♦  S2  S3)))  to  ?♦  (♦  (♦  0000000  07^7777)  0777777)  0000 
4  OOOOOCO  0777777)  0777777)  ■>  ?♦  (♦  areg  breg)  carryln) 


(♦  S2  $1)  to  ?♦  ?♦  (♦  0000000  0777777)  0777777)  0000000) 

(♦  00C0000  07777 /7 )  0777777))  •>  (♦  (♦  areg  breg)  carryln) 


...  cutoff  reached . 
j  fait  on  transform?  18.97) 

I  cutof '  retched. 

f«i’  on  transform?  18  97) 

|  applying  con-jn/old  to  (♦  ?♦  0000000  0777777)  0777777) 

transform  18  9 7 >  (♦  ?*  OOuCOOO  0777777)  ?♦  0000000  0777777))  ■>  ?♦  ?♦  areg  breg)  carryln) 

I  plusassoc?;  1?  00  ip ' useemmut?  16  40) 

I  applying  plusassoc2  (♦  SI  (♦  $2  S3))  ::  (♦  (eval  (♦  SI  S2))  S3)  to  ?♦  (♦  0000000  0777777)  (♦  0000000  077777 

[transform?  18. 9T).  {♦  0777777  0777777  )  «>  ?♦  (♦  areg  breg)  carryln) 

|  .  found  previous  failure 
I  . . .  fail  on  transform?  1897) 

applying  pluscommut  (♦  SI  S2)  •:  (♦  S?  SI)  to  (♦  (♦  0000000  0777777)  (*  0000000  0777777)) 

[transform?  10  97).  ?♦  (♦  0000000  0777777)  (♦  0000000  0777777))  •>  (♦  (♦  areg  breg)  carryln) 
j  ...  found  previous  failure 
|  . ..  fail  on  transform?  18.97) 

. . .  cutoff  reached . 

...  fall  on  transform?  18.97) 

. . .  cutoff  reached. 

...  fall  on  transform?  18.97) 

...  cutoff  reached. 

|...  fall  on  transform?  18.97) 
applying  p'jsid:  SI  ::  (♦  0000000  SI)  to  0777776 
transform?  18  97):  (♦  0000000  0777776)  •»  ?♦  (♦  areg  breg)  carryln) 
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->  (not  areg) 


I...  found  previous  failure 
[...  fall  on  transform(  18.97) 

applying  p3caryl1d:  SI  : :  (♦  (aval  (♦  0777777  $1))  0000001)  to  0777776 
transform  18.97):  (♦  0777775  0000001)  •>  (♦  (*■  areq  brag)  carryln) 
j...  found  previous  failura 
|...  fall  on  transform(  18.97) 

. . .  cutoff  reachto. 

...  fall  on  transform(  18.97] 

feasible;  fbus.Bma  ■  (<-  fous{2  11}  (♦  (♦  (not  arag)  dreg)  carryln)) 
transform(  18.97):  0777776  •>  (♦  (♦  (not  areg)  dreg)  carryln) 
con-unfold(  14.00)plus1d(  16.00)con-unfo1d(  18.02) 
applying  con-unfold  to  0/77776 

transforin(  18.97):  (not  0000001)  ->  (♦  (♦  (not  arag)  brag)  carryln) 

|p!usid(  12 . 00)con- unfol d(  16.40) 

applying  plusid:  SI  ::  (♦  0000000  SI)  to  (not  0000001) 
transform(  18.97):  (♦  0000000  (not  0000001  ))  •>  (♦  [*■  (not  arag)  brag)  carryln) 
pi uscommut (  12 .00 )plus 1d(  12 . 20 )con-unfo 1 d(  12.80) 

applying  pi  uscommut:  (♦  Si  S2 )  ::  (♦  S2  SI)  to  (♦  0000000  (not  0000001)) 
transf orm(  13.97):  (not  0000001)  0000000)  ■>  (♦  (not  arag)  brag)  carryln) 

p1uscommut(  12 .G0)plus 1 d (  12 . 20  )oparandraatch(  12.00) 
decomposing  by  operand 
‘transform(  2.36):  0000000  ■>  carryln 
(using  previous  result) 

...  success  on  transform(  2.36)  with  2.00 
transform(  16.61):  (not  0000001)  •>  (♦  (not  areg)  brag) 
plus ld(  !2.0G)con-jnfold{  16.16) 

applying  plus'd:  SI  ::  (♦  OOOOOuO  $1)  to  (not  0000001) 
transform(  16.61):  (♦  0000000  (not  0000001))  •>  (♦  (not  arag)  brag) 
pi uscommut(  12.00) 

applying  pi uscommut :  (+  SI  $2)  ::  (♦  S2  SI)  to  {♦  0000000  (not  C000001 ) ) 
transform^  11.61];  (♦  (noi  OC00001]  0000000)  ->  (♦  (not  arag)  br*g) 

'pluscommutf  12  .  o0  )oper andinatch(  li.00) 
decomposing  by  operand 
transform(  8.30).  (not  0000001) 
operandmatch(  6.00) 
decomposing  by  operand 
transform(  8.30):  0000001  •>  arag 
applying  fetch  decomposition 
Isearchf  6.30):  (<-  areg  0000001) 
areg.mask(  6.0C) 

feasible:  areg. mask  •  (<-  areg{8  16}  (and  Xmask  (rot  scount{7  8)  tlatch{7  8})) 
transform{  6.30):  0000001  •>  (and  Xmask  (rot  scount{7  8}  tiatcn{7  8})) 

I  |  |  No  takers! 

. . .  cutoff  reached. 

...  fall  on  transform(  6.30) 

. . .  cutoff  reached . 

...  fall  on  search(  8.30] 

. .  fall  on  transf orm(  8.30) 

...  cutoff  reached. 

...  fall  on  trarsform(  8.30) 

applying  pi uscommut :  (♦  $1  S2)  ::  (♦  $2  $1)  to  (♦  (not  0000001)  0000000) 
transform  16.61):  (>  0000000  (not  0000001))  *>  (♦  (not  areg)  dreg) 
found  previous  failure 
...  fail  on  transform(  16.61) 

.  .  .  cutot  f  reached . 

....  fail  on  transf orm(  16.61) 

. . .  cutoff  reached . 

...  fail  on  trnnsformf  16.61) 
appiyinq  con-unfcld  to  (not  0000001) 
tr*risform(  16.61):  (not  (♦  0000003  0000001))  «>  (♦ 

No  takers! 

. . .  cutoff  reached . 

...  fail  on  transform(  16.61) 

. . .  cutoff  reached. 

...  fall  on  transform(  16.61) 

applying  pluscommut:  (♦  SI  S2)  ::  (♦  S2  $1)  to  (♦  (not  0000001)  0000000) 

|  transf  orm(  18.97):  (♦  0000000  (not  0000001))  •>  (♦  (•►  (net  areg)  brag)  carryln) 

...  found  previous  failure 
|  ...  fall  on  transformf  18.97) 

applying  plusid:  SI  ::  (♦  OOOOOOC  $1)  to  (♦  (not  0000001)  0000000) 
transform(  18.97):  (♦•  0000000  (♦  (not  0000001)  0000000))  •>  (♦  (♦  (not  areg)  brag)  carryln) 
pluscommut(  12 . 20 )con-unf o 1 d(  14.80) 

applying  pluscommut:  (♦  SI  S2)  ::  (♦  S2  $1)  to  (♦  0000000  (♦  (not  0000001)  0000000]) 
transform(  18.97):  (♦  (♦  (not  0000001)  0000000)  0000000)  ■>  (♦  (♦  (not  areg)  brag)  carryln) 
plusassoc(  12 .00)pluscommut(  12 . 20 )operandmatch (  14.00) 

applying  plusassoc:  {♦  (♦  SI  S2)  S3)  ;:  (♦  SI  (eval  (♦  $2  $3)))  to  (♦  (♦  (not  0000001)  0000000)  0000000) 
transform^  18.97):  (♦  (not  0000001)  0000000)  •>  (♦  (♦  (not  areg)  brag)  carryln) 

J...  found  previous  failure 
|...  fail  on  transform(  18.97) 
applying  pluscommut:  (♦  SI  S2)  :  ,  , 

transformf  18.97):  (♦  0000000  (+  (not  0000001)  0000000)) 

|...  found  previous  failure 
|...  fail  on  transform(  18.97) 
decomposing  by  operand 
transfor:.i(  2.18):  0000000  ■>  carryln 
I  (using  previous  result) 
j...  success  transform{  2.18)  with  2.00 

transform(  16  79):  (♦  (not  0000001)  0000000)  ■>  (♦  (not  areg)  breg) 

I...  found  previous  failure 
|...  fail  on  tran$form(  16.79) 

. . .  cutoff  reached . 

fa  *  1  on  transform(  18.97) 

applying  con-unfold  to  (♦  0000000  (♦  (not  0000001)  0000000]) 
tr an sf orm(  18.97):  (♦  (not  0777777)  (♦  (not  0000001  )  0000000))  •>  (♦  (♦  (not  areg)  breg)  carryln) 
p i u  s  c  ommu  t (  14.60)plusassoc2(  16.00) 

acolying  pluscommut:  (♦  SI  $2)  ::  (  +  S2  SI)  to  (♦  (not  0777777)  (♦  (not  0000001)  0000000)) 
transform(  18.97):  (♦  (♦  (not  0000001)  0000000)  (not  0777777))  ->  (♦  (♦  (not  areg)  breg)  carryln) 
lpiusassoc(  12.00) 

applying  plusassoc:  (♦  (♦  SI  S?)  S3)  ::  (♦  SI  (eval  (♦  S2  S3)))  to  (♦  ( «•  (not  0000001)  0000000)  (not  0 
tr ans form(  18.97):  (♦  (not  0000001)  0000000)  •>  (♦  (♦  (not  areg)  breg)  carryin) 

...  found  previous  failure 
...  fail  on  transform(  18.97) 

. . .  cutoff  reached . 

...  fall  on  transform(  18.97) 


(not  arag)  brog) 


(♦  $2  SI)  to  (♦  (*•  (not  0000001) 

.  (♦  (♦ 


0000000)  0000000) 

(not  areg)  breg)  carryln) 
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applying  plusassoc2:  (♦  $1  (♦  $2  $3))  ::  (♦  (aval  (♦  $1  $2))  $3)  to  (♦  (not  0777777)  (♦  (not  0000001)  00 
transform(  18.97):  (♦  0777776  0000000)  *>  (♦  (♦  (not  areg)  breg)  carryln) 
con-unfold(  12 .0Q)operandmatch(  16.00) 
applying  con-unfold  to  (♦  0777776  0000000) 

transfortn(  16.97):  (♦  (♦  0777777  0777777)  0000000)  •>  (♦  (♦  (not  areg)  breg)  carryln) 
con-unfold(  12 .8Q)operandmatch(  12.00) 
decomposing  by  operand 
transform!  2.36):  0000000  •>  carry  In 
|(us1ng  previous  result) 

...  success  on  transform(  2.36)  with  2.00 
transform(  16.61):  (♦  0777777  07777771  ■>  («•  (not  areg)  brag) 
con-unfold(  4.00)operandmatch(  '.00) 
applying  con-unfold  to  (♦  07777/7  0777777) 
transform^  16.61):  (♦  (not  0000000)  0777777)  •>  (♦  (not  areg)  breg) 
pi uscommut (  4. 00)operandmatch(  4.00) 
decomposing  by  operand 

transformf  8.30):  (not  0000000)  ■>  (not  areg) 
op«randmatch(  2.00) 
decomposing  by  operand 
transform!  8.30):  0000000  •>  areg 
I  (using  previous  result) 

|...  success  on  transform(  8.30)  with  2.00 
...  success  on  transform(  8.30)  with  2.00 
transform(  8.30):  0777777  a>  breg 
(using  previous  result) 

...  success  on  transform<  8.30)  with  2.00 
...  success  on  transform(  16.61)  with  4.00 
...  success  on  transform(  16.61)  with  4.00 
...  success  on  transformf  18.97)  with  6.00 
...  success  on  transform(  18.97)  with  6.00 
...  success  on  transformf  18.97)  with  0.00 
...  success  on  transform(  18.97)  with  6.00 
...  success  on  transform(  18.97)  with  6.00 
...  success  on  transformf  18.97)  with  6.00 
...  success  on  transform(  18.97)  with  6.00 
...  success  on  transformf  18.97)  with  6.00 
..  success  on  search(  21.97)  with  9.00 
253  nodes  examined. 

Mj/imum  search  depth:  17 
Maximum  axiom  depth:  9 

Approximate  execution  time;  116.68  seconds 
Compacting: 

areg. mask  0000000  breg. ones  (0) 
fbus.bma  carry. 0  (1) 


In  the  final  trace,  the  And/Or  and  iteration  strategies  are  used  together. 


search (  45.60):  (;  f<-  dram[dadr  0000000]  llncwd)  (<-  fbus  0000007)) 
decompos 1 t ion(  38.00) 

search(  20.40):  (<-  dramfdadr  0000000]  llncwd) 
id.dr.aset(  17 . 00)1 d. dr . ac 1 r(  17.00) 

feas.c»e.  ld.dr.aset  •  (<-  dram{3  9999}[dadr{2  3)  Xwlld]  for  dmask{l  2}  abus)) 
transform(  0.00)*:  dram{3  9999}[dadr{2  3}  Xwlldj  »>  dramfdadr  OOQQOQQJ 
trarsforirtf  0.00):  0000000  ■>  Xwlld 
(attempting  constant  match 
|  it's  a  match! ! 

j...  success  on  transformf  0.00)  with  0.00 
...  success  on  transform(  0.00)  with  0.00 
transform(  10.40):  llncwd  ■>  (or  dmask{l  2}  abus) 
or i d(  7.00) 

applying  orid:  $1  ::  (or  0000000  $1)  to  llncwd 
transform!  18.40):  (or  0000000  llncwd)  ->  (or  dmask{l  2)  abus) 
ooerandmatch(  7.00) 
decomposing  by  operand 
transformf  0.00):  0000000  ■>  dmask{l  2} 
applying  fetch  decomposition 
searchf  0.00):  (<-  dmask{l  2}  0000000) 

(ld.dmask(  0.00) 

fca;ibie:  Id.dmask  ■  (<-  dmaskfO  7}  Xbltset) 
j  transform!  0.00):  0000000  •>  Xbltset 
attempting  constant  match 
it's  a  match!! 

...  success  on  transform!  0.00)  with  0.00 
...  success  on  search(  0.00)  with  0.00 
...  success  on  transformf  0.00)  with  0.00 
transform!  18.40):  lincwd  ■>  abus 
applying  fetch  decomposition 
searchf  18.40):  (<-  abus  llncwd) 

| abus  .  1  Inc (  7.00) 

jfeas’ble:  abus. line  »  (<-  abus{5  12)  !1ncwd{4  5}) 
j...  success  on  search(  18.40)  with  7.00 
...  success  on  transform(  18.40)  with  7.00 
...  success  on  transform!  18.40)  with  7.00 
...  success  on  transform!  18.40)  with  7.00 
feasib’e  Id  dr.aclr  •  (<-  dram{3  9999}[dadr{2  3)  Xwild]  (and  (not  dmaskfl  2))  abus)) 
transformf  0.00)*:  dram{3  9999}[dadr{2  3}  Xwild]  »>  dramfdadr  0000000] 
l (us  > n g  previous  result) 

.  .  success  on  transform(  0.00)  with  0.00 
transformf  15.14):  llncwd  *>  (and  (not  dmaskfl  2))  abus) 

No  takers! 

. . .  cutof f  reached. 

...  fail  on  transform!  16.14) 

...  success  on  search{  20.40)  with  9.00 
search!  25.20):  (<-  fbus  0000007) 
fbus  .andf  21  .  00  )fbus  .  or (  2 1 . 00 ) f bus  .  xor (  21.00) 
feasible:  fbus. and  -  (<-  fbus{2  11}  (and  areg  breg)) 
transformf  22.20):  0000007  *>  (and  areg  breg) 
and 1d(  12.00) 

applying  andld:  $1  ::  (and  0777777  $1)  to  0000007 
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transform!  22.20):  (and  0777777  0000007)  «>  (and  areg  brag) 
andcommut(  12.00)and1d(  20.00) 

apply ir  g  andcommut:  (and  SI  32)  ::  (ana  S2  SI)  to  (and  0777777  0000007) 
transform(  22.20):  (and  0000007  0777777)  *>  (and  areg  breg) 
andcbmmut(  12.00)and1d(  20 .  QQ Joperandma tch(  12.00) 
decomposing  by  operand 
transform?  2.53):  0777777  ■>  breg 
(applying  fetch  decomposition 

search?  2.53):  (<-  breg  0777777) 
breg.ones(  2.00) 

feasible:  breg. ones  •  (<-  bregM  13}  0777777) 

...  success  on  search(  2.53)  with  2.00 
j...  success  on  transform(  2.53)  with  2.00 
transform(  19.67):  0000007  ■>  areg 
(applying  fetch  decomposition 

search?  19.67):  (<-  areg  0000007) 
areg.mask(  10.00) 

feasible:  areg. mask  ■  {<-  areg{8  15}  (and  Xmask  (rot  scount{7  8}  t)atch{7  8}))) 
transform^  17.67):  0000007  *>  (and  Xmask  (rot  scount{7  8}  tlatch{7  8})) 
andid(  11.00) 

applying  andid:  $1  : :  (and  0777777  $1)  to  0000007 

(transform!  17.67):  (and  0777777  0000C07)  ->  (and  Xmask  (rot  scount{7  8}  tlatch{7  8})) 

|  andcommut(  11.00) 

applying  andcommut:  (and  SI  32)  ::  (and  $2  SI)  to  (and  0777777  0000007) 

[  transform(  17.67):  (and  0000007  0777777)  ->  (and  Xmask  (rot  scount{7  8}  tlatch{7  8})) 

[  andcommut!  11 . 00 )cperandmatch(  11.00) 

decomposing  oy  operand 
transform?  0.00):  0000007  ->  Xmask 
lattempting  constant  match 
I  ’t  s  a  match ! I 

j...  success  on  transform!  0.00)  with  0.00 
transform!  17.67):  0777777  •>  (rot  scount{7  8)  tlatch{7  8}) 
rot  I d(  9.00) 

applying  rotid:  $1  ::  (rot  0000000  SI)  to  0777777 
trans'orm(  17.67):  (rot  0000000  0777777  j  ■>  (rot  scount{7  8}  tlatch{7  8}) 
operandma tch(  9.00) 
decomposing  by  operand 
transform!  2.84):  0000000  •>  scount{7  8} 

I  applying  fetch  decomposition 

(search?  2.34):  (<-  scount{7  8}  0000000) 

|  Shift!  2  00) 

!  feasible,  shirt  .  (<-  scount{4  9}  Xwild) 
transform!  0.00;:  0000000  •>  Xwild 
(using  previous  result) 

I  ..  success  on  transform!  0.00)  with  0.00 
I  ...  success  on  search(  2.84)  with  2.00 
!  I  .  .  success  on  transform!  2.C-*)  with  2.00 
!  |  transform!  14.83):  0777777  tlatch{7  8} 

|  I  j  aioiyng  fetch  decomposition 

i  search (  U  8J , :  (<-  t  atch{7  8}  0777777) 
j  1  d  .  1 1  (  7  •  i ) 

feasib-e:  »o  tl  ■  (<•  tlatch«'6  9999}  abus{5  6}) 
transform!  13.83):  07  77  7  7  7  »>  abus{5  6} 
applying  fetch  decomposition 
search’  *3.83):  i<-  abtrs{6  6}  0777777) 
iatu$.gpr(  12 . 00 jabus . f bus (  6 . GO )abus . dramf  8.00) 
j  J  1'ersib‘e.  acus.fbus  •  (<-  abus{5  12}  fbus{2  3}) 

|  trarsform(  10. 83)'  0777777  »>  fbus{2  3} 

II!  '  applying  'etch  decomposition 

j  |  search!  10.93):  (<-  fbus{2  3}  0777777) 

i  J  f Pus . ones (  3  00  i 

j  |  feasible:  fbus.ones  »  (<-  fbus{2  11}  0777777) 

|  I  ...  success  on  search(  10.83)  with  3.00 

!  I  ...  success  on  transform^  10.93)  with  3.00 

feasible  abus.dram  •  (<-  abus{5  12}  dram{4  5}[dadr{4  5}  Xwild]) 
transform!  8.62):  0777777  =>  dram{4  5}'dadr{4  5}  Xwild] 
applying  fetch  decompos i t ion 
search!  8.62):  (<*  dram{4  5}[dadr{4  5}  Xwild]  0777777) 

1 d . d . f bus (  5.00) 

feasible:  id.d.fbus  •  (<-  dram(8  9999}[(jadr{2  3)  Xwild]  fbus{7  8}) 

|transform(  0.00)*:  dram{8  9999}[dadr{2  3}  Xwild]  ->  dram{4  5}[dadr{4  5}  Xwild] 
...  can  t  allocate  resourcel 
|  ...  fail  on  transform!  0.00) 

...  cutoff  reached . 

|  ...  fa i 1  on  search(  8.82) 

I  ...  fai1  on  transfrtrm(  8.62) 

|...  success  on  search(  13.83)  with  9.00 
...  success  on  transform!  13.83)  with  6.00 
i  ...  success  on  search!  14.83)  with  7.00 
...  success  on  transform!  14.93)  with  7.00 
|  .  .  success  on  transform!  17.67)  with  9.00 

j  J...  success  on  transform!  17.67)  with  9.00 

aop’ying  andcommut:  (and  31  S2)  ::  (and  32  SI)  to  (and  0000007  0777777) 

I  transform'  14  84):  (and  0777777  0000007)  «>  (and  Xmask  (rot  scount{7  8}  tl«tch{7  8})) 

j  I  |...  found  previous  failure 

j...  fa'l  on  transform(  14.34) 

.  .  success  on  transform(  17.67)  with  9.00 
|  ...  success  or  transform!  17.67)  with  9.00 
...  success  on  transform!  17.67)  with  9.00 
...  success  on  search!  19.67)  with  11.00 
j...  success  on  transform!  19.67)  with  11.00 
applying  andcommut  (and  SI  32)  (and  32  SI)  to  (and  0000007  0777777) 

!  trarsform(  19. 65):  (and  0777777  0000007)  •>  (and  areg  breg) 

|  i...  found  previous  failure 

l  |...  f  a  t  *  on  transform(  18.65) 

.  success  on  transform(  ? ^  .20)  with  13.00 
success  on  transform(  22.20}  with  13.00 
success  or.  transform!  22.20  1  with  13.00 
'eas'b'e  'bus. or  «  (<-  'bus{2  11}  (or  areg  breg)) 
t " 3 n s ' j r m (  18.17):  0000007  •>  (or  areg  breg) 
i'  -i;  16  30) 

JOC  /'Hi  or i d :  Si  ::  (or  0000000  31)  to  0000007 
t  an sf 18.17):  (or  0000000  0000007)  »>  (or  areg  breg) 

,";ommut(  16. 00) 
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applying  orcommut:  (or  $1  $2)  ::  (or  $2  $1)  to  (or  0000000  0000007) 
transform^  18.17):  (or  0000007  0000000)  ->  (or  areg  breg) 
orcommut(  16.0Q)operandmatch(  16.00) 
decomposing  by  operand 
transform?  6.60):  0000000  •>  breg 
[applying  fetch  decomposition 
search?  6.60):  (<-  breg  0000000) 
breg.fbl(  6.00) 

feasible:  breg.fbl  ■  (<•  breg{4  13}  fblatch{3  4}) 
transform(  4.60):  0000000  »>  fblatch{3  4} 
applying  fetch  decomposition 
search?  4.60):  (<-  fb1atch{3  4}  0000000) 

Id. fb!(  4.00) 

feasible:  Id.fbl  •  (<-  fblatch{3  9999}  fbus<2  3}) 
transform(  3.60):  0000000  m>  fbus{2  3} 
applying  fetch  decomposition 
search?  3.60):  (<-  fbus{2  3}  0000000) 

|fbus.zero(  3.00) 

feasible:  fbus. zero  •  (<-  fbus(2  11}  0000000) 
j...  success  on  search(  3.60)  with  3.00 
...  success  on  transform(  3.60)  with  3.00 
.  success  on  *earch(  4.60)  with  4.00 
I  ...  success  on  transform(  4.60)  with  4.00 
...  success  on  search(  6.60)  with  6.00 
|...  success  on  transform(  6.60)  with  6.00 
transferor  11.57):  0000007  ->  areg 
J  (using  previous  result) 

|...  success  on  transform(  11.57)  with  11.00 
...  success  on  transform(  18.17)  with  17.00 
...  success  on  transform(  13.17)  w:'..  17.00 

...  success  on  transform!  18.171  with  17. f? 

...  success  on  search(  25.20)  with  16.00 
.  success  on  search(  45.60)  with  25.00 
51  nodes  examined. 

Maximum  search  depth:  19 

Maximum  axiom  depth:  5 

Approximate  execution  time:  1.89  seconds 

Compacting  set  0: 
abus .line  (0) 

Id.tl  abus.fous  fbus. ones  breg. ones  areg. mask  0000007  shift  0000000  Id.dmask  0000000  ld.dr.aset  COOQOOO  (1) 
fbus. and  (2) 

...  size  3.  spread  18.  cost  26 

Compacting  set  1: 

Id.fbl  fbus.zero  abus. line  (0) 

'd-f  aous.fbus  fbus.ones  breg.fbl  areg. mask  0000007  shift  0000000  Id.dmask  COOOOOO  ld.dr.aset  0000000  (1) 
fbus. or  (2) 

...  size  3.  spread  20.  cost  29 

Modifying  tables: 

Inner  product  is  7 
fbus:  3.  1  ->  8 
Hatch:  1.  1  ■>  3 
abus :  3 .  1  •>  8 
carryoutl:  0.  1  ->  0 
carryoulZ :  0.  1  «>  0 
car ryoj t3 :  0.  1  ■>  0 

sea-chf  57.60):  (:  (<-  dram[dadr  0000000]  llncwd)  (<-  fbus  0000007)) 
necompos H  on(  48.00) 

search!  26.40):  (<-  dram[dadr  0000000]  llncwd) 

1d.J".asot(  22 .00)ld.dr.aclr(  22.00) 

feasible:  ld.dr.aset  «  (<-  dram{3  3999}[dadr(2  3}  Xwlld]  (or  dmask{l  2}  abus)) 
trarsform(  0.00)*:  dram{3  9999}[dadr{2  3}  XwlldJ  •>  dram[dadr  0000000] 
transform(  0.00):  0000000  •>  Xwlld 
[attempting  constant  match 
it's  a  match l t 

j...  success  on  trensforn>(  0.00)  with  0.00 
..  success  on  transform(  0.00)  with  0.00 
transform(  24.40):  llncwd  ■>  (or  dmask{l  2}  abus) 
or  i  d(  12.00) 

applying  orld:  $1  ::  (or  0000000  $1)  to  llncwd 

|transform(  24.40):  (or  0000000  llncwd)  •>  (or  dmask{l  2}  abus) 

I  operandmatch(  12.00) 
decomposing  uy  operand 
trarsform?  0.00):  0000000  «>  dmask{l  2} 
applying  fetch  decomposition 
search?  0.00):  (<-  dmask{l  2}  0000000) 
lld.dmask(  0.00) 

feasible:  Id.dmask  •  (<-  dmask{0  7}  Xbltset) 
j  transform(  0.00):  0000000  «>  Xbltset 
(  attempting  constant  match 
I  it’s  a  match! ! 

|  ..  success  on  transform(  0.00)  with  0.00 

j...  success  on  search(  0.00)  with  0.00 
.  .  success  on  transfurm(  0.00)  with  0.00 
transfor*ji(  24.40):  llncwd  ■>  abus 
applying  fetch  decomposition 
search^  24  40);  (<-  aDus  llncwd) 

|  aous . 1 inc (  12.00) 

(feasible:  abus.Hnc  •  (<-  abus{5  12}  llncwd{4  5)) 

|...  success  on  search{  24.40)  with  12.00 
.  suc.cess  on  transform(  24.40  )  with  12.00 
success  on  transform(  24  40)  with  12.00 
...  success  on  transform(  ;4  4 u )  with  12.00 
feasible'  itf.dr.acir  -  (<-  d"am(3  9999}[dadr{2  3}  Xwlld]  (and  (not  dmask(l  2})  abus)) 
transform(  0.00)*:  dram{3  3999} [ dad^ (2  3}  Xwlld]  »>  dram[dadr  0000000] 
i(usmg  previous  result) 

.  success  on  transformf  0  00)  with  0.00 
transform(  20.18);  llncwd  »>  (and  (not  dmask{l  2})  abus) 

No  takers! 

. . .  cutoff  reached . 

...  fall  on  transform(  20.18) 
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...  success  on  search(  26.40)  with  14.00 
search(  31.20):  (<-  fbus  0000607) 
fbus.and(  26.00)fbus .or(  26 . 00 )f bus . xor(  26.00) 
feasible:  fbus. and  -  (<-  fbus{2  11)  (and  areg  brag)) 
transform(  23.20):  0000007  ■>  (and  areg  breg) 
andid(  12.00) 

applying  andld:  SI  ::  (and  0777777  $1)  to  0000007 
transformf  23.20):  (and  0777777  0000007 )  ■>  (and  areg  breg) 
andcommut(  12.00) 

applying  andcommut:  (and  SI  S2)  ::  (and  S2  $1)  to  (and  0777777  0000007) 
transform{  23.20):  (and  0000007  0777777)  •>  (and  areg  breg) 
andcommut(  12 . 00 )operandmatch (  12.00) 
decomposing  by  operand 
transform?  2.58):  0777777  •>  breg 
lapplylng  fetch  decomposition 
search?  2.58):  (<-  breg  0777777) 
breg.ones(  2.00) 

feasible:  breg. ones  -  (<-  bregfs  13}  0777777) 

...  success  on  search(  2.58)  with  c.OO 
...  success  on  transform*  2.58)  with  2.00 
transform(  20.62):  0000007  •>  areg 
(applying  fetch  decomposition 

search?  20.62):  (<-  areg  0000007) 
areg.mask(  10.00) 

feasible:  areg. mask  -  (<-  areg{8  15}  (and  Xmask  (rot  scount{7  0}  tlatch{7  8}))) 
transformf  18.62):  0000007  ->  (and  Xmask  (rot  scount{7  8}  tlatch{7  8})) 

No  takersl 
. . .  cutoff  reached. 

...  fall  on  transform(  18.62) 

...  cutoff  reached. 

...  fall  on  search(  20.621 
...  fall  or  transform(  20.6k) 

applying  andcommut:  (and  SI  S2)  ::  (and  $2  SI)  to  (and  0000007  0777777) 
trans form(  23.20):  (and  0777777  0000007)  ->  (and  areg  breg) 

|...  found  previous  fatlure 
|...  fail  on  transform(  23.20) 

. . .  cutoff  reached . 

...  fall  on  transform(  23.20) 

. . .  cutoff  reached  . 

...  fail  on  transformf  23.20) 

...  cutoff  reached . 

...  fall  on  transform(  23.20) 
feasible:  fous.or  •  (<-  f'bus{2  11}  (or  areg  breg)) 
tran s f orm(  23.20):  0000007  «>  (or  areg  breg) 

No  taxersl 
. . .  cutoff  reached. 

...  ra11  on  transform(  23.20) 
feasibla:  fbus.xor  •  (<-  fbus{2  11}  (xor  areg  breg)) 
transformf  23.20):  0000007  •>  (xor  areg  breg) 

No  takers! 

.  . .  cutoff  reached. 

...  fail  on  transform(  23.20) 

. .  .  cutoff  reached. 

...  fall  on  search(  31.20) 

. . .  cutoff  reached . 

...  fail  on  search(  57.60) 

25  nodes  examined. 

Maximum  search  depth:  8 

Max’mum  axiom  depth:  3 

Approximate  execution  time:  1.53  seconds 

s**ar;ri  ^3.36}:  (  :  (<-  dram[dadr  0000000}  llncwd)  (<“  fbus  Q000007)) 

Jiacc  oos  i ».  on(  40  00) 

5  e  a  • .  t  (  i'*  04)  (<-  or  am[  dadr  0000000]  llncwd) 

id. Jr  aset(  22 . 00 )  1 d . dr . ac l r (  22.00} 

f eas  ’ b i e .  id.dr.aset  •  (<-  dram(3  9999}[dadr{2  3}  Xwild]  (or  dmask{l  21  abus)) 
tran$form(  0.00)*:  dram{3  9999}[dadr{2  3}  XwlldJ  ■>  dram[dadr  OOOOOOOj 
[fusing  previous  result) 

...  success  on  transformf  0.00)  with  0.00 
transform(  27.04):  llncwd  •>  (or  dmask{l  2}  abua) 
orld(  12.00) 

applying  orld:  $1  ::  (or  0000000  SI)  to  llncwd 
transformf  27.04):  (or  0000000  llncwd)  ■>  (or  dmask{l  2}  abus) 
ond(  24 . 00  )operandmatch(  12.00) 
decomposing  by  operand 
transform?  0.00):  0000000  ■»  dma*k{l  2} 

(using  previous  result) 

..  success  on  transform(  0.00)  with  0.00 
transformf  27.04):  llncwd  ■>  abus 
apolying  fetch  decomposition 
search?  27.04):  (<-  abus  llncwd) 
jaous.Hncf  12.00) 

jfeasn  e:  abus. line  •  (<•  abus{5  12}  llncwd{4  5}) 
j...  si  .cess  on  seareftf  27.04)  with  12.00 
...  success  on  transformf  27.04)  with  12.00 
j  ...  success  on  transform(  27.04)  with  12.00 
...  success  on  transform(  27.04)  with  12.00 
feasible:  ld.dr.aclr  »  (<-  dram{3  9999}[dadr{2  3}  Xwild]  (and  (not  dmask{l  2})  abus)) 
transform(  0.00)*:  dram{3  9999}[dadr{2  3}  Xwild]  *>  dram[dadr  0000000] 

|(usmg  previous  result) 

...  success  on  transformf  0.30)  with  0.00 
transformf  22.39):  llncwd  •>  (and  (not  dmask{l  2})  abus) 

No  takersl 
.  .  .  cutoff  reached . 

...  fall  on  transformf  22.39) 

...  success  on  search(  29.04)  with  14.00 
search(  34.32):  (<-  fbus  0000007) 
fbus.and(  26 . 00  )f bus . or(  26 , 00)fbus . xor(  26.00) 
feasible:  fbus. and  ■  (<-  fbus{2  11}  (and  areg  breg)) 
transform*  26.32):  0000007  ->  (and  are g  dreg) 
an  d 1 d (  12.00) 

applying  andld:  SI  ::  (and  0777777  SI)  to  0000007 
|transform(  26.32):  (and  0777777  0000007)  «>  (and  areg  breg) 

|  andcommutf  12  . 00 )operandmatch(  24.00) 
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applying  andcommut:  (and  SI  $2)  ::  (and  $2  $1)  to  (and  0777777  0000007) 
transform(  26.32):  (and  0000007  0777777)  *>  (and  areg  breg) 
anacommut(  12  . 00)operandmatch (  12.00) 
decomposing  by  operand 
transform?  2.74):  0777777  ->  brag 
applytng  fetch  decomposition 
search?  2.74):  f<-  breg  0777777) 
breg.ones(  2.00) 

feasible:  breg. ones  ■  {<-  breg(4  13)  0777777) 

...  success  on  scarch(  2.74)  with  2.00 
...  success  on  transform(  2.74)  with  2.00 
transform(  23.56):  0000007  •>  areg 
applying  fetch  decomposition 
search?  23.58):  (<-  areg  0000007) 
areg.mask(  10.00) 

feasible:  areg. mask  *  (<-  areg{8  15}  (and  Xmask  (rot  scount{7  8}  tlatch{7  8}))) 
transform(  21.58):  0000007  *>  (and  Xmask  (rot  scount{7  8}  tlatch{7  8})) 

No  takers! 

. . .  cutoff  reached. 

...  fall  on  transform(  21.58) 

. . .  cutoff  reached . 

...  fall  on  search(  23 . 58) 

...  fall  on  transform^  23.58) 

applying  andcommut:  (and  $1  S2)  ::  (and  $2  SI)  to  (and  0000007  0777777) 
transform(  28.32):  (and  0777777  0000007)  ->  (and  ar*g  breg) 
j...  found  previous  failure 
|...  fail  on  transform(  26.32) 

. .  .  cutoff  reached . 

...  fall  on  transform(  28.32) 
decomposing  by  operand 
transform!  10.80):  0777777  •>  areg 
applying  fetch  decomposition 
search?  10.80):  (<-  areg  0777777) 
areg.mask(  10.00) 

feasible:  areg. mask  •  (<-  areg{8  15)  (and  Xmask  (rot  scount{7  8)  tlatch{7  8}))) 
transform(  8.80):  077/777  ->  (and  Xmask  (rot  scount{7  8}  tlatcn{7  8})) 

No  takers! 

. . .  cutoff  reached . 

...  fail  on  transforir(  8.80) 

.  . .  cutoff  reached . 

. . .  fail  on  search(  10.80) 

...  fail  on  transform(  10.80) 
cutoff  reached . 

...  fail  on  transform(  20.32) 

.  .  cutoff  reached. 

...  fail  on  transform(  28.32) 
feasible;  fbus.or  -  (<-  fbu${2  11}  (or  areg  breg)) 
transform  26.32).  0000007  •>  (or  areg  breg) 
or;d(  24.00) 

applying  orld.  SI  :•  (or  0000000  SI)  to  0000007 
transf orm(  26.321:  (or  0000000  0000007)  ->  (or  areg  breg) 
orcommutt  21 .  CO  ,'operandma  tch(  24.00) 

applying  orcommt.it:  (or  SI  52)  ::  (or  S2  SI)  to  (or  0000000  0000007) 
transform(  26.32):  (or  0000007  0000000)  »>  (or  areg  breg) 
orcommut(  24 . 00 )operandmatch (  21.00) 
decomposing  by  operand 
transform?  12.42):  0000007  •>  areg 
|...  found  previous  failure 
|...  fail  or  transform!  12.42) 

applying  orcommut:  (or  Si  S2 )  ::  (or  $2  SI)  to  (or  0000007  0000000) 
transform^  26.37):  (or  0000000  C000007)  ■>  (or  areg  breg) 

|  |  .  found  prev  ious  f a llurp 

j  j...  fail  on  trarsform(  20.32) 
j  ...  cutoff  reached . 

...  fail  on  transform(  26.32) 
j  decomposing  by  operand 
j  transform?  10.80):  00C0000  ■>  areg 
applying  fetch  decomposition 
search?  10.80):  (<-  areg  0000000) 

I  areg . mask (  10.00) 

feasible:  areg. mask  •  (<-  areg(8  15}  (and  Xmask  (rot  scount{7  8}  Hatch(7  8}))) 
i  trar.sform(  8.90):  OOOCOOO  ->  (and  Xmask  (rot  scount{7  8}  tlatch{7  8})) 
reroand(  0.89) 

apply ing- /eroand :  0000000  ::  (and  0000000  ???)  to  0000000 
transform(  3.80):  (and  0000000  777)  *>  (and  Xmask  (rot  scount{7  8}  tlatch{7  8})) 
operar.dmatcn(  0.00) 
decomposing  ay  operano 
[transform!  0.00):  0000000  •>  Xmask 
attempting  constant  match 
j  it's  a  match! ! 

|  ...  success  a*.  transform(  0.00)  with  0.00 
...  success  on  transform!  8.80)  with  0.00 
...  success  on  transform(  8.80)  with  0.00 
|...  success  on  scarch(  10  80)  with  2.00 
...  success  on  transform(  10.80)  with  2.00 
transform(  15.52):  0000007  •>  breg 
applying  fetch  decomposition 
search?  15.52):  (<-  breg  0000007) 
breg  con (  14.00) 

feasible:  breg. con  »  (<-  breg{4  13}  (f?2  0000010  conhi{3  4}  conlo{3  4})) 
transform*  13.52):  0000007  »>  (02  OU00010  conhl{3  4}  conlo{3  4}) 
con-unf ol d(  8.00) 
aoplying  con-unfold  to  0000007 

iransform(  13.52):  (02  0000010  0000000  0000007)  »>  (02  0000010  conh1(3  4)  conlo{3  4}) 
operanamatch(  8.00) 
decomposing  by  operand 
|transform(  6.76):  0000000  •>  conh1{3  4} 
applying  fetch  decomposition 
search?  6.76):  (<-  conh1{3  4)  0000000) 
ld.conhl(  4.00) 

feasible:  ld.conhl  •  (<-  conh1{0  9999}  Xwild) 
tran$form(  0.00);  OOOOOOO  •>  Xwild 
j  (using  previous  result) 

j...  success  on  transform(  0.00)  with  0.00 
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...  success  on  search(  0.76)  with  4.00 
...  success  on  transform(  6.76)  with  4.00 
transform(  6.76):  0000007  »>  conlo{3  4} 
applying  fetch  decomposition 
search?  6.76):  (<-  conlo{3  4}  0000007) 
ld.conlo(  4.00) 

feasible:  ld.conlo  ■  {<-  conlo{0  9999}  Xwlld) 
transform(  0.00):  0000007  •>  Xwlld 

I  attempting  constant  match 
It  *  s  a  match! I 

...  success  on  transform(  0.00)  with  0.00 
...  success  on  search(  6.76)  with  4.00 
...  success  on  trarsform(  6.76)  with  4.00 
...  success  on  transform(  13.52)  with  5.00 
...  success  on  transform(  13.52)  with  8.00 
...  success  on  search(  15.52)  with  10.00 
...  success  on  transform(  15.52)  with  10.00 
...  success  on  transform(  26.32)  with  12.00 
..  success  on  transform(  26.32)  with  12.00 
feasible-  fbus.xor  •  (<-  fbus{2  11}  (xor  aneg  brag)) 
transform(  24.20):  0000007  «>  (xor  areg  breg) 

*orld(  12.00) 

applying  xorld:  SI  ::  (xor  0000000  $1)  to  0000007 
| transf onm(  24.20):  (xor  0000000  0000007)  *>  (xor  areg  breg) 
oper anamatch(  12.00) 
decomposing  by  operand 
transform?  2.63):  0000000  •>  areg 
(using  previous  result) 

...  success  on  transforms  2.63)  with  2.00 
transform?  21.57):  3000007  «>  breg 
applying  fetch  decomposition 
search?  21.57):  (<-  breg  0000007) 
breg.con(  14.00) 

feasible:  breg. con  •  (<-  br&g{4  13}  (02  0000010  conh1{3  4}  con1o{3  4})) 
transform(  19.57):  0000007  ->  (92  0000010  COnh1{3  4}  conlo{3  4}) 
con-unfold(  8.06) 
applying  con-jnfold  to  0000007 

transform(  19.57):  (92  C000010  0000000  0000007)  ->  (92  0000010  conh1{3  4}  con1o{3  4}) 
operar.amatch(  3.00) 
decomposing  by  operand 
transform?  9.78):  3000000  •>  conh1{3  4} 
applying  fetch  decomposition 
search?  9.7e):  (<-  conhi{3  4}  0000000) 
ld.conhl(  4.00) 

feasible:  Id.corhl  ■  (<-  conhUO  9999}  Xwlld) 
transform(  0.00):  0000000  ->  Xwlld 
I  (using  previous  result) 

|...  success  on  transform(  0.00)  with  0.00 
.  .  success  on  search(  9.78)  with  4.00 
j  ...  success  on  transform(  9.78)  with  4.00 
|trar:sform(  3.78).  0000007  •>  conlo{3  4} 
aopivmq  fetch  decompose VAon 
search?  9.78):  (<-  conlo{3  4}  0000007) 
lri.conlo(  4.00) 

fecslble:  id.conlo  ■  (<-  conlo(0  9999}  Xwlld) 
transform(  0.00):  0000007  •>  Xwlld 
|  (using  previous  result) 

j...  success  or  transform(  0.00)  with  0.00 
I  ...  success  on  search(  9.78)  with  4.00 
[  ...  success  on  transform(  9.78)  with  4.00 
I  ...  success  cn  :ransform(  19.57)  with  8.00 
•  j  .  ..  success  on  transform(  19.57)  with  8.00 
j  |...  success  on  ,earch(  21.57)  with  10.00 
J  ...  success  on  transforms  21  57)  with  10-00 
I  ...  success  on  transform(  24.20)  with  12.00 
...  success  on  transform(  24.20)  with  12.00 
...  success  on  search(  34.32)  with  20.00 
...  success  on  $earch(  63.36)  with  34.00 
56  nodes  examined. 

Maximum  search  depth:  11 

Maximum  axiom  depth:  3 

Approximate  execution  time:  1.93  seconds 

Compacting  set  0: 
abus.llnc  (0) 

Id.dmask  0000000  id.dr.aset  0000000  (1) 

Id.conhl  0000000  (2) 

ld.conlo  0000007  areg. mask  0000000  breg. con  (3) 
fbus.or  (4) 

...  size  5.  spread  38.  cost  24 

Compacting  sat  1: 
abus.llnc  (0) 

id.dmask  0000000  id.dr.asat  0000000  (1) 

Id.conhl  0000000  (2) 

ld.conlo  0000007  areg. mask  0000000  brag. con 
fbdS.xor  (4) 

...  size  5.  spread  38,  cost  24 


(3) 
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